1996 ford mustang gt intake manifold

Car now runs like a champ thanks parts geek,Only if every company was like this one we would
be better off. Skip to main content Menu. Close X. Call To Order: Air Cleaner Assembly. Air
Cleaner Bracket. Air Filter. Air Filter Housing. Air Mass Meter. Air Mass Sensor. Air Pump.
Carbon Canister. Cold Air Intake. EGR Pressure Sensor. EGR Vacuum Solenoid. EGR Valve.
EGR Valve Gasket. Engine Intake Manifold Cover Gasket. Idle Air Control Valve. Idle Control
Valve. Mass Air Flow Sensor. Mass Air Flow Sensor Adapter. Mass Air Flow Sensor Assembly.
Mass Air Flow Sensor Connector. Nitrous Oxide Injection System Kit. PCV T Fitting. PCV Valve.
PCV Valve Grommet. Pre Heat Hose. Purge Flow Sensor. Purge Valve. Secondary Air Injection
Pump. Throttle Body Gasket. Throttle Body Spacer. Body Electrical. Chemicals and Fluids.
Climate Control. Cooling System. Drive Belts. Engine Electrical. Engine Mechanical. Fuel
Delivery. Fuel Injection. Tools and Hardware. DIY Solutions. Shop By Vehicle. Replacement
Intake Manifold - Upper. Click to Enlarge. Replacement N Intake Manifold. Notes: Engine Intake
Manifold -- 4. Shipping Options: Free Ground Shipping. Dorman Intake Manifold. Dorman W
Intake Manifold. Product List Price:. Dorman Intake Manifold - Upper. Features:
Precision-engineered and durably manufactured to match the fit and function of the stock
manifold Tested to ensure top-quality OEM performance and durability Designed to match all
specifications of the original part for convenient, trouble-free installation. Brock Intake Manifold.
Product Remark: with Thermostat, Gaskets, and Hardware. Autotecnica Intake Manifold.
Dorman The delivery time was good. Updated on progress. Excellent quality of part. September
3rd, Posted by Intake. Dorman W May 22nd, Posted by Blackninji. Catalog: E. Vehicle Engine
Notes Ford Mustang. Catalog: A. Vehicle Engine Ford Mustang. Catalog: B. Catalog: Q. Catalog:
K. Catalog: S. Catalog: P. For refined durability, more economical pricing and elegant detailing,
refined consumers trust cars manufactured by Ford. For drivers who give significance on
dependability and innovation, Ford really delivers. Ford creates vehicles which are designed
around top performance, and that means that the Mustang just won't deliver as intended without
high-end replacement parts. Fast-lane curve-huggers, such as your high-octane Ford Mustang,
are built to be used past tolerances, but later given proper repairs. It's not surprising that
performance-minded vehicle owners understand how to focus on the road performance of their
Ford Mustang with high-performance car parts. The Ford you chose was created with quality
and expertise; it needs new parts of the same high level of value. A car's Ford Mustang Intake
Manifold assists the steady stream of intake air that is necessary for clean performance. The
critical function of your Ford Mustang Intake Manifold is to smoothly provide the fuel-air mixture
or just air depending on the engine to each port of the pistons. Invest in your vehicle's elements
by purchasing the finest in quality engine components. If you treasure the horsepower of a
Ford, guard it with our very best parts. Your Ford definitely makes a statement Whether you
own a convertible or a minivan, we have the parts you are looking for here at They are available
for the following Ford Mustang years: , , , , , , , , , , , , , , , , , , , , , , , , , , , , , , , , , 17, 16, 15, 14, 13,
12, 11, 10, 09, 08, 07, 06, 05, 04, 03, 02, 01, 00, 99, 98, 97, 96, 95, 92, 89, 87, 86, 84, 79, 72, 69, 66,
This part is also sometimes called Ford Mustang Manifolds. Exactly what I expected. Well
packaged. Looks like it should be an afternoon project. I've not installed it yet. Got to get the
injector seals. Make sure you get the three ring set for each injector, one small one to mate with
the fuel rail and two larger ones on the head side of each injector. Everything else is supplied in
this kit. The item was shipped promptly packaging was in good original condition. Pricing was
the lowest of the internet. They have items not found on rockauto. Partsgeek items are
competitive and sometimes lower than Rockauto. You can be confident that if you don't have
time to shop around Autogeek will give you the lowest price. I highly recommend. I had
purchased this for my mustang GT 4. The factory intake had broke the heater core nipple on
passenger rear common issue. I would only recommand buying this product if you are on a
tight budget. I say this because the runners on the dorman intake are no where near like the
factory ford one. There is a lose of HP using the dorman one, but in a pinch and on a budget, it'll
get the job done and done well. Skip to main content Menu. Close X. Call To Order: To return a
part, simply submit a support ticket within 30 days of ordering and we will issue you an RMA
number to return your product. See customer service page for refund and return details. We
scour the web to make sure PartsGeek always has low prices. You can buy with confidence!
Click to Enlarge. Replacement N Intake Manifold. Product Note: Engine Intake Manifold -- 4.
Shipping Options: Free Ground Shipping. Dorman Intake Manifold. Features:
Precision-engineered and durably manufactured to match the fit and function of the stock
manifold Tested to ensure top-quality OEM performance and durability Designed to match all
specifications of the original part for convenient, trouble-free installation. Dorman W Intake
Manifold. Product SKU: W Shipping Options: Ground, Overnight, 2 Day. Product SKU: The Ford
Mustang sparks the imagination. It inspires images of racing wild horses on the great American
plain, each one faster and more regal than the last. You chose your Ford Mustang because of its

speed, sleekness and style. Mustang drivers are a special breed, much like the horse with the
name that inspired the car they drive. That's why when your Ford Mustang intake manifold
needs replaced, it needs your prompt attention. You see, your Ford Mustang intake manifold is
an integral part of your engine. You could say it helps your car breathe. That is right. It takes in
air and essentially breathes out exhaust, similar to the lungs in a human body. It takes in energy
and eliminates waste. Obviously when it malfunctions, you have a major problem. In cars with
an internal combustion engine, what makes movement possible is a series of small explosions
inside the combustion chambers. What fuels these explosions is gasoline but they would not be
possible without oxygen, which allows combustion to take place. The intake manifold is a series
of tubes that distribute air coming into the engine evenly to each of the cylinders, so the correct
amount of air mixes with the correct amount of gas. It is the intake manifold that is responsible
for making sure there is enough air available when the valve opens for each intake and
guarantees each cylinder gets the same amount of air as the others. Imagine a running horse
getting short on breath. That is essentially what is happening when your Ford Mustang intake
manifold malfunctions. It increases wear on the engine as the particulates from the exhaust
contaminate your engine. It costs more at the gas pump because the engine is not as efficient
and is not burning gasoline the way it is supposed to be. But you can breathe easy because you
can find just what you need at partsgeek. The right Ford Mustang intake manifold delivers fuel
economy gains that make it worth replacing. With gas prices today, most of us simply can't
afford to be paying more at the pump. There is no reason to, especially when you can find
everything you need to keep your Ford Mustang in top condition at partsgeek. Pricing and
Recalls Whatever you are searching for, whether it is a recalled Mustang GT intake manifold or a
Mustang GT intake manifold, we have got you covered. And Ford may actually pay for it since
there have been recalls issued for some model years. Do the research you need to do to find out
if your particular vehicle was part of the recall. Even if you are not part of the recall, you can rest
assured that you will find the right part at the right price at partsgeek. Be sure to get the best
deal with convenient delivery and easy browsing at partsgeek. Read more reviews. I bought a
intake manifold for my ford mustang and it came quick and a perfect fit. Catalog: E. Vehicle
Engine Notes Ford Mustang. Catalog: B. Vehicle Engine Ford Mustang. Catalog: A. Vehicle Sub
Model Ford Mustang. Catalog: F. Catalog: H. Catalog: C. Catalog: T. Catalog: P. Catalog: Q.
Catalog: K. Catalog: S. Car now runs like a champ thanks parts geek,Only if every company was
like this one we would be better off. Skip to main content Menu. Close X. Call To Order: Air
Cleaner Assembly. Air Cleaner Bracket. Air Filter. Air Filter Housing. Air Mass Meter. Air Mass
Sensor. Air Pump. Carbon Canister. Cold Air Intake. EGR Pressure Sensor. EGR Vacuum
Solenoid. EGR Valve. EGR Valve Gasket. Engine Intake Manifold Cover Gasket. Idle Air Control
Valve. Idle Control Valve. Mass Air Flow Sensor. Mass Air Flow Sensor Adapter. Mass Air Flow
Sensor Assembly. Mass Air Flow Sensor Connector. Nitrous Oxide Injection System Kit. PCV T
Fitting. PCV Valve. PCV Valve Grommet. Pre Heat Hose. Purge Flow Sensor. Purge Valve.
Secondary Air Injection Pump. Throttle Body Gasket. Throttle Body Spacer. Body Electrical.
Chemicals and Fluids. Climate Control. Cooling System. Drive Belts. Engine Electrical. Engine
Mechanical. Fuel Delivery. Fuel Injection. Tools and Hardware. DIY Solutions. Shop By Vehicle.
Replacement Intake Manifold - Upper. Click to Enlarge. Replacement N Intake Manifold. Notes:
Engine Intake Manifold -- 4. Shipping Options: Free Ground Shipping. Dorman Intake Manifold.
Dorman W Intake Manifold. Product List Price:. Dorman Intake Manifold - Upper. Features:
Precision-engineered and durably manufactured to match the fit and function of the stock
manifold Tested to ensure top-quality OEM performance and durability Designed to match all
specifications of the original part for convenient, trouble-free installation. Brock Intake Manifold.
Product Remark: with Thermostat, Gaskets, and Hardware. Autotecnica Intake Manifold.
Dorman The delivery time was good. Updated on progress. Excellent quality of part. September
3rd, Posted by Intake. Dorman W May 22nd, Posted by Blackninji. Catalog: E. Vehicle Engine
Notes Ford Mustang. Catalog: A. Vehicle Engine Ford Mustang. Catalog: B. Catalog: Q. Catalog:
K. Catalog: S. Catalog: P. This listing is for part or sub-assembly number given below only. Skip
to main content. Email to friends Share on Facebook - opens in a new window or tab Share on
Twitter - opens in a new window or tab Share on Pinterest - opens in a new window or tab. Add
to Watchlist. People who viewed this item also viewed. Showing Slide 1 of 1 - Carousel. Check if
this part fits your vehicle. Picture Information. Mouse over to Zoom - Click to enlarge. Get the
item you ordered or get your money back. Learn more - eBay Money Back Guarantee - opens in
new window or tab. Seller information liftstrutstore Contact seller. Visit store. See other items
More See all. Item Information Condition:. Add to Watchlist Remove from watch list. Watch list
is full. Longtime Member. Does not ship to Ukraine See details. Item location:. Ships to:. This
amount is subject to change until you make payment. For additional information, see the Global
Shipping Program terms and conditions - opens in a new window or tab This amount includes

applicable customs duties, taxes, brokerage and other fees. For additional information, see the
Global Shipping Program terms and conditions - opens in a new window or tab. Any
international shipping is paid in part to Pitney Bowes Inc. Learn More - opens in a new window
or tab International shipping and import charges paid to Pitney Bowes Inc. Learn More - opens
in a new window or tab Any international shipping and import charges are paid in part to Pitney
Bowes Inc. Learn More - opens in a new window or tab Any international shipping is paid in part
to Pitney Bowes Inc. Learn More - opens in a new window or tab. Related sponsored items.
Showing Slide 1 of 2 - Carousel. For Ford Mustang 4. Report item - opens in a new window or
tab. This translation tool is for your convenience only. The accuracy and accessibility of the
resulting translation is not guaranteed. Note: The accuracy and accessibility of the resulting
translation is not guaranteed. Seller assumes all responsibility for this listing. My Garage. Go to
My Garage. Please wait. We were unable to complete your request. Please try again later. This
part is not compatible with this. Compatibility information is not available for this item. Oops,
something went wrong. This part is compatible with below vehicle s. This part is compatible
with below vehicle s matching this. A quantity of 2 is recommended. Portions of the information
contained in this table have been provided by liftstrutstore. BOXI products are inspected and
tested multiple times before leaving our factory. They are made to match the OE in form, fit and
function. Please check vehicle fitment. Shipping and handling. The seller has not specified a
shipping method to Ukraine. Contact the seller - opens in a new window or tab and request
shipping to your location. Shipping cost cannot be calculated. Please enter a valid ZIP Code.
Shipping to: United States. No additional import charges at delivery! This item will be shipped
through the Global Shipping Program and includes international tracking. Learn more - opens in
a new window or tab. There are 5 items available. Please enter a number less than or equal to 5.
Select a valid country. Please enter 5 or 9 numbers for the ZIP Code. This item does not ship to
Ukraine. Domestic handling time. Taxes may be applicable at checkout. Learn more. Return
policy. Payment details. Payment methods. Back to home page Return to top. Back to home
page. Listed in category:. Email to friends Share on Facebook - opens in a new window or tab
Share on Twitter - opens in a new window or tab Share on Pinterest - opens in a new window or
tab Add to Watchlist. Image not available Photos not available for this variation. As everyone
knows, the Dupont Zytel Nylon black plastic intake manifolds used on Ford Modular engines
have a tendency to leak coolant through the front coolant crossover port. In fact, there is a class
action lawsuit regarding this issue but unfortunately the settlement leaves many people high
and dry. This article presents an alternative solution to buying an expensive NPI intake
manifold. Why get a PI intake instead? These are designations used by Ford enthusiasts to
describe the cylinder head, camshaft, and intake manifold designs used on Ford 4. The Vics use
the same alternator as up Vics, so a up bracket is a direct bolt-on. Note that in the diagram,
there is no metal part covering the fuel hose. But it sort of crams down the fuel hose against the
intake runner and heats up the fuel in the hose through conducted heat in the bracket. Just cut
the bracket so you retain the 4 bolt holes as in the diagram. Some Vics have the PI coolant
nipple already installed at the factory, while others still retain the longer NPI coolant nipple. The
easiest way to tell what nipple is installed is by looking at the tube to nipple seal when the
intake manifold is removed. At this point you do not have to remove the water pump! My Vic
came with the PI nipple pre-installed but I drove it out like a mindless zombie with a 1 track
mind. The NPI coolant nipples are made of a flimsy sheet metal so if you try whacking it with a
hammer, you can easily deform it. The PI nipples are made of a tough cast material. Pictures of
assembled components. Crash Bracket. Left: The rear bracket that is connected to the old
coolant tube. Thermostat Housing Comparison: Original style housing used on all-nylon intake
manifolds. Notice the areas indicated by the arrows. New RH housing designed for aluminum
water cross-overs. The major differences are noted in the clearance between the alternator and
the housing flange, as well as an extra piece of the housing that covers the port on the intake
manifold. The old style housing has much larger mounting holes designed for brass inserts on
the all-nylon intake. It is recommended that you purchase a new housing for your aluminum
water crossover intake it may be included in replacement kits though, so check before you buy.
Procedure: Let the engine cool down overnight to make sure engine block is cold, fuel pressure
is at a minimum, etc. Estimated reading time: 13 min. Click on the thumbnails to enlarge the
photographs! Note: the sensor attached to the old coolant tube bracket is the EGR Differential
Pressure Feedback Valve aka transducer Thermostat Housing Comparison: Original style
housing used on all-nylon intake manifolds. Procedure: Let the engine cool down overnight to
make sure engine block is cold, fuel pressure is at a minimum, etc Remove the front end
accessory drive belt. Disconnect negative terminal on battery, set parking brake. Remove the
radiator sight shield. Get rid of the crud! Label all electrical connectors and make notes on what
goes where. Disconnect all injector plugs and coil plugs for Vics , or spark plug wires Crown

Vics. Remove the coil packs on Vics. Use compressed air to blow out the spark plug wells.
Disconnect fuel lines using the special spring coupler tools. Use a catch can or suitable
container to catch all of the dripping fuel. Exercise extreme caution when dealing with gasoline.
Remove the upper coolant hose and block the radiator and t-stat housing orifices using rags,
Ziploc bags, etc Remove the brackets for the throttle cable and speed control cable and
disconnect the cables from the throttle body as well. To disconnect the throttle cable from the
TB Throttle Body , open up the throttle and gently pull the cable downward out of the track and
slide the cylinder away from the bracket. To disconnect the speed control cable, gently pry up
on the plastic clip it clips into a little snub on the bracket. Secure the cables away from the work
area. Remove the windshield wiper cowl and assembly. Start by removing the Phillips screws
and cut off the two Christmas tree plugs. Disconnect the windshield wiper fluid hoses. Remove
the two nuts for the evaporative emission canister purge valve; remove the bolts holding down
the motor assembly and lift. Make sure to disconnect the motor harness and wiper fluid hose
before removing the entire assembly. Remove all the vacuum connections and disconnect the
PCV valve. But label everything if possible. Remove the EGR bolts. You do not need to remove
the EGR tube. The alternator is removed so the intake can slide out. Remove the alternator
bracket and alternator. Make sure you disconnect the voltage regulator harness and main power
lead from the alternator. The alternator sits on two bolts that go into the block and have some
minor support from 2 bolts that attach to the bracket. With the alternator out of the way, you can
slide the intake out. There are FIVE bolts, 4 that are clearly visible and one that is a support.
Remove the gasket as well. Remove the LH crash bracket. It will be held by a large and LONG
bolt. Use a 15mm socket. The crash bracket is also held by a 10 or 13mm nut and stud on the
back of the LH cylinder head. Remove the nut first, and then find a bolt that holds the bracket.
With that bolt removed, you can slide the bracket out of the way to remove the stud that is
holding down the crash bracket. Remove the crash bracket. Remove the thermostat housing
bolts as well as the O-ring and thermostat. Verify that all obstructions to the intake manifold
have been removed, and proceed to remove all 8 bolts. A large wiring harness may be clipped
into the RH rear of the intake manifold via a Christmas tree plug. There will be 5 bolts on the RH
side, 3 bolts not including the long crash bracket bolt on the LH side, and the 2 t-stat housing
bolts. Remove the intake manifold by sliding it out forward the alternator IS out of the way,
right? Look for a noticeable gap between the coolant tube and the chamfered edge of the tube.
If there is no gap and the tube runs almost seamlessly into the block], you have an NPI nipple
and you need to follow the next few steps. Loosen and remove the bolts, and remove the pulley.
If it does not come out, gently pry against the sides of it using a screwdriver. Remove the water
pump bolts, being careful not to remove one of the front cover bolts. Use a screwdriver and pry
the LH driver side tab on the water pump. There will be a notch in the cast iron block and a
small tab on the body of the pump. Stick a large bar or screwdriver behind the tab and push the
handle towards the intake manifold to ]lift] the water pump body. Once you see a small gap, tap
in the water pump housing using a hammer lightly tap!!! Repeat this procedure until the pump is
]loose]. Some coolant will gush out, so get ready. Clean the water pump O-ring sealing area.
Find a socket that barely fits over the nipple head the part that has 2 o-rings , it should be a
15mm standard depth socket. You want to find a socket that snugly fits over the nipple head so
when you use a hammer, it does not deform the nipple. Slide the socket over the nipple so that
it stays there. Gently tap on the socket with a large hammer. Gentle and even taps will drive out
the nipple in less than 20 seconds. Seat the nipple evenly in the bore. Try to do this as evenly as
possible because it is an interference fit. I used a layer of clearcoat on damaged parts of the
new tube it was scraped in a few spots during transit and polished it with NuFinish. Find the
large bracket on the rear of the RH cylinder head. There are 2 vacuum hoses attached to a
sensor that has a wiring harness attached EGR Transducer, or the Differential Feedback valve
Remove the wiring harness, and remove the nut that is holding that one side of the sensor. The
other end clips onto the bracket. The grounding strap will be held down by a nut on a stud. This
stud also holds down the coolant tube. Remove the nut that holds the ground strap and set the
strap aside. Remove the stud from the coolant tube. Disconnect the heater core hose to the
tube, and pull the tube from the nipple. Finagle the tube a little and remove from the vehicle.
Lubricate the nipple o-rings with anti-freeze. In order to keep the bracket for the sensor and
implement it on the new coolant tube, I used a Sawz-All to chop the stock bracket off at the NPI
coolant tube keeping the bolt hole intact. I sanded and rounded off the edges, painted with
exhaust paint, and bolted it with the new PI coolant tube. Torque the bolt and stud not the
ground strap nut to 22 ft-lbs. Install the ground strap and bracket. Clean the gasket sealing
surfaces on the cylinder heads and make sure the intake ports do not have debris. Vacuum if
necessary. Clean off the old thread sealant and apply new sealant or Teflon tape. Please note
that the sensor has a tapered thread, do not use monster force to torque it down. Tighten it

down enough so that nothing leaks. Now would be a good time to perform any TB or plenum
upgrades. Take the PI gaskets and remove the locating nubs on the bottom side of the gaskets.
Apply RTV around the coolant ports on the front and the rear of the gasket. Slide the new intake
over the gaskets making sure not to smear the RTV and finally drop it down. Install the crash
bracket, making sure you hand tighten the big long bolt first to snug it down. Torque the bolt
and stud to 22 ft-lb. Then start working the intake manifold bolts: Install the T-stat, O-ring,
Housing, and then the bolts in that order. Apply anti-seize to the t-stat bolts and torque to 18
ft-lbs using the new included t-stat housing, or Motorcraft RH The reason is the alternator, when
fully seated, may contact the T-stat housing unless you rotate it a bit out of the way. This will
not affect the o-ring seal since its still pushing down on the O-ring. Lubricate the O-rings with a
thin coat of engine oil dino 5W will work. The fuel rail studs should be torqued to 79 in-lb. Install
the ignition coil packs over the spark plugs, making sure you use plenty of dielectric silicone
grease on the electrode for the spark plug. Slip the heater core hose over the coolant tube on
the intake manifold and make sure the hose clamp is properly installed. Torque down the EGR
bolts to 16 ft-lb, and the 5 plenum bolts to a max of in-lb. In case I do not mention additional
torque specs, anything that bolts onto the brass fittings in the Dupont Zytel Nylon intake
manifold have a max torque of in-lb, nothing more!! Anything that bolts onto the block will
generally have a max of 22 ft-lb of torque water pump bolts, alternator to block bolts, rear
cylinder head bracket bolts, etc I
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nstall the vacuum hoses, reconnect all electrical harnesses, and reconnect the throttle cable
and speed control cables. To install the throttle cable, open up the throttle and slip the cylinder
in making sure the cable goes into the track. Make sure the tranny dipstick is fully seated it can
pop out when working on the back part of the engine. Install the 2 bottom alternator bolts and
seat the alternator against the block. Torque the bottom bolts to 22 ft-lb. Install the new
alternator bracket or modified alternator bracket and torque the 4 top bolts to in-lb in a cross
pattern. Have about 0. Wait at least hours and then start the engine and check for leaks vacuum
or fluid. Give it an easy week or so for the RTV to fully cure. After you have verified there are no
vacuum or fluid leaks, re-install the wiper assembly, cowl, and wiper arms. Keep an eye on
possible leaks from the temperature sensor threads. If it continues to leak, tighten it a tad more.
Was this article helpful? Views: 0.

