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copper, are called conductors, as they easily enable circulation of movement reduced
resistance. Plastic, wood, as well as air are instances of insulators, inhibiting the movement of
electrons high resistance. DC Straight Present. DC is a constant flow of present in one
instructions. DC can move not simply with conductors, but semi-conductors, insulators, as well
as a vacuum cleaner. Air Conditioning Rotating Current. In Air Conditioner, the flow of present
occasionally rotates between 2 directions, usually developing a sine wave. The regularity of Air
Conditioning is determined in Hertz Hz , and also is usually 60 Hz for electrical energy in
domestic as well as company functions. Finishing an electric engineering level as well as after
that obtaining a task in the field indicates you will see a lot a great deal a whole lot of these
schematics. It s crucial to recognize exactly what is going on with these. Whenever you identify
your specific field of electric design, you may see much more intricate layouts as well as
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installation has been appropriately designed and implemented while confirming the safety
regulators. A usually gives information about the relative position and arrangement of devices
and terminals on the devices, to help in building or servicing the device. This is unlike a
schematic diagram, where the arrangement of the components interconnections on the diagram
usually does not correspond to the components physical locations in the finished device. A
pictorial would show more detail of the physical appearance, whereas a wiring diagram uses a
more symbolic notation to emphasize interconnections over physical appearance. They only
provide general information and cannot be used to repair or examine a circuit. The functions of
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layout of electrical interconnections. Wiring on the picture with different symbols shows the
exact location of equipment in the whole circuit. Its components are shown by the pictorial to be
easily identifiable. They are often photos attached with highly-detailed drawings or labels of the
physical components. A person with a strong knowledge of electrical wiring diagrams can only
understand a pictorial. Quick Links. Page 2 This section tells you when to perform vehicle
maintenance and what fluids and lubricants to use. Page 4 About Driving Your Vehicle with
other vehicles of this type, failure to operate this vehicle correctly may result in loss of control
or an accident. Page 5 You will also find a circle with a slash through it in this book. You can
lose control of the vehicle if you try to ad,just a manual driver's seat while the vehicle is moving.
Page Manual Lumbar Support Lumbar Support Manual If you have this feature, there will be a
knob on the outside of the driver and passenger bucket seats. Turn the knob counterclockwise
to increase lumbar support and clockwise to decrease lumbar support. Press and hold the front
of the control until you have the desired lumbar support. To decrease lumbar support, press the
rear of the control. Reclining Front Seatbacks Release the lever to lock the seatback where you
want it. Page 13 Head Restraints Head restraints are fixed on some models and adjustable on
others. Slide an adjustable head restraint up or down so that the top of the restraint is closest to
the top of your ears. This position reduces the chance of a neck injury in a crash. Tilt the right
front seatback completely forward and the whole seat will slide forward. Move the seatback to
its original position after someone gets into the rear seat area. It also tells you some things you
should not do with safety belts. Page 16 Your vehicle has a light that comes on as a reminder to
buckle up. In most states and Canadian provinces, the law says to wear safety belts. Page 17
Put someone on up to speed. Then stop the vehicle. In a real vehicle, Page 19 or the safety
belts! With safety belts, you slow down as the vehicle does. You get more time to stop. You stop
over more distance, and your strongest bones take the forces. Page 21 3. Pick latch plate and
pull the belt across you. Don't Ict it twisted. Make thc t - c l c w button w r c would be able to
unbuckle the posiititmed y o u you ever had to. Page 22 The lap part of the belt should be worn
low and snug on the hips, j'ust touching the thighs. In a crash, this applies force to the strong
pelvic bones. And you'd be less likely to slide under the lap belt. If you slid under it, the belt
would apply force at your abdomen. The shoulder belt is too loose. In a crash, you would move

forward too much, which could increase injury. The shoulder belt should fit against your give
nzarly body. The belt forces would be there, not at the pelvic bones. Page 25 e. The shoulder
belt is worn under the arm. It should be worn over the shoulder at all times. In a crash, your
body would move too far forward, which would increase the chance of head and neck injury.
The belt is twisted across the body. If a belt is twisted, make it straight so it can work properly,
or ask your dealer to Page 27 To unlatch the belt, just push the button on the buckle. The belt
should go back out of the way. Before you close the door, be sure the belt is out of the way. If
you slam the door on it, you can damage both the belt and your vehicle. The driver's air is in the
middle of the steering wheel. Page 30 When should an air bag inflate? An air bag is designed to
inflate in a moderate to severe frontal or near-frontal crash. Page 31 What will you see after an
air bag inflates? After an air bag inflates, quickly deflates, so quickly that some people may not
even realize the air bag inflated. Some components of the air bag module in the steering wheel
hub will be hot for a short time. The parts of the bag that come into contact with you may be
warm, but not too hot to touch. There are parts of the air bag system in several places around
your vehicle. Like all occupants, they are seriously injured if they don't wear safety belts. When
likely that the fetus won't be hurt in a crash. For likely to be more pregnant women, as for
anyone, the key Page 34 Lap Belt If your vehicle has a front bench seat, someone can sit in the
center position. To make belt. Accident statistics show that unbelted people in the rear seat are
hurt more often in crashes than those who are wearing safety belts. Page 36 2. Push the latch
plate into the buckle until it clicks. Pull up on the latch plate to make When the shoulder belt is
pulled out all the way, it will lock. Page 37 The lap part of the belt should be worn low and snug
on In a crash, this applies the hips, just touching the thighs. If you slid under the belt would
apply force at your abdomen. Page 38 To unlatch the belt, just push the button on the buckle.
This feature will provide added safety belt comfort for children who have outgrown child
restraints and for small adults. Page 39 Pull the elastic cord out from between the edge of the
seatback and the interior body to remove the guide from its storage clip. Slide the guide under
and past the belt. The elastic cord must be under the belt. Then, place the guide over the belt,
and insert the two edges of the belt into the slots of the guide. Page 40 3. Be sure that the belt is
not twisted and it lies flat. The elastic cord must be under the belt and the guide on top. Pick up
the latch plate and pull the belt across you. Don't let it get twisted. Page 42 4. Position and
release it the same way as the lap part of a lap-shoulder belt. Make sure the release button on
the buckle is positioned so you would be able to unbuckle the safety belt quickly you ever had
to. Page 44 Child Restraints Be sure the child restraint is designed to be used in a vehicle. Then
follow the instructions for the restraint. You may find these instructions on the restraint itself or
in a booklet, or both. Page 45 Top Strap If your child restraint has top strap, anchored. Anchor
brackets for the rear outside seat positions are located on the floor in the cargo area. Anchor
the top strap to the rearmost bracket on the same side of the should be vehicle as the child
restraint. See the earlier part about the top strap if the child restraint has one. Put the restraint
on the seat. Follow the instructions for the child restraint. Secure the child in the child restraint
as the instructions say. Page 47 5. Pull the the shoulder belt all the way out of 6. To tighten the
belt, feed the shoulder belt back into the rest o f the retractor the lock. Page Buckle the belt.
Make sure the release button is positioned so you would be able to unbuckle the safety belt
quickly you ever had to. Pull the rest of the shoulder belt all the way out the retractor to set the
lock. Page 50 6. To tighten the belt, feed the shoulder retractor while you push down on the
child restraint. Push and pull the child restraint in different directions to be sure it is secure.
Page 51 Larger Children have Children who outgrown child restraints should wear vehicle's
safety belts. Accident statistics show that children are safer if they are restrained in the rear
seat. Here two children are wearing the same belt. In a crash, the two children can be crushed
together and seriously injured. A belt must be used by only one person at a time. Here a child is
sitting in a seat that has a lap-shoulder belt, but the shoulder part is behind the child. If the child
wears the belt in this way, in a crash the child might slide under the belt. When you go in to
order it, take the heaviest coat you will wear, so the extender will be long enough for you. After
a very minor collision, nothing But if the belts were stretched, they would be if worn during a
more severe crash. Page 57 Page 58 Section 2 Features and Controls Here you can learn about
the many standard and optional features on your vehicle, and information on starting, shifting
and braking. Also explained are the instrument panel and the warning systems that tell you if
everything is working properly and what to do if you have a problem. A child or others could be
badly injured or even killed. They could operate power windows or other controls or even make
the vehicle move. Don't leave the keys in a vehicle with young children. Page 60 This vehicle
has one double-sided key for the ignition, endgate, spare tire lock two-door vehicles and door
locks. It will fit with either side up. When a new vehicle is delivered, the dealer provides the
owner with a pair of identical keys and a key code number. Passengers especially children open

the doors and fall out. When a door is locked, the inside handle won't open it. Outsiders can
easily enter through an unlocked door when you slow down or stop your vehicle. This may not
be so obvious: You increase the chance of being thrown out of the vehicle in a crash if the
doors aren't locked. Press LOCK to lock all the doors at once. To unlock the doors, press the
raised area next to the key symbol. Page 63 Keyless Entry System If Equipped If your vehicle
has this option, you can lock and unlock your doors and rear endgate from up to 30 feet 9 m
away using the remote keyless entry transmitter supplied with your vehicle. Press LOCK to lock
all the doors. Page 65 To replace the battery in the Keyless Entry transmitter: Insert a dime in
the slot between the covers of the transmitter housing near the key ring hole. Remove the
bottom by twisting the dime. Remove and replace the battery with a three volt CR or equivalent
battery, positive side down. It can cause unconsciousness and even death. If you must drive
with the rear window, endgate or liftgate open or if electrical wiring or other cable connections
must pass through the seal between the body and the rear window, endgate Page 67 Endgate
Release To open a mechanical lock system from the outside, insert the key into the lock and
turn to unlock the glass. The endgate and glass will automatically lock when shut. To open a
power lock system from the outside, insert the key into the lock button and turn
counterclockwise. Page 68 Remote Rear Glass Release This button on the driver's side of the
steering column allows you to release the rear glass from inside the vehicle. Page 69 Theft
Vehicle theft is big business, especially in some cities. Although your vehicle has a number of
theft-deterrent features, we know that nothing we put on it impossible to steal. However, there
are ways you can help. Page 72 Key Release Button The key cannot be removed from the
ignition of manual transmission vehicles unless the key release button is used. To remove key
on manual transmission vehicles, turn the OFF position. Then turn the key to the LOCK position
pressing the key release button while time. Usually, the coolant heater should be plugged in a
minimum of four hours prior to starting your vehicle. Page 75 Automatic Transmission
Operation Your automatic transmission may have a shift lever located on the console between
the seats or on the steering column. There are several different positions for your shift lever. If
your vehicle is equipped with a coiunm shift lever, features an electronic shift position indicator
within the instrument cluster. Your vehicle has a brake-transmission shift interlock. Then,
slowly let up on the clutch pedal you press the accelerator pedal. Then let up on the clutch
pedal slowly while pressing the accelerator pedal. And you could injure yourself or others. If
your vehicle has four-wheel drive and is equipped with a manual transmission, disregard the
shift light when the transfer case is in 4LO. Page 81 Manual Transfer Case If your
four-wheel-drive vehicle has the manual transfer case, the transfer case shift lever is on the
floor next to the driver. Use this lever to shift into and out of four-wheel drive. Page 82 The front
axle portion of the diagram on the indicator into will light up when you shift four-wheel drive. If
the pattern does not light up, axle lights do not go out after you shift out of four-wheel drive,
have your dealer check your system. Page 83 To shift into or out of 4LO: 1. The vehicle must be
moving less than 3 mph 4. For a manual transmission, the clutch pedal must be engaged. The
preferred method for shifting into or out of 4LO is to have your vehicle moving 1 to 2 mph 1.
Page 84 4LO: This setting also engages your front axle to give you extra traction. You may
never need 4LO. It sends the maximum power to all four wheels. Page 86 Parking Brake To set
the parking brake, hold the regular brake pedal down with your right foot. Push down the
parking brake pedal with your left foot. To release the parking brake hold the regular brake
pedal down. Your vehicle can roll. If you have left the engine running, the vehicle can move
suddenly. Page 88 Move the lever up as far as it will go. Remove the key and take it with you. If
you have four-wheel drive with a manual transfer case shift lever and your transfer case is in
Don't park over papers, leaves, dry grass or other things that can burn. It contains the gas
carbon monoxide CO , which you can't see or smell. But if ever have here some things to know.
Page 93 Windows Manual Windows Turn the hand crank each door to raise or lower your
manual side door windows. Power Windows If Equipped If you have the optional power
windows, the controls are on each of the side doors. Your power windows will only work when
the ignition has been turned The driver's door has a switch for the passenger windows as well.
Page 94 Lockout Switch Four-door vehicles have a lockout feature to prevent passengers from
operating power windows. It is located on the driver's door. Press LOCK to activate this feature.
Press NORM and the return to normal operation. You can raise to the highest level to give your
legs more room when you enter and exit the vehicle. These positions allow you to signal a turn
or a lane change. To signal a turn, move the lever all the way up or down. When the turn is
finished, the lever will return automatically. Page 97 Windshield Wipers You control the
windshield wipers by turning the band with the wiper symbol on it. For a single wiping cycle,
turn the band to MIST. Hold it there until the wipers start, then let go. The wipers will stop after
one wipe. The rear window wiper operates with a constant five second delay when the rear

wiper switch is in the ON position. This can really help on long trips. Cruise control does not
work at speeds below about 25 mph 40 krdh. You could be startled and even lose control. Keep
the cruise control switch OFF until you want to use it. Press the button at the end of the lever,
then release the button and the accelerator pedal. You'll now cruise at the higher speed. Page
Exterior Lamps The switches are on the left side of your instrument panel. Press the top switch
with the parking lamps symbol on it to turn on: Parking Lamps Sidemarker Lamps Taillamps
License Plate Lamps Instrument Panel Lights Transfer Case Indicator Light if you have one
Press the bottom switch with the master lamps symbol on it to turn on all the lamps listed as
well as the headlamps. To turn the tone off, press the OFF switch. Your parking lamps or
low-beam headlamps must be on for your fog lamps to work. The fog lamp switch is on the
instrument panel under the lamps switches. Page Front Map Lamps If Equipped If your vehicle
has optional front map lamps, they are located on the inside rearview mirror. They will
automatically come on for approximately 20 seconds when either front door is opened or
unlocked with the Keyless Entry System, if so equipped. Page Mirrors Inside Daymight
Rearview Mirror Press the tab under the mirror to reduce glare from headlamps behind you.
Outside Manual Adjust Mirror Adjust your outside mirrors so you can just see the side of your
vehicle. You can fold them before entering a car wash. Pull the mirrors in toward the vehicle. If
you cut too sharply into the right lane, you could hit a vehicle on your right. Page Reading
Lamps The lamps can also be swiveled to point in the desired direction. Installing a Garage
Door Opener you have garage door opener, the front overhead compartment can be used to
conveniently store the opener. Page The pegs inside the compartment door are used to make
sure the button on the compartment door will contact the control button on the garage door
opener. Add one peg at time until the garage door opener operates with the compartment door
closed when you press the button. Page Temperature and Compass Display The outside air
temperature and the compass are displayed at the front of the overhead console. The control
switches are located to the left of the display. Turn the display on or off by pressing the switch.
Page Variance is the difference between magnetic north and geographic north. In some areas,
the difference between the two can be great enough to cause false compass readings. If this
happens, follow these instructions to set variance for your particular location: Find your
location on the zone map. Page The compass is self-calibrating, so it does not need to be
manually set. However, if C Calibration is displayed, the compass will need to be calibrated.
Page Sunglasses Storage Compartment The console has a sunglasses storage compartment.
Door Storage You will find a storage compartment on each of the front doors. Four-door models
have storage pockets and cupholders doors. Page your vehicle has the center armrest
compartment, lift the cover to expose the storage area which includes slots for cassettes and a
coinholder. A storage compartment under your radio may be used to hold small items.
Convenience Net If Equipped You may have a convenience net in the rear of your vehicle to help
keep small items, like gloves and light clothing in place during sharp turns or quick stops and
starts. Page Roll-Up Cargo Cover If Equipped If you have the optional cargo cover, you can use
cover items in the cargo area of your vehicle. Grasp the handle and unroll the cover. Latch the
posts into the sockets the inside trim panel on the passenger's side of the vehicle to secure it.
Page Luggage Carrier If Equipped CAUTION: If you try to carry something on top of your vehicle
that is longer or wider than the luggage carrier like paneling, plywood, a mattress, and so forth
the wind can catch it as you drive along. Page Remove the center rubber strips in the crossrails
and the GM accessory rack to the nut attach through the center slots four per crossrail The tap
plates can be moved to accommodate various positions sliding them inside the crossrail
desired locations before mounting the acccssory rack. When you carry large things, never let
them hang over the rear or the sides of your vehicle. Load your cargo so that it rests on the
slats and does not scratch or damage the vehicle. If you do, cigarettes or other smoking
materials could set them causing damage. To remove the front ashtray, lift the release tab as
high as possible, then remove the tray. Four-door vehicles have smaller ashtrays inside the rear
doors. Page Accessory Power Outlets If you have accessory power outlets, you can plug in
auxiliary electrical equipment. The accessory power outlets are located below the cigarette
lighter. Just pull down from the top of the door and follow the proper installation instructions
that are included with any electrical equipment you install. Mini Console of up to three
individual hand-held transmitters. It will operate doors and gates. This device complies with
Operation subject to the following two conditions: 1 This device may not cause harmful
interference, and 2 This device must accept any interference received, including interference
that may cause undesired operation. Page Operating the Transmitter Press and hold the
appropriate button on the universal transmitter. The red light comes on while the signal is being
transmitted. Note that the effective transmission range of the universal transmitter may differ
from the hand-held transmitter and from one channel to another. Erasing Channels To erase all

three programmed channels. Page Instrument Panel Page A. Air Vents B. Instrument Cluster C.
Comfort Controls E. Glove Box F. Ashtray G. Storage Compartment I. Audio System J. Fog
Lamps If Equipped K. Lamp Controls L. Page Instrument Panel Cluster Your instrument cluster
is designed to let you know at a glance how your vehicle is running. You'll know how fast you're
going, about how much fuel you've used, many other things you'll need to know to drive safely
and economically. Your odometer shows how far your vehicle has been driven, in either miles
used in the United States or kilometers used in Canada. Page Warning Lights, Gages and
Indicators This part describes the warning lights and gages that may be on your vehicle. The
pictures will help you locate them. Warning lights and gages can signal that something is wrong
before it becomes serious enough to cause an expensive repair or replacement. The light tells
you if there is an electrical problem. The system check includes the air bag sensors, the air bag
module, the wiring and the diagnostic module. Readings between the low and high warning
zones indicate the normal operating range. For good braking, though, you need both parts
working well. If the warning light comes on, there could be a brake problem. That's normal. If
the light stays on. Page If the Light Is Flashing The following may prevent more serious damage
to your vehicle: Reducing vehicle speed. Avoiding hard accelerations. Avoiding steep uphill
grades. Page Engine Oil Pressure Gage The oil pressure gage shows the engine oil pressure in
psi pounds per square inch when the engine is running. Oil pressure may vary with engine
speed, outside temperature and oil viscosity, but readings above the low pressure zone indicate
the normal operating range. Page Shift Light You have the shift light if you have a manual
transmission. This light comes bulb check when the engine. Shifting when the indicator light is
on will help you get the best fuel economy. See "Shift Light" in the Index. Page Gate Ajar Light
This light will come on briefly when you are starting the engine. If it stays on. Try closing the
liftgate again. Never drive with the AJAR liftgate even partially open. Fuel Gage When the
ignition is on, the fuel gage tells you about how much fuel you Page Section 3 Comfort Controls
and Audio Systems this section, you'll find out how to operate the comfort control and audio
systems offered with your vehicle. Be sure to read about the particular systems supplied with
your vehicle. Page Comfort Controls With system. To increase the move the switch upward
speed. Page Ventilation System ror mild outside temperatures when little heating or cooling
needed. Airtlow is through the instrument panel outlets. Your vehicle's ventilation system
supplies outside air- to the inside of yo11r vehicle when is moving. Page Defogging and
Defrosting On cool, humid days. Turn the temperature knob clockwise and move the fan control
toward HI. Page Audio Systems Your Delco" audio system has been designed easily and give
years of listening pleasure. Find out what yo11r Delco system can do with it and how to operate
a l l The display shows your selection. TUNE: Turn the lower knob to tune in radio stations.
SEEK: Press this button to go to the next higher station and stop. To increase volume,
clockwise. Turn counterclockwise to decrease RCL: Display the time the ignition o f f with this
knob. When the is playing. Page In addition to the four stations already set, up to three more
stations may be preset on each band by pressing two adjoining buttons at the same time. Just:
1. Tune in the desired station. Press SET. SET will appear on the display. To increase volume,
turn the knob clockwise. Turn it counterclockwise to decrease volume. RCL: Display the time
with the ignition off by pressing this knob. You can set up to 14 stations seven AM and seven
FM. Press AM-FM to select the band. Page Playing a Cassette Tape Your tape player is built to
work best with tapes that are 30 to 45 minutes long on each side. Tapes longer than that are so
thin they may not work well in this player. Turn counterclockwise decrease volume. The knob is
capable of rotating continuously. You can set up to stations six AM. Just: Turn the radio on.
Press AM-FM select the band. Tune i n the desired station. Turn the knob clockwise to increase
bass and counterclockwise decrease bass. TREB: Press lightly on this knob to release it from
its stored position. Release REV to resum playing. FWD 6 : Press and hold this butron to within
a track. When a disc is playing, the letters CD and the CD symbol will appear on the display.
Page I. Write down any three or four-digit number from to and keep i n a safe place separate
from the vehicle. Turn the radio off. Page Disabling the Theft-Deterrent Feature Enter your
secret code as follows; pause no more than 15 seconds between steps: 1. Press the 1 and 4
buttons together. Hold them down until SEC shows on the display. Page To help avoid hearing
loss or damage: Adjust the volume control to the lowest setting. Increase volume slowly until
you hear comfortably and clearly. Page may also choose a non-scrubbing action, wet-type
cleaner which uses a cassette with a fabric belt to clean the tape head. This type cleaning
cassette will not may not eject and, it clean thoroughly as the scrubbing type cleaner. Cassettes
are subject wear and the sound quality may degrade over time. Page Defensive Driving The best
advice anyone can give about driving is: Drive defensively. See "Safety Belts" in the Index.
Defensive driving really means "be ready for anything. Page Drunken Driving Death and injury
associated with drinking and driving is a national tragedy. Alcohol affects four things that

anyone needs to drive a vehicle: Judgment Muscular Coordination Vision Page It's the amount
of alcohol that counts. For example. A person who consumes food just before or during
drinking w i l l have a somewhat lower BAC level. Page The body takes about an hour to rid
itself of the alcohol in one drink. No amount of coffee or number of cold showers will speed that
up. Page Vehicle Control of You have three systems that make your vehicle go where you want
it to go. They are the brakes, the steering and the accelerator. All three systems have to do their
work at the places where the tires meet the road. Page Avoid needless heavy braking. Some
people drive in spurts heavy acceleration followed by heavy braking rather than keeping pace
with traffic. This mistake. Your brakes may have time to cool between hard stops. Your brakes
will wear out much faster if do a lot of heavy braking. Page Here's how anti-lock works. Let's say
the road You're driving safely. Suddenly an animal jumps out i n front of you. You slam on the
brakes. Here's what happens A computer senses that wheels are slowing of the wheels is about
to stop rolling. Then you suddenly accelerate. Both control systems acceleration -- have to do
their work where the tires meet the road. Adding the sudden acceleration can demand too much
of those places. You can lose control. Ease up on the YOLI Page An emergency like this
requires close attention and a quick decision. If you are holding the steering wheel at the
recommended 9 and 3 o'clock positions, you can tull turn degrees very quickly without
removing it a either Bur you to act fast, steer quickly, and hand. Page Passing The driver of a
vehicle about to pass another on a two-lane highway waits for just the right moment. Not
necessarily! Passing another vehicle on highway is a potentially dangerous move, since the
passing vehicle occupies the same lane as oncoming traffic for several seconds. Page Check
your mirrors, glance over your shoulder and lane start your left change signal before moving
out the right lane to pass. When you are far enough ahead of the passed vehicle to see its front
in your inside mirror, activate your right lane change signal and move back into the right lane.
Page If your vehicle starts to slide. I f you start steering quickly enough. Always be ready for a
second skid if occurs. Off-road driving can be great fun. You or your passengers could be
injured. Keep cargo below the top of the seatbacks. Unsecured cargo on the load floor can
tossed about when driving over rough terrain. Page Traveling to Remote Areas It makes sense
to plan your trip, especially when going to a remote area. Know the terrain and plan your route.
You are much less likely to get bad surprises. Get accurate maps of trails and terrain. Try to
learn blocked or closed roads. Page Scanning the Terrain Off-road driving can take you over
mLmy different kinds of terrain. You need to be fatniliar with the terrain and its many different
features. Here are some things to consider. Surface Cmditiom. Off-roading can take you over
hard-packed dirt, gravel. Page Driving Uphill Once you decide you can safely drive up the hill,
you need to take some special steps. Use a low gear and get a firm grip steering wheel. Get a
smooth start up the hill and try to maintain your speed. If this happens, there are some things
you should do. Leave the vehicle and go get some help. Will I be able to maintain vehicle
control? Hard-pac ked dirt Gravel? Are there hidden surface obstacles? Is there a hidden Page
Am I likely to stall when going downhill? Stop your vehicle by applying the regular brakes.
Apply the parking brake. What should I do? If you feel your vehicle starting to slide side. This
should help straighten out the vehicle and prevent the side slipping. You can't accelerate as
quickly, turning is more difficult. It's best to use a low gear when you're in mud -- the deeper the
mud. At fast speeds, water splashes on your ignition system and your vehicle can stall. Stalling
can also occur if you your tailpipe under water. Page Driving at Night I Night driving is more
dangerous than One reason is that some drivers are likely to be impaired -- by alcohol or drugs.
Here are some tips on night driving. Drive defensively. Don't drink and drive Adjust your inside
rearview mirror to reduce the Page You can be temporarily blinded by approaching headlamps.
It can take a second or two, or even several readjust to the dark. Page The heavier the rain, the
harder it is to see. Even if your windshield wiper blades are in good shape, a heavy rain can
make it harder to see road signs and traffic sipals. Page Hydroplaning Hydroplaning is
dangerous. So much water can build up under your tires that they can actually ride on the
water. When your vehicle is hydroplaning, has little or no contact with the road. Page City
Driving One of the biggest problems with city streets is the amount of traffic on them. You'll
want to watch out for what the other drivers are doing and pay attention to traffic sipals. Here
are ways to increase your safety in city driving: Know the best way to get to where you are
going. Page Freeway Driving Mile for mile, freeways also called thruways, parkways,
expressways, turnpikes or superhighways are the safest of all roads. But they have their own
special rules. The most important advice on freeway driving is: Keep up with traffic and keep to
the right. Drive at the speed most of the other drivers are driving. Page Once you are moving on
the freeway, make certain you allow a reasonable following distance. Expect to move slightly
slower at night. When you want to leave the freeway, move to the proper lane well in advance. If
you miss your exit, do not, under any circumstances, stop and back up. Or is it just plain falling

asleep at the wheel? Call it highway hypnosis, lack of awareness, or whatever. There is
something about an easy stretch of road with the same scenery, along with the hum road, the
drone of the engine, and the rush of the wind against the vehicle that can make you sleepy.
Page Keep your vehicle in good shape. Check all fluid levels and also the brakes, tires. These
parts can work hard on mountain roads. Know how to go down hills. The most important thing
to know is this: let your engine do some of the slowing down. Page Winter Driving Here are
some tips for winter driving: Have your vehicle in good shape for winter. You may want to put
winter emergency supplies in your vehicle. Include an ice scraper, a small brush or broom, of
windshield washer fluid, a rag, some winter outer clothing, a small shovel, a flashlight, a red
cloth and reflective warning triangles. You should probably stay with your vehicle unless you
know for sure that you are near help and you can hike through the snow. Here are some things
to do to summon help and keep yourself and your passengers safe: Turn on your hazard
flashers. This can cause deadly CO carbon monoxide gas to get inside. CO could overcome you
and kill you. Clear away snow from around the base of your vehicle, especially any that is
blocking your exhaust pipe. Set the parking brake firmly. Firmly attach the vehicle being towed
to the tow vehicle. Page Recreational Vehicle Towing Except Four-wheel Drive With Manual Shift
Transfer Case Vehicles with two-wheel drive or the optional electronic shift transfer case
require special modifications before they can be towed in this manner. Please contact your
dealer for the towing information that is appropriate for your particular vehicle. Your dealer can
help you with this. Put things in the cargo area of your vehicle. Try to spread the weight evenly.
Never stack heavier things, like suitcases, inside the vehicle so that some of them are above the
tops of the seats. For example, if the trailer is too heavy, the brakes may not work well or even
at all. You and your passengers could be seriously injured. Page Axle Ratio Trailer Wt. Vehicle
3. OS 4, lbs. Page Will you have to make any holes in the body of your vehicle when you install a
trailer hitch? If you do, then be sure to seal the holes later when you remove the hitch. Page
Driving with a Trailer If you have a rear-most window open and you pull a trailer with your
vehicle, carbon monoxide CO could come into your vehicle. It can cause unconsciousness or
death. To maximize your safety when towing a trailer: Have your exhaust system inspected for
leaks, and make necessary repairs before Page Following Distance Stay at least twice far
behind the vehicle ahead as you would when driving your vehicle without a trailer. This can help
avoid situations that require heavy braking and sudden turns. Page When towing a trailer, the
arrows on your instrument panel will flash for turns even if the bulbs are burned out. Thus, you
may think drivers behind you are seeing your signal when they are not. It's important check
occasionally to be sure the trailer bulbs are still working. If you have left the engine running, the
vehicle others can move suddenly. You or injured. Apply your regular brakes and hold the pedal
down whiie you: Start your engine: Shift into a gear: and Release the parking brake. Let up on
the brake pedal. Page Trailer Wiring Harness The light duty trailer wiring a six-wire harness
assembly. The optional heavy-duty trailer wiring is an eight-wire harness assembly. Page
Section 5 Problems on the Road Here you'll find what to do about some problems that can
occur on the road. Page Hazard Warning Flashers Your hazard warning flashers let you warn
others. They also let police know you have a problem. Your front and rear turn signal lamps will
flash on and off. Press the button the steering column all the way down to make your front and
rear turn signal lamps flash on and off. Page Jump Starting If your battery has run down, you
may want another vehicle and some jumper cables to start your vehicle. Page 2. Get the
vehicles close enough so the jumper cabIes can reach. If they are, could cause connection you
don't want. You wouldn't be able to start your vehicle. Page 4. Open both hoods and locate the
batteries. Find the positive and negative each battery. People have been hurt doing this, some
have been blinded. Use you need more light. Be sure the battery has enough water. Page 7.
Connect it to the positive of the good battery. Remove the cables in reverse order electrical
shorting. Heavy Metal Engine Part B. Good Battery C. Never tow faster than safe or posted
speeds. Never tow with damaged parts not fully secured. Never get under your vehicle after it
has been lifted by the tow truck. Page When your vehicle is being towed, have the ignition key
turned to the position. The steering wheel should be clamped in straight-ahead position with a
clamping device designed for towing service. Use wheel-lift or car carrier equipment. Additional
ramping may be required for car-carrier equipment. Use safety chains and wheel straps. Use
whee or car-carrier equipment. Stay away from the engine if you see or hear steam coming from
it. Sometimes the engine can get little hot when you: Climb a long hill on a hot day. Stop after
high-speed driving. Page When you decide it's safe to lift the hood. Coolant Recovery Tank B.
Radiator Pressure Cap C. Engine Fan CAUTION: If your vehicle has air conditioning, the
auxiliary electric fan under the hood can start up even when the engine is not running and can
injure you. Page The coolant level should be at the ADD mark. Page When the coolant in the
coolant recovery tank is at the ADD mark, start your vehicle. You can add the proper coolant

mix directly to the radiator, but be sure the cooling system is cool before you do CAUTION: You
can be burned if you spill coolant on hot They are under pressure, and if you turn the radiator
even a little pressure cap they can come out at high speed. Never turn the cap when the cooling
system, including the radiator pressure cap, is hot. Page How to Add Coolant to the Radiator 2.
Then keep turning the pressure cap, but now push down as you turn it. Remove the pressure
cap. You can remove the pressure cap when the cooling system, including the pressure cap and
upper radiator hose, is no longer hot. Page 3. Then fill coolant mixture. Put back o n coolant
recovery tank. Page 6. Start the engine and let run until you can feel the upper radiator hose
getting hot. Watch out for the engine fan. If Ievel is lower. Page Engine Fan Noise This vehicle
has a clutched engine cooling fan. When the clutch is engaged, the fan spins faster to provide
more air to cool the engine. In most everyday driving conditions, the clutch is not engaged. This
improves fuel economy and reduces fan noise. Page Changing a Flat Tire If a tire goes flat,
avoid further tire and wheel damage by driving slowly to a level place. Turn on warning flashers.
The vehicle can slip off the jack and roll over you or other people. Page The following steps will
tell you how change a tire. Removing the Spare Tire and Tools The jacking equipment you'll
need driver's rear wall. In some cases. Your vehicle is also equipped work gloves with Page
remove the underbody-mounted spare, insert the chisel end of the wheel wrench, on an angle,
into the hole in the rear bumper. Be sure the chisel end of the wheel wrench connects into the
hoist shaft. Turn the wheel wrench counterclockwise to lower the spare tire. Page The locking
wheel nut can be removed by snapping the rubber weather cover off the face of the lock case.
Insert the key and pull the lock is not necessary to turn the key. Put the spare tire near the flat
tire. Page The optional hub cap removal tool is stowed with Position the hub cap removal tool in
the notch and pull straight away from the wheel to avoid potential damage to the hub cap and
wheel surface. Remove the hub cap. If you have an aluminum or plastic molded hub cap, pry it
off with the chisel end of your wheel wrench. Page Removing the Flat Tire and Installing the 3.
Fit the jack into the appropriate hole nearest the tlat tire. If the vehicle slips off the jack, you
could be badly injured or killed. Never get under a vehicle when it is supported only by a jack.
NOTICE: Raising your vehicle with the jack improperly positioned can damage the vehicle and
even make the vehicle to fall. Page Remove' any rust or dirt from the wheel bolts, mounting
surfaces and spare wheel. The wheel could come off and cause an accident. Use the wrench to
tighten the wheel nuts firmly in a crisscross sequence as shown. Lower the vehicle by turning
the jack handle counterclockwise. Lower the jack completely. This could lead to an accident. Be
sure to use the correct wheel nuts. Page Follow this diagram to store the underbody-mounted
spare. Spare or Flat Tire D. Spring Wheel Wrench Lower G. Raise Hoist Arm 1. Put the tire on the
ground at the rear of the vehicle, with the valve stem pointed down and to the rear. Page Follow
this diagram for the inside-mounted spare. Spare or Flat Tire B. Retainer Two-Wheel Drive C.
Nut D. Retainer Four-wheel Drive E. Wheel Carrier E Hook Follow this diagram for the
rear-mounted spare. Wheel Carrier B. Spare Tire C. Secure the items and replace the jack cover.
Retainer Wheel Blocks G. Hub Cap Removal B. The compact spare can get caught on the rails.
That can damage the tire and wheel, and maybe other parts of your vehicle. If you spin the
wheels your transmission back too fast while shifting and forth, you can destroy your
transmission. Always pull the vehicle straight out. Never pull on the hooks at a sideways angle.
The hooks could break off and you or others could be injured from the chain or cable snapping
back. Page Section 6 Service and Appearance Care Here you will find information about the care
of your vehicle. This section begins with service and fuel information, and then it shows how to
check important fluid and lubricant levels. There is also technical information about your
vehicle, and a part devoted to its appearance care. Page Service Your GM dealer knows your
vehicle best and wants you to be happy with it. Page Adding Equipment to the Outside of Your
Vehicle Things you might add to the outside of your vehicle can affect the airflow around it. This
may cause wind noise and affect windshield washer performance. Check with your GM dealer
before adding equipment to the outside of your vehicle. Page Some gasolines that are not
reformulated for low emissions contain an octane-enhancing additive called
methylcyclopentadienyl manganese tricarbonyl MMT ; ask your service station operator
whether or not his fuel contains MMT. General Motors does not recommend the use of such
gasolines. If fuels containing MMT are used, spark plug life may be reduced and your emission
control system performance may be affected. It burns violently, and that can cause very bad
injuries. Page Be careful to spill gasoline. Clean gasoline from painted surfaces as soon as
possible. When you put the cap back on, turn it to the right clockwise until you hear a clicking
sound. Make sure you fully install the cap. Page Lift the hood, release the hood prop from its
retainer and put the hood prop into the slot in the hood. You may have a lamp that comes on
when you lift the hood. Page When you lift the hood. Battery B. Transmission Dipstick E. Engine
Oil Fill F. Power Steering Reservoir G. Brake Master Cylinder H. Air Cleaner I. Page Before

closing the hood, be sure all the filler caps are properly. Then lift the hood to relieve pressure
on the hood prop. Then just pull the hood down firmly to close. It will latch when dropped from
10 to12 inches 25 to 30 cm without pressing on the hood. But you must use the right kind. This
part explains what kind of oil to use. For crankcase capacity, see "Capacities and
Specifications" Page Engine Oil Additives Don't add anything to your oil. Your GM dealer is
ready to advise if you think something should be added. When to Change Engine Oil If any one
of these is true for you. Page What to Do with Used Oil Did you know that used engine oil
contains certain elements that may be unhealthy for your skin and could even cause cancer?
Don't let used oil stay on your skin for very long. Clean your skin and nails with soap and water,
or a good hand cleaner. The air cleaner not only cleans the air, it stops flame if the engine
backfires. Page How to Check Because this operation can be a little difficult, you may choose to
have this done at your GM dealership Service Department. If you do it yourself, be sure to follow
all the instructions here, or you could get a false reading on the dipstick. Page Checking
Transmission Fluid Cold A cold check is made after the vehicle has been sitting for eight hours
or more with the engine off and is used only as a reference. Page Check both sides of the
dipstick, and read the lower level. If the fluid level is in the acceptable range, push the dipstick
back in all the way; However, the fluid in your manual transmission doesn't require changing.
How to Check Because this operation can be a little difficult. Refer to the Maintenance Schedule
to determine what kind of fluid to use. Remove the filler plug. Add fluid at the filler plug hole.
Add only enough fluid to bring the fluid level up to the bottom of the filler plug hole. Page How
to Check The proper fluid should be added if the level does not reach the bottom of the
diaphragm when it's in place in the reservoir. See the instructions on the reservoir cap. Page
Four-wheel Drive and All-Wheel Drive Most lubricant checks in this section also apply to
four-wheel-drive vehicles. However, they have two additional systems that need lubrication.
Plain water, or some other liquid like alcohol, can boil before the proper coolant mix will. Page
Turning the radiator pressure cap when the engine and'radiator are hot can allow steam and
scalding liquids to blow out and burn you badly. With the coolant recovery tank, you will almost
never have to add coolant at the radiator. Never turn the radiator pressure cap little when the
engine and radiator are hot. Be sure the arrows on the cap line up with the overflow tube on the
radiator filler neck. Page When to Check Power Steering Fluid It is not necessary to regularly
check power steering fluid unless you suspect there is a leak in the system or you hear an
unusual noise. A fluid loss in this system could indicate a problem. Have the system inspected
and repaired. Don't mix water with ready-to-use washer fluid, Water can cause the solution to
freeze and damage your washer fluid tank and other parts of the washer system. Also, water
doesn't clean as well as washer fluid. Page There are only two reasons why the brake fluid level
in the reservoir might go down. The first is that the brake fluid goes down to an acceptable level
during normal brake lining wear. When new linings are put in, the fluid level goes back up. Use
new brake fluid from a sealed container only. Always clean the brake fluid reservoir cap and the
area around the cap before removing it. Page Brake Pedal Travel See your dealer if the brake
pedal does not return to normal height, or if there is a rapid increase in pedal travel. This could
be a sign of brake trouble. Brake Adjustment Every time you make a brake stop, your disc
brakes adjust for wear. Page Headlamps Sealed Beam Lamps 1. Remove the screws from the
headlamp retainer. Pull the headlamp out and remove the retainer. Unplug and remove the
headlamp. Plug in the new headlamp and put it i n place. Page Composite Headlamps 1. Open
the hood. Remove protective caps from the removal pins at the top of the radiator support. Use
a hex socket to unscrew the pins. Pull the headlamp lens assembly out. Some vehicles may
have. Reach under the bumper and behind the turn s i p a l lamp assembly. Page Taillamps 1.
Open the endgate. Remove the two screws from the lamp assembly. Pull the assembly away
from the vehicle. Turn the socket counterclockwise the tab in while you turn the socket
counterclockwise. Holding the base of the bulb, pull the bulb straight out of the socket. Page
Front Reading Lamps 1. Use a coin or small screwdriver to unscrew center of the overhead
console lamp lens while pressing in on the lamp assembly. Remove the lamp assembly from the
console. Remove the bulb assembly from 4. Blade Assembly D. Blade Pivot B. Arm Assembly
Hook Slot C. Locking Tab Arm Hook 2. Press down on the blade assembly pivot locking tab. Pull
down on the blade assembly to release it from the wiper arm hook. Claw in IVotch B. Correct
Installation C. Incorrect Installation 6. Put hlxit. Page Poorly maintained and improperly used
tires are dangerous. Overloading your tires can cause overheating as a result of too much
friction. You could have an air-out and a serious accident. Underinflated tires pose the same
danger overloaded tires. When to Check Check your tires once a month or more. If you have a
compact spare tire. After the tires have been rotated, adjust the front and rear inflation
pressures as shown on the CertificationRire label. Make certain that all wheel nuts are properly
tightened. You need a new tire if any of the following statements are true: You can see the

indicators at three or more places around the tire. If you mix tires of different sizes or types
radial and bias-belted tires , the vehicle may not handle properly, and you could have a crash.
Using tires of different sizes may also cause damage to your vehicle. Warning: The traction
grade assigned to this tire is based on braking straight ahead traction tests and does not
include cornering turning traction. Page Each new wheel should have the same load-carrying
capacity, diameter, width, offset and be mounted the same way as the one it replaces. If you
need to replace any of your wheels, wheel bolts or wheel nuts, replace them only with new
equipment parts. Use another type of traction device only if its manufacturer recommends it for
use on your vehicle and tire size combination and road conditions. Page Appearance Care
Remember, cleaning products can be hazardous. Some into flame are toxic. Others can burst
match or get them on a hot part of the vehicle. Some are dangerous if you breathe their fumes in
a closed space. Always clean a whole trim panel or section. Mask surrounding trim along stitch
or welt lines. Mix Multi-Purpose Powdered Cleaner following the directions on the container
label. Use suds only and apply with a clean sponge. Page Fabric Protection Your vehicle has
upholstery and carpet that has been treated with Scotchgard" Fabric Protector, a 3M product. It
protects fabrics by repelling oil and water, which are the carriers of most stains. Even with this
protection, you still need to clean your upholstery and carpet often to keep it looking new. Page
Cleaning Vinyl Use warm water and a clean cloth. Rub with a clean, damp cloth to remove dirt.
You may have to do more than once. Things like asphalt and shoe polish will stain if you tar,
don't get them 08 quickly. Use a clean cloth and a vinylkather cleaner. Page Cleaning Glass
Surfaces Glass should be cleaned often. Page Cleaning the Outside of Your Vehicle The paint
finish on your vehicle provides beauty, depth of color, gloss retention and durability. Page
Exterior painted surfaces are subject to aging, weather and chemical faIIout that can take their
toll over a period of years. You can help to keep the paint finish looking new by keeping your
vehicle garaged or covered whenever possible. Protecting Exterior Bright Metal Parts Bright
metal parts should be cleaned regularly to keep their luster. Page Finish Damage Any stone
chips, fractures or deep scratches in the finish should be repaired right away. Bare metal will
corrode quickly and may develop into a major repair expense. Minor chips and scratches can be
repaired with touch-up materials available from your dealer or other service outlets. Page
Appearance Care Materials Chart 16 oz. It appears on a plate in the front corner of the
instrument panel. You can see it if you look through the windshield from outside your vehicle.
An electrical overload will cause the lamps to go off, or in some cases to remain off. If this
happens, on and have your headlamp wiring checked right away. Windshield Wipers The
windshield wiper motor is protected by and a fuse. Page Capacities and Specifications Engine
Description Manual Trans Page Section 7 Maintenance Schedule This section covers the
maintenance required for your vehicle. Your vehicle needs these services to retain its safety,
dependability and emission control performance. All recommended maintenance procedures
are important. But we don't know exactly how you'll drive it. You may drive very short distances
only a few times week. This is particularly important when outside temperatures are below
freezing. Page Short TripKity Maintenance Schedule The services shown in this schedule up to ,
miles km should be performed after , miles km at the same intervals. The services shown at ,
miles km should be performed at the same interval after , miles km. An Emission Control
Service. Lubricate chassis components or every months, whichever occurs first. See footnote
Check readfront axle fluid level and add fluid as needed. Page Short TripKity Maintenance
Schedule 15, Miles 25 km Change engine oil and filter or every months, whichever occurs first.
Lubricate chassis components or every 3 months, whichever occurs first. See footnote Inspect
air cleaner filter if you are driving in dusty conditions. Page Short TripKity Maintenance
Schedule 18, Miles 30 km Change engine oil and filter or every 3 months, whichever occurs first.
Page Short TripKity Maintenance Schedule 24, Miles km Change engine oil and filter or every 3
months, whichever occurs first. Emission Control Service. Page Short TripKity Maintenance
Schedule 33, Miles 55 km Change engine oil and filter or every 3 months, whichever occurs first.
A n Emissiorz Colztrol Service. Page Short TripKity Maintenance Schedule 45, Miles 75 km
Change engine oil and filter or every 3 months, whichever occurs firstj. An Emissiorl Ccmtrol
Service. See footnote Check readfront axle fluid leveI and add fluid as needed. Page Short
TripKity Maintenance Schedule 48, Miles 80 km Change engine oil and filter or every 3 months,
whichever occurs first. Page Short TripKity Maintenance Schedule 54, Miles 90 km Change
engine oil and filter or every 3 months, whichever occurs first. Page Short TripKity Maintenance
Schedule 60, Miles km Change engine oil and filter or every 3 months, whichever occurs first.
Lubricate chassis components ,or every 3 months, whichever occurs first. Page 63, Miles. An
Emission Control Sewice. Lubricate chassis components or every Page Short TripKity
Maintenance Schedule 69, Miles km Change engine oil and filter or every 3 months, whichever
occurs first. An Errlission. Control Service. Page Short TripKity Maintenance Schedule 75, Miles

km Change engine oil and filter or every 3 months, whichever occurs first. An Emission Control
Service, Lubricate chassis components or every 3 months, whichever occurs first. See footnote
For Two-Wheel-Drive vehicles only: Clean and repack the front wheel bearings or at each brake
relining, whichever occurs first. Page Short TripKity Maintenance Schedule 78, Miles km
Change engine oil and filter or every 3 months, whichever occurs first. Page Short TripKity
Maintenance Schedule 84, Miles km Change engine oil and filter or every 3 months, whichever
occurs first. Lubricate chassis Components or every months, whichever occurs first. Page
Short TripKity Maintenance Schedule 90, Miles km Change engine oil and filter or every 3
months, whichever occurs first. An Emissiorl. Control Ser-tpice. Arz Emission Control Serlice.
Uses such as found in taxi, police or delivery service. If you do not use your vehicle under- any
of these conditions, the fluid and filter do not require changing. Page The services shown in this
schedule up to The services shown at OOO miles km should be performed at the same interval
after Page Long Tripmighway Maintenance Schedule 7, Miles 12 km Change engine oil and filter
or every 12 months, whichever occurs first. Lubricate chassis components or every 12 months,
whichever occurs first. Page 15, Miles 25 km Change engine oil and filter ,or every 12 months,
whichever occurs first. See footnote Check readfront axle fluid level and add tluid as needed.
Check constant velocity joints and axle seals for leaking. Page 22, Miles 37 Change engine oil
and filter or every 12 months, whichever occurs first. Page 30, Miles 50 km Change engine o i l
and filter or every 12 months, whichever occurs first. A l z Lubricate chassis components or
every 12 months, whichever occurs first. Page Long Tripmighway Maintenance Schedule 37,
Miles 62 km Change engine oil and filter or every 12 months, whichever occurs first. An
Ewissiorz Control Service. Page 45, Miles 75 Change engine oil and filter or every 12 months. In
hilly or mountainous terrain. When doing frequent trailer towing. Page Long Tripmighway
Maintenance Schedule 52, Miles 87 km Change engine oil and filter or every 12 months.
Emissiorl Control Service. Lubricate chassis components or every I2 months, whichever occurs
first. See footnote Check rearhont axle fluid level and add fluid needed. Page Long TripMighway
Maintenance Schedule 60, Miles km Change engine oil and filter or every 12 months, whichever
occurs first. Lubricate chassis components or every 12 months. See footnote Check readfront
axle fluid level and add fluid needed. Page 67, Miles I12 km Change engine oil and filter or every
12 months, whichever occurs first. Ernissiorz Corzfrol Service. Page Long Tripmighway
Maintenance Schedule 75, Miles km Change engine oil and filter or every 12 months, whichever
occurs first. Page 82, Miles km Change engine oil and filter or every 12 months, whichever
occurs first. Emissiorl Contrd Service. See footnote Check readfront axle fluid level and fluid as
needed. Page 90, Miles km Change engine oil and filter or every 12 months, whichever occurs
first. An Elnission Control Service. See footnote Check rearlfront axle fluid level and add fluid as
needed. Page Long Tripmighway Maintenance Schedule 97, Miles km Chanqe engine oil and
filter or every 12 months. C'otItrd Lubricate chassis components or every 12 months, whichever
occurs first. See footnote Check readfront axle fluid level and add needed. Page Long
Tripmighway Maintenance Schedule you do not use your vehicle under any of these conditions,
the fluid and filter do not require changing. Page Part B: Owner Checks and Services Listed
below are owner checks and services which should be performed at the intervals specified to
help ensure the safety, dependability and emission control performance of your vehicle. Be sure
any necessary repairs are completed at once. Whenever any fluids or lubricants are added to
your vehicle, make sure they are the proper ones. Page At Least Twice Year Restraint System
Check Make sure the safety belt reminder light and all your belts, buckles, latch plates,
retractors and anchorages are working properly. Look for any other loose or damaged safety
belt system parts. If you see anything that might keep a safety belt system from doing its job,
have it repaired. If it does, you or others could be injured. Follow the steps below. Before you
start, be sure you have enough room around the vehicle. Page Part C: Periodic Maintenance
Inspections Listed below are inspections and services which should be performed at least twice
a year for instance. You should let your GM dealer's service department or other qualified
service center do these jobs. Page Drive Axle Service Check readfront axle fluid level and add
Check constant velocity joints and axle seals Transfer Case All-Wheel Drive Inspection Every 12
months or oil change intervals, check front axle and transfer case and add lubricant Check vent
hose at transfer case for kinks and proper installation. Hood Multi-purpose lubricant. Tailgate
Multi-pu ose lubricant, Mounted Spare Page Part E: Maintenance Record After the scheduled
services are performed, record the date, odometer reading and who performed the service in the
boxes provided after the maintenance interval. Page Maintenance Record Page Section 8
Customer Assistance Information Here you will find out how to contact Chevrolet if you need
assistance. This section also tells you how to obtain service publications and how to report any
safety defects. Customer Satisfaction Procedure 8 Page Customer Satisfaction Procedure..
However, if a concern has not been resolved to your complete satisfaction, take the Page

Chevrolet Customer Assistance Center by calling Please see your selling dealer for details.
Note: Care is available to Retail and Retail Lease The Roadside Assistance Center uses
companies that will provide you with quality and priority service. When roadside services are
required, our advisors will explain any payment obligations that may be incurred for utilizing
outside services. Some state insurance regulations make it impractical to rent vehicles to
people under 21 years of age. For warranty repairs during the Complete Vehicle Both Chevrolet
and your Chevrolet dealer are committed to making sure you are completely satisfied with your
new vehicle. Our experience has shown that, if a situation Page Some state laws may require
you to use this program before filing a claim with a state-run arbitration program or in the
courts. Warranty Information Your vehicle comes with a separate warranty booklet that contains
detailed warranty information. Add-on Equipment. Driving In Brake Fluid Brake. Garage Door
Opener Use of Safety Belts Problems on the Road. Questions and Answers. Print page 1 Print
document pages. Cancel Delete. Sign In OR. Don't have an account? Sign up! Restore
password. Upload from disk. Upload from URL. Click on an alphabet below to see the full list of
models starting with that letter:. Models Document Type. Repair Manual. Overhaul Manual.
Assembly Manual. Operator's Manual. Owner's Manual. Wiring Diagram. Service Manual.
Navigation Manual. User Manual. Avalanche AVEO - S. Aveo Owner's Handbook Manual. Aveo 5.
Beat diesel. BeaT LPG. Beat Petrol. Blazer Get To Know. Getting To Know Manual. Bravada
Camaro Series. Factory Assembly Instruction Manual. Camaro Quick Reference Manual. Camaro
Coupe. Camaro Z28 Convertible. Camaro Z28 Coupe. Release Note. Caprice Captiva Captiva C
Captiva Sport Chevelle Chevrolet Avalanche. Chevy Cruze Limited Chevy II Spanish Manual Del
Propietario. City Express. City Express CKD Bloomfield. Cobalt Cobalt Series. Colorado Corvair
95 Series. Corvette Operation Manual. System Manual. Dismantling Manual. Product
Information. Cruse Cruze Cruze Limited El Camino Enjoy Petrol. Equinox Equinox Fuel Cell.
Express Owner's Manual Supplement. Express Cargo Van Express Passenger Van Express EXT
Express Van Fleetmaster Series G reb WB YF7 Would you like to sell products for this vehicle
on Amazon. Learn how. There's a problem loading this m
volkswagen passat temperature sensor
basic car audio electronics
2007 dodge caliber camshaft sensor location
enu right now. Learn more about Amazon Prime. Get free delivery with Amazon Prime. Back to
top. Get to Know Us. Amazon Payment Products. English Choose a language for shopping. Skip
to main content. Exterior Accessories. Mirrors Exterior Mirrors Towing Mirrors. Interior
Accessories. Amazon Music Stream millions of songs. Amazon Advertising Find, attract, and
engage customers. Amazon Drive Cloud storage from Amazon. Alexa Actionable Analytics for
the Web. Sell on Amazon Start a Selling Account. AmazonGlobal Ship Orders Internationally.
Amazon Rapids Fun stories for kids on the go. ComiXology Thousands of Digital Comics.
DPReview Digital Photography. East Dane Designer Men's Fashion. Shopbop Designer Fashion
Brands. Deals and Shenanigans. Ring Smart Home Security Systems. Amazon Subscription
Boxes Top subscription boxes â€” right to your door. PillPack Pharmacy Simplified. Amazon
Renewed Like-new products you can trust. Amazon Second Chance Pass it on, trade it in, give it
a second life.

