2001 buick lesabre engine diagram

Nowadays were pleased to announce we have discovered an incredibly interesting niche to be
discussed, that is buick lesabre engine diagram. Most people looking for information about
buick lesabre engine diagram and definitely one of these is you, is not it? Here is a picture
gallery about buick lesabre engine diagram complete with the description of the image, please
find the image you need. We hope this article can help in finding the information you need. We
decide to talk about this buick lesabre engine diagram image on this page simply because
according to info from Google search engine, It is one of the best searches key word on google.
And we also think you came here were trying to find this information, are not You? From several
choices on the internet were sure this picture could be a best reference for you, and we
sincerely hope you are delighted by what we present. Truly, we have been noticed that buick
lesabre engine diagram is being one of the most popular topic at this moment. So we tried to
locate some great buick lesabre engine diagram picture for your needs. Here you go. We expect
it carry interesting things for buick lesabre engine diagram niche. So, what about you?? Can
you love it too? Do you totally agree that this picture will probably be certainly one of excellent
resource for buick lesabre engine diagram? Please leave a comment for us, we hope we are
able to bring much more helpful info for future content. Tags: buick century engine diagram
buick lesabre 3. Stihl Fs 85 Parts Diagram. Hydraulic Floor Jack Parts Diagram. Quick Links
Download this manual. Table of Contents. Automobile Buick Enclave Owner's Manual pages.
Summary of Contents for Buick LeSabre Page 2: Emergency Towing Every LeSabre under
warranty is backed with the following services: Courtesy Transportation For vehicles purchased
in Canada, For vehicles purchased in Canada, call call that provides in an emergency: Free
lockout assistance Free This manual includes the latest information at the time it was printed.
We reserve the right to make changes after that time without further notice. If you do this, it will
help you learn about the features and controls for your vehicle. Many times, this damage would
not be covered by your warranty, and it could be costly. For example, These symbols these
symbols are important for are used on an you and your original battery: passengers whenever
your vehicle is driven You can also learn about some things you should not do with air bags
and safety belts. Page Section 1 Seats And Seat Controls Seats and Seat Controls This section
tells you about the power seats adjust them and also about reclining seatbacks, lumbar
adjustments, heated seats and head restraints. Page 15 Power Seats If Equipped The power
seat controls are located on the outboard side of each front seat cushion. Raise or lower the
front of the seat cushion by holding the front part of the horizontal control up or down. Raise or
lower the rear of the seat cushion by holding the rear part of the horizontal control up or down.
Push the button once for a high setting, twice for a low setting, and a third time to turn off the
heated seat. The LO setting warms the seatback and cushion until the seat approximates body
temperature. Page Safety Belts: They're For Everyone Head Restraints Slide the head restraint
up or down so that the top of the restraint is closest to the top of your ears. This position
reduces the chance of a neck injury in a crash. In a collision, people riding in these areas are
more likely to be seriously injured or killed. Do not allow people to ride in any area of your
vehicle that is not equipped with seats and safety belts. Put someone on it. Take the simplest
vehicle. Page 22 Get it up to speed. Then stop the vehicle. In a real vehicle, it could be the
windshield Page 23 or the instrument panel With safety belts, you slow down as the vehicle
does. You get more time to stop. You stop over more distance, and your strongest bones take
the forces. Be aware that there are special things to know about safety belts and children. And
there are different rules for smaller children and babies. Page 26 4. Push the latch plate into the
buckle until it clicks. Pull up on the latch plate to make sure it is secure. Make sure the release
button on the buckle is positioned so you would be able to unbuckle the safety belt quickly if
you ever had to. The shoulder belt is too loose. In a crash, you would move forward too much,
which could increase injury. The shoulder belt should fit against your body. The belt is buckled
in the wrong place. In a crash, the belt would go up over your abdomen. The belt forces would
be there, not at the pelvic bones. The shoulder belt is worn under the arm. It should be worn
over the shoulder at all times. In a crash, your body would move too far forward, which would
increase the chance of head and neck injury. The belt is twisted across the body. If a belt is
twisted, make it straight so it can work properly, or ask your dealer to fix it. The belt should go
back out of the way. Before you close the door, be sure the belt is out of the way. If you slam the
door on it, you can damage both the belt and your vehicle. For pregnant women, as for anyone,
the key to making safety belts effective is wearing them properly. Wearing your safety belt
during a crash helps reduce your chance of hitting things inside the vehicle or being ejected
from it. Air bags plus lap shoulder belts offer the best protection for adults, but not for young
children and infants. For moderate frontal impacts, these air bags inflate at a level less than full
deployment. For more severe frontal impacts, full deployment occurs. Page 38 How does an air
bag restrain? In moderate to severe frontal or near frontal collisions, even belted occupants can

contact the steering wheel or the instrument panel. In moderate to severe side collisions, even
belted occupants can contact the inside of the vehicle. Page 39 Your vehicle has a feature that
will automatically unlock the doors and turn the interior lamps on when the air bags inflate if
battery power is available. You can lock the doors again and turn the interior lamps off by using
the door lock and interior lamp controls. There are parts of the air bag systems in several places
around your vehicle. Your dealer and the service manual have information about servicing your
vehicle and the air bag systems. Page 41 When you sit in the center front seating position, you
have a lap safety belt, which has no retractor. To make the belt longer, tilt the latch plate and
pull it along the belt. To make the belt shorter, pull its free end as shown until the belt is snug.
Accident statistics show that unbelted people in the rear seat are hurt more often in crashes
than those who are wearing safety belts. Page 43 If the belt stops before it reaches the buckle,
tilt the 3. To make the lap part tight, pull down on the buckle latch plate and keep pulling until
you can buckle it. Page 44 The lap part of the belt should be worn low and snug on the hips, just
touching the thighs. In a crash, this applies force to the strong pelvic bones. If you slid under it,
the belt would apply force at your abdomen. Rear Safety Belt Comfort Guides for Children and
Small Adults Rear shoulder belt comfort guides will provide added safety belt comfort for older
children who have outgrown booster seats and for small adults. When installed on a shoulder
belt, the comfort guide better positions the belt away from the neck and head. Page 46 2. Slide
the guide under and past the belt. The elastic cord must be under the belt. Then, place the guide
over the belt, and insert the two edges of the belt into the slots of the guide. Be sure that the
belt is not twisted and it lies flat. The elastic cord must be under the belt and the guide on top.
Page Children 4. Make sure that the shoulder belt crosses the shoulder. To remove and store
the comfort guides, squeeze the belt edges together so that you can take them out from the
guides. During a crash a baby will become so heavy it is not possible to hold it. Air bags plus
lap shoulder belts offer outstanding protection for adults and older children, but not for young
children and infants. In a crash, an infant in a rear facing seat settles into the restraint, so the
crash forces can be distributed across the Page Restraint Systems For Children Restraint
Systems for Children An infant car bed A , a special bed made for use in a motor vehicle, is an
infant restraint system designed to restrain or position a child on a continuous flat surface.
Some like shields. Page 53 How do child restraints work? A child restraint system is any device
designed for use in a motor vehicle to restrain, seat, or position children. A built in child
restraint system is a permanent part of the motor vehicle. Page 54 Where to Put the Restraint
Accident statistics show that children are safer if they are restrained in the rear rather than the
front seat. General Motors, therefore, recommends that child restraints be secured in the rear
seat including an infant riding in a rear facing infant seat, a child riding in a forward For it to
work, a top strap must be properly anchored to the vehicle. If the child restraint does not have a
top strap, one can be obtained, in kit form, for many child restraints. Page 56 Anchor the top
strap to one of these anchor points. Be sure to use an anchor point located on the same side of
the vehicle as the seating position where the child restraint will be placed. See the earlier part
about the top strap if the child restraint has one. Be sure to follow the instructions that came
with the child restraint. Secure the child in the child restraint when and as the instructions say.
Page 58 3. Buckle the belt. Make sure the release button is positioned so you would be able to
unbuckle the safety belt quickly if you ever had to. To tighten the belt, pull up on the shoulder
belt while you push down on the child restraint. Never put a rear facing child restraint in this
seat. Page 60 4. Make sure the release button is 5. Pull the rest of the lap belt all the way out of
the positioned so you would be able to unbuckle the retractor to set the lock. Page 61 6. To
tighten the belt, feed the lap belt back into the retractor while you push down on the child
restraint. You may find it helpful to use your knee to push down on the child restraint as you
tighten the belt. If possible, an older child should wear a shoulder belt and get the additional
restraint a shoulder belt can provide. Here two children are wearing the same belt. In a crash,
the two children can be crushed together and seriously injured. A belt must be used by only one
person at a time. Here a child is sitting in a seat that has a shoulder belt, but the shoulder part is
behind the child. If the child wears the belt in this way, in a crash the child might slide under the
belt. When you go in to order it, take the heaviest coat you will wear, so the extender will be
long enough for you. Page 66 Section 2 Features and Controls Here you can learn about the
many standard and optional features on your vehicle, and information on starting, shifting and
braking. Also explained are the instrument panel and the warning systems that tell you if
everything is working properly and what to do if you have a problem. A child can be overcome
by the extreme heat and can suffer permanent injuries or even death from heat stroke. Never
leave a child alone in a vehicle, especially with the windows closed in warm or hot weather. In
addition, each passenger door has a control for its own window. A child or others could be
badly injured or even killed. They could operate the power windows or other controls or even

make the vehicle move. Both the master and VALET key have a cylinders doors, trunk,
transponder in the key head that matches a decoder in ignition, and glove box. Passengers
especially children easily open the doors and fall out of a moving vehicle. Page Central Door
Unlocking System Central Door Unlocking System If your vehicle has a theft deterrent system,
all doors will unlock if the key is held in the outside key cylinder unlock position for more than
two seconds. The doors will also unlock if the key is turned to the unlock position twice in three
seconds. Page Delayed Locking Use the following procedure to change modes: 1. Close all the
doors and turn the ignition on. Keep all doors closed throughout this procedure. All the doors
will lock. To turn the feature on, do the following: 1. Unlock the door. Then open the door from
the outside. Operation is subject to the following two conditions: 1 this device may not cause
interference, and 2 this device must accept any interference received, including interference
that may cause undesired operation of the device. Changes or modifications to this system by
other than an authorized service facility could void authorization to use this equipment. Page 77
When the lock symbol is pressed, all doors will lock, the exterior lamps will flash once and the
horn may sound. The trunk will unlock when the trunk symbol is pressed when the ignition is in
OFF. Page 78 Security Feedback This feature provides feedback to the driver when the vehicle
receives a command from the remote keyless entry transmitter. Feedback is only provided if all
doors are closed, the ignition is off and the Retained Accessory Power RAP is inactive. One of
the following modes may be selected for each transmitter: Mode 1: No feedback when locking
or unlocking vehicle. Page Battery Replacement Matching Transmitter s to Your Vehicle Each
remote keyless entry transmitter is coded to prevent another transmitter from unlocking your
vehicle. If a transmitter is lost or stolen, a replacement can be purchased through your dealer.
Remember to bring any remaining transmitters with you when you go to your dealer. Page 80
For battery replacement, use one Duracell type DL , or a similar type. To replace the battery, do
the following: 1. Insert a coin into the notch near the key ring. Turn the coin counterclockwise to
separate the two halves of the transmitter. It can cause unconsciousness and even death. If you
must drive with the trunk lid open or if electrical wiring or other cable connections must pass
through the seal between the body and the trunk lid This handle will glow following exposure to
light. Pull the release handle up to open the trunk from the inside. Theft Vehicle theft is big
business, especially in some cities. Although your vehicle has a number of theft features, we
know that nothing we put on it can make it impossible to steal. But what if you have to leave
your ignition key? If possible, park in a busy, well Put your valuables in a storage area, like your
trunk or glove box. Page Testing The Alarm If a door is opened without the key or remote
keyless entry transmitter, the alarm will go off. The lamps and horn will then turn off to save
battery power. It works when you insert or remove the key from the ignition. Page 86 If the
engine still does not start, and the key appears to be undamaged, try another ignition key. If the
engine still does not start with the other key, your vehicle needs service. This position locks
your ignition, steering wheel and transaxle. If it is, then turn the steering wheel left and right
while you turn the key hard. If you add electrical parts or accessories, you could change the
way the engine operates. Before adding electrical equipment, check with your dealer. Page
Automatic Transaxle Operation Automatic Transaxle Operation Your automatic transaxle has a
shift lever located on the steering column. Your vehicle has an automatic transaxle shift lock
control system. You can use it on very steep hills, or in deep snow or mud. Page 95 If you try to
drive approximately 20 feet 6. You may have to replace them, and you could also damage other
parts of your vehicle. Page 96 1. Hold the brake pedal down with your right foot and set the
parking brake. Move the lever up as far as it will go. Your vehicle could move suddenly if the
shift lever is not fully in PARK P with the parking brake firmly set. And, if you leave the vehicle
with the engine running, it could overheat and even catch fire. It can cause unconsciousness
and death. You might have exhaust coming in if: Your exhaust system sounds strange or
different. Your vehicle gets rusty underneath. Your vehicle can roll. For a single wiping cycle,
turn the band to MIST. Hold it there until the wipers start, then let go. The wipers will stop after
one cycle. If you want more cycles, hold the band on MIST longer. Page Rainsense II Wipers If
Equipped The moisture sensor is mounted on the interior of the windshield below the rearview
mirror and is used to automatically operate the wipers. This system operates by monitoring the
amount of moisture build the windshield. Wipes occur as needed to clear the windshield
depending on the driving conditions and the sensitivity setting. To spray washer fluid on the
windshield, push the paddle. The wipers will clear the window and either stop or return to your
preset speed. Cruise control can be dangerous on slippery roads. On such roads, fast changes
in tire traction can cause needless wheel spinning, and you could lose control. Page Resuming
a Set Speed Suppose you set your cruise control at a desired speed and then you apply the
brake. This, of course, shuts off the cruise control. Page Exterior Lamps Using Cruise Control
on Hills How well your cruise control will work on hills depends upon your speed, load and the

steepness of the hills. When going up steep hills, you may have to step on the accelerator pedal
to maintain your speed. When going downhill, you may have to brake or shift to a lower gear to
keep your speed down. Page Lamps On Reminder Wiper Activated Headlamps This feature
turns on the low beam headlamps instrument panel cluster backlighting and taillamps when the
Twilight Sentinel is in day mode and after the windshield wipers have been in use for
approximately six seconds. To operate the wiper activated headlamps, the Twilight Sentinel
must be on. When it is dark enough outside, your low headlamps will come on. The other lamps
that turn on with your headlamps will also turn on. Page Park Lamp Override Feature If the
Twilight Sentinel lighting is active, it can be disabled by turning on the manual parking lamps.
The lighting will be disabled until the ignition is moved from RUN or until the outside light level
becomes daylight. The outside light level changing to daylight will cause the Twilight Sentinel
feature to deactivate. The instrument panel lights will be on only when the parking lamps are on.
Page Delayed Exit Lighting Delayed Exit Lighting If it is dark enough outside when you remove
the key from the ignition, the interior lamps will turn on and stay on for approximately 25
seconds. This will give you time to find the door pull handle or lock switches. Page Exterior
Lighting Battery Saver This procedure only changes the mode for the transmitter used to
change this setting. The procedure will need to be repeated for the second transmitter. When
this feature is turned on, the mirror automatically changes to reduce glare from headlamps
behind you. Page Compass Variance The mirror is set in zone eight upon leaving the factory. It
will be necessary to adjust the compass to compensate for compass variance if you live outside
zone eight. Under certain circumstances, as during a long distance cross country trip, it will be
necessary to adjust for compass variance. To adjust the mirror, press the on the arrows located
on the control pad in the direction you want the mirror to go. If you cut too sharply into the right
lane, you could hit a vehicle on your right. Check your inside mirror or glance over your
shoulder before changing lanes. Put small loads, like grocery bags, behind the net. It can help
keep them from falling over during sharp turns or quick starts and stops. The brightness of the
lamp can be adjusted by sliding the switch up or down. Dual Sun Visors Each sun visor has two
parts, so that both the windshield and door glass can be shaded at the same time. A service
subscription agreement and fee are required in order to receive OnStar service. Services are
available 24 hours a day, 7 days a week. Page The light will be red in the event of an OnStar
system malfunction. If this occurs press the OnStar button to attempt to contact an advisor. If
the connection is made, the advisor will assist you with steps to take to make sure that the
system is functioning properly. In addition, they can help you locate gas stations, rest areas,
ATMs, hospitals, hotels, stores, eateries and more. Page Sunroof Option Sunroof Option If your
vehicle has this option, the switch for the sunroof is located between the sun visors. The
sunroof switch can be operated in four directions to control sunroof movement. The switch will
only work when the ignition is on or when the retained accessory power is active. Operation is
subject to the following two conditions: 1 this device may not cause harmful interference, and 2
this device must accept any interference received, including interference that may cause
undesired operation. Page 1. If you have previously programmed a transmitter channel, proceed
to Step 2. Otherwise, hold down the two outside buttons on the HomeLink Transmitter until the
indicator light begins to flash rapidly after 20 seconds. Then release the buttons. This
procedure initializes the memory and erases any previous settings for all three channels. The
indicator light comes on while the signal is being transmitted. Page 3. Return to the HomeLink
Transmitter in your vehicle and firmly press and release the HomeLink Transmitter button you
have already programmed for two to three seconds. Press and release the button again you may
need to do this step up to three times to make sure that the HomeLink Transmitter has been
trained to the garage door opener motor head unit. Page The main components of your
instrument panel are the following: A. Air Outlets B. Hazard Warning Flashers F. Instrument
Panel Cluster G. Page Instrument Panel Clusters Your instrument panel cluster is designed to
let you know at a glance how your vehicle is running. Your vehicle is equipped with one of these
instrument panel clusters, which includes indicator warning lights and gages that are explained
on the following pages. Your odometer shows how far your vehicle has been driven, in either
miles or kilometers. The pictures will help you locate them. Warning lights and gages can signal
that something is wrong before it becomes serious enough to cause an expensive repair or
replacement. The light tells you if there is an electrical problem. The system check includes the
air bag sensors, the air bag modules, the wiring and the crash sensing and diagnostic module.
If the light stays on, a chime will sound indicating that the vehicle needs service. You should
take your vehicle to the dealer as soon as possible. Driving with the brake system warning light
on can lead to an accident. If the pointer moves into the red area, the engine is too hot. A
temperature indicator light will turn on and a chime will sound. If you have been operating your
vehicle under normal driving conditions, and the temperature indicator light comes on, you

should pull off the road, stop your vehicle and turn off the engine as soon as possible. Page
NOTICE: If you keep driving your vehicle with this light on, after a while, your emission controls
may not work as well, your fuel economy may not be as good and your engine may not run as
smoothly. This could lead to costly repairs that may not be covered by your warranty. If the light
continues to flash, when it is safe to do so, stop the vehicle. Find a safe place to park your
vehicle. Turn the key off, wait at least 10 seconds and restart the engine. Your vehicle will not
pass this inspection if the OBD board diagnostic system determines that critical emission
control systems have not been completely diagnosed by the system. The oil could be low, or
there might be some other oil problem. See your dealer for service. Fuel Gage United States The
fuel gage shows about how much fuel is in your tank. It works only when the ignition is on.
When the indicator moves to the edge of the low fuel warning band, the low fuel warning light
will come on and a chime will sound. The DIC will display information about how your vehicle is
functioning, as well as warning messages if a system problem is detected. This feature also
allows two different drivers to store and recall their own personal choice settings. Average fuel
economy is viewed as a long term approximation of your overall driving conditions. If the
voltage drops below If the voltage is above The system is designed to help you in bad weather
or other difficult driving situations by making the most of whatever road conditions will permit.
Page Security Feedback By choosing different combinations of these selections, you can
choose the type of transmitter activated feedback when locking and unlocking your vehicle with
your transmitter. Page The information may be displayed in English or metric units and appears
as a reflection in the windshield. Page The HUD controls are located on the instrument panel to
the left of the steering wheel. Start your engine and slide the HUD dimmer control all the way up.
The brightness of the HUD image is determined by an internal photo cell, and where you have
the HUD dimmer control set. Page If the sun comes out and the sky becomes cloudy, you may
need to adjust the HUD brightness using the dimmer control. Polarized sunglasses could make
the HUD image harder to see. Be sure to read about the particular systems supplied with your
vehicle. Page Comfort Controls Comfort Controls This section describes how to operate your
climate control system. Your climate control system uses ozone friendly air conditioning
refrigerant. With these systems, you can control the heating, cooling and ventilation in your
vehicle. Your vehicle also has a flow through ventilation system described later in this section.
Page Temperature Lever This lever adjusts the temperature of the air coming through the
system. Mode Controls The buttons on your system allow you to choose settings to deliver air
through the lower, middle or Page MAX: This setting directs airflow through the middle
instrument panel outlets. The amount of outside air entering your vehicle is limited with this
setting. The air conditioning compressor is on in this mode. Page Sun and temperature sensors
automatically adjust the air temperature, the airflow direction and the fan speed to maintain
your comfort setting. The system may supply cooler air to the side of the vehicle toward the
sun. Be careful not to put anything over the sensor on top of the dash. Page In cold weather, the
system will delay turning on the fan, to avoid blowing cold air. Page Air Conditioning Air
Conditioning On hot days, open the windows long enough to let hot inside air escape. This
reduces the time it takes for your vehicle to cool down. Then keep your windows closed for the
air conditioner to work its best. If you have the electronic touch system, for quick cool down on
very hot days, use MAX with the If your vehicle has the Dual Automatic ComforTemp system,
and on cold days, if the AUTO mode is selected, the system will automatically direct the air
toward the floor and the temperature door will be positioned at the full hot position. Press this
button to start warming your rear and side windows. Page Ventilation System Passenger
Control If Equipped If your vehicle is equipped with the Dual Automatic ComforTemp system,
the front seat passenger can control the air temperature in their seating area. Page Adjust the
direction of airflow by moving the louvered vents. If you have the optional rear passenger
ComforTemp, you can adjust the direction of the airflow to the rear seating area. To increase
volume and turn the radio on, turn the knob clockwise. Turn it counterclockwise to decrease
volume. Just: 1. Turn the radio on. Press the AM FM button to select the band. Press AM FM to
select the band. Page Playing a Cassette Tape The longer side with the tape visible should face
to the right. If the ignition and the radio are on, the tape can be inserted and will begin playing. If
you hear nothing or hear a garbled sound, the tape may not be in squarely. Your tape must have
at least three seconds of silence between each selection for NEXT to work. The sound will mute
while seeking. The SEEK left and right arrows will also find the previous and next selections on
the tape. Turn the knob to move the sound to the left or right speakers. The middle position
balances the sound between the speakers. FADE: Press this knob lightly so it extends. Turn the
knob to move the sound to the front or rear speakers. The SEEK up and down arrows will also
find the previous and next selections on the tape. Turn this knob to move the sound to the left
or right speakers. Turn this knob to move the sound to the front or rear speakers. Press RAND

again to turn off random play. Press it again within five seconds to see how long it has been
playing. To increase volume, turn the knob clockwise. The radio will go to the first preset
station, stop for a few seconds, then go on to the next preset station. The double D symbol will
appear in the display. Page PREV 1 : Press this button to go to the start of the current track, if
more than eight seconds have played. If you hold the button or press it more than once, the
player will continue moving back through the disc. Normal size discs may be played using the
trays supplied in the magazine. You must first load the magazine with discs before you can play
a compact disc. Page Once you have loaded the discs in the magazine, slide open the door of
the compact disc CD changer. Push the magazine into the changer in the direction of the arrow
marked on top of the magazine. When the door is closed, the changer will begin checking for
discs in the magazine. Page All of the CD functions are controlled by the radio buttons except
for ejecting the magazine. RAND 6 : Press this button to enter the random play mode. RAND will
appear on the display. While in this mode, tracks and discs will be played in random order. Page
Personal Choice Radio Controls Personal Choice Radio Controls If Equipped With this feature,
your vehicle will recall the latest radio settings as adjusted the last time your vehicle was
operated. This feature allows two different drivers to store and recall their own radio settings for
AM and FM presets, last tuned station, volume, tone and audio source radio, cassette or CD.
Some steering wheel controls may operate climate controls. VOL: Press the up or down arrow
to increase or decrease volume. The longer range, however, can cause stations to interfere with
each other. AM can pick up noise from things like storms and power lines. Try reducing the
treble to reduce this noise if you ever get it. Page When using a scrubbing action, non cassette,
it is normal for the cassette to eject because your unit is equipped with a broken tape detection
feature and a cleaning cassette may appear as a broken tape. If the cleaning cassette ejects,
insert the cassette at least three times to ensure thorough cleaning. Be sure that the inside
surfaces of the front windshield and rear window are not scratched and that the lines on the
glass are not damaged. Please start with a very important safety device in your vehicle: Buckle
up. Page Drunken Driving Drunken Driving Death and injury associated with drinking and
driving is a national tragedy. Alcohol affects four things that anyone needs to drive a vehicle:
Judgment Muscular Coordination Vision A person who consumes food just before or during
drinking will have a somewhat lower BAC level. Page The body takes about an hour to rid itself
of the alcohol in one drink. No amount of coffee or number of cold showers will speed that up. A
person with even a moderate BAC might not be able to react quickly enough to avoid the
collision. They are the brakes, the steering and the accelerator. All three systems have to do
their work at the places where the tires meet the road. Some people drive in spurts heavy
acceleration followed by heavy braking rather than keeping pace with traffic. This is a mistake.
Your brakes may not have time to cool between hard stops. Your brakes will wear out much
faster if you do a lot of heavy braking. Suddenly an animal jumps out in front of you. You slam
on the brakes and continue braking. A computer senses that wheels are slowing down. If one of
the wheels is about to stop rolling, the computer will separately work the brakes at each front
wheel and at both rear wheels. Page This light should come on briefly when you start the
engine. When this warning light is on, the system will not limit wheel spin. Page Steering
Steering Power Steering If you lose power steering assist because the engine stops or the
system is not functioning, you can steer but it will take much more effort. Page Steering In
Emergencies Steering in Emergencies There are times when steering can be more effective than
braking. For example, you come over a hill and find a truck stopped in your lane, or a car
suddenly pulls out from nowhere, or a child darts out from between parked cars and stops right
in front of you. If the level of the shoulder is only slightly below the pavement, recovery should
be fairly easy. Ease off the accelerator and then, if there is nothing in the way, steer so that your
vehicle straddles the edge of the pavement. Keep trying to steer and constantly seek an escape
route or area of less danger. One reason is that some drivers are likely to be impaired by
alcohol or drugs, with night vision problems, or by fatigue. Drive defensively. Page No one can
see as well at night as in the daytime. But as we get older these differences increase. A 50 driver
may require at least twice as much light to see the same thing at night as a 20 year old. Page
Driving too fast through large water puddles or even going through some car washes can cause
problems, too. The water may affect your brakes. Try to avoid puddles. Never drive through
water that is slightly lower than the underbody of your vehicle. Page City Driving City Driving
One of the biggest problems with city streets is the amount of traffic on them. Here are ways to
increase your safety in city driving: Know the best way to get to where you are going. Page
Freeway Driving Freeway Driving Mile for mile, freeways also called thruways, parkways,
expressways, turnpikes or superhighways are the safest of all roads. But they have their own
special rules. Drive at the same speed most of the other drivers are driving. Here are some
things you can check before a trip Or is it just plain falling asleep at the wheel? Call it highway

hypnosis, lack of awareness, or whatever. There is something about an easy stretch of road
with the same scenery, along with the hum of the tires on the road, the drone of the engine, and
the rush of the wind against the vehicle that can make you sleepy. Keep your vehicle in good
shape. Check all fluid levels and also the brakes, tires, cooling system and transaxle. These
parts can work hard on mountain roads. Page Winter Driving Winter Driving Here are some tips
for winter driving: Have your vehicle in good shape for winter. You may want to put winter
emergency supplies in your trunk. However, if there is snow or ice between your tires and the
road, you can have a very slippery situation. Page Put on extra clothing or wrap a blanket
around you. If you have no blankets or extra clothing, make body insulators from newspapers,
burlap bags, rags, floor mats anything you can wrap around yourself or tuck under your
clothing to keep warm. You can run the engine to keep warm, but be careful. Page Recreational
Vehicle Towing Then, shut the engine off and close the window almost all the way to preserve
the heat. Start the engine again and repeat this only when you feel really uncomfortable from
the cold. But do it as little as possible. Preserve the fuel as long as you can. The GVWR includes
the weight of the vehicle, all occupants, fuel and cargo. Put things in the trunk of your vehicle.
In a trunk, put them as far forward as you can. Try to spread the weight evenly. In it are many
time tested, important trailering tips and safety rules. Many of these are important for your
safety and that of your passengers. So please read this section carefully before you pull a
trailer. Load pulling components such as the engine, transaxle, wheel assemblies and tires are
forced to work harder Page Weight Of The Trailer And, it can also depend on any special
equipment that you have on your vehicle. You can ask your dealer for our trailering information
or advice, or you can write us at: Buick Customer Assistance Center P. Box Detroit, MI If you
have a weight hitch, the trailer tongue A should weigh 12 percent of the total loaded trailer
weight B. Cross the safety chains under the tongue of the trailer so that the tongue will not drop
to the road if it becomes separated from the hitch. Instructions about safety chains may be
provided by the hitch manufacturer or by the trailer manufacturer. Page Following Distance
Following Distance Stay at least twice as far behind the vehicle ahead as you would when
driving your vehicle without a trailer. This can help you avoid situations that require heavy
braking and sudden turns. Check with your dealer. The arrows on your instrument panel will
flash whenever you signal a turn or lane change. If something goes wrong, your rig could start
to move. People can be injured, and both your vehicle and the trailer can be damaged. Apply
your regular brakes and hold the pedal down while you: Start your engine; Shift into a gear; and
Release the parking brake. Let up on the brake pedal. They also let police know you have a
problem. Your front and rear turn signal lamps will flash on and off. Press this button to make
your front and rear turn signal lamps flash on and off. But please use the following steps to do it
safely. Check the other vehicle. It must have a 12 battery with a negative ground system. Keep
hands, clothing and tools away from any underhood electric fan. Page 5. If they do, you could
get a shock. The vehicles could also be damaged. Before you connect the cables, here are some
basic things you should know. Page 8. The other end of the negative to the dead battery. Good
Battery C. Heavy, Unpainted Metal Engine Part To disconnect the jumper cables from both
vehicles, do the following: 1. Disconnect the black negative heavy, unpainted metal engine part
on the vehicle that had the dead battery. Sometimes the engine can get a little too hot when
you: Climb a long hill on a hot day. Stop after high speed driving. In addition, the engine coolant
will require change sooner 30, miles 50 km or 24 months, whichever occurs first. Use the
recommended coolant and the proper coolant mixture. Coolant contains ethylene glycol and it
will burn if the engine parts are hot enough. They are under pressure, and if you turn the
radiator pressure cap even a little they can come out at high speed. Never turn the cap when the
cooling system, including the radiator pressure cap, is hot. You can remove the radiator
pressure cap when the cooling system, including the radiator pressure cap and upper radiator
hose, is no longer hot. Turn the pressure cap slowly counterclockwise until it first stops. If you
hear a hiss, wait for that to stop. Fill the radiator with the proper DEX coolant mixture, up to the
base of the filler neck. Put the cap back on the coolant recovery tank, but leave the radiator
pressure cap off. Page 6. Start the engine and let it run until you can feel the upper radiator
hose getting hot. Watch out for the engine cooling fans. By this time, the coolant level inside the
radiator filler neck may be lower. Pull the carpeting from the floor of the trunk. Lift and remove
the cover. Page 4. Unscrew the wing nuts to remove the container that holds the wrench and
jack. Remove the wheel wrench, jack and the spare tire from the trunk. Page Spare Tire 2. If your
vehicle has this aluminum wheel, it may have plastic wheel nut caps. Use the wheel nut wrench
to remove the wheel nut caps and to loosen the wheel nuts. When reinstalling the decorative nut
caps, tighten the caps snugly with the wheel wrench, then continue quarter turn to secure
plastic caps. Put the jack into a notch in the frame which is located near each wheel well. The
front notch is eight inches 20 cm back from the front wheel well. The rear notch is three inches

8 cm forward from 3. If the vehicle slips off the jack, you could be badly injured or killed. Never
get under a vehicle when it is supported only by a jack. Page 7. Remove any rust or dirt from the
wheel bolts, mounting surfaces and spare wheel. The wheel could come off and cause an
accident. Page Tighten the wheel nuts firmly in a crisscross sequence. This could lead to an
accident. Be sure to use the correct wheel nuts. If you have to replace them, be sure to get new
GM original equipment wheel nuts. In a sudden stop or collision, loose equipment could strike
someone. Store all these in the proper place. Store the compact spare tire and tools as shown in
the diagram. Page Compact Spare Tire Compact Spare Tire Although the compact spare tire
was fully inflated when your vehicle was new, it can lose air after a time. Check the inflation
pressure regularly. It should be 60 psi kPa. After installing the compact spare on your vehicle,
you should stop as soon as possible and make sure your spare tire is correctly inflated. Page
Section 6 Service and Appearance Care Here you will find information about the care of your
vehicle. This section begins with service and fuel information, and then it shows how to check
important fluid and lubricant levels. There is also technical information about your vehicle, and
a part devoted to its appearance care. Be sure you have sufficient knowledge, experience, the
proper replacement parts and tools before you attempt any vehicle maintenance task. If this
occurs, return to your authorized Buick dealer for diagnosis to determine the cause of failure. In
the event it is determined that the cause of the condition is the type of fuels used, repairs may
not be covered by your warranty. It can corrode metal parts in your fuel system and also
damage plastic and rubber parts. Fuels in Foreign Countries If you plan on driving in another
country outside the United States or Canada, the proper fuel may be hard to find. While
refueling, hang the tethered cap from the hook on the fuel door. To remove the cap, turn it
slowly to the left counterclockwise. The cap has a spring in it; if you let go of the cap too soon,
it will spring back to the right. Gasoline can spray out on you if you open the fuel filler cap too
quickly. This spray can happen if your tank is nearly full, and is more likely in hot weather.
Static electricity discharge from the container can ignite the gasoline vapor. You can be badly
burned and your vehicle damaged if this occurs. Page Hood Release Hood Release 1. To open
the hood, first pull the hood release handle inside the vehicle. It is located next to the parking
brake pedal near the floor. Then go to the front of the vehicle and pull up on the secondary hood
release. Engine Coolant Recovery Tank B. Remote Positive Terminal C. Windshield Washer
Fluid Reservoir E. Radiator Pressure Cap F. For the underhood lamp to be on, the exterior
lamps must be on and the hood must be up. Pull out the dipstick and clean it with a paper towel
or cloth, then push it back in all the way. Do not use any oil which does not carry this starburst
symbol. Failure to use the recommended oil can result in engine damage not covered by your
warranty. GM Goodwrench R oil meets all the requirements for your vehicle. This is not based
on mileage, but on engine revolutions and engine operating temperature. Disconnect the
electrical connector from the air intake hose. The air cleaner not only cleans the air, it stops
flame if the engine backfires. Page How To Check Once you remove your filter, if you choose
not to replace it, it will not damage your vehicle. However, the air will no longer be filtered.
Automatic Transaxle Fluid When to Check and Change A good time to check your automatic
transaxle fluid level is when the engine oil is changed. Page How To Add Fluid 2. Push it back in
all the way, wait three seconds and then pull it back out again. Check both sides of the dipstick,
and read the lower level. The fluid level must be in the cross hatched area. This coolant is
designed to remain in your vehicle for 5 years or , miles km , whichever occurs first, if you add
only COOL extended life coolant. The vehicle must be on a level surface. Be sure the arrows on
the cap line up with the overflow tube on the radiator filler neck. Page Adding Washer Fluid How
to Check Power Steering Fluid Turn the key off, let the engine compartment cool down, wipe the
cap and the top of the reservoir clean, then unscrew the cap and wipe the dipstick with a clean
rag. Replace the cap and completely tighten it. Then remove the cap again and look at the fluid
level on the dipstick. Water can cause the solution to freeze and damage your washer fluid tank
and other parts of the washer system. You should add or remove brake fluid, as necessary, only
when work is done on the brake hydraulic system. Some driving conditions or climates may
cause a brake squeal when the brakes are first applied or lightly applied. This does not mean
something is wrong with your brakes. We recommend an ACDelco battery. WARNING: Battery
posts, terminals and related accessories contain lead and lead compounds, chemicals known to
the State of California to cause cancer and reproductive harm. Page Vehicle Storage To be sure
the vent hose A is properly attached, the vent hose connectors B must be securely reattached
to the vent outlets C on each side of the battery, and the vent assembly grommet D must be
secured to the floor pan E. Turn the bulb retainer counterclockwise to remove the bulb
assembly. Pull the bulb straight out from the retainer. Push the new bulb straight into the
retainer. Reverse Steps 1 through 4 to reinstall the bulb assembly. Page If your vehicle is
damaged in an accident, the headlamp aim may be affected. Aim adjustment to the low beam

may be necessary if it is difficult to see lane markers for horizontal aim , or if oncoming drivers
flash their high beams at you for vertical aim. Page The headlamp aiming devices are under the
hood near the headlamps. Adjustment screws can be turned with an E8 Torx socket or T15 Torx
screwdriver. Page Headlamp Vertical Aiming 1. Find the aim dot on the lens of the lamps.
Measure the distance from the ground to the aim dot on each lamp; if left low beam, subtract
two inches. Record this distance. At the wall or other flat surface, measure from the floor to the
recorded distance and draw a horizontal line the width of the vehicle. Turn on the low beam
headlamps and place a piece of cardboard or equivalent in front of the headlamp not being
aimed. This should allow the beam cut headlamp being aimed to be seen on the flat surface.
Page Cornering Lamps Front Turn Signal Once the headlamp assembly has been removed from
the vehicle, the front turn signal bulbs can be accessed. Reach down into the space provided by
the removal of the headlamp assembly and, while pushing in the tab on the bulb assembly, turn
the assembly counterclockwise and remove it. Page 2. Pull out the assembly. Push in the tab
and turn the bulb socket counterclockwise to remove it. Remove the bulb by pulling it straight
out. Replace the bulb and reverse the steps to install the new bulb socket. Open the trunk. Turn
the screws located just inside of the trunk counterclockwise and remove them. Remove the
plastic trim piece from the trunk. Pull the carpet away from the rear area to access the turn
signal bulb assembly. Replacement blades come in different types and are removed in different
ways. To replace the wiper blade assembly, do the following: 1. Page Your new vehicle comes
with high a leading tire manufacturer. If you ever have questions about your tire warranty and
where to obtain service, see your Buick Warranty booklet for details. Page Check Tire Pressure
System If Equipped The check tire pressure system can alert you to a large change in the
pressure of one tire. You must begin driving before the system will work properly. Turn the
ignition switch to RUN. After the tires have been rotated, adjust the front and rear inflation
pressures as shown on the Tire Information label. Reset the Check Tire Pressure System. When
you get new tires, get ones with that same TPC Spec number. Page Uniform Tire Quality
Grading Uniform Tire Quality Grading Quality grades can be found where applicable on the tire
sidewall between tread shoulder and maximum section width. Sustained high temperature can
cause the material of the tire to degenerate and reduce tire life, and excessive temperature can
lead to sudden tire failure. Page Each new wheel should have the same load capacity, diameter,
width, offset and be mounted the same way as the one it replaces. If you need to replace any of
your wheels, wheel bolts or wheel nuts, replace them only with new GM original equipment
parts. Install them on the front tires and tighten them as tightly as possible with the ends
securely fastened. Page Special Fabric Cleaning Problems Special Fabric Cleaning Problems
Stains caused by such things as catsup, coffee black , egg, fruit, fruit juice, milk, soft drinks,
vomit, urine and blood can be removed as follows: 1. Carefully scrape off excess stain, then
sponge the soiled area with cool water. Page Cleaning Glass Surfaces Cleaning the Top of the
Instrument Panel Use only mild soap and water to clean the top surfaces of the instrument
panel. Sprays containing silicones or waxes may cause annoying reflections in the windshield
and even make it difficult to see through the windshield under certain conditions. Page Washing
Your Vehicle Grime from the windshield will stick to the wiper blades and affect their
performance. Clean the blade by wiping vigorously with a cloth soaked in full windshield
washer solvent. Then rinse the blade with water. Check the wiper blades and clean them as
necessary; replace blades that look worn. Rinse with clean water. After rinsing thoroughly, dry
with a soft clean towel. A wax may then be applied. The surface of these wheels is similar to the
painted surface of your vehicle. Page Chemical Paint Spotting Although no defect in the paint
job causes this, Buick will repair, at no charge to the owner, the surfaces of new vehicles
damaged by this fallout condition within 12 months or 12, miles 20 km of purchase, whichever
occurs first. You can see it if you look through the windshield from outside your vehicle. Some
add on electrical equipment can keep other components from working as they should. Lift the
cover to gain access. The rear seat cushion must be removed to access the BEC. Halogen
Headlamps Low Beam High Beam. Page Section 7 Maintenance Schedule This section covers
the maintenance required for your vehicle. Your vehicle needs these services to retain its
safety, dependability and emission control performance. The Plan supplements your new
vehicle warranties. See your Warranty and Owner Assistance booklet or your dealer for details.
Introduction Your Vehicle and the Environment Proper vehicle maintenance not only helps to
keep your vehicle in good working condition, but also helps the environment. You may drive
very short distances only a few times a week. Or you may drive long distances all the time in
very hot, dusty weather. This is particularly important when outside temperatures are below
freezing. Spark Plug Replacement. Automatic Transaxle Service normal conditions. Every ,
Miles km : Cooling System Service or every 60 months, whichever occurs first. Tire Rotation.
The services shown at , miles km should be performed at the same interval after , miles km. An

Emission Control Service. Inspect engine air cleaner filter if you are driving in dusty conditions.
Replace filter if necessary. If Equipped: Replace passenger compartment air filter. Rotate tires.
Inspect engine accessory drive belt. Replace engine air cleaner filter. Replace spark plugs.
Change automatic transaxle fluid and filter if the vehicle is mainly driven under one or more of
these conditions: â€” Page Owner Checks And Services Part B: Owner Checks and Services
Listed in this part are owner checks and services which should be performed at the intervals
specified to help ensure the safety, dependability and emission control performance of your
vehicle. Be sure any necessary repairs are completed at once. Whenever any fluids or
lubricants are added to your vehicle, make sure they are the proper ones, as shown in Part D.
Look for any other loose or damaged safety belt system parts. If you see anything that might
keep a safety belt system from doing its job, have it repaired. If it does, you or others could be
injured. Follow the steps below. Before you start, be sure you have enough room around the
vehicle. The key should come out only in LOCK. Page Periodic Maintenance Inspections Part C:
Periodic Maintenance Inspections Listed in this part are inspections and services which should
be performed at least twice a year for instance, each spring and fall. Inspect all pipes, fittings
and clamps; replace as needed. Clean the outside of the radiator and air conditioning
condenser. To help ensure proper operation, a pressure test of the cooling system and pressure
cap is recommended at least once a year. Page Maintenance Record Part E: Maintenance
Record After the scheduled services are performed, record the date, odometer reading and who
performed the service in the boxes provided after the maintenance interval. Also, you should
retain all maintenance receipts. Your owner information portfolio is a convenient place to store
them. Page Section 8 Customer Assistance Information Here you will find out how to contact
Buick if you need assistance. This section also tells you how to obtain service publications and
how to report any safety defects. Sometimes, however, despite the best intentions of all
concerned, misunderstandings can occur. TTY users in Canada can dial 1 Page Customer
Assistance Offices Customer Assistance Offices Buick encourages customers
rat rod wiring
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to call the toll-free number for assistance. Box Roadside Assistance to customers for vehicles
covered However, if you are unable to wait Buick helps minimize your inconvenience by
providing several transportation options. Depending on the circumstances, your dealer can
offer you one of the following: related. Page Additional Program Information Shuttle Service
Participating dealers can provide you with shuttle service to get you to your destination with
minimal interruption of your daily schedule. This includes a one way shuttle ride to a
destination up to 10 miles from the dealership. Please consult your dealer for details. General
Motors reserves the right to unilaterally modify, change or discontinue Courtesy Transportation
at any time and to resolve all questions of claim eligibility pursuant to the terms and conditions
described herein Print page 1 Print document pages. Cancel Delete. Sign In OR. Don't have an
account? Sign up! Restore password. Upload from disk. Upload from URL.

