2002 ford expedition owners manual

Quick Links Download this manual. Summary of Contents for Ford Expedition Page 1 Page 4
Ford Motor Company. Ford may change the contents without notice and without incurring
obligation. Page 5: Introduction State of California to cause cancer and birth defects or other
reproductive harm. Please take the time to get well acquainted with your vehicle by reading this
handbook. The more you know and understand about your vehicle the greater the safety and
pleasure you will derive from driving it. Page 6: Safety And Environment Protection Introduction
Fuel pump shut-off switch In the event of an accident the safety switch will automatically cut off
the fuel supply to the engine. The switch can also be activated through sudden vibration e. To
reset the switch, refer to the Fuel pump shut-off switch in the Roadside emergencies chapter.
Page 8 Do not use this vehicle for snowplowing. Using your vehicle as an ambulance Do not
use this vehicle as an ambulance. Your vehicle is not equipped with the Ford Ambulance
Preparation Package. Notice to owners of pickup trucks and utility type vehicles Utility vehicles
have a significantly higher rollover rate than other types of vehicles. Page 9: Symbol Glossary
Introduction These are some of the symbols you may see on your vehicle. Page 12 Instrument
cluster If the light remains on, have your vehicle serviced at the first available opportunity. Light
is blinking: Engine misfire is occurring which could damage your catalytic converter. You
should drive in a moderate fashion avoid heavy acceleration and deceleration and have your
vehicle serviced at the first available opportunity. Page 13 Instrument cluster Air bag readiness
Illuminates to confirm that the air bags front or side are operational. If the light fails to
illuminate, continues to flash or remains on, have the system serviced immediately. Charging
system Illuminates when the battery is not charging properly. Check the engine oil and coolant
level refer to Adding engine oil and Adding coolant in the Maintenance and specifications
chapter. Page Gauges Instrument cluster Four wheel drive low if equipped Illuminates when
four-wheel drive low is is engaged. Four wheel drive indicator if equipped Illuminates when the
four-wheel drive is engaged. If the light continues to flash have the system serviced. Page 16
Instrument cluster Engine coolant temperature gauge Indicates the temperature of the engine
coolant. If it enters the red section, the engine is overheating. Page 17 Instrument cluster
Battery voltage gauge Indicates battery voltage. Fuel gauge Displays approximately how much
fuel is in the fuel tank. Page 18 Instrument cluster Odometer Registers the total kilometers miles
of the vehicle. Trip odometer Registers the kilometers miles of individual journeys. Press and
hold the button for three seconds to reset. Page 20 Entertainment systems Your audio system is
equipped with selective lighting, a unique lighting strategy. This lighting feature is operable
when the headlamps are illuminated. During the operation of any selected mode, lighting for the
individual function controls will either illuminate or turn off. Those controls which have a
function for the specific mode of operation selected will be lit, while the controls which have no
function for that mode will be turned off. Press the BASS control. Page 22 Entertainment
systems Speaker fade adjust Speaker sound can be adjusted between the front and rear
speakers. Press the FADE control. Seek function The seek function control works in radio, tape
or CD mode if equipped. Page 23 Entertainment systems Scan function The scan function works
in radio, tape or CD mode if equipped. Press the SCAN control again to disengage scan mode.
Radio station memory preset The radio is equipped with six station memory preset controls.
Use the SEL control to manually set the time. Press the button during rewind or fast forward to
stop the rewind or fast forward function. Eject function Press the control to stop and eject a
tape. Dolby noise reduction Dolby noise reduction operates only in tape mode. Dolby noise
reduction reduces the amount of hiss and static during tape playback. If equipped with the CD
changer, the shuffle feature continues to the next disc after all tracks are played. Traffic
information is not available in most U. Digital signal processing if equipped The digital signal
processing DSP feature allows you to change the signal mode to suit your listening tastes. Turn
the control to raise or lower volume. Page 36 Entertainment systems Starting autoset memory
preset 1. Press the AUTO control. AUTO 3. When the first six strong stations are filled, the
station stored in memory preset control 1 will start playing. Play will begin on the first track of
the disc unless the CD changer is in shuffle mode. Refer to Shuffle feature for more information.
Press the COMP control to activate and deactivate compression adjust. Press the MODE control
to change audio sources for headphone mode only. The front speaker will remain playing for
the front passengers. Page 44 Entertainment systems 1. Pull the lever to remove a CD tray from
the magazine. Insert one disc into each CD tray of the magazine up to 6 discs. Ensure that the
label side is facing If you pull too hard on the disc holder, the disc holder may come completely
out of the magazine. Page 45 Entertainment systems 5. Slide the door to the left to close. Use
only compact discs containing this mark. The magazine does not need to be full for the changer
to operate. Radio power must be turned on to play the CDs in the changer. The magazine may
be stored in the glove compartment when not being used. If necessary, clean discs only with an
approved CD cleaner and wipe from the center out to the edge. Do not use circular motion.

Temperature control knob Controls the temperature of the airflow inside the vehicle. Airflow will
be from the instrument panel registers. Page Electronic Automatic Temperature Control Climate
controls Do not place objects on top of the instrument panel as these objects may become
projectiles in a collision or sudden stop. However, if the engine is not warm enough to provide
heat, the fan will be at a low speed and the air will be directed to the windshield. Airflow is from
the instrument panel registers. This allows the climate control system to be free from
contamination of outside pollutants. Page 57 Climate controls temperature in the rear of the
vehicle through a second control panel above the second row, or in the floor console. Press the
rear defroster control to clear the rear window of thin ice and fog. The ignition must be in the
ON position to operate the rear window defroster. Rotate to the second position to also turn on
the headlamps. Foglamp control if equipped The headlamp control also operates the foglamps.
The foglamps can be turned on only when the headlamp control is in the position and Always
remember to turn on your headlamps at dusk or during inclement weather. If your vehicle has
been in an accident the alignment of your headlamps should be checked by a qualified service
technician. If a bulb is removed for an extended period of time, contaminants may enter the
lamp housings and affect lamp performance. Using the right bulbs Replacement bulbs are
specified in the chart below. Map lamps To change the map lamp bulbs: 1. Use a small
screwdriver to remove the map lamp lens. Page 66 Lights 5. Disconnect the electrical connector
from the bulb by pulling rearward. Remove bulb retainer ring by turning it counterclockwise,
then slide the ring off the plastic base. Without turning, carefully pull bulb assembly out of
headlamp assembly. Make sure that the headlamp control is in the OFF position. Open the
hood. Remove the screw and lamp assembly from the vehicle. Rotate the bulb socket
counterclockwise and remove from the lamp assembly. Page 68 Lights Replacing foglamp bulbs
1. Remove the bulb socket from the foglamp by turning counterclockwise. Disconnect the
electrical connector from the foglamp bulb. Connect the new foglamp bulb to the electrical
connector. Install the bulb socket in the foglamp turning clockwise. Replacing running board
lamp bulbs For bulb replacement, see a dealer or qualified technician. Page 69 Lights Replacing
license plate lamp bulbs The license plate bulbs are located behind the rear bumper. To change
the license plate lamp bulbs: 1. Reach behind the rear bumper to locate the bulb. Twist the bulb
socket counterclockwise and carefully pull to remove it from the lamp assembly. The bars of
varying length are for intermittent wipers. When in this position rotate the control upward for
fast intervals and downward for slow intervals. Page 71 Driver controls Windshield wiper blades
Check the wiper blades at least twice a year or when they seem less effective. Substances such
as tree sap and some hot wax treatments used by commercial car washes reduce the
effectiveness of wiper blades. Checking the wiper blades If the wiper blades do not wipe
properly, clean both the windshield and wiper blades using undiluted windshield wiper solution
or a mild Hold the control while adjusting the wheel to the desired position, then release the
control. Never adjust the steering wheel when the vehicle is moving. Page 73 Driver controls
Forward storage bin if equipped Press the release control to open the storage compartment.
The door will open slightly and can be moved to full open. The storage compartment may be
used to secure sunglasses or a similar object. Installing a garage door opener if equipped The
storage compartment can be converted to accommodate a variety of aftermarket garage door
openers Page 75 Driver controls Trip computer For information on the trip computer, refer to
Trip computer this chapter. Electronic compass if equipped The compass reading may be
affected when you drive near large buildings, bridges, power lines and powerful broadcast
antennas. Magnetic or metallic objects placed in, on or near the vehicle may also affect
compass accuracy. Page 76 Driver controls Compass zone adjustment 1. Determine which
magnetic zone you are in for your geographic location by referring to the zone map. With trip
computer 2. Locate the compass module mounted on the center rear view mirror post. Turn
ignition to the ON position. Page 77 Driver controls Without trip computer 1. The display should
show the current zone AUTO number. ROOF 2. The display will flash and then return to normal
operation. Page 78 Driver controls Without trip computer 1. Press the portion of the VENT
control to close the power rear quarter windows. Do not hang any type of accessory or
accessory bracket from the plug. Page Mirrors Driver controls Window lock The window lock
feature allows only the driver to operate the power windows. Press the right side to restore the
window controls. Accessory delay With accessory delay, the window switches may be used for
up to ten minutes after the ignition switch is turned to the OFF position or until Page 82 Driver
controls 1. Select L to adjust the left mirror or R to adjust the right mirror. Move the control in
the direction you wish to tilt the mirror. Return to the center position to lock mirrors in place.
Page 83 Driver controls Signal mirrors if equipped When the turn signal is activated, the outer
portion of the appropriate mirror housing will blink red. This provides an additional warning to
other drivers that your vehicle is about to turn. Fold-away mirrors Pull the side mirrors in

carefully when driving through a narrow space, like an automatic car wash. Do not shift the
gearshift lever into N Neutral with the speed control on. Page 85 Driver controls If you drive up
or down a steep hill, your vehicle speed may vary momentarily slower or faster than the set
speed. This is normal. Speed control cannot reduce the vehicle speed if it increases above the
set speed on a downhill. If your vehicle speed is faster than the set speed while driving on a
downhill, you may want to shift to the next lower gear or apply the brakes to reduce your vehicle
speed. Each press will decrease the set speed by 1. Page 88 Driver controls When programming
your HomeLink Universal Transceiver, to a garage door or gate be sure that people and objects
are out of the way to prevent potential harm or damage. Do not use the HomeLink Universal
Transceiver with any garage door opener that lacks safety stop and reverse features as required
by U. Page 89 Driver controls If you do not successfully program the HomeLink Universal
Transceiver after repeated attempts, refer to Rolling code programing which follows, or call
toll-free customer assistance: 1â€”â€”â€” or on the Internet at HomeLink. Canadian
Programming During programming, your hand-held transmitter may automatically stop
transmitting after two seconds which may not be long enough to program the HomeLink
Universal Transceiver. Locate the training button on the garage door motor head unit. Refer to
the garage door opener manual or call 1â€”â€”â€” or on the Internet at HomeLink. Page 91
Driver controls 2. When the indicator light begins to flash slowly after 20 seconds , position the
hand-held transmitter 5â€”14 cm 2 to 5 inches away from the HomeLink surface. Press and hold
the hand-held transmitter button. The HomeLink indicator light will flash, first slowly and then
rapidly. When the indicator light begins to flash rapidly, release both buttons. This displays the
approximate number of kilometers miles left to drive before the fuel tank is empty. The
overdrive function allows automatic upshifts and downshifts through all available gears. Page
94 Driver controls Use only soft cups in the cupholder. Hard objects can injure you in a
collision. This will also prevent passengers and cargo from falling out. If you must drive with the
liftgate door or window open, keep the vents open so outside air comes into the vehicle. In case
of loss, replacement keys are available from your dealer. You should always carry a second key
with you in a safe place in case you require it in an emergency. Operation is subject to the
following two conditions: 1 This device may not cause harmful interference, and 2 This device
must accept any interference received, including interference that may cause undesired
operation. Page 98 Locks and security Locking the doors Press this control to lock all doors.
The doors will lock and the lamps will flash. To confirm doors are closed and locked, press this
control a second time within three seconds. The door s will lock again, the horn will chirp once
and the lamps will flash. Page 99 Locks and security Sounding a panic alarm Press this control
to activate the alarm. Panic alarm will only operate with the ignition in the OFF position.
Replacing the battery The remote transmitter is powered by one coin type three-volt lithium
battery CR or equivalent. Page Locks and security Illuminated entry The illuminated entry
system will turn on the interior lights when the remote transmitter unlock control is pressed.
The illuminated entry system will turn off the interior lights if the ignition switch is turned to the
ON position, or if the remote transmitter lock control is pressed, or after 25 seconds of
illumination. Page Locks and security 1. Turn the ignition key to ON. Press the power door
unlock control three times. Turn the ignition back to ON. The horn will chirp. Page Locks and
security 6. Press the unlock control, then press the lock control. The horn will chirp once if
autolock was deactivated or twice one short and one long chirp if autolock was activated. Turn
the ignition to OFF. The horn will chirp once to confirm the procedure is complete. Page Locks
and security If you wish to erase your personal code, use the following instructions: 1. Enter
factory set code. Page The SecuriLock passive anti-theft system is not compatible with
non-Ford aftermarket remote start systems. Use of these systems may result in vehicle starting
problems and a loss of security protection. Automatic arming Page Locks and security
Automatic disarming Switching the ignition to the 4 ON position with a coded key disarms the
vehicle. If the light stays on for an extended period of time or THEFT flashes rapidly, have the
system serviced by your dealership or a qualified technician. The key codes will need to be
erased from your vehicle and new key codes will need to be re-coded. Insert the first previously
programmed coded key into the ignition and turn the ignition from 3 OFF to 4 ON maintain
ignition in 4 ON for at least one second. The purpose of these head restraints is to help limit
head motion in the event of a rear collision. To properly adjust your head restraints, lift the head
restraint so that it is located directly behind your head or as close to that position as possible.
Page Seating and safety restraints Lift handle to move seat forward or backward. Pull lever up
to adjust seatback. Ensure the seat is relatched into place. Page Seating and safety restraints
Using the armrest if equipped Push the release control to move the armrest up or down. Using
the manual lumbar support Turn the lumbar support control toward the front of vehicle to move
the lumbar support forward for more direct support. The control is located on the outboard side

of the seat cushion. Press to raise or lower the front portion of the seat cushion. The memory
seat control is located on the driver door. Page Seating and safety restraints 3. Press the green
control on the seatback to release the closeout panel. Rotate the panel to closeout the space in
the floor. Once the second row seats are in the down position, the front seats may be
readjusted. Pull the lever upwards to recline the seatback. Third row seat The third row seat is
equipped with combination lap and shoulder belts in the outboard seating positions and a
manual adjust tongue lap belt in the center seating position. Page Seating and safety restraints
To minimize the risk of personal injury, the third row seat should not be left in the forward,
stowed position while the vehicle is in motion. Please ensure that the seat is in the upright, fully
latched position before putting the vehicle in motion. Page Seating and safety restraints 2.
Before removing the seat, be sure that the detachable anchor tongue is stowed flat into the
vehicle floor. Use the black plastic clip located just above the detachable anchor to stow the
loose seat belt. Page Seating and safety restraints Installing the third row seat Always latch the
vehicle seat to the floor, whether the seat is occupied or empty. If not latched, the seat may
cause injury during a sudden stop. When reinstalling a rear seat in your vehicle it must be
placed in its original position. Pull the seat release lever located on the lower right side of the
seatback while pushing the seatback down into the seat cushion. Page Safety Restraints
Seating and safety restraints 6. Pull down support bar and push into floor latch. To return seat
to seating position: 1. Hold seat and pull support bar from floor latch. Rotate support bar up
under seat. Rotate floor latch down into floor tub. Page Seating and safety restraints It is
extremely dangerous to ride in a cargo area, inside or outside of a vehicle. In a collision, people
riding in these areas are more likely to be seriously injured or killed. Do not allow people to ride
in any area of your vehicle that is not equipped with seats and safety belts. To unfasten, push
the release button and remove the tongue from the buckle. Page Seating and safety restraints
response to vehicle movement. The safety belt system can also be made to lock manually by
quickly pulling on the shoulder belt. Page This indicates the safety belt is now in the automatic
locking mode. How to disengage the automatic locking mode Ford Motor Company
recommends that all safety belt assemblies and attaching hardware should be inspected by a
qualified technician after any collision. Safety belt assemblies not in use during a collision
should also be inspected and replaced if either damage or improper operation is noted. Page
Seating and safety restraints Front and second row safety belt height adjustment Your vehicle
has safety belt height adjustments for the driver, front passenger and second row outboard
passengers. Adjust the height of the shoulder belt so the belt rests across the middle of your
shoulder. Insert the tongue into the correct buckle the buckle closest to the direction the tongue
is coming from. To lengthen the belt, turn the tongue at a right angle to the belt and pull across
your lap until it reaches the buckle. Page Seating and safety restraints Conditions of operation If
Page Seating and safety restraints The following are reasons most often given for not wearing
safety belts: All statistics based on U. Page Seating and safety restraints One time disable Any
time the safety belt is buckled and then unbuckled during an ignition ON cycle, BeltMinder will
be disabled for that ignition cycle only. Page if equipped , LATCH child seat tether anchors and
lower anchors if equipped , and attaching hardware, should be inspected after a collision. Ford
Motor Company recommends that all safety belt assemblies used in vehicles involved in a
collision be replaced. Page Air Bags This information will assist Ford Motor Company in the
servicing vehicle and helping to better understand real world collisions Page Seating and safety
restraints Important supplemental restraint system SRS precautions The supplemental restraint
system is designed to work with the safety belt to help protect the driver and right front
passenger from certain upper body injuries. Air bags DO NOT inflate slowly or gently and the
risk of injury from a deploying air bag is greatest close to the trim covering the air bag Page Do
not attempt to service, repair, or modify the air bag supplemental restraint systems or its fuses.
See your Ford or Lincoln Mercury dealer. The front passenger air bag is not designed to offer
protection to occupants in the center front seating position. Page Seating and safety restraints
Children and air bags For additional important safety information, read all information on safety
restraints in this guide. Children must always be properly restrained. Accident statistics
suggest that children are safer when properly restrained in the rear seating positions than in the
front seating position. Page Seating and safety restraints The air bags inflate and deflate rapidly
upon activation. After air bag deployment, it is normal to notice a smoke-like, powdery residue
or smell the burnt propellant. This may consist of cornstarch, talcum powder to lubricate the
bag or sodium compounds e. Page Seating and safety restraints The RCM restraints control
module monitors its own internal circuits and the supplemental air bag electrical system
warning including the impact sensors, the system wiring, the air bag system readiness light, the
air bag back up power and the air bag ignitors. Determining if the system is operational The
SRS uses a readiness light in the instrument cluster or a tone to indicate the condition of the

system. Page Do not attempt to service, repair, or modify the air bag supplemental restraint
system, its fuses or the seat cover on a seat containing an air bag. All occupants of the vehicle
including the driver should always wear their safety belts even when an air bag SRS is provided.
Page Seating and safety restraints The fact that the air bags did not inflate in a collision does
not mean that something is wrong with the system. Rather, it means the forces were not of the
type sufficient to cause activation. Side air bags are designed to inflate in side-impact
collisions, not roll-over, rear-impact, frontal or near- frontal collisions, unless the collision
causes sufficient lateral deceleration. Page Child Restraints Seating and safety restraints
Disposal of air bags and air bag equipped vehicles including pretensioners For disposal of air
bags or air bag equipped vehicles, see your local dealership or qualified technician. Page To
improve the fit of lap and shoulder belts on children who have outgrown child safety seats, Ford
recommends use of a belt-positioning booster seat that is labelled as conforming to all
applicable Federal motor vehicle safety standards. Belt-positioning booster seats raise the child
and provide a shorter, firmer seating cushion that encourages safer seating posture and better
fit of lap and shoulder belts on the child. Page passenger side front and outboard rear seating
positions if equipped section in this chapter. Ford recommends the use of a child safety seat
having a top tether strap. Install the child safety seat in a seating position which is capable of
providing a tether anchorage. Page Seating and safety restraints Installing child safety seats in
combination lap and shoulder belt seating positions Air bags can kill or injure a child in a child
seat. NEVER place a rear-facing child seat in front of an active air bag. If you must use a
forward-facing child seat in the front seat, move the seat all the way back. Be sure the belt
webbing is not twisted. Insert the belt tongue into the proper buckle the buckle closest to the
direction the tongue is coming from for that seating position until Page Seating and safety
restraints 7. Pull the lap belt portion across the child seat toward the buckle and pull up on the
shoulder belt while pushing down with your knee on the child seat. Allow the safety belt to
retract to remove any slack in the belt. Page Seating and safety restraints 5. If you have not
pulled out enough webbing to reach, allow the webbing to fully retract before attempting to pull
it out again and repeat steps 2 through 4. Pull the webbing through the child seat toward the
buckle while pushing down with your knee on the child seat. Page The anchor bracket must be
installed using the instructions provided with the kit. Tighten the anchor according to
specifications. Otherwise, the safety seat may not be properly secured and the child may be
injured in a sudden stop or collision. Page Seating and safety restraints The tether strap
anchors in your vehicle are in the following positions shown from top view : Attach the tether
strap only to the appropriate tether anchor as shown. The tether strap may not work properly if
attached somewhere other than the correct tether anchor. Make sure the seat is locked in the
upright position before installing the child seat. Refer to the Folding Down The Rear Seats
section in this chapter for information on how to operate the rear seats. LOCK, locks the
steering wheel, automatic transmission gearshift lever and allows key removal. OFF, shuts off
the engine and all accessories without locking the steering wheel. Page Driving Do not start
your vehicle in a closed garage or in other enclosed areas. Exhaust fumes can be toxic. Always
open the garage door before you start the engine. See Guarding against exhaust fumes in this
chapter for more instructions. If you smell exhaust fumes inside your vehicle, have your dealer
inspect your vehicle immediately. Page Driving 4. Make sure the parking brake is set. If there is
difficulty in turning the key, firmly rotate the steering wheel left and right until the key turns
freely. Page Driving Starting the engine Note: Whenever you start your vehicle, release the key
as soon as the engine starts. Excessive cranking could damage the starter. Turn the key to 5
START without pressing the accelerator pedal and release as soon as the engine starts. Page
Brakes Driving Guarding against exhaust fumes Although odorless and colorless, carbon
monoxide is present in exhaust fumes. Take precautions to avoid its dangerous effects. If you
ever smell exhaust fumes of any kind inside your vehicle, have your dealer inspect and fix your
vehicle immediately. Do not drive if you smell exhaust fumes. Page Driving environmental
conditions such as cold, heat, moisture, road dust, salt or mud. Anti-lock brake system ABS On
vehicles equipped with an anti-lock braking system ABS , a noise from the hydraulic pump
motor and pulsation in the pedal may be Page Driving ABS warning lamp warning lamp in the
instrument cluster momentarily illuminates when the ignition is turned to the ON position. If the
light does not illuminate momentarily at start up, remains on or continues to flash, the ABS
needs to be serviced. Page Driving The parking brake is not recommended to stop a moving
vehicle. However, if the normal brakes fail, the parking brake can be used to stop your vehicle in
an emergency. Page Driving Speed sensitive steering The steering in your vehicle is speed
sensitive. At high speeds, steering assist will decrease to improve steering feel. If the amount of
effort required to steer your vehicle changes while driving at a constant vehicle speed, have the
power steering system checked by your dealer or a qualified service technician. Page Driving

The air suspension shut-off switch is located behind an access panel underneath the passenger
side instrument panel. Normal vehicle operation does not require any action by the driver. Page
Driving To avoid injury, never run the engine with one wheel off the ground, such as when
changing a tire. In a rollover crash, an unbelted person is significantly more likely to die than a
person wearing a seat belt. If you cannot move the gearshift lever out of P Park with ignition in
the ON position and the brake pedal depressed: 1. Always come to a complete stop before
shifting into and out of R Reverse. N Neutral With the gearshift lever in N Neutral , the vehicle
can be started and is free to roll. Page Driving Each time the vehicle is started, the transmission
will automatically return to normal overdrive mode. Every time the vehicle is shut off and
restarted, you must press the transmission control switch to cancel overdrive operation if
driving in overdrive is not desired. To help avoid personal injury, please read and understand
the limitations on the reverse sensing system described below. Page Driving The reverse
sensing system detects obstacles within approximately 1. As you move closer to the obstacle,
the rate of the tone increases. When Fourâ€”wheel drive 4WD is engaged, power is supplied to
all four wheels through a transfer case. Page Driving Utility and four-wheel drive vehicles are
not designed for cornering at speeds as high as passenger cars any more than low-slung sports
cars are designed to perform satisfactorily under off-road conditions. Avoid sharp turns or
abrupt maneuvers in these vehicles. Driving off-road with truck and utility vehicles 4WD
vehicles are specially equipped for driving on sand, snow, mud and rough terrain and have
operating characteristics that are somewhat different from conventional vehicles, both on and
off the road. Page Driving Sand When driving over sand, try to keep all four wheels on the most
solid area of the trail. Avoid reducing the tire pressures but shift to a lower gear and drive
steadily through the terrain. Apply the accelerator slowly and avoid spinning the wheels. Page
Ford joins the U. Page Driving Descend a hill in the same gear you would use to climb up the hill
to avoid excessive brake application and brake overheating. Do not descend in neutral,
disengage overdrive or manually shift to a lower gear. When descending a steep hill, avoid
sudden hard braking as you could lose control. Page Failure to follow tire pressure
recommendations can adversely affect the way your vehicle handles. Do not exceed the Ford
recommended pressure even if it is less than the maximum pressure allowed for the tire. Page
Ford recommends that caution be used with any vehicle equipped with a high load or device
such as ladder racks or pickup box cover. Page Vehicle Loading Driving system gets wet, your
engine may stall. If driving through deep or standing water is unavoidable, proceed very slowly.
Never drive through water that is higher than the bottom of the hubs for trucks or the bottom of
the wheel rims for cars. Page Driving Special loading instructions for owners of pickup trucks
and utility-type vehicles For important information regarding safe operation of this type of
vehicle, see the Preparing to drive your vehicle section in this chapter. Loaded vehicles, with a
higher center of gravity, may handle differently than unloaded vehicles. For your safety and to
maximize vehicle performance, be sure to use the proper equipment while towing. The trailer
brakes must meet local and Federal regulations. Page Driving Servicing after towing If you tow a
trailer for long distances, your vehicle will require more frequent service intervals. Refer to your
scheduled maintenance guide for more information. Page Recreational Towing If a distance of
80 km 50 miles or a speed of 56 km 35 mph must be exceeded, the drive shaft will have to be
removed before the vehicle is towed. This program is separate from the New Vehicle Limited
Warranty. Use the following procedure to reset the fuel pump shut-off switch. Turn the ignition
to the OFF position. Check the fuel system for leaks. Blown fuses are identified by a broken wire
within the fuse. Check the appropriate fuses before replacing any electrical components. Note:
Always replace a fuse with one that has the specified amperage rating. Page Roadside
emergencies Passenger compartment fuse panel The fuse panel is located below and to the left
of the steering wheel by the brake pedal. Remove the panel cover to access the fuses. To
remove a fuse use the fuse puller tool provided on the fuse panel cover. Always disconnect the
battery before servicing high current fuses. To reduce risk of electrical shock, always replace
the cover to the Power Distribution Box before reconnecting the battery or refilling fluid
reservoirs. Page Roadside emergencies The high-current fuses are coded as follows. Page
Roadside emergencies Removing the jack handle 1. Unsnap the end of the handle that is
retained by the clip on the top of the windshield washer bottle. Unsnap the shaft of the handle
from the two retaining clips attached to the top of the radiator shroud. Page Roadside
emergencies Stowing the spare tire 1. Lay the tire on the ground with the outboard side facing
up. Install the retainer through the wheel center and slide the wheel under the vehicle. Turn the
spare handle clockwise until the tire is raised to its original position underneath the vehicle.
Page Roadside emergencies 1. Park on a level surface, activate hazard flashers and set the
parking brake. Block the diagonally opposite wheel. Obtain the spare tire and jack from their
storage locations. Page Roadside emergencies 7. Turn OFF the air suspension switch if

equipped. Position the jack according to the following guides and turn the jack handle
clockwise until the wheel is completely off the ground. When one of the rear wheels is off the
ground, the transmission alone will not prevent the vehicle from moving or slipping off the jack,
even if the Do not start the engine when your vehicle is on the jack. The jack is only meant for
changing the tire. Page Jump Starting Roadside emergencies Remove the jack and fully tighten
the lug nuts in the order shown. Put flat tire, jack and lug wrench away. Make sure the jack is
fastened so it does not rattle when you drive. Unblock the wheels. Page Roadside emergencies
4. Check all battery terminals and remove any excessive corrosion before you attach the battery
cables. Ensure that vent caps are tight and level. Turn the heater fan on in both vehicles to
protect any electrical surges. Turn all other accessories off. Connecting the jumper cables 1.
Page Roadside emergencies 3. Connect the negative - cable to the negative - terminal of the
assisting battery. Once the disabled vehicle has been started, run both engines for an additional
three minutes before disconnecting the jumper cables. Removing the jumper cables Remove
the jumper cables in the reverse order that they were connected. Remove the jumper cable from
the ground metal surface. Note: In the illustrations, lightning bolts are used to designate the
assisting boosting battery. After the disabled vehicle has been started and the jumper cables
removed, allow it to idle for several minutes so the engine computer can relearn its idle
conditions. Page Wrecker Towing It is recommended that your vehicle be towed with a wheel lift
or flatbed equipment. Do not tow with a slingbelt. Ford Motor Company has not approved a
slingbelt towing procedure. Away from home If you own a Ford or Mercury vehicle and are away
from home when your vehicle needs service, or if you need more help than the dealership could
provide, after following the steps described above, contact the Ford Customer Relationship
Center to find an authorized dealership to help you. Page P. If you did not take advantage of the
Ford Extended Service Plan at the time of purchasing your vehicle, you may still be eligible.
Please contact your dealer for further information. Since this information is subject to The
decisions of the Board are binding on Ford and, in some cases, on the dealer but not on
consumers who are free to pursue other remedies available to them under state or federal law.
Telephone: FAX: If you are in another foreign country, contact the nearest Ford dealership. If
the dealership employees cannot help you, they can direct you to the nearest Ford affiliate
office. If you buy your vehicle in North America and then relocate outside of the U. Page
Customer assistance payable by the consumer less a reasonable allowance for consumer use.
The consumer has the right to choose whether to receive a refund or replacement vehicle.
California Civil Code Section Page Reporting Safety Defects U. Always use a clean sponge or
carwash mitt with plenty of water for best results. Dry the vehicle with a chamois or soft terry
cloth towel in order to eliminate water spotting. Use only approved products to clean plastic
parts. These products are available from your authorized Ford, Lincoln or Mercury dealer. If
after cleaning the glass surface, the water sheets from the glass e. To clean the leather seats,
simply use a soft cloth with Deluxe Leather The mild cleaner and special pad available in the kit
cleans the leather and maintains its natural beauty. For best results, follow the instructions
printed on the cleaner label. These quality products have been specifically engineered to fulfill
your automotive needs; they are custom designed to complement the style and appearance of
your vehicle. If your vehicle requires professional service, your dealership can provide the
necessary parts and service. Page Maintenance and specifications Working with the engine off
1. Set the parking brake and ensure the gearshift is securely latched in P Park. Turn off the
engine and remove the key. Block the wheels to prevent the vehicle from moving unexpectedly.
Working with the engine on 1. Battery 2. Automatic transmission fluid dipstick 3. Engine oil filler
cap 4. Engine oil dipstick 5. Power steering fluid reservoir 6. Brake fluid reservoir 7. Page
Engine Oil In very cold weather, do not fill the reservoir all the way. Refer to Lubricant
specifications in this chapter. State or local regulations on volatile organic compounds may
restrict the use of methanol, a common windshield washer antifreeze additive. Page
Maintenance and specifications 4. Protect yourself from engine heat. Locate and carefully
remove the engine oil level indicator dipstick. Wipe the indicator clean. Insert the indicator fully,
then remove it again. Page Change your engine oil and filter according to the appropriate
schedule listed in the scheduled maintenance guide. Ford production and aftermarket
Motorcraft oil filters are designed for added engine protection and long life. If a replacement oil
filter is used Page Battery Maintenance and specifications that does not meet Ford material and
design specifications, start-up engine noises or knock may be experienced. It is recommended
you use the appropriate Motorcraft oil filter or another brand meeting Ford specifications for
your engine application. Page Maintenance and specifications Batteries normally produce
explosive gases which can cause personal injury. Therefore, do not allow flames, sparks or
lighted substances to come near the battery. When working near the battery, always shield your
face and protect your eyes. Always provide proper ventilation. When the battery is disconnected

or a new battery is installed, the engine must relearn its idle and fuel trim strategy for optimum
driveability and performance. For vehicles with overflow coolant systems with a
non-pressurized cap on the coolant recovery system, add coolant to the coolant recovery
reservoir when the engine is cool. Page Operating an engine with a low level of coolant can
result in engine overheating and possible engine damage. Recycled engine coolant Ford Motor
Company recommends the use of a recycled engine coolant produced by Ford-approved
processes in vehicles originally equipped with Motorcraft Premium Engine Coolant
green-colored. Page Maintenance and specifications Fill your engine coolant reservoir as
outlined in Adding engine coolant in this chapter. If the engine reaches a preset
over-temperature condition, the engine will automatically switch to alternating cylinder
operation. Page Fuel Information Maintenance and specifications 5. Restart the engine and take
your vehicle to a service facility. Driving the vehicle without repairing the engine problem
increases the chance of engine damage. Take your vehicle to a service facility as soon as
possible. Fuel such as gasoline is highly toxic and if swallowed can cause death or permanent
injury. Page If you must replace the fuel filler cap, replace it with a fuel filler cap that is designed
for your vehicle. The customer warranty may be void for any damage to the fuel tank or fuel
system if the correct genuine Ford or Motorcraft fuel filler cap is not used. Page Maintenance
and specifications The fuel system may be under pressure. If the fuel filler cap is venting vapor
or if you hear a hissing sound, wait until it stops before completely removing the fuel filler cap.
Otherwise, fuel may spray out and injure you or others. If you do not use the proper fuel filler
cap, excessive pressure or vacuum in the fuel tank may damage the fuel system or cause the
fuel cap to disengage in a collision, which may result in possible Running out of fuel Avoid
running out of fuel because this situation may have an adverse affect on powertrain
components. Page Maintenance and specifications Replace the fuel filter with an authorized
Motorcraft part. The customer warranty may be void for any damage to the fuel system if an
authorized Motorcraft fuel filter is not used. Your results will be most accurate if your filling
method is consistent. Calculating fuel economy 1. Page The scheduled maintenance items
listed in the scheduled maintenance guide are essential to the life and performance of your
vehicle and to its emissions system. If other than Ford, Motorcraft or Ford-authorized parts are
used for maintenance replacements or for service of components affecting Page Maintenance
and specifications emission control, such non-Ford parts should be equivalent to genuine Ford
Motor Company parts in performance and durability. Do not park, idle, or drive your vehicle in
dry grass or other dry ground cover. The emission system heats up the engine compartment
and exhaust system, which can start a fire. Page Check the power steering fluid. Refer to the
scheduled maintenance guide for the service interval schedules. Start the engine and let it run
until it reaches normal operating Page MAX. Do not fill above this line. Brake fluid is toxic. If
brake fluid contacts the eyes, flush eyes with running water for 15 minutes. Your transmission
does not consume fluid. However, the fluid level should be checked if the transmission is not
working properly, i. Page Maintenance and specifications operating temperature can be reached
after approximately 30 km 20 miles of driving. However, if fluid is added at this time, an overfill
condition could result when the vehicle reaches normal operating temperature. Refer to the
scheduled maintenance guide for maintenance intervals. If the original universal joints are
replaced with universal joints equipped with grease fittings, lubrication will also be necessary.
Page 10 to 12 inches or limited production tires as defined in Title 49 Code of Federal
Regulations Part Department of Transportation-Tire quality grades: The U. Department of
Transportation requires Ford to give you the following information about tire grades exactly as
the government has written it. Page Maintenance and specifications Treadwear The treadwear
grade is a comparative rating based on the wear rate of the tire when tested under controlled
conditions on a specified government test course. Page Make sure that all replacement tires are
of the same size, type, load-carrying capacity and tread design e. Page The axle lubricant
should be changed any time the axle has been submerged in water. Add ml 4 oz. Page Engine
Data Use of any fluid other than the recommended fluid may cause transmission damage. Page
Maintenance and specifications These quality accessories have been specifically engineered to
fulfill your automotive needs; they are custom designed to complement the style and
aerodynamic appearance of your vehicle. Page Accessories Flat splash guards Front end
covers full and sport Hood deflectors Inside mirror with compass display Inside mirror with
compass and temperature display Leather steering wheel Locking gas cap Molded splash
guards Molded vinyl floor mats Moonroof deflector Outside signal mirror requires power mirrors
Rear air deflectors Side window air deflectors Spare tire lock Page Index Index Auxiliary power
point Page Index Child safety restraints Page Index description Page Index odometer Page
Index headlamps, flash to pass.. Page Index Preparing to drive memory seat Page Index wrecker
Print page 1 Print document pages. Cancel Delete. Sign In OR. Don't have an account? Sign up!

Restore password. Upload from disk. Upload from URL. Ford Expedition for thru service repair
manuals and wiring diagrams free download. See also: Ford cars workshop manuals. These
service repair manuals covers the operation and repair of the Ford Expedition cars for The car,
built on the Ford-U frame platform, has a three-row body for nine seats. There were full and rear
wheel drive versions of the car. A year after the premiere of the Ford Expedition, the public was
presented with a more comfortable and technologically advanced version of the model under
the brand Lincoln Navigator, which actually created a segment of luxury SUVs, consistently
holding first place in sales in this class. At the end of , the second generation Ford Expedition
factory designation â€” U was presented at the Detroit auto show, which is essentially a
first-generation deep upgrade. All content on the site Carmanualsclub. The site administration
does not bear any responsibility for illegal actions, and any damage incurred by the copyright
holders. Your email address will not be published. Save my name, email, and website in this
browser for the next time I comment. This site uses Akismet to reduce spam. Learn how your
comment data is processed. Necessary cookies are absolutely essential for the website to
function properly. This category only includes cookies that ensures basic functionalities and
security features of the website. These cookies do not store any personal information. Any
cookies that may not be particularly necessary for the website to function and is used
specifically to collect user personal data via analytics, ads, other embedded contents are
termed as non-necessary cookies. It is mandatory to procure user consent prior to running
these cookies on your website. Ford Expedition XLT Leave a Reply Cancel reply Your email
address will not be published. This website uses cookies to improve your experience. We'll
assume you're ok with this, but you can opt-out if you wish. Accept Reject Read More. Close
Privacy Overview This website uses cookies to improve your experience while you navigate
through the website. Out of these, the cookies that are categorized as necessary are stored on
your browser as they are essential for the working of basic functionalities of the website. We
also use third-party cookies that help us analyze and understand how you use this website.
These cookies will be stored in your browser only with your consent. You also have the option
to opt-out of these cookies. But opting out of some of these cookies may affect your browsing
experience. Necessary Necessary. Non-necessary Non-necessary. Log in or Sign up. Ford
Expedition Forum. This site uses cookies. By continuing to use this site, you are agreeing to
our use of cookies. Learn More. Site News. Latest: Member Signature Request stamp , Jun 23,
New Member Check-In New member? Introduce yourself and show us your Expedition here!
Preferred Vendors. Product Reviews Members share their reviews of products or experiences.
Latest: Seafoam Anyone? At Auto Accessories Garage we have all the top name brand
accessories at rock bottom prices. Click or call Latest: Last Minute Shoppers! Check out our
selection of parts and accessories at CARiD. General Discussion Here you can discuss general
information about your Ford Expedition that doesn't fit in to other categories. Sub-Forums: 1.
General Discussion Sub-Forums. Latest: What tires look good on the Expedition? Latest: hybrid
option? Latest: What to look for when buying a gen3 expy tkdgirl4 , Feb 24, at PM. Latest:
aftermarket key fob rjdelp7 , Feb 24, at PM. Latest: Rear diff covers and oil mnachreiner86 , Feb
24, at PM. Interior Here you can discuss mods to the interior of your Ford Expedition.
Upholstery, trim, gauges, lighting, floor mats, and more! Latest: Lower temp thermostat
Hamfisted , Feb 13, Exterior Tires, Wheels, Paint, anything on the outside. Latest: Cleaning up
the rear bumper step trim? Kevin08 , Feb 24, at PM. Suspension Discuss suspension lifts and
lowering suspension from leveling, static drop to air ride drop here. Latest: cheap ass wheel
spacers Thunderbirdsport , Feb 22, at PM. Latest: Won't shift out of park sometimes the hogg ,
Feb 24, at AM. Electrical For all you electrical questions, ask in here. Latest: Big 3 update?
ExplorerTom , Feb 22, at PM. Latest: Grand design 26 ft trailer mwl , Feb 24, at PM. Tech Info
Here is where you will find technical write ups on installs and how to's. Latest: Duplicate key for
expedition TexEx , Jan 16, FORScan Code scan and more. How To Section A place to answer all
your "how do I" questions. General Forum. Detailing Discuss products, techniques, and all
other detailing topics. Latest: Recommendation for product to clean black interior door and
dash trim new Exp? Aspen03 , Dec 19, Garage Discuss tools and everything else that happens
in the garage. Latest: All Repairs joethefordguy , Jan 31, Member's Gallery. Member Photos
Post up pics of your ride here. Latest: Lifted Expeditions of EF. Member Videos If you have
some video shots of a show you went to, or of your ride, post them up here! Latest: Starkman's
off road adventures Starkman , Feb 15, Under Construction Post photos of your projects
coming together. Build-up threads only! Expedition of the Month Sub-Forums. Expedition of the
Month. Latest: Lets bring it back craig sargood , Oct 7, You will need at least 50 posts and be
registered here for at least 5 days to post a new thread in the classifieds. For Sale Have
something to sell? This is the place to do so. Wanted Needing something, find it in here.
Member's Area. Regional Forums Sub-Forums: 6. Regional Forums Sub-Forums. Latest: linios

here Cindy Zaka , Feb 17, Other Vehicles You own another vehicle besides a Expedition? Post it
up here. Latest: My Rides John Tour , Jan 8, Events If you know of an events or auto shows that
are taking place near you, post them in here. Latest: Name change Don Hall , Dec 31, Test your
sig and pics A place to test your signature and pictures to make sure they display in your posts.
Latest: img test DobermanTech , Jun 3, Your name or email address: Do you already have an
account? No, create an account now. Yes, my password is: Forgot your password? This listing
is for part or sub-assembly number given below only. Skip to main content. Email to friends
Share on Facebook - opens in a new window or tab Share on Twitter - opens in a new window or
tab Share on Pinterest - opens in a new window or tab. Add to Watchlist. People who viewed
this item also viewed. Showing Slide 1 of 1 - Carousel. Check if this part fits your vehicle.
Picture Information. Mouse over to Zoom - Click to enlarge. Trusted seller, fast shipping, and
easy returns. Learn more - Top Rated Plus - opens in new window or tab. Get the item you
ordered or get your money back. Learn more - eBay Money Back Guarantee - opens in new
window or tab. Seller information oemiata Contact seller. See other items More See all. Item
Information Condition:. Read more. Sign in to check out Check out as guest. Add to Watchlist
Remove from watch list. Watch list is full. Longtime Member. Fast and safe Shipping. This
amount is subject to change until you make payment. For additional information, see the Global
Shipping Program terms and conditions - opens in a new window or tab. Item location:.
Leander, Texas, United States. Ships to:. United States and many other countries See details.
For additional information, see the Global Shipping Program terms and conditions - opens in a
new window or tab This amount includes applicable customs duties, taxes, brokerage and other
fees. Estimated between Thu. Delivery times may vary, especially during peak periods. Any
international shipping and import charges are paid in part to Pitney Bowes Inc. Learn More opens in a new window or tab International shipping and import charges paid to Pitney Bowes
Inc. Learn More - opens in a new window or tab Any international shipping and import charges
are paid in part to Pitney Bowes Inc. Learn More - opens in a new window or tab Any
international shipping is paid in part to Pitney Bowes Inc. Learn More - opens in a new window
or tab. Sponsored items from this seller. Showing Slide 1 of 2 - Carousel. Report item - opens in
a new window or tab. This translation tool is for your convenience only. The accuracy and
accessibility of the resulting translation is not guaranteed. Note: The accuracy and accessibility
of the resulting translation is not guaranteed. Seller assumes all responsibility for this listing.
My Garage. Go to My Garage. Please wait. We were unable to complete your request. Please try
again later. This part is not compatible with this. Compatibility information is not available for
this item. Oops, something went wrong. This part is compatible with below vehicle s. This part
is compatible with below vehicle s matching this. A quantity of 2 is recommended. Portions of
the information contained in this table have been provided by oemiata. Shipping and handling.
This item will ship to Ukraine , but the seller has not specified shipping options. Contact the
seller - opens in a new window or tab and request a shipping me
2011 subaru legacy gt wiring diagram
fox body forum
harley davidson lock
thod to your location. Shipping cost cannot be calculated. Please enter a valid ZIP Code. No
additional import charges at delivery! This item will be shipped through the Global Shipping
Program and includes international tracking. Learn more - opens in a new window or tab. There
are 1 items available. Please enter a number less than or equal to 1. Select a valid country.
Please enter 5 or 9 numbers for the ZIP Code. Domestic handling time. Taxes may be applicable
at checkout. Learn more. Return policy. No returns or exchanges, but item is covered by the
eBay Money Back Guarantee - opens in a new window or tab. Payment details. Payment
methods. Back to home page Return to top. Back to home page. Listed in category:. Email to
friends Share on Facebook - opens in a new window or tab Share on Twitter - opens in a new
window or tab Share on Pinterest - opens in a new window or tab Add to Watchlist. Image not
available Photos not available for this variation. International Priority Shipping.

