2002 ford focus dpfe sensor

Title Hack text Have I helped you? Consider donating! The symptoms are a "stumble" and what
feels like an erratic loss of power when cruising around at partial throttle. Definitions: EGR
means "Exhaust Gas Recirculation", the process of sucking exhaust gases back into the engine
to re-burn them. It is a technique that reduces the pollutants emitted by the engine. The actuator
is on the firewall and it's an electric device controlled by the PCM that modulates how much
vacuum pressure gets past it. From there, another hose goes to the EGR Valve. Vacuum
pressure opens the EGR Valve, allowing exhaust gases to be pulled from the exhaust manifold,
past the DPFE tubes, then back into the intake manifold. There's a differential in the pressure,
one tube has more pressure than the other one. Trying to compensate, the PCM opens up the
actuator too much. This excessive amount of EGR combined with the air coming in via the
throttle body leans out the fuel mixture, causing a lean misfire, which is the "stumble" or
"hesitation" that is common as the DPFE Sensor fails. The DPFE sensor in the Focus is not very
robust, requiring frequent every 30k miles or sometimes less replacement or a work around. If
you're experencing stumble or hesitation while cruising, and think that it might be related to
DPFE sensor failure, try one of the workarounds listed toward the end of this article. If the
stumble goes away, then your DPFE sensor is more than likely failing. Of course, replacement
of the bad DPFE sensor is the official recommended fix for this problem. However, workaround
2 listed in this article takes a while longer to perform but makes for a nice semi-permanent
solution that won't cause any damage or check engine light warnings if the DPFE Sensor hasn't
completely died. Workaround 1 only takes a few seconds but is good for making a quick
diagnosis to see if the EGR system is leaning out and causing problems. Identification of EGR
system components On most Foci, the DPFE Sensor is a "Winged" Black box bolted to the
firewall pretty much in the top middle, with 2 rubber hoses coming down off of it, and a 3-wire
plug going into it perpendicular to the firewall. Photo of the more common style DPFE Sensor:
On some '01 foci, the DPFE sensor is a more squarish black box with a 3-wire plug in the top
and 2 hoses coming off the bottom, it sits almost on top of the EGR pipe, and is located
somewhat under the air intake tube. It also connects to the EGR pipe via rubber hoses, but the
hoses just stand straight up and they're short. There are actually 2 different DPFE sensors for
this location, but they are both located in the same place, and look similar. Yours may not look
exactly like the one in this photo, though. Photo of EGR Valve with vacuum hose attached to the
top: Replacement of DPFE Sensor You replace the DPFE sensor by un-bolting it from the
firewall with a 10mm socket unless you have the less common '01 DPFE Sensor , pulling the old
one off the rubber hoses, disconnecting the wire harness from it, putting the new one back onto
the rubber hoses the same way it came off , re-attaching the wire harness and bolting it back to
the firewall. If you hook the rubber hoses up wrong, you'll get a CEL. Nothing harmful, but you'll
need to swap them. You should probably go "back to stock" for emissions testing if your state
requires certification. No one but you will be held liable for legal trouble you get in by using
these troubleshooting methods to determine EGR and DPFE malfunction. If your car is running
like crap, try this first. Shown: a vacuum line splitter with caps on it. This only works if your
DPFE sensor is starting to fail but hasn't gone completely kaput yet. Remember to plug the 2
metal tubes that come off the larger metal EGR pipe. Failure to do so will result in hot exhaust
fumes being released under the hood. This is not only noisy, but could possibly result in carbon
monoxide getting inside your car while driving. Surface pro 7 pen alternative. Thrive dispensary
promo code. Kubernetes cannot stat no such file or directory. Check out our large selection of
Ford parts below and contact our experienced parts staff with questions. Rick rule net worth
Choir names Caterpillar ignition switch. Gamertag price checker. Diffusion and osmosis lab
report potato. This is a , SEL, 3. I was told it was on a mounting plate located from rear view on
the right engine head, colosest to the firewall, its not there. Then I was told it was on the firewall
behind the coil-pack just to the right, its not there. Pythagorean theorem quiz answer key. Ford
P, P Fault Codes 3. Find answers to your Ford Taurus question. Sounds to me like a similar
problem I am having with my Taurus. Was giving code for DPFE sensor. Replaced sensor but
wasn t the problem. After blowing the hose off the new DPFE sensor and breaking the plastic
hose nipple off. This is generally used on - trucks and cars. Note: We have an entire section of
the site dedicated to every year of Ford F-Series truck s. Ford Taurus 6 Cyl 3. We list over parts
and equipment for Ford Taurus 6 Cyl 3. You can click into each listed part to see its current
market availability. Our goal is to help you find the right parts your Ford and at the right price.
Are reviews modified or monitored before being published? MaritzCX moderates public reviews
to ensure they contain content that meet Review guidelines, such as: P Ford P Ford. Circuit
labeled 3: 5 Volt Reference Voltage. To make it easy for you to test the particular DPFE sensor
on your Ford or Mercury or Lincoln car or truck, I have included images of all three types of
DPFE sensors with the specific circuit you need to test highlighted. My Ford Taurus recently
started having problems starting when it has only been off for about an hour. It starts up, but

gurgles like it is not getting enough fuel and then dies. I can wait a few hours and it starts fine
with no issues. Is this the fuel pump going bad or something else. How to connect wireless
headphones to xbox 1 controller Moose plow lift actuator. I can easily replace the DPFE myself,
no problem. However, they don't know which O2 sensor needs replacing before or after cat and
gave me the option of replacing both, or guessing at which one needs replacing and wasting
money if I'm wrong. I 'm just wondering if anybody here knows, or can link me to, a way to
figure out which O2 sensor I need to replace, as well as a guide on how to actually replace the
O2 sensor. I definitely am not in any financial place to take this to a dealer and drop a couple
hundred on their maintenance work if I can do this myself. Very rarely do O2 sensors actually
need replaced. Although you may throw a code for an O2 sensor problem, the problem usually
exists elsewhere, like clogged or leaking injectors causing lean or rich conditions, or other
non-metered air leaks creating lean conditions like an EGR stuck partially open. So, what is also
helpful to know is that the DPFE sensor is just that, a sensor to judge the pressure differentials
on each side of the EGR valve so that the computer knows that the EGR valve actually opens
and is venting exhaust gas into the intake charge. Just because the DPFE is reporting a
problem, doesn't mean the sensor is actually at fault, its just seeing a problem with the system
that it is monitoring. All of that being said, in my opinion, your problem is most likely in an EGR
valve that is sticking partially open But i'm just a guy reading a thread, so there's no way that i
can say for sure that there may or may not be a problem with your DPFE or O2. The only way to
know for sure is for a QUALIFIED and trusted individual to run the appropriate diagnosis and
pinpoint tests to properly condemn the failed system and component As opposed to some tire
tech at firestone staring at an LCD readout and proceeding to throw unnecessary parts at your
vehicle. So there's really no reason why they shouldn't be able to differentiate between up and
downstream O2's. Hope this helps a little, be careful out there. Trending News. Scalise says
Biden is president, but there's a catch. Fans mad that joke singers made it through on 'Idol'.
Supreme Court delivers blow to Trump with tax ruling. Deion Sanders says his office robbed
while he coached. Dylan Farrow says Woody Allen 'was always hunting me'. Eyewitnesses
recall horror of Denver airplane incident. UCLA gymnast tearful as music superstar reaches out.
Kate Winslet: Weight jibes were 'straight-up cruel'. Before he stormed Capitol, student's tweets
raised alarm. Thank you so much! Answer Save. This Site Might Help You. Still have questions?
Get your answers by asking now. Play Now. What does this mean? Check the "Possible
Causes" listed above. Visually inspect the related wiring harness and connectors. Check for
damaged components and look for broken, bent, pushed out, or corroded connector's pins.
How much do you know about cars? Take the AutoCodes. Tech Notes What does this mean?
The auto repair labor rates vary by location, your vehicle's make and model, and even your
engine type. The orifice is positioned between two hose ports coming off the tube which are
connected to the DPFE sensor with special heat-resistant hoses. When the EGR Valve is open, a
pressure differential is created across the orifice intake manifold pressure vs. By design, this
difference in pressure is measured by the DPFE sensor in terms of voltage. Get Access to
Factory Service Manuals. Need more help? Get the P Ford code diagnosed by a professional:
Find a repair shop in your area. Why is the Engine Light ON? Comments Help us improve
AutoCodes. Leave a comment below or tell us if the information above help you fix the code.
What are the symptoms on your vehicle for the P Ford code? Have you replaced any parts? Any
information is appreciated. Repair Importance Level: 2. Home - About AutoCodes. Posted and
Edit by AutoCodes. Your question might be answered by sellers, manufacturers, or customers
who bought this product. Please make sure that you are posting in the form of a question.
Please enter a question. Skip to main content. Buy new:. Ships from: Amazon. Sold by: Auto
Inc. You can return the item for any reason in new and unused condition: no shipping charges
Learn more about free returns. How to return the item? Go to your orders and start the return
Select the return method Ship it! Fastest delivery: Friday, Feb 26 Order within 9 hrs and 11 mins
Details. In Stock. Add to Cart. Secure transaction. Your transaction is secure. We work hard to
protect your security and privacy. Our payment security system encrypts your information
during transmission. Learn more. Ships from. Sold by. Include Add a Protection Plan:. Plan
starts on the date of purchase. Product breakdowns and malfunctions are covered after
manufacturer's warranty. No additional costs for repairs - parts, labor, and shipping are all
included. Cancel anytime, full refund in the first 30 days. Allstate Protection Plans serviced by
SquareTrade, an Allstate company are only valid for new or Amazon certified refurbished
products purchased at Amazon in the last 30 days. Add No Thanks. Coverage for mechanical
breakdowns begins after the manufacturer's warranty expires. Fully transferable if bought as a
gift. Not valid on auto parts purchased for commercial use. Visit assurantclaims. To cancel, visit
"Your Orders" on Amazon. Add a gift receipt for easy returns. Save with Used - Good. Sold by:
Amazon Warehouse. Small cosmetic imperfection on top, front or sides of item. Item will come

in original packaging. Packaging will be damaged. See more. Only 1 left in stock - order soon.
Sold by Amazon Warehouse and Fulfilled by Amazon. Brand: Motorcraft. This fits your.
Frequently bought together. Add all three to Cart Add all three to List. These items are shipped
from and sold by different sellers. Show details. Sold by Auto Inc and ships from Amazon
Fulfillment. FREE Shipping. Ships from and sold by Amazon. Ships from and sold by Gene
Messer Ford of Amarillo. Customers who viewed this item also viewed. Page 1 of 1 Start over
Page 1 of 1. Previous page. Next page. Customers who bought this item also bought. Exhaust
Valve. Register a free business account. Have a question? There was a problem completing
your request. Please try your search again later. Product information Technical Details. Would
you like to tell us about a lower price? EGR Pressure Sensor. What other items do customers
buy after viewing this item? See questions and answers. Customer reviews. How are ratings
calculated? Instead, our system considers things like how recent a review is and if the reviewer
bought the item on Amazon. It also analyzes reviews to verify trustworthiness. Top reviews
Most recent Top reviews. Top reviews from the United States. There was a problem filtering
reviews right now. Please try again later. Verified Purchase. This one works and has been now
for about miles with no problems. Aftermarket parts failed in miles. I have no doubt this will last
the rest of the vehicles life. Worth every penny not to have to change out cheap aftermarket
crap out there.. The Check Engine Light in my F, 4. A scan showed that codes P and P had been
set lean fuel condition on both cylinder banks. I ruled out typical causes due to maintenance in
the past 10k miles So the DPFE sensor was about the only potential cause left except for a
vacuum leak. I ordered the part and noticed that it was identical in appearance to the original
one. I installed it in about 15 minutesthen reset the codes. So I'm sure the problem has been
fixed. The old part was 17 years old and had 65k miles on it since the truck was new. So, I guess
it had corroded or worn out. If it fails early, then I'll check the voltage at the sensor to confirm
failure and update this review accordingly. Highly recommended. One person found this helpful.
Fit my Ford F with 5. Be Cautious, these 2 hoses have different inside diameters and the ports
are different sizes on the DPFE and the metal line they connect to. My first test drive after
replacing the DPFE 15 and hoses is promising. I had a "surge" problem at times when driving
and would occasionally get a P code while pulling a loaded trailer or a tote of liquid fertilizer in
the bed of the truck. I have replaced all vacuum lines, PCV valve, EGR valve, 8 spark plugs, and
8 coils to fix various causes of check engine lights over the last 1. Only time will tell. The earlier,
pot-metal version failed because the sensor inside the metal housing becomes overheated and
burns out. The new, cool-running sensor housing is made of a molded phenolic composition
that should last the life of the vehicle. Easy to install, with no special skills or special tools or
equipment required. My parts arrived on time and in perfect condition,as usual. Thanks,
Amazon!! Easy to install on my ford ranger 3. Actually solved a problem that I've been trying to
track down for some time before getting the Pcode. The symptoms were a gentle bucking
sensation at midrange constant speeds mph that felt like a random misfire or slipping clutch.
After replacing all spark plug wires, checking injectors, and even replacing a TPS, the problem
did not go away until replacing this DPFE sensor. I think it had to do with the spurious feedback
voltage that some people talk about in cheap knockoffs, which my truck happened to have
installed. Pay the extra money to get this Motorcraft brand part. The generic brands are prone to
failure and will not last. My car was throwing a P code. I replaced the DPFE with a generic part.
My Expedition ran OK for about miles, but then MPG went down to and there was a loss of
engine power, and bucking at mph. I thought the tranny was on its way out. It took about miles
of freeway driving before it finally threw another P I had a feeling the DPFE was the likely culprit.
I switched out the generic one with this Motorcraft one, and the problem was fixed. Had
originally bought an aftermarket one for half the price and it worked for one day and started
getting trouble codes again. Did a little more research and found that to fix the trouble codes in
my Ford Ranger that you must buy a Motorcraft updated sensor only. Fixed my codes
immediately. Spend the extra money and save yourself the headache. Installed in a Lincoln
Town Car with the 4. Original sensor broke at the hose tube causing a SES light and P code.
Replaced the hoses as well they were completely dry rotted and ready to fail. See all reviews.
Top reviews from other countries. I have had the dreaded P engine code for years and countless
trips to the mechanics never solved the problem. This item solved the problem. The old
versions were metal, once the metal gets hot it causes the sensor to trip when nothing is
actually wrong. This version is an insulating plastic that does not trip the sensor once the
engine gets warm. I wish I had known about this years ago. Report abuse. Genuine part, it fixed
my CEL. Still working great. Pages with related p
manual lockout hubs ford ranger
2001 ford laser workshop manual
2013 toyota venza oil change

roducts. See and discover other items: egr sensors , exhaust parts , exhaust valve , pressure
sensors , ford mustang , ford contour emission parts. There's a problem loading this menu right
now. Learn more about Amazon Prime. Get free delivery with Amazon Prime. Back to top. Get to
Know Us. Amazon Payment Products. English Choose a language for shopping. Amazon Music
Stream millions of songs. Amazon Advertising Find, attract, and engage customers. Amazon
Drive Cloud storage from Amazon. Alexa Actionable Analytics for the Web. Sell on Amazon
Start a Selling Account. AmazonGlobal Ship Orders Internationally. Amazon Rapids Fun stories
for kids on the go. ComiXology Thousands of Digital Comics. DPReview Digital Photography.
East Dane Designer Men's Fashion. Shopbop Designer Fashion Brands. Deals and
Shenanigans. Ring Smart Home Security Systems. PillPack Pharmacy Simplified. Amazon
Renewed Like-new products you can trust. Amazon Second Chance Pass it on, trade it in, give it
a second life.

