2003 buick rendezvous serpentine belt

One of the most common issues with a vehicle is a bad serpentine belt. The good news is that
serpentine belts are cheap , and in the grand scheme of things, relatively easy to replace. The
sound that a bad serpentine belt makes is a squealing sound. It has a higher pitch than an
engine rattling. Often, the first sign of a bad serpentine belt in your Rendezvous is squealing.
The squealing should match the engine RPM. That is to say, that when you rev the engine, the
squeal changes pitch accordingly. It might also go away entirely if you rev your engine a few
times. This happens because the serpentine belt gets heat in it and is able to grab ahold of the
pulleys. At this point it is no longer slipping. As your serpentine belt ages, it will begin to show
visible signs of wear. These belts are not designed to last the life of an engine. A bad serpentine
belt may have:. The serpentine belt powers your engine accessories, such as the power
steering pump and air conditioning compressor. Get a new belt immediately. The serpentine
belt is responsible for turning the water pump in your Rendezvous. If it fails, water can no
longer circulate throughout the engine. If the belt is off all the way, or the engine is overheating,
do not drive it somewhere to have it looked at. Overheating the engine and blowing a head
gasket will cost way more than a new serpentine belt. Replacing a serpentine belt is a
straightforward process. Your Rendezvous uses a tensioner to keep the serpentine belt tight.
The first thing you are going to need to do is find the tensioner and apply force to it in order to
loosen the serpentine belt. Now, let off the tensioner slowly. We recommend taking a picture of
the belt route, and making sure that you have a diagram of the route before taking the belt off.
The last thing you want is to not remember how to get the belt back on. Serpentine belt
replacement is something that any shade tree mechanic can do with very few tools. Engine
Accessories Not Working The serpentine belt powers your engine accessories, such as the
power steering pump and air conditioning compressor. Overheating The serpentine belt is
responsible for turning the water pump in your Rendezvous. Buick Rendezvous Serpentine Belt
Replacement Replacing a serpentine belt is a straightforward process. If there is anything that
you would like to add, please leave a comment below. Good luck! This item is backed by our
limited lifetime warranty. In the event this item should fail due to manufacturing defects during
intended use, we will replace the part free of charge. This warranty covers the cost of the part
only. Shipping is not available to Canada. Final shipping costs are available at checkout.
Created on: If the serpentine belt tensioner pulley is squeaky or worn, this video will show you
how to replace it. This item may be interchangeable with parts from other brands with the above
part numbers. This information is provided only for reference and does not guarantee that the
item you are purchasing is identical to parts with part numbers from the brands listed above. To
confirm that this item fits your vehicle, use the above "Check Vehicle Fit" option. Not all parts
are the perfect fit. Enter your Vehicle and we'll confirm fit, or help get you to one that will.
Orders ship same day when ordered by 2pm ET. Need your part faster? Choose expedited
shipping at checkout. Providing you the highest quality, direct fit replacement auto parts
enforced to the strictest product standards. Exceeding customers' expectations every day, our
team of passionate auto enthusiasts are here to help. Thousands of how-to auto repair videos
specific to year, make and model guide you step-by-step through your repair. If your vehicle
isn't listed, search Serpentine Belt Tensioner. This part will only fit a vehicle with these options.
Clear vehicle X. Year Make Model. Search by Vehicle. Select your vehicle. Year Make Model
Search. Serpentine Belt Tensioner. Add to Cart. Loading Delivery Options. Delivery options for:.
Estimated Arrival Cost Finalize your delivery options in checkout. Brand : BEP Frequently
bought together. Vehicle Fit. Lifetime Warranty This item is backed by our limited lifetime
warranty. How to Replace Serpentine Belt Tensioner with Pulley Chevy Malibu Created on: If the
serpentine belt tensioner pulley is squeaky or worn, this video will show you how to replace it.
Remove the two 10mm bolts from the air filter box Pull the air box up and out. Remove the
15mm bolt from the tensioner Pull off the tensioner. Start the 15mm bolt into the tensioner Put
the new tensioner into place using the locating tab Tighten the 15mm bolt to 35 foot-pounds of
torque. Put the air box into place using the locating tabs Insert the two 10mm bolts into the air
box. Put the intake hose into place Connect the air intake wiring harness Put the safety plug
into the intake hose Push the air box cover into place Insert the two T25 screws into the air box
Insert the 10mm bolt into the intake hose bracket Connect the smaller tube to the intake hose
Tighten the intake hose clamp with a flat blade screwdriver. Watch video. Check Vehicle Fit.
Product Reviews. Pulley tensioner. Quality product, fast shipping. Very satisfied with 1aauto.
And they even send you a how to video with each part you buy. I will NOT buy auto parts any
where else. The bolt on the tensioner won't tighten up its like the hole is striped but put blot in
wit out tensioner it tighten up fine how do I fix it? Larry P. Use the bolt that comes with the new
tensioner John S. Hey make sure you got the right length bolt in the right hole. Call Now
Customer service. Guaranteed To Fit Providing you the highest quality, direct fit replacement
auto parts enforced to the strictest product standards. USA Customer Support Exceeding

customers' expectations every day, our team of passionate auto enthusiasts are here to help.
Instructional Video Library Thousands of how-to auto repair videos specific to year, make and
model guide you step-by-step through your repair. Terms of Use Privacy Policy. Narrow Your
Results: Select your year, make, model to find parts that fit Before proceeding, select your
Vehicle, to verify this Part will fit. Year If your option isn't listed search Serpentine Belt
Tensioner. Skip to main content Menu. Close X. Call To Order: Accessory Drive Belt. Serpentine
Belt Drive Component Kit. Serpentine Belt Drive Master Kit. Air Intake. Body Electrical.
Chemicals and Fluids. Climate Control. Cooling System. Engine Electrical. Engine Mechanical.
Fuel Delivery. Fuel Injection. Tools and Hardware. AC Delco. Shop By Vehicle. Dayco Multi Rib
Belt. Click to Enlarge. Product List Price:. Features: OE-Equivalent. Direct fit for easy
installation. Designed for high mileage multiple-accessory drives. Resistant against wear, oil
and heat. Shipping Options: Ground, Overnight, 2 Day. Features: Size: Gates Multi Rib Belt.
Bando Multi Rib Belt. ContiTech Multi Rib Belt. Mitsuboshi Multi Rib Belt. Temperature-stable
from F to F 30C to 80C. High performance construction. Polychloroprene rubber cover and
body. Polyester fiber tensile members and a ribbed belt design. Driveworks Multi Rib Belt.
Motorcraft Multi Rib Belt. Motorcraft W Multi Rib Belt. Catalog: A. Vehicle Buick Rendezvous.
Catalog: B. Catalog: P. Vehicle Engine Buick Rendezvous. Catalog: H. Catalog: N. Asked by Wiki
User. Use a socket and ratchet on the belt tensioner pulley bolt. Pull the ratchet to the side to let
tension from the belt. Remove the belt. Install the new belt a helper will make the job easier.
Release the ratchet to set the belt tension. I just purchased the throttle sensor for a Buick
rendezvous and was wondering if anyone could tell me where it located and how easy is it to
put in. Under the driver side headlight. It don't have one, it has a timing chain. The best place to
find a used Buick Rendezvous would be at a used car dealership. Or, one can look at a site such
as AutoTrader, which would have many used vehicles for sale. Take your door panel off and
replace them Figure out what tripped the code and fix the problem. Under the alt. Pass side
firewall You can do it if you remove the heat shield it works. Look in the fuse panel located on
passenger side of the center console. Ask Question. Buick Rendezvous. See Answer. Top
Answer. Wiki User Answered Related Questions. Diagram of spark plugs for buick rendezvous?
How do you change a rear coil spring on a Buick rendezvous? How do you replace the blower
fan resistor on a buick rendezvous? How much oil does it take to change the oil on a buick
rendezvous? Is there a startup switch once you change a flasher on a buick rendezvous? How
do you replace the throttle position sensor on a Buick rendezvous? Where are the horns located
on a buick rendezvous? Does the Buick Rendezvous have a timing belt? Ect engine coolant
temperature sensor location on a buick rendezvous? Where can one purchase a used Buick
Rendezvous? What kind gas is best for a Buick rendezvous? What is the transmission fluid
capacity of a buick rendezvous? How do you change serpentine belt gm 3. How do you change
serpentine belt v6 escape? What size of wheels are on buick rendezvous? How do you replace
clips on window regulator buick rendezvous? What fuses are in the fuse box located under the
hood? The fuel gauge on my Buick Rendezvous doesnt work? How do you reset the service
engine soon light for a buick rendezvous? Where is 1 cylinder located on a Buick rendezvous 3.
Is it necessary to remove the exhaust crossover pipe to replace the thermostat on a Buick
Rendezvous? Where is the spare tire for the Buick Rendezvous? Where is the cigarret lighter
fuse for a Buick rendezvous? How do you recharge the ac on a Buick rendezvous? Where is the
starter located on a buick rendezvous? Trending Questions Who would you swap lives with for
a day? Asked By Fletcher Altenwerth. Is silence a sound? Asked By Ciara Parker. Has a human
ever been mailed via the United States Postal Service? Asked By Annamarie Trantow. What
letter in the Alphabet is always waiting in order? Asked By Wiki User. How many times does 14
go into ? How many feet in 7 years? How many 3s in ? Hottest Questions How did chickenpox
get its name? When did organ music become associated with baseball? Asked By Curt
Eichmann. How can you cut an onion without crying? Asked By Leland Grant. Why don't
libraries smell like bookstores? Asked By Veronica Wilkinson. How long will the footprints on
the moon last? Asked By Daija Kreiger. Do animals name each other? Asked By Danika Abbott.
Who is the longest reigning WWE Champion of all time? Asked By Consuelo Hauck. What was
the first TV dinner? Asked By Roslyn Walter. Previously Viewed How do you change the
serpentine belt in a Buick Rendezvous? Unanswered Questions What values can we get in the
folk dance tiklos? What happens when heat energy is not properly used and handled? How did
Jose rizals parents raise their children? Moral lesson of tale of pilandok story? What online
sites don't ask for cvv? Does Melissa Fumero smoke? Give the summary in the poem myopia by
syl cheney-coker? All Rights Reserved. The material on this site can not be reproduced,
distributed, transmitted, cached or otherwise used, except with prior written permission of
Multiply. Our mobile mechanics offer services 7 days a week. Upfront and transparent pricing.
Our certified mobile mechanics can come to your home or office 7 days a week between 7 AM

and 9 PM. The belt drives many, and often all, of the engine accessories such as the alternator,
air conditioning compressor, power steering pump, water pump, and air pump. The serpentine
belt is tensioned by a hydraulic or spring-loaded automatic tensioner. Some older cars use a
serpentine belt to drive most accessories but will also have a shorter v-style belt to drive, for
example, the power steering pump. Should the belt have visible damage, you risk unexpected
and sudden breakage that could potentially leave you stranded. Serpentine belt problems that
result in the alternator not charging may cause the battery to discharge, which will result in loss
of electrical power to the vehicle. Additionally, if a deteriorated belt breaks and that belt drives
the water pump, the engine will overheat in a matter of seconds. Estimate price near me. Service
Location. YourMechanic Benefits Online Booking. Mechanic comes to you. Free 50 point safety
inspection. See availability. When to consider replacing the serpentine belt: Regularly
scheduled maintenance. Typically, belt manufacturers recommend belt replacement at 90,
miles. However, the belt must be inspected for wear or damage at regular intervals prior to this
high mileage. Squealing noise, belt slippage, visible belt damage. Should the belt fail or wear
out prematurely, you may hear noise or you may see visible signs of deterioration such as
missing chunks of rubber, excessive cracking, or a shredded appearance on the edge of the
belt. Battery Light. A loose belt, perhaps caused by a defective tensioner, may not drive the
alternator at adequate speed and thus the battery may discharge, causing the warning light to
illuminate. Engine overheating. Often, the serpentine belt drives the water pump. In those
applications, if the belt breaks the engine will overheat in seconds to minutes. If the belt is
inadequately tensioned, you may notice higher-than-normal engine operating temperature. How
do mechanics replace the serpentine belt? Prior to removing the belt, the mechanic must run
the engine to determine if the idler pulley and the belt tensioner are noise-free. Those rotating
components have grease filled bearings and are subject to wear. In addition, the mechanic will
ensure that all pulleys and accessories are turning in the same plane. These steps help make
sure your new belt will operate trouble-free for its full-service life. The belt tensioner is released,
usually with a wrench or lever, to release the tension from the belt. With the tension off, the belt
slides off the pulleys. All rotating components â€” that is the alternator, air conditioner
compressor, etc. If everything checks out, the new belt is slipped over all of the pulleys while
holding the tensioner away from the belt. Once the belt is centered on all pulleys, the tensioner
is released and the installation is complete. The engine is run to ensure normal operation. Is it
safe to drive with a serpentine belt problem? When replacing the serpentine belt keep in mind:
On many cars, the expected service life of a serpentine belt is around 90, miles. Should the belt
fail well prior to that, a very careful inspection should be performed to check for
out-of-alignment pulleys, a possibly out-of-position crankshaft harmonic balancer on which the
drive pulley is mounted, binding pulleys, or a defective belt tensioner. Attention should always
be given to serpentine belt routing, since proper routing is critical to proper belt tension, and
function of the driven components. Sometimes it is difficult to distinguish serpentine belt
related noise from other engine noises. In these cases, a mechanic will determine the origin of
the noise by momentarily running the engine without the serpentine belt attached.
Yourmechanic was featured in. Popular Buick Jobs. Auto service in Your City. Meet some of our
expert Buick mechanics Real customer reviews from Buick owners like you. Excellent Rating.
Rating Summary. Adam 16 years of experience. Request Adam. No comments. Car repairs can
be stressful and confusing, Adam explanations and recommendations were very professional.
Larry 18 years of experience. Request Larry. Excellent service couldn't hope for better in spite
of annoying part problems due to hardship of obtaining the parts Larry stayed the struggle and
perfected acquiring parts necessary for my vehicles fix and all has turned out to be an awesome
job with vehicle running perfect. I would highly recommend Larry for any services needed on a
vehicle and would definitely request any future service needed by him on my vehicle. Levi 8
years of experience. Request Levi. Levi is a quality guy. Knowledgeable a hard worker. Enjoyed
talking with him. I will use your service in the future. How can we help? Read FAQ. We've Made
a Site Update. Refresh to the latest version. Retrieve quote. Track order. Sign In or Create
Account. Every Purchase Supports. Texas Relief Efforts. Select your vehicle. Buick Rendezvous
Serpentine Belt. Select your vehicle year. Refine by:. Serpentine Belt part. Quantity Sold. Shop
Buic
2000 dodge ram 1500 v6 magnum
1994 ford ranger transmission 5 speed manual
1999 chevy cavalier interior
k Rendezvous Serpentine Belt. Showing 1 - 10 of 10 results. Sort by:. Part Number: AC Vehicle
Info Required to Guarantee Fit. Core Charge. Add to cart. Part Number: AC6K Part Number:
DYK3. Page 1 of 1 Showing 1 - 10 of 10 results. Dec 22, As ordered. Right part, right price

minimum shipping price. Perfect fit, installed within 5 minutes of delivery. Bob Bob. Purchased
on Dec 12, Jun 10, Good Product, good price. Since I had to have this installed by my mechanic,
I don't know about the ease of installation, but I can say that it was a little less expensive than
buying from Mercedes Benz, and it is exactly the same that they sell. So, it is a no-brainer
Purchased on Apr 29, Helpful Automotive Resources. Furthermore, what potentially could go
wrong depends on whether your car has hydraulic, electric or hydro-electric power steering.
Contact Us. Phone Number Shop with Confidence. All Rights Reserved. Terms of Use. Privacy
Policy. California Supply Chain Disclosure. Accessibility Statement.

