2003 honda cr v serpentine belt

There seems to be a bolt and nut that hold it on that I cannot reach. Do you have the same
problem? If there is a change in the position, replace the auto-tensioner. See Fig. Check for
abnormal noise from the tensioner pulley. If abnormal noise is heard, replace the tensioner
pulley. Remove the drive belt. Move the auto-tensioner within its limit with the belt tension
release tool in the direction shown. Check that the tensioner moves smoothly and without any
abnormal noise. If the tensioner does not move smoothly or there is abnormal noise, replace the
auto-tensioner. Remove the auto-tensioner. Install the tensioner pulley. Clamp the
auto-tensioner "A" by using two 8 mm bolts "B" and a vise "C". Do not clamp the auto-tensioner
itself. Set the torque wrench "D" on the pulley bolt. NOTE:If the indicator exceeds the center
mark, recheck the torque. Align the indicator "E" on the tensioner arm with center mark "F" on
the tensioner base by using the torque wrench, and measure the torque. If the torque value of ft.
Replacement Remove the drive belt. Remove the tensioner pulley. Install in the reverse order of
removal. How do you replace the tensenioner pully on the serpentine belt. Do you. Move the
auto-tensioner "A" to relieve the tension from the drive belt "B", and remove the drive belt.
Install the new belt in the reverse order of removal. Was this answer. Please login or register to
post a reply. Serpentine Belt Diagram? I Looks Next To The Motor Is 2. It Looks Fairly Simple.
Sponsored links. Ask a Car Question. It's Free! Similar to most vehicles on the road, the Honda
CRV operates through the use of a serpentine belt. This belt turns the crankshaft of the engine
as well as various components within the engine, such as the alternator, air conditioner and
water pump. Some models also have the power steering pump included, while others have a
separate belt for the power steering pump. Regardless of which model of CRV you own, the
removal and replacement of the serpentine belt remains similar; you must change this belt
regularly to keep your CRV in proper working order. Park your Honda CRV on a flat area and set
the parking brake before working on the vehicle. Open the hood and locate the belt
configuration chart for your CRVeither on the hood or the radiator fan shroud, depending on the
model. Check whether your model CRV has a separate belt for the power steering pump; if so,
you must remove this belt before removing the serpentine belt. Remove the top mounting bolt
for the power steering pump with a wrench, and loosen the lower mounting bolt just enough so
you can swing the pump to the side and loosen its belt. Refer to the belt routing diagram for the
exact position of the automatic belt tensioner that holds the serpentine belt in place. Slot the
appropriate-size socket over the end of the tensioner bolt and attach the breaker bar ratchet to
the socket. Apply leverage in the direction indicated on the diagram some models of the CRV
will turn clockwise to loosen, while others require counterclockwise force. Slide the belt off of
the tensioner pulley with the flat-blade screwdriver and slowly release the tensioner until it
returns to its original position. Remove the serpentine belt from the other pulleys in the engine.
Reverse the process to install the new serpentine belt. Refer to the diagram for the exact routing
path; take care to line up the slots in the belt line with the slots on the pulleys. Place a small
piece of masking tape over each belt and stick it to its pulley to keep all belts in place while you
work your way toward the tensioner pulley. Apply force with the breaker bar in the proper
direction and slide the belt back over the pulley with the flat-blade screwdriver. Release
pressure on the tensioner, remove the masking tape, start the engine and let the vehicle run for
several minutes to ensure you have installed the belt properly and allow the tensioner to adjust
itself automatically. Tim Anderson has been freelance writing since He spent more than 15
years as a third-generation tile and stone contractor before transitioning into freelance writing.
Step 2 Refer to the belt routing diagram for the exact position of the automatic belt tensioner
that holds the serpentine belt in place. If you are missing your owner's manual or the diagram
chart from your CRV, contact your local Honda dealership for a replacement or download one
directly from the Honda website. You can also find repair manuals at your local public library.
Wrench set Socket set Breaker bar ratchet Masking tape Flat-blade screwdriver. However the
OE number provided in our listing is. If you are not certain about compatibility of the parts you
wish to purchase, send us your VIN. Match the result with the OE number we have in the listing
and that would be the Best way to guarantee fitment. For international buyer with right-hand
drive vehicle, please pay extra caution while choosing your parts and purchase at your own
risk. You are welcome to pickup from our warehouses. Any customer may use the same outlets
to facilitate a return or warranty claim. Any item must be returned within 30 days of the original
purchase for refund; item s retaining a warranty may be returned beyond 30 days but within the
remaining warranty period. Returns that are not subject to warranty may accrue a restocking fee
and should be returned at the customers cost. We understand that sometimes you need to
make a return or an exchange. All we ask is you send it back in the same condition it was
received - new and un-used. Logistical claims must be filed within 30 days of received the
product; exchanges in these cases will be handled promptly and at no cost to the customer. In
order to process a return or exchange, please call us or send us a message through eBay and

we will be happy to assist you immediately. We only ship to US mainland 48 states and
worldwide via ebay international shipping program. We don't offer direct international shipping.
Consult us if you live in Hawaii, Alaska or Virgin Islands. We offer FedEx Ground or Home
delivery in optional which can make it faster, charge additional shipping fee. Delivery is any day
from business days Monday through Friday, excluding weekends and holidays. We are a Auto
aftermaket Parts Team with over 20 years' experiences in the automotive business. Running all
the dealer cataloging systems, we can provide the service, information, and EXACT fitments
you need to make your buying experience with us easy and painless! Our friendly staff are
available during these hours. Please feel free to call us, or send us a message via eBay. Please
contact us prior to picking up so that we may prepare your order. May 23, Honda CR V. Thus
what if you identify a serpentine belt noise that lasts on your Honda CR V? It is extremely
possible that this is a unimportant issue, but before being sure, it is better to operate some
checks. If this belt noise comes from your serpentine or driving belt , our team has written a
document to help you locating and repairing it. First, we will look at the serpentine belt noises
on your Honda CR V and then we will take a look at the sources of these noises. The best
technique to control the condition of your belts is to listen to your car. As soon as you
recognize noises such as squealing or bells, you should take a closer look to verify their
source. The role of the serpentine belt or driving belt of your Honda CR V is to transmit the
movement of the engine to the secondary components that it will supply with energy. Like
steering, air conditioning, water pump. Its role is therefore critical in the normal operation of
your car. The serpentine belt is said to be asynchronous, i. This type of squealing belt noises on
Honda CR V, which will often be acute, can generally arise when the engine is cold, or when the
acceleration increases in intensity. This type of noise must be heavy and it is obviously quite
simple to relate it with one of these belts. To verify, do not hesitate to open your bonnet, engine
running cold and check the source of this noise, the serpentine or driving belt being visible, it
should not be too difficult for you to locate a belt noise on your Honda CR V. The cause of this
issue can be related to the damper pulley , which operates as a damper to reduce irregularities
in the tension in the motor cycle and therefore in the energy transmission to the belt. This
results in a loose belt that will jerk. However, you still have a chance that this event is annodine.
As the serpentine belt of your Honda CR V is exposed, it may squeak due to excessive humidity
due to weather conditions and it may stop with a change in conditions. Keep in mind to verify
the condition of your belt crack, crack , if this is the case replace it, otherwise simply tighten the
belt. Just like squealing, a driving belt noise on your Honda CR V that sounds like a loud
grinding sound can reveal a lot about its condition. Like squealing noise, it can be identified in
most cases when cold. It generally means a worn pulley whose streaks no longer allow it to be
driven correctly. Other possibilities, the dynamic belt tensioner or the disengageable pulley of
the alternator may be at the source of this issue. Finally, if in your case you identify a bearing
belt noise on Honda CR V, it is possible that it is related to a serpentine belt that is too tight.
Indeed, it is possible that its size may be smaller than suggested and cause the entire system to
overvoltage, resulting in this whistling noise or slight rolling noise. The problem in this case is
that the bearing bearings or the Damper pulley may fail. Remember, therefore, to stretch the belt
to limit the risks or to swap it if it is too short. If after checking all thoses possibilities, you still
perceive a belt noises, read our article about timing belt noises on Honda CR V which could
maybe help you. Previous Strut mount noise on Vauxhall Corsa. Related Posts. Search for:. Our
mobile mechanics offer services 7 days a week. Upfront and transparent pricing. Our certified
mobile mechanics can come to your home or office 7 days a week between 7 AM and 9 PM. The
belt drives many, and often all, of the engine accessories such as the alternator, air
conditioning compressor, power steering pump, water pump, and air pump. The serpentine belt
is tensioned by a hydraulic or spring-loaded automatic tensioner. Some older cars use a
serpentine belt to drive most accessories but will also have a shorter v-style belt to drive, for
example, the power steering pump. Should the belt have visible damage, you risk unexpected
and sudden breakage that could potentially leave you stranded. Serpentine belt problems that
result in the alternator not charging may cause the battery to discharge, which will result in loss
of electrical power to the vehicle. Additionally, if a deteriorated belt breaks and that belt drives
the water pump, the engine will overheat in a matter of seconds. Estimate price near me. Service
Location. YourMechanic Benefits Online Booking. Mechanic comes to you. Free 50 point safety
inspection. See availability. When to consider replacing the serpentine belt: Regularly
scheduled maintenance. Typically, belt manufacturers recommend belt replacement at 90,
miles. However, the belt must be inspected for wear or damage at regular intervals prior to this
high mileage. Squealing noise, belt slippage, visible belt damage. Should the belt fail or wear
out prematurely, you may hear noise or you may see visible signs of deterioration such as
missing chunks of rubber, excessive cracking, or a shredded appearance on the edge of the

belt. Battery Light. A loose belt, perhaps caused by a defective tensioner, may not drive the
alternator at adequate speed and thus the battery may discharge, causing the warning light to
illuminate. Engine overheating. Often, the serpentine belt drives the water pump. In those
applications, if the belt breaks the engine will overheat in seconds to minutes. If the belt is
inadequately tensioned, you may notice higher-than-normal engine operating temperature. How
do mechanics replace the serpentine belt? Prior to removing the belt, the mechanic must run
the engine to determine if the idler pulley and the belt tensioner are noise-free. Those rotating
components have grease filled bearings and are subject to wear. In addition, the mechanic will
ensure that all pulleys and accessories are turning in the same plane. These steps help make
sure your new belt will operate trouble-free for its full-service life. The belt tensioner is released,
usually with a wrench or lever, to release the tension from the belt. With the tension off, the belt
slides off the pulleys. All rotating components â€” that is the alternator, air conditioner
compressor, etc. If everything checks out, the new belt is slipped over all of the pulleys while
holding the tensioner away from the belt. Once the belt is centered on all pulleys, the tensioner
is released and the installation is complete. The engine is run to ensure normal operation. Is it
safe to drive with a serpentine belt problem? When replacing the serpentine belt keep in mind:
On many cars, the expected service life of a serpentine belt is around 90, miles. Should the belt
fail well prior to that, a very careful inspection should be performed to check for
out-of-alignment pulleys, a possibly out-of-position crankshaft harmonic balancer on which the
drive pulley is mounted, binding pulleys, or a defective belt tensioner
2006 nissan titan radio wiring diagram
viper 3305v wiring diagram
yamaha v star classic 650
. Attention should always be given to serpentine belt routing, since proper routing is critical to
proper belt tension, and function of the driven components. Sometimes it is difficult to
distinguish serpentine belt related noise from other engine noises. In these cases, a mechanic
will determine the origin of the noise by momentarily running the engine without the serpentine
belt attached. Yourmechanic was featured in. Popular Honda Jobs. Auto service in Your City.
Meet some of our expert Honda mechanics Real customer reviews from Honda owners like you.
Excellent Rating. Rating Summary. Robert 15 years of experience. Request Robert. Great
experience with Robert; much appreciated. Behrak 7 years of experience. Request Behrak.
Showed up on time and got to work! Great mechanic! Junard 5 years of experience. Request
Junard. I will definitely be using him again. John 23 years of experience. Request John. On time,
friendly, explained what he did! Great experience. How can we help? Read FAQ.

