2005 honda civic o2 sensor

The oxygen sensor O2S in your Honda Civic is part of the engine emission control system,
which helps reduce the amount of poisonous gases released into the atmosphere. Monitoring
oxygen content in exhaust gases is an excellent way to analyze an engine operating condition.
And this is accomplished through the use of the oxygen sensor. If you open the hood of your
Honda Civic, most likely you will locate the oxygen sensor O2 mounted in the exhaust manifold,
above the exhaust pipe flange. On some models the exact location might vary, but you can
always find the sensor by following the exhaust manifold and pipe. When your Honda Civic
reaches operating temperature, the O2 sensor starts to send a voltage signal-between and
milivolts mV -to the engine control computer that corresponds to the amount of oxygen present
in the exhaust gas stream passing through the catalytic converter. A high concentration of
oxygen detected-closer to mV-is interpreted by the computer as a lean fuel-air mixture. The
engine computer then makes the adjustments to increase fuel injection. As the sensor detects
lower oxygen content and sends the corresponding signal--closer to mV--the computer adjusts
and decreases fuel injection. And the cycle begins again to maintain fuel injection within
predetermined parameters stored in the computer memory. Most oxygen sensors use zirconia
and platinum as the active elements to detect the presence of oxygen in exhaust gases and
produce a voltage signal. Also, zirconia oxygen sensors may use a heating element--Heated
Oxygen Sensor HO2S --that allows the component to start operating even before the engine
reaches its own operating temperature, improving driveability and fuel economy. Titania oxygen
sensors, introduced later, modify a voltage signal from the computer through resistance to
monitor oxygen content. Up to the fifth generation , all Honda Civics came equipped with only
one oxygen sensor. The secondary sensor, located after the catalytic converter, is now used to
monitor the first sensor to improve fuel economy and emissions control. Working on the
exhaust system of any vehicle to troubleshoot or replace an oxygen sensor may require the
engine to be brought up to operating temperature. Take extreme caution because the exhaust
system may reach temperatures of 1, F C or more and could cause severe burns to the skin.
Since Dan Ferrell has contributed general and consumer-oriented news to television and the
Web. His work has appeared in Texas, New Mexico and Miami and on various websites. Photo
courtesy of Yamakawa at Commons Wikimedia. Types Most oxygen sensors use zirconia and
platinum as the active elements to detect the presence of oxygen in exhaust gases and produce
a voltage signal. Time Frame Up to the fifth generation , all Honda Civics came equipped with
only one oxygen sensor. Warning Working on the exhaust system of any vehicle to
troubleshoot or replace an oxygen sensor may require the engine to be brought up to operating
temperature. Writer Bio Since Dan Ferrell has contributed general and consumer-oriented news
to television and the Web. This is not quite my normal tech post, but I thought this might help
other folks needing to change the O2 sensor in this particular model. There's some conflicting
and incomplete information out on the web for this relatively simple task, so hopefully this will
clarify things a bit. This scanner pairs up easily with the free Andoid app called "Torque Lite" ,
which can read the error out of the car's engine-control-unit ECU and reset it. When I got this
hooked up the OBD-II port is under the dash on the driver's side, coming out from the right side
above the accelerator pedal , the code reported using Torque was:. A quick internet search
yielded the information that this was the upstream sensor. You can find a replacement at the
time of writing at Amazon. I cheaped out and just used some WD I had lying around, but you
could use something like this:. Examine the wiring harness while you wait for the sensor to
loosen up. The wire from the sensor clips into a socket, and both are attached via a metal tab to
the frame. Disconnecting the old sensor wiring harness was the most difficult part of this whole
task, given that I'd never done this before, and also the least documented piece. The first step is
to pry the wire clip and socket off this metal clip. Push the little tab shown in the picture up
towards the wire clip you may hear a slight click [green arrow], and then start wiggling the clip
off the metal tab [red arrow]. Go slow; the metal will usually have oxidized, and you don't want
to yank too hard in case it comes loose quickly and you end up stressing the wiring coming
from the ECU. Once the wire clip and socket are free from the metal tab, you need to remove the
clip from the socket. Push down on the far end of the top of the socket [blue arrow], and pull the
clip out slowly [purple arrow]. This part should come out fairly easily; if it doesn't, that means
you're not pushing the tab on the socket correctly to release the clip properly. Now, you're free
to use the socket to remove the old O2 sensor. Turn counter-clockwise to loosen, and then use
your hands to rotate the remainder and pull out the sensor, being careful not to damage the
threads. Put anti-seize grease included with your sensor on the threads of the new O2 sensor,
then thread it in by hand, finally tightening using the socket Not super tight like a tire lugnut, but
fairly tight. Connect the new wiring clip to the socket, and slide the whole wiring harness back
on to the metal clip you should hear a slight click. Make sure the wire doesn't touch the engine
block after attaching. You're done! Clear out the error code using the OBD II tool, and start your

engine and drive away with the satisfaction of having learned a little bit about your car and
saved a few hundred dollars. Built using Pelican. Modified svbhack theme, based on theme by
Carey Metcalfe. Replacing the upstream oxygen O2 sensor in a Honda Civic Liquid Wrench. CLC
gloves. Category: DIY Tags: diy. Play Now. What does this mean? Check the "Possible Causes"
listed above. Visually inspect the related wiring harness and connectors. Check for damaged
components and look for broken, bent, pushed out, or corroded connector's pins. How much do
you know about cars? Take the AutoCodes. Tech Notes What does this mean? The auto repair
labor rates vary by location, your vehicle's make and model, and even your engine type. When
is the code detected? Current amperage in the front heated oxygen sensor heater circuit is out
of the normal range. An improper voltage drop signal is sent to ECM through the front heated
oxygen sensor heat. The faster the heated oxygen sensor reaches that temperature the faster
the sensor will start sending an accurate signal to the Engine Control Module ECM. In order to
achieve the require temperature, a heater element is included inside the heated oxygen sensor.
The ECM controls the heated oxygen sensor heater element based on signals from the engine
coolant temperature and engine load. The ECM controls the heater element circuit by allowing
current flow to ground. The ECM monitors the voltage signal received through the heater
element circuit and determines the state of the circuit by comparing the voltage detected with
the factory specifications. Get Access to Factory Service Manuals. Need more help? Get the P
Honda code diagnosed by a professional: Find a repair shop in your area. Why is the Engine
Light ON? Comments Help us improve AutoCodes. Leave a comment below or tell us if the
information above help you fix the code. What are the symptoms on your vehicle for the P
Honda code? Have you replaced any parts? Any information is appreciated. Repair Importance
Level: 2. Home - About AutoCodes. Posted and Edit by AutoCodes. Oxygen sensors play a vital
role in both engine management and emissions control. Your Civic can exhibit symptoms when
the Oxygen sensor has gone bad. Or, it may exhibit none at all. Often enough, the only sign of
the problem at all is the service engine soon light being on. Most of the time, the check engine
light will come on. The trouble codes associated with the OBDII scan will reveal which sensor is
at fault and why it is bad at least what the computer thinks is wrong. It is very rare for there to
be a problem with an oxygen sensor, and not have the check engine light come on. More often
than not, when an oxygen sensor in your Civic goes bad, it will throw a diagnostic trouble code.
There are many oxygen sensor related codes. For instance, an oxygen sensor at bank 1 â€”
sensor 1 would be:. A bad oxygen sensor can affect the mixture greatly. There could also
potentially be raw fuel that enters the exhaust. This fuel can hurt the catalytic converter. One of
the most common symptoms that an oxygen sensor has gone bad is exhaust that does not
smell good. This is especially true if the mixture ends up too lean. While a rough running engine
can be a sign of a bad oxygen sensor, it is often a sign of a misfire as well. Without a check
engine light, it can be tough to lock down exactly what would cause the vehicle to fail, but
oxygen sensors are one of the more common causes. It is smart to use a scan tool to determine
whether or not there is an OBDII trouble code associated with any of the sensors. Good luck
diagnosing your Civic! This means that you need to look up the firing order for your particular
model year and engine. Bad Smelling Exhaust One of the most common symptoms that an
oxygen sensor has gone bad is exhaust that does not smell good. Our Address. Kings Mills, OH
About 2 months ago, the car had a check engine light on. I disconnected the O2 sensor from the
harness and measured heater element resistance â€” it was open-circuited. The new O2 sensor
had a resistance of something like 1. Replacing the O2 sensor turned the check engine light off,
and everything was working fine for about 2 months. I just find it hard to believe that the sensor
was working for 2 months before causing another fault code â€” but I certainly could be wrong.
First, did you install a OEM sensor? Lastly, you may want to check the connector on the sensor.
Clean both halves and apply some die- electric grease to both halves. I can only lookup recall
info. I took some measurements with the car running â€” the voltage reference wire was
measured at a solid 2. These measurements were taken with a voltmeter. I understand that an
oscilloscope waveform would be preferable for measuring the O2 activity, but at least the 1.
October 10, at pm Thank you for your help! Viewing 2 replies - 1 through 2 of 2 total. Richard
Kirshy Participant. A couple of thoughts here.. October 11, at am Thank you for your reply!
Quick measurement updates: 1. You must be logged in to reply to this topic. This sensor does
fit 05 Honda civic ex. It is the cheapest one I found on the internet and its working so far. The
part I ordered was not right, Having to complete the form to return it they asked me a few
questions that would get me the right part. I'm not a mechanic so it was a help to me. I do wish
they were able to be contacted by phone. I ordered two of them but I had to return one of this
because I did mistake while ordering the item. One item that I had used is very good. Items
arrived earlier than expected. Items are new and fit. Very good items in very good price. I am
going to order other items as well. Part fits perfectly. Plug in adapter fits just like the stock one.

All this at a great price. Would recommend! This part was listed on the list for the year and
model, but it was the incorrect part for a EX. The cable was too short. I contacted customer
service and am returning. Need to have better description on item. Skip to main content Menu.
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Oxygen Sensor with Socket Kit. Throttle Body. Throttle Body Gasket. Throttle Position Sensor.
Throttle Position Sensor Kit. Water Temperature Sensor. Water Temperature Sensor O-Ring. Air
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Premium. Standard Motor Products. Walker Products. Shop By Vehicle. Bosch Oxygen Sensor Downstream. Click to Enlarge. Bosch Oxygen Sensor. Features: Premium Bosch oxygen
sensors are designed to improve fuel economy while reducing harmful emissions Direct Fit
includes OE Connector for easy installation Performance meets or exceeds OE specifications
True Direct-fit OE connectors and harness. Bosch Oxygen Sensor - Upstream. Product List
Price:. Features: OE-Equivalent. Direct fit for easy installation. OE Style connectors and wire
lengths. Base ceramic probe of Zirconium and Yttrium. Patented Platinum Power Grid. Fine
particle filter. From overall sensor design to the critical ceramic element, Bosch is known
worldwide for quality and performance. Shipping Options: Ground, Overnight, 2 Day. Notes: OE
Connector - At exhaust mainfold, front catalyst inlet. Notes: OE Connector - Exc. California At
exhaust manifold. Features: Quality Tested - built to a strict level of product standards. Direct
Fit Replacement - Guaranteed to fit and function for your specific application. Shipping Options:
Free Ground Shipping. Notes: Oxygen Sensor -- L4 1. Denso Oxygen Sensor - Upstream. Denso
W Oxygen Sensor. Denso Oxygen Sensor - Downstream. Notes: OE Connector - At exhaust
manifold, front catalyst outlet. Denso Oxygen Sensor. Notes: OE Style -- Calif. Quality
Replacement Sensor. Features: Designed to detect the amount of oxygen in the exhaust system
Constructed from high quality material Features double protection layer, aluminum oxide trap
layer, PTFE filter and stainless steel housing Manufactured with precision to meet OE standards
Easy installation. Notes: Universal -- O. Quality Universal Replacement Sensor. Features:
Manufactured to the highest O. Walker Oxygen Sensor - Upstream. Features: Designed to meet
or exceed OE specifications in form, fit and function. Direct fit replacement. Performance meets
or exceeds OE performance. Increase fuel economy and lower emissions. Walker Oxygen
Sensor. Walker Oxygen Sensor - Center. Walker Oxygen Sensor - Downstream. Spectra
Premium Oxygen Sensor - Downstream. Spectra Premium Oxygen Sensor - Upstream. Delphi
Oxygen Sensor - Front. Delphi ES Oxygen Sensor. Features: years of OE experience, supplier to
the world's top automakers, OE Heritage and knowledge built into every aftermarket part. Smart
design consolidates SKUs without using long wires Delphi planar technology covers older,
conical design sensors Patented protective sensor coating helps prevent contamination OE
tested to , miles, plus 2, hours severe thermal testing Validated for all fuel types, including
ethanol blends like E85 Delphi is a global OE manufacturer for oxygen sensor and all oxygen
sensors are built to Delphi's OE standards. Delphi Oxygen Sensor - Rear. Position s Front, Rear,
Rear Right. For the position specific to your vehicle, refer to the Application tab. Position s
Front, Rear. Dual-coated platinum element to increase longevity and ensure the quickest
response time. NTK is constantly improving sensor designs to provide excellent performance
and improve resistance to failure. NTK oxygen sensors heat up rapidly to meet requirements of
the vehicle to improve fuel economy and reduce emissions. NTK's proprietary ceramic element
overcoat protects against sensor failure. Features: NTK is constantly improving sensor designs
to provide excellent performance and improve resistance to failure. NTK oxygen sensors are
equipped with OEM specified connectors and attaching hardware for easy installation. NGK
Oxygen Sensor. Features: NTK oxygen sensors heat up rapidly to meet requirements of the
vehicle to improve fuel economy and reduce emissions. Walker Products Oxygen Sensor Downstream. Notes: OE Connector - The Honda dealer stocks this application as a sensor kit
containing both the center sensor, at the front cat. We offer these sensors individually.
Replacement Oxygen Sensor - Downstream. Replacement Oxygen Sensor. Standard Motor
Products Oxygen Sensor. Notes: Oxygen Sensor -- With Calif. Emissions; Universal
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Civic. Catalog: N. Catalog: A. Catalog: H. Catalog: Q. Vehicle Honda Civic. Smart design
consolidates SKUs without using long wires Delphi planar technology covers older, conical
design sensors Patented protective sensor coating helps prevent contamination OE tested to ,

miles, plus 2, hours severe thermal testing Validated for all fuel types, including ethanol blends
like E85 Delphi is a global OE manufacturer for oxygen sensor and all oxygen sensors are built
to Delphi's OE standards Position: Front Condition: New Position s Front Shipping Options:
Ground This Part Fits:. Smart design consolidates SKUs without using long wires Delphi planar
technology covers older, conical design sensors Patented protective sensor coating helps
prevent contamination OE tested to , miles, plus 2, hours severe thermal testing Validated for all
fuel types, including ethanol blends like E85 Delphi is a global OE manufacturer for oxygen
sensor and all oxygen sensors are built to Delphi's OE standards Position: Rear Condition: New
Position s Rear Shipping Options: Ground This Part Fits:. Smart design consolidates SKUs
without using long wires Delphi planar technology covers older, conical design sensors
Patented protective sensor coating helps prevent contamination OE tested to , miles, plus 2,
hours severe thermal testing Validated for all fuel types, including ethanol blends like E85
Delphi is a global OE manufacturer for oxygen sensor and all oxygen sensors are built to
Delphi's OE standards Position: Rear Condition: New Position s Front, Rear, Rear Right. Smart
design consolidates SKUs without using long wires Delphi planar technology covers older,
conical design sensors Patented protective sensor coating helps prevent contamination OE
tested to , miles, plus 2, hours severe thermal testing Validated for all fuel types, including
ethanol blends like E85 Delphi is a global OE manufacturer for oxygen sensor and all oxygen
sensors are built to Delphi's OE standards Position: Rear Condition: New Position s Front, Rear.
Catalog: P. Catalog: E. Vehicle Engine Notes Honda Civic. Catalog: C. For more information go
to Properly functioning oxygen sensors are important when it comes to your vehicles fuel
efficiency and reducing harmful exhaust emissions. Each of Denso's Oxygen S We've Made a
Site Update. Refresh to the latest version. Retrieve quote. Track order. Sign In or Create
Account. Every Purchase Supports. Texas Relief Efforts. Select your vehicle. Refine by:.
Oxygen Sensor part. See All. Returns Policy. Quantity Sold. Product Fit. Shop Honda Civic
Oxygen Sensor. Showing 1 - 15 of results. Display item:. Sort by:. Guaranteed to Fit. Core
Charge. Add to cart. Wire Length Thread Size : M Part Number: Page 1 of 9 Showing 1 - 15 of
results. Featured Brands. Reviews Questions, Answers. Bosch invented the automotive oxygen
sensor and is the number one choice of vehicle manufacturers around the world. Dec 10, They
are sending me 2 more right away after I mentioned two were missing from the package. Gus
Tsoucalas. Purchased on Nov 20, Dec 06, Best store online. I like the faster shipping. Purchased
on Oct 20, Jul 28, Highly recommend! Scan tool reading perfect!! Perfect fit and works great! I
bought the car with the cat cut off and both o2 sensors missing so had to replace them and I
have no complaints with them for the price I paid! I hooked my scanner up to check the
readings and they are reading right where they should be. Highly recommend saving some
money and buying these from carparts. My 03 element also has k miles on it and runs perfectly
after replacing to o2 sensors!! Ryan Fountain. Purchased on Jul 13, Show More. Helpful
Automotive Resources. P Code: HO2S Heater Control Circuit Bank 1 Sensor 3 Newer car models
determine oxygen content through heated oxygen sen
micro add a circuit
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sors in the exhaust system before and after the catalytic converter s. The information supplied
by the oxygen sensors helps the fuel system maintain the right air to fuel ratio. Downstream
oxygen sensors also help the PCM determine the efficiency of the. The PCM uses a closed-loop
air-fuel metering system and monitors the heated oxygen sensor signal voltage. It utilizes
various data from the sensors in the car, such as the oxygen sensors, manifold absolute
pressure. P Code: O2 Sensor Circuit Slow Response Bank 1, Sensor 2 The rear sensor is
located behind the catalytic converter, and bank 1 refers to the side of the engine that houses
the 1 cylinder. It uses this information to make short-term or long-term fuel corrections, like
changes in fuel delivery strategy and ignition timing, in order to achieve the optimal air-fuel
ratio. Contact Us. Phone Number Shop with Confidence. All Rights Reserved. Terms of Use.
Privacy Policy. California Supply Chain Disclosure. Accessibility Statement.

