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Free Wiring Diagram. Assortment of saab 9 3 wiring diagram. A wiring diagram is a streamlined
traditional pictorial representation of an electric circuit. It shows the elements of the circuit as
streamlined forms, and also the power and signal connections in between the tools. A wiring
diagram typically offers information regarding the loved one setting and also arrangement of
gadgets and terminals on the tools, in order to help in building or servicing the tool. A
photographic representation would reveal more information of the physical look, whereas a
wiring diagram makes use of a more symbolic symbols to emphasize affiliations over physical
look. A wiring diagram is often used to repair issues and to earn certain that the links have been
made which whatever exists. Click on the image to enlarge, and then save it to your computer
by right clicking on the image. A wiring diagram is a straightforward aesthetic representation of
the physical connections and also physical layout of an electrical system or circuit. It
demonstrates how the electric wires are interconnected and can additionally show where
fixtures as well as components may be connected to the system. Use circuitry layouts to aid in
structure or manufacturing the circuit or digital gadget. They are likewise helpful for making
fixings. DIY fanatics use circuitry layouts however they are likewise usual in home structure and
also car repair service. For instance, a home building contractor will wish to verify the physical
place of electrical outlets and light components making use of a wiring diagram to avoid
expensive errors and also constructing code violations. A schematic shows the strategy and
also function for an electrical circuit, however is not worried about the physical layout of the
cords. Circuitry layouts reveal just how the cords are attached and also where they need to
located in the actual device, along with the physical connections between all the components.
Unlike a photographic representation, a wiring diagram uses abstract or streamlined forms and
also lines to show parts. Photographic layouts are typically images with labels or
highly-detailed illustrations of the physical components. If a line touching an additional line has
a black dot, it means the lines are linked. A lot of icons utilized on a wiring diagram resemble
abstract variations of the actual objects they stand for. A button will be a break in the line with a
line at an angle to the cord, a lot like a light switch you could turn on and also off. A resistor will
certainly be stood for with a collection of squiggles symbolizing the restriction of existing
circulation. An antenna is a straight line with 3 tiny lines branching off at its end, just like an
actual antenna. Saab Wiring Diagram â€” wiring diagram is a simplified gratifying pictorial
representation of an electrical circuit. It shows the components of the circuit as simplified
shapes, and the capacity and signal connections in the company of the devices. A wiring
diagram usually gives counsel more or less the relative turn and arrangement of devices and
terminals upon the devices, to back up in building or servicing the device. A pictorial diagram
would play a role more detail of the subconscious appearance, whereas a wiring diagram uses a
more figurative notation to play up interconnections higher than brute appearance. A wiring
diagram is often used to troubleshoot problems and to create definite that every the
connections have been made and that whatever is present. Architectural wiring diagrams play a
role the approximate locations and interconnections of receptacles, lighting, and steadfast
electrical facilities in a building. Interconnecting wire routes may be shown approximately,
where particular receptacles or fixtures must be upon a common circuit. Wiring diagrams use
enjoyable symbols for wiring devices, usually stand-in from those used on schematic diagrams.
The electrical symbols not abandoned discharge duty where something is to be installed, but
with what type of device is swine installed. For example, a surface ceiling open is shown by one
symbol, a recessed ceiling light has a stand-in symbol, and a surface fluorescent spacious has
option symbol. Each type of switch has a swap parable and fittingly realize the various outlets.
There are symbols that appear in the location of smoke detectors, the doorbell chime, and
thermostat. A set of wiring diagrams may be required by the electrical inspection authority to
agree to relationship of the quarters to the public electrical supply system. Wiring diagrams will
as a consequence insert panel schedules for circuit breaker panelboards, and riser diagrams for
special services such as flame alarm or closed circuit television or new special services.
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Retweet this page Email this page. Add Complaint. For the second time in 24 hours the coolant
tank has failed. This time it required the car to be towed back to the dealer for repairs. Tank
leaked all the coolant from the system due to tank failure. Major leakage from coolant expansion
tank. Saab dealer reported the tank had cracked and required replacing. Tank replaced. Service
mgr stated that Saab has an issue with these tanks on the 2. The coolant system tank ruptured
spraying engine coolant over turbo and engine. The coolant tank has been replaced 2 times in
the past 9 months. It is currently at the dealership awaiting a new coolant tank. Search
CarComplaints. The contact owns a Saab As a result, a fire erupts under the hood. The failure
was noticed while driving 30 mph. The current mileage was 12, and failure mileage was 4, Not
what you are looking for? Search for something else:. Table of Contents. Automobile Saab
Owner's Manual pages. Since the policy at Saab is one of continual improvement, we retain the
right to incorpo- rate modifications and to alter specifications during production without prior
notice. Page 7 Engine bay, 2. This label is only found on cars with xenon headlights. Page 11 3
Asterisk means: equipment not fitted in all cars can depend on model variant, engine variant,
market specification, options or accessories. Page Safety Belts In addition an audible signal
sounds for 4â€” 8 seconds, or until the driver fastens his belt. Use your seatbelt. Driver seat
safety belt reminder Saab recom- mends the use of a child seat for children up to the age of
Page 14 Safety To fasten the belt Front safety belts Fasten the belt by pulling the belt and inserting the tongue in the buckle. Check that it is securely fastened. Position the lap part low across
the hips. Grasp the shoulder belt close to the buckle and pull the belt towards the shoulder to
tighten the lap belt part. Page Safety Belt Use During Pregnancy Adjust the belt so that it is as
high up as possible without rubbing against the neck. To avoid chafing in the case of a short
person, the guide can be lowered until the belt comes about an inch a few centime- ters from
the throat but still provides safe restraint. Page Safety Belt Pretensioners Saab dealer. Never
make any alterations or repairs to the safety belt yourself. We recommend that you contact a
Saab dealer for any necessary repairs. Sport Sedan and SportCombi: The front safety belts are
equipped with pretension- ers and force limiters. Page Lumbar Support Adjusting the legroom
Legroom adjustment Lift the lever under the front of the seat and slide the seat to the desired
position. If not, it may move while the car is being driven and it could result in injury to the
occupant in the event of a crash. Bear this in mind when adjust- ing the seat, and make sure
that noth- ing gets caught and damaged. Ensure that nothing can be trapped behind the seat
when adjusting it. Page Memory Function Adjusting the rake angle Backrest rake angle
WARNING The backrest should be upright during driving, so that the safety belt, airbag and
backrest can provide optimum protection in the event of emergency braking or a crash, in
particular a rear-end crash. Adjust the rake angle of the backrest with the rear lever. Page 22
Safety When the ignition is ON, all seat settings can be adjusted. When the door is open and
before the remote control has been inserted into the ignition switch, all seat settings can be
adjusted for up to 20 minutes. The memory also includes the door mirror settings. These are
designed to reduce the risk of neck injury if the car is hit from behind. Page General Information
On Child Safety However, the type of restraint must be appropriate for the size of the child. We
recommend that you always consult your Saab dealer before fitting a child seat, child restraint
or booster cushion. Make sure you are acquainted with the legal requirements for seating
children in the car. Page 27 LATCH child seat installation Before starting the installation, please
read through this instruction, and the child seat installation instruction. Page 28 Child restraints
with a tether strap must be attached according to Canadian and U. If you have any questions
regarding child anchorages please contact your Saab dealer. Child tether anchorages in parcel
shelf, Sport Sedan The car is provided with three top tether anchorages. Page 29 Child
restraints with a tether strap must be attached according to Canadian and U. The car is provided
with three top tether anchorages. Use the one that is right behind Page 30 Child restraints with a
tether strap must be attached according to Canadian and U. The car is provided with two top
tether anchorages. Child restraints that are approved for rear- ward facing installation in the
rear seat can be positioned in any of the three rear places. If a fault arises in the airbag system
during a journey, the airbag warning lamp on the main instrument panel will come on and the
Saab Information Display SID will display: Airbag malfunction. Contact Saab dealer. Inflation
and deflation of airbag takes approx. They are not activated by minor front-end impacts, if the
car overturns or by rear- and side-impacts. Page 34 Safety Airbag system 1 Steering wheel with

integral airbag 2 Passenger airbag 3 Side airbag 4 Inflatable curtain Sport Sedan and
SportCombi 5 Sensors in front bumper 6 Sensor, side-impact protection 7 Sensor, side-impact
protection Sport Sedan and SportCombi 8 Electronic control module and central sensor SDM
Accessories and other equipment must not be fitted to the surfaces marked as these are where
the airbags inflate in the Page 35 We recommend that you contact a Saab dealer. The warning
light could signify that the airbags may not inflate in a crash, or they could even inflate with- out
a crash. Sensors detect a deceleration and send a signal via the control module to a gas generator that inflates the airbag. The inflating airbag cushions the driver. Airbag now fully inflated.
Page Passenger Sensing System Safety Passenger Airbag Status Indicator Saab recommends
that child restraints be secured in a rear seat, including an infant riding in a rear-facing infant
seat, a child riding in a forward-facing child seat and an older child riding in a booster seat.
Page 38 Saab recommends that rear- facing child restraints be secured in the rear seat, even if
the airbag is off. When the passenger sensing system has allowed the airbag to be enabled, the
on indicator will light and stay lit to remind you that the airbag is active. Page 40 We
recommend that you contact a Saab dealer. The side airbags, which help protect the upper body
head also in Convertible , are integrated in the outside edges of the front seat backrests. Page
41 The side-impact protection is only activated on the side of impact, while the safety belt
pretensioners on both sides are deployed. The front seats and outer rear seats have safety belt
pretensioners. There are two sensors on each side of the car, one at the rear of each door sill
and one in the lower part of each C-pillar. The inflat- able curtain is designed to inflate between
the window and the head. Resting the head against the window could prevent the inflatable
curtain from providing the intended protection. Bear this in mind, for example, if someone is
sleeping in the car. The inflat- able curtain comes down from the headlin- ing and covers a large
portion of the side windows. This dust could cause breathing problems for people with a history
of asthma or other breathing trouble. To avoid this, everyone in the vehicle should get out as
soon as it is safe to do so. If you have breathing problems but can not get out of the vehicle
after an airbag inflates, then get fresh air by opening a window or Page 45 Recline the seat back
to increase the dis- tance between you and the airbag. For short drivers, special accessory
pedal extensions are available through your Saab dealer. Airbags inflate extremely rapidly and
with great force â€” to be fast enough to protect an Page 46 The airbag cannot be relied on to
operate as intended and it might even be activated erroneously. You should therefore take the
car to a workshop. We recommend that you contact a Saab dealer as soon as possible. Page 47
Also, the airbag system may not work prop- erly if you relocate any of the airbag sen- sors. If
you have any questions about this, you should contact Saab Customer Assis- tance before you
modify your vehicle. The phone numbers and addresses for Cus- tomer Assistance can be
found on page Page 48 Safety This page has been left blank. Page 49 3 Asterisk means:
equipment not fitted in all cars can depend on model variant, engine variant, market
specification, options or accessories. Page Central Locking Doors Open the door by lifting the
door handle. Page 51 Remote control 1 Locks car 2 Unlocks car and turns on cabin lighting 3
Unlocks and opens trunk lid. Page 52 SportCombi: the rest of the doors and tail- gate are
unlocked. The hazard warning lights will flash twice to confirm. Intermittent malfunctioning
Equipment in the vicinity of the car that uses the same frequency as the remote control may
cause interference to the remote con- trol signal. Page 53 Locking a car with dead battery The
steering wheel lock requires sufficient battery voltage to lock and unlock. If the bat- tery voltage
drops below a certain level while the remote control is in the ignition switch, you will not be able
to remove the remote control. Page Child Safety Locks Security Switches on front doors The
central locking can also be operated from inside the car using the button by each front door
handle. Locking the car with the remote control ren- ders these buttons inoperative. Page 55
Reprogramming lock system functions Certain lock system functions can be reprogrammed.
We recommend that you contact a Saab dealer see page Checking the number of remote
controls To check the number of remote controls that are programmed for the car: 1 Insert the
remote control into the ignition switch and turn it to ON. Page 56 Avoid touching electronic
components of the remote control with your hands. When the voltage of the remote control battery drops below a certain level, the Saab Information Display SID will display: Remote control
battery low. Replace battery. Page 57 the LED will not flash for 3 s and it will not be possi- ble to
start the car. Try starting again. Visit a Saab dealer to have the problem checked and rectified.
Page 59 If the alarm has been tripped since the car was last locked, the Saab Information Display SID will display: Alarm has been triggered since being armed. Page 60 Security Switching
off the alarm if tripped If the alarm has been triggered direction indicators flashing and horn
sounding it can be turned off by pressing one of the buttons on the remote control or, if you are
sitting in the car, by turning the ignition to ON see below. See Changing the key battery, page
Some car alarm functions and indications can be reprogrammed. Contact a Saab dealer for

details of the possibilities and refer to page Alarm armed Flashes once every 3 s. Disarming
Extinguishes. Alarm not armed Off. A door, the hood or the tailgate is Page 63 3 Asterisk
means: equipment not fitted in all cars can depend on model variant, engine variant, market
specification, options or accessories. This applies to car washes that use mechanical feelers
bearing against the body. Saab advises against washing the Convertible in an automatic car
wash. We recommend that you contact a Saab dealer. The movement of the car and force of the
wind can seriously damage the components of the soft top system. Page 67 Convertible 1 Rear
window raised. Soft top storage in 3 Soft top folded. Raising 1 Start the engine and let it idle.
Clearance for soft top operation: height, min. Page 69 1 The soft top cover is opened. Do not
touch the soft top button on the instrument panel while closing the soft top manually. This
could cause personal injury and damage the soft top mecha- nism. Page 71 Soft top cover
opened 4 Close the trunk lid fully as otherwise it will obstruct the soft top cover. Page 72 Look
at the soft top cover when locking the rear window. The rear window must make a tight seal
against the soft top cover. The soft top system must be checked and rectified without delay.
Only manual operation possible. Soft top cover not locked. Try again. Cause Failure of the soft
top to lock automatically to the windshield. This message appears if the soft top is operated
continuously for more than 3 minutes. Page 74 Convertible Battery low. Soft top obstructed.
Clear obstacles and try again. Driver seat unlocked. Passenger front seat unlocked. The voltage
of the car battery is too low to allow soft top operation. The back- rest and the entire belt-in seat
must be locked in position; otherwise the occu- pant of the seat is at risk of injury during
braking or in the event of a crash, especially if a rear-facing child Page Safety Belts, Rear Seat,
Convertible Safety belts, rear seat, Convertible The two rear seats have three-point safety belts
with inertia reels. Fasten the belt by pulling the belt and insert- ing the tongue in the buckle. May
cause serious or fatal injuries! Page Interior Lighting If calibration fails twice in a row, have the
car checked and rectified. Interior lighting The interior lighting consists of a front roof light, two
front reading lights, footwell light- ing and courtesy lighting in the doors. We recommend that
you contact a Saab dealer to have the central locking system checked. We recom- mend that
you contact a Saab dealer. If such play is not eliminated, the CargoWing may come loose while
driv Page Warning And Indicator Lights Antilock braking warning This warning light illuminates
when a fault arises in the antilock brake system. The brake system will continue to function but
without ABS modulation. Page 85 see page Page Front Fog Lights 3 If this is the case, drive
carefully and contact a workshop as soon as possible. Page 87 Airbag warning light This light
comes on if a potentially serious fault has occurred in the airbag system. Page Instruments
Instruments and controls Headlight and parking light indicator This light indicates that the
headlights or parking lights are on. Cruise control indicator light This light comes on when the
system is engaged. Automatic tire pressure monitoring This light comes on if the air pressure in
one or several of the tires drops see page Page Odometer And Trip Meter Cars with manual
transmission Cars with automatic transmission Odometer and trip meter The odometer records
the distance trav- elled in miles on U. Page Temperature Gauge Instruments and controls
Temperature gauge The temperature gauge shows the temper- ature of the coolant. The needle
should be in the middle of the scale when the engine is at normal operating temperature. If the
needle goes into the red zone which can occur at high outside air temperatures or under heavy
engine loads , choose the highest possible gear ratio and the lowest Page 92 ESP button. If so,
have the system checked at a Saab dealer. The warnings and indications that can be shown on
the SID are listed on page The list shown below includes the systems that can be found in your
car. Park Assistance, page E is displayed if less than or equal to 30 miles 50 km. Page 97
Calculating the requisite average speed What average speed do I need to maintain to get to my
destination in time? This function should be used before starting out a journey. To calculate the
requisite average speed, the distance must first be given. First, set the distance under Dist.
Page 99 In order to use this function, the car's radio must be tuned to a FM station known to
transmit a time signal. Saab has no control over the level of RBDS informa- tion, or the content,
being transmitted by radio sta- tions. Page Instruments and controls System Settings Under this
heading you can make system settings, such as change the display lan- guage, units and
service information. Page Explanation of the various selections under System Settings.
Language Select the desired language. The number of languages can vary between markets.
Unit Select the desired group of units. Speed Scale Illum. Page Switches Check fuse 20 in the
engine bay fuse box see page Headlight switch must be ON. Headlight flasher To flash your
headlights, pull the control stalk half-way towards the steering wheel. Page Front Fog Lights
Instruments and controls Front fog light switch Front fog lights 3 The front fog lights should be
used in poor visibility. These are automatically turned off when the engine is switched off. When
the car is next started, the fog lights will have to be switched back on manually by pressing the
fog light switch. Page Hazard Warning Lights Hazard warning light switch Hazard warning lights

The button for the hazard warning lights is located on the climate control panel. When the
button is pressed, all the direction indicators and the symbol in the button flash simultaneously.
If an indicator bulb breaks, the frequency with which the indicators flash will be doubled. If two
or more of these func- tions are active simultaneously, the most important function at that time
will be priori- tized. Page Rain Sensor The recirculation symbol will how- ever not light up. This
function is optional; contact a workshop. This automatic recirculation is the factory default
setting as long as the system is working in full "AUTO" Page Instruments and controls If the
stalk switch is left in the AUTO position when the engine is switched off, when the engine is
next started it must first be moved to the 0 or 3 position and then back to AUTO to reactivate the
sensor. If the windscreen wipers are activated then the rear window wiper will automati- cally
changeover to intermittent wiping when reverse gear is engaged and the Page Manual
Climate-Control Instruments and controls Manual climate-control system 3 Fresh air for the
cabin is drawn in through an inlet grille at the bottom edge of the wind- shield. It passes through
a filter before reaching the climate control system and delivery into the cabin. The air is
evacuated via openings in the parcel shelf. Page Air Distribution Instruments and controls Air
distribution The air distribution control is used to direct the flow of air to the defroster, panel
and floor vents. Page Defroster Panel Floor Defroster, panel and floor Instruments and controls
Settings for various weather conditions Winter â€” defroster Winter â€” comfort setting Summer
â€” overcast Summer â€” sunny Page Air Vents Panel vent Air vents The air vents swivel
universally, so that air can be directed as desired. In winter, for instance, the outer vents can be
directed onto the door windows for enhanced demisting. The amount of air can be individually
con- trolled by the regulator on each vent. Always switch off the heating as soon as the rear
window is free from ice and mist. It will be turned off automatically after 12 minutes. Refrain
from placing sharp objects on the parcel shelf, to avoid damaging the heating element. Page
Automatic Climate Automatic climate- control system ACC Fresh air for the cabin is drawn in
through an inlet at the bottom edge of the windshield. It passes through an effective filter before
reaching the climate control system and delivery into the cabin. The temperature in the rear seat
will be a mixture of the two zones. If you choose the single zone setting, the entire cabin is
treated as one zone. The sun sensor is located centrally on the top of the fascia. If a manual
function is selected, it will be locked in but other functions will be controlled automatically. The
selected temperature is always maintained automatically. Temperature, air distribution, fan
speed and recir- culation will be controlled automatically. Page Instruments and controls To
turn the system OFF, press and hold or press repeatedly the button to reduce the fan speed
until the fan is switched off. Then release the button and press it once more. Page Recirculation
is controlled manually. Recirculation is not selected when the engine is started fresh air mode.
Press to decrease or increase the fan speed. This sets the fan speed fan speed shown on
display. Page Instruments and controls Shown below are several examples of air distribution.
Windshield Panel Floor, front and rear Windshield â€” floor front and rear Page Panel â€” floor
front and rear Windshield â€” panel â€” floor front and rear Instruments and controls Formation
of ice and mist in extreme weather conditions It is only in the most extreme conditions that icing
and misting of window glass are likely to be a problem, such as in torrential rain or severe cold
coupled with high relative humidity, or when passengers are perspiring heavily or wearing wet
clothes. Page The recirculation symbol will however not light up. Page Further customizations
to this function can be made at a workshop. We recommend taht you contact a Saab dealer.
Page Interior Equipment 3 Asterisk means: equipment not fitted in all cars can depend on model
variant, engine variant, market specification, options or accessories. The height and reach of
the steering wheel can be adjusted. There is a release lever under the steering column. This will
prevent personal injury caused by the activa- tion of the electric windows, for exam- ple, due to
children playing. Raise the front edge of the button one step. The window will stop when it is
fully closed or when the button is released. Automatic closing 3: Raise the button all the way
and release it. The front electric windows should be cali- brated if automatic closing does not
work or if the battery has been disconnected. The pinch protection 3 will not work if the windows are not calibrated. Page Door Mirrors Interior equipment Rearview mirrors Door mirrors
To adjust The door mirrors are electrically adjustable and heated. The mirror glass can also be
adjusted man- ually by gently pressing the glass in the desired direction. Page Interior Rearview
Mirror Mirror position lever 1 Normal position 2 Antidazzle position Interior rearview mirror The
interior rearview mirror is of the auto- dimming type and can be deflected with the lever on its
underside. Certain variants have an autodimming rearview mirror. The lever should be in the
normal position when you adjust the mirror. Page Interior equipment Interior rearview mirror
with garage opener, autodimming function and compass 3 WARNING Make sure that people and
objects are out of the way of moving door or gate to prevent potential harm or damage. When
programming the garage opener, you may be operating a garage door or gate operator. Page 4

The transmitter should face the mirror from below or left side of the mirror. Do not release the
buttons until step 5 has been completed. Page Interior equipment Reprogramming a single
button To program a device to the garage opener using a button previously trained, follow these
steps: 1 Press and hold the desired button. DO NOT release the button. Page Compass The
compass is built into the rearview mir- ror. The compass bearing is displayed in the top
right-hand corner of the mirror and is updated every other second. Switch the compass display
on and off by pressing button 5 for 3 seconds, see illus- tration on page Risk of serious or fatal
injuries! This will prevent personal injury caused by the activa- tion of the electric sunroof, for
exam- ple, due to children playing. Manually controlled closing Slide the control forward to its
first position. The sunroof will halt when you release the control. Automatic closing 3 Slide the
control forward to its second posi- tion and release it. The sunroof is equipped with pinch
protec- tion. This is activated if something gets trapped when the sunroof is being closed. The
sunroof will stop and open slightly. Page Interior Lighting 1 Interior lighting always off 2 Interior
lighting controlled by the doors 3 Interior lighting on continuously Interior lighting The interior
lighting consists of one front and one rear roof light, floor lighting, and cour- tesy lights in the
doors certain variants only. Page Vanity Mirror Interior equipment Sun visor with vanity mirror
Sun visor Illuminated vanity mirrors are provided on the sun visors. The lighting comes on
when the cover is raised. Trunk lighting The trunk lighting is switched on and off when the trunk
lid is opened and closed. If the trunk lid is left open, the lighting will be switched off
automatically after 20 minutes to prevent the battery from running flat. Page Interior equipment
Cup holder in rear seat cushion 3 Cup holder in fascia Cup holder in center console compartment between front seats Page Power Outlet 3 Interior equipment Power Outlet 3 You can use
the electrical socket in the stor- age compartment under the armrest between the front seats to
charge a mobile phone, for example. There is a recess on each side of the compartment which
will accept a lead so that you can close the lid without damaging the charger lead. Page Sliding
cover in glove box to admit cold air 3. This allows the storage of chocolate dur- ing hot weather
for example. Card holder Storage pocket on front edge of seats 3 Interior equipment Storage
compartment between front seats Storage pocket on back of seats Page For greater flexibility,
the rear seat is split so that the narrow and the wide part can be folded down separately. Next to
the hinges in the trunk are handles for unlocking the rear seat backrests. The operation is easier
if the front seats are not too far back and the rear seat head restraints are fully lowered. This
reduces the danger of personal injury result- ing from the displacement of the load on hard
braking or in the event of a crash. This handle will glow following exposure to light. Pull the
release handle down to open the trunk from inside. NOTICE The trunk release handle was not
designed to be used to tie down the trunk lid or as an anchor point when securing Place smaller
and lighter bags on top. Avoid eye injury. DO NOT overstretch. DO NOT use when strap has
visible signs of wear or damage. Page Load-through hatch, SportCombi A load-through hatch is
incorporated in the rear seat backrest to enable long, narrow items to be carried inside the car.
Before loading or unloading long items, switch off the engine and apply the parking brake. This
avoids the danger of the car moving off if a long item were to knock the gear or selector lever
into gear. Page Interior equipment Tie down eyes, SportCombi There are tie down eyes in the
trunk that should be used to secure loads. In general, loads should be placed as far forward and
as low down as possible in the trunk. Driving with the trunk lid open, see page That the rear seat
is in the upright is a basic require- ment for protection against cargo displacement in the event
of a crash. Page Interior equipment Cargo net, vertical 3, SportCombi Fit the net behind the rear
seat backrest. Page Cargo net, floor mounted 3, SportCombi 1 Fold up the floor. Position the
edges of the floor in the slots in the side pieces. Page Interior equipment This page has been
left blank. Page Ignition Switch Starting and driving Ignition switch The ignition switch is
located on the center console between the front seats. In cars with automatic transmission, the
remote control can only be removed when the selector lever is in position P. Page LOCK
position The parking lights, hazard warning lights and interior lighting can be turned Cars with
automatic transmission: Move the gear lever to P. The gear lever is locked in position. This is
the only position in which the remote control can be removed. Cars with manual transmission:
The remote control can be removed regardless of the position of the gear lever. Make a safe
stop. If the steering wheel lock malfunctions while the remote control is in the ignition switch,
this may prevent the removal of the remote Page Starting The Engine Starting the engine Avoid
racing the engine or loading it heavily before it has warmed up. Do not drive away before the
warning and indicator lights have gone out. The engine has an automatic choke and should be
started as follows: Cars with manual transmission To start the engine the clutch pedal must be
fully depressed. Have the car checked at a work- shop as soon as possible. The catalytic
converter gets very hot and could there- fore start a fire. Shut off the flow of fuel by shutting off
the pump or by notify- ing the station attendant. Leave the area immediately. Page Filling A

Portable Fuel Container Fuel Use of the recommended fuel is an impor- tant part of the proper
maintenance of your vehicle. Page Gasolines containing oxygenates, such as ethers and
ethanol, and reformulated gaso- lines may be available in your area to con- tribute to clean air.
Saab recommends that you use these gasolines, particularly if they comply with the
specifications described earlier. If this occurs, return to your authorized Saab dealer for service.
Fuels in Foreign Countries If you plan on driving in another country out- side the United States
or Canada, the proper fuel may be hard to find. Page Manual Transmission Starting and driving
Manual transmission Clutch interlock To start the car, the clutch pedal must be depressed.
When changing gear, fully depress the clutch pedal and then release it smoothly. It is
inadvisable to drive with your hand resting on the gear lever, as this can increase the wear on
the gearbox. You have to have your foot on the brake pedal to move the lever out of P. To move
the gear selector lever out of the P or N posi- tion, the gear selector lever detent catch must be
pressed in at the same time as the brake pedal is held depressed. Limited performance. In this
mode, only 2nd and 5th gears are available. Select 2nd gear when driving at low speeds and 5th
gear at higher speeds. Page Check fuse 6 in the engine bay fuse box. If the fuse is OK the
battery may be dead. Contact a workshop to have the problem checked and rectified. Temporary
override of Park Brake Shift Lock Page Selector Lever Positions Selector lever positions The
selector lever is locked and the transmission is mechanically blocked. The engine can be
started. To move the selector lever out of the P position, depress the brake pedal and press in
the detent catch on the selector lever. Only select the park position P when the car is stationary.
Page Starting and driving Sentronic, manual gear selection Move the selector lever to the
manual position M to the left position D to select gear manually. Select a higher gear by
pressing the selector lever forward or a lower gear by pulling it back. The selector lever will
return to a position adjacent to the letter M after each gear change. For safety reasons brake
system func- tion , the brakes must be applied once when the engine has started, before the
cruise control system can be activated. The following message will appear on the SID and
corresponding symbol on main instrument unit if a fault is detected: Antilock brake malfunction.
Page Starting and driving The ABS system will not reduce the braking distance on loose gravel,
snow or ice but, because the wheels cannot lock up, steer- ing control is retained. When the
ABS system operates you will feel the brake pedal pulsate and hear a ticking noise, both of
which are perfectly normal. When the parking brake has been released and the foot is moved off
the brake pedal it can take approx. The brakes release as soon as the accelerator pedal is
depressed within this time. The following message is shown on the SID: Traction control failure.
The cruise control system if active will automatically be disengaged if the TCS is operative. The
ESP must not be regarded as a system to enable the driver to main- tain higher speeds. The
same precau- tions must be adopted as normal for safe cornering and driving on slippery roads
must be adopted. Page Changes to the chassis, such as a change of wheels, shock absorbers
or springs, could affect the function of the ESP system. Always consult a workshop before
chang- ing any chassis components. If the car is to be left parked for a long time, refer to page
Page Long-term parking If the car is not going to be used for some time, e. Clean the rubber
seals on the hood, trunk lid and doors, and lubricate them with glycerol glycerine. Assistance 3
Saab Parking Assistance facilitates parking and reversing. There are four sensors in the rear
bumper that detect objects up to 6 ft 1. The system warns of objects behind the car. If a trailer is
hitched up and correctly Page Economical Driving Economical driving Factors affecting fuel
consumption The fuel consumption of a car is greatly affected by driving conditions, climate,
road conditions, speed, driving technique, etc. Breaking-in Fuel consumption may be somewhat
higher during the break-in period the first 3,â€”4, miles 5,â€”7, km. Weather conditions Summer
temperatures give better fuel economy than winter ones. Page Engine Block Heater Increased
fuel consumption can indicate that something is wrong and that the car needs to be checked.
Practical road tests have demonstrated that substantial savings in fuel consumption can be
made if the above advice is followed. If winter tires are fitted, the same type must be fitted to all
four wheels. Your Saab dealer will be pleased to advise you on the best tires for your car.
Starting and driving Page Driving with tire chains 3 Snow chains must only be fitted to the
wheel and tire dimensions that Saab recommends in "Technical data" on page We recommend
that you contact a Saab dealer regarding approved tire chains. See also page Page Towing A
Trailer 3 Saab genuine trailer socket. Page Starting and driving Recommendations for cars with
manual transmission Rises in coolant temperature are indicated by the temperature gauge in
the main instru- ment panel. Page Checks Before Driving Checks before driving Make sure that
the car and trailer are in good working order. This is essential since towing a trailer increases
the strain on the car. Always secure roof loads securely. Fitting roof carriers 3 Sport Sedan and
SportCombi without Page Driving With A Load Starting and driving Driving with a load The
handling characteristics are affected by how the car is loaded. Count on your journey taking

slightly longer. The towing eye has a left-hand thread! The front towing eye is stowed by the
spare wheel. On the left-hand side of the bumper is a cover concealing the attachment point
tapped hole for the towing eye. Page Vehicle Recovery Always try to keep the towrope taut by
gently applying the brake of the car on tow, as necessary. This will avoid the towrope being
jerked violently. Trying to start your car by pushing or pull- ing it could damage your vehicle,
even if you have a manual transmission. If you have an automatic transmission, your vehicle
cannot be started by pushing or pulling it. You can suffer burns or be blinded. Use a flashlight if
you need more light. Be sure the electrolyte in the battery is not frozen. Page For Long Trips For
long trips Before starting off on a long journey, it is advisable to have your car inspected by
your Saab dealer. Obtain a few important items to take along on your journey, such as spare
bulbs, wiper blades, fuses, a drive belt poly-V-belt and the like. Page Starting and driving This
page has been left blank. Page Car Care 3 Asterisk means: equipment not fitted in all cars can
depend on model variant, engine variant, market specification, options or accessories. Page
Hood Car care Hood The hood release handle is located on the left under the instrument panel.
Open the hood in the following way: 1 Pull the release handle. Page Engine The switches are
hydraulic. Engine families Saab cars imported into the United States and Canada meet all
applicable emission control standards. The engine family and appropriate tune-up
specifications are iden- tified on a label in the engine bay. Page Trionic ECM has detected a
problem. The car will continue to operate, but perfor- mance may be diminished. You should
have your car checked by a Saab dealer as soon as possible. Page Car care Engine bay, V6
engine 1 Power-steering fluid resrvoir 2 Coolant reservoir 3 Brake and clutch fluid reservoir 4
Battery 5 Fuse box 6 Washer-fluid reservoir 7 Oil filler cap 8 Engine-oil dipstick The engine
should be at normal operating temperature. Page Changing Engine Oil Car care Make sure you
screw on the oil filler cap properly after topping up the oil to avoid running problems. It is
normal for an engine to consume a cer- tain amount of oil. It is therefore often nec- essary to top
up the oil between services. Page Drain plug, 4-cyl engine Drain plug, V6 engine Changing filter,
4-cyl engine 1 Unscrew the oil filter cap. Have paper towelling or a rag at hand to catch the oil
that escapes from the filter. Transmission fluid Manual transmission Check and top up the oil in
accordance with the service program. Automatic transmission Check and top up the oil in
accordance with the service program. Page Top up with a mixture of equal parts of anti- freeze
and clean water. We recommend that you use a Saab-approved anti-freeze. If the expansion tank
is empty when coolant is added, run the engine until warm so that the thermostat opens. The
foot brake and parking brake are self- adjusting. Check the level of the power steering fluid in
the reservoir regularly, in accordance with the service program. The wheels should point
directly forwards during this check. Clean round the cap before unscrewing it. Check the drive
belt see page Always disconnect both battery leads when boost charging the battery. Page We
recommend that you contact an author- ised Saab workshop. A collision could cause a short
circuit in the alternator or starter motor. If poor wiper performance is experienced, clean the
windshield with washer fluid. This is particularly important if the car has been through an
automatic car wash, as these sometimes leave a wax coating on the wind- shield. Page Washer
Fluid The recirculation symbol will however not light up. Car care Washer jets The washer jets,
which are adjustable, can The radiator fan can cut in even when the engine is switched off. Page
If a fault is detected in the system, the following message will be dis- played on the SID:
Headlight levelling malfunction. We recommend you to contact a Saab dealer to have a xenon
headlight changed Page Retainers on the battery cover Low beam, halogen Left-hand side 1 Lift
aside the hose running along the side of the battery cover. Page Car care Retainers on the
battery cover High beam, halogen Left-hand side 1 Lift aside the hose running along the side of
the battery cover. Page Parking Lights Car care Parking lights The parking light bulb is located
in the same reflector as the main beam bulb. Left-hand side: 1 Lift aside the hose running along
the side of the battery cover. Page Both sides: 1 The bulb holder has a bayonet fitting. Turn the
bulb holder counterclockwise and withdraw it. Press in the bulb and twist it counter- clockwise.
Always use axle stands. Lower the air shield. Page Taillights Car care Stop lights, taillights and
turn signal bulbs, Sport Sedan 1 Lower the cover in the trim behind the lights. Right-hand side:
Unlock the plastic rivet by depressing the centre no more than 3 mm. Take hold of the collar of
the rivet and pull it out. Page Reversing lights and rear fog light, Sport Sedan Removing the
trunk lid trim 1 Remove the two screws securing the grab handle to the inside of the trunk lid.
Page Car care Changing bulbs 1 Carefully remove the bulb holder with the broken bulb. The
bulb holder has a bayonet fitting. To refit the trunk lid trim 1 Withdraw the centre of the rivets.
Page Dome light, Convertible 1 Pull down the rear edge of the light fitting. Pull the bulb out of
the bulb holder. If one of the outer bulbs needs replacing, turn the light fitting round. Page Car
care License plate lighting 1 Undo the two screws and remove the lens. Glove box lighting 3 1
Remove the lamp housing using a short screwdriver. Page 1 Release one edge of the lamp

fitting using a screwdriver. Other bulbs If any other bulbs need changing, we rec- ommend that
you visit a Saab dealer. Failure to do so can result in the electrical system being damaged. Have
the car checked. Page Fuse panel in end of fascia Amp. Page 7. Page Right-hand stop light; rear
left turn signal; left taillight; rear fog light; left reversing light; license plate light- ing; trunk
lighting; trailer lights Convertible: Lumbar support, electrically adjustable front seat 3
Telematics Trunk fuse panel, Convertible Car care Page Relays Car care Fuse panel in engine
bay No. Function Engine control module; automatic transmission con- trol module 3 Horn
Engine control module; battery disconnect switch 3 Selector lever, automatic transmission 3;
clutch pedal switch Relay for vacuumpump brake system 3 Washer fluid pump, rear window 3
Washer fluid pump, headlights 3 Front right parking light; The driver is always ultimately
responsi- ble for ensuring that the tire pressure is correct. For optimum safety, economy and
comfort, check the tires regularly, even if the automatic tire pressure monitoring system has not
issued an alarm The pressure monitoring system consists of Page If the vehicle is equipped
with a different wheel size than those fitted as standard and therefore should use a different
recom- mended highest tire pressure the owner shall contact a workshop to have the system
recalibrated. Page Tires Your new vehicle comes with high-quality tires made by a leading tire
manufacturer. If you ever have questions about your tire warranty and where to obtain service,
see your Saab Warranty and Service Record Booklet for details. Page Treadwear Indicators Flat
spotting All tires get hot, especially on long journeys or when the car is driven hard. After the
car has been parked with hot tires and the tires have cooled down, a flat spot can form in the
tire, where it is in contact with the ground. The same can occur if the car has not been moved
for a long time. The speed and load limits of the tires must not be exceeded; see page Wheels
larger than 17" must not be fitted on the Saab for reasons above. The permissible offset is 1. If
you mix tires of different sizes or types radial and bias- belted tires , the vehicle may not handle
properly, and you could have a crash. Using tires of different sizes may also cause damage to
your vehicle. Page Wheel Replacement If you need to replace any of your wheels, wheel bolts or
wheel nuts, replace them only with new Saab original equipment parts. This way, you will be
sure to have the right wheel, wheel bolts and wheel nuts for your vehicle. Page Tire Chains
Notice: The wrong wheel can also cause problems with bearing life, brake cool- ing,
speedometer or odometer calibra- tion, headlamp aim, bumper height, vehi- cle ground
clearance and tire or tire chain clearance to the body and chassis. Contact your Saab dealer
regarding suit- able snow chains. Install them on the front tires and tighten them as tightly as
possible with the ends securely fastened. Maximum Cold Inflation Load Limit: Max- imum load
that can be carried and the max- imum pressure needed to support that load. Vehicles sold in
Canada have the tire information label in the glove box, see page Page Car care Maximum Load
rating: The load rating for a tire at the maximum permissible inflation pressure for that tire.
Maximum Loaded Vehicle Weight: The sum of curb weight; accessory weight; vehi- cle capacity
weight; and production options weight. Maximum Permissible Inflation Pres- sure: The
maximum cold inflation pressure to which a tire may be inflated. Page Winter Tires Your Saab
dealer can advise you of to the correct size tire for your car if different from the original size and
also supply Saab approved winter tires pre-mounted on steel or alloy rims. Page Spare Wheel
This type of rivet must be removed when changing the light bulb in the trunk lid see page Page
Car care The jack provided with your vehicle is designed only for changing a flat tire. If it is
used for anything else, you or others could be badly injured or killed if the vehicle slips off the
jack. Page Car care When the car has to be lifted, the jack must be positioned at one of the four
jacking points front or rear under the sill members. If a floor jack is used, the lifting plate must
be positioned under the normal jacking points, see illustration. Page If you fit wheels of a
different dimension, the speedometer can be reprogrammed to ensure it is as accurate as
possible. We rec- ommend that you contact a Saab dealer. Driving with tire chains 3, see page
Car care Do not wipe away the grease in the wheel hub. Page Safety Belts If the car is involved
in a crash, the safety belts, belt pretensioners and other asso- ciated components must be
inspected. Never make any alterations or repairs to the safety belts yourself. We recommend
that you contact a Saab dealer dealer. Page Textile Carpeting Do not use petrol as a cleaning
agent or sol- vent when carrying out repairs or mainte- nance. Saab recommends the use of
envi- ronmentally-friendly decrescendos. Car care Washing The bodywork must be washed
frequently. Page In the U. See your dealer or visit us at Page Body We recommend that you
contact a Saab dealer. In the case of minor flaws in the paintwork, where the metal has not been
exposed and Page Anti-Corrosion Treatment Keep the seams clean and at the first sign of any
rust, apply a thin, pen- etrating, anti-corrosion oil. Your Saab dealer will be pleased to give you
further advice. Page Preventive Maintenance Preventive maintenance The following procedures
are necessary to help protect against rusting. Refer also to the terms and conditions of the
Performa- tion Limited Warranty described in the war- ranty booklet. Under adverse conditions,

where there is a rapid buildup of dirt, sand or road salt, wash your car at least once a week.
Page Headlight Aiming If you believe your headlights need to be re- aimed, we recommend that
you take it to your Saab dealer for service. However, it is possible for you to re-aim your
headlights as described in the following procedure. Page Car care 1 Wall or garage door. Page
be correctly aimed if the low beam lamps are aimed properly. If you find that the headlight
needs adjust- ment follow these steps: 1 Open the hood and locate the vertical aiming devices
there are two vertical aiming devices which shall be turned simultaneously and the same
amount of turns. Page Car care This page has been left blank. Page Customer Assistance And
Information 3 Asterisk means: equipment not fitted in all cars can depend on model variant,
engine variant, market specification, options or accessories. When the technician has
completed the service, the technician will sign the maintenance record. Page Owner Assistance
A list of authorized Saab sales and service dealers is available for those planning to travel in the
United States and Canada. Canadian or U. Page Technical Data 3 Asterisk means: equipment
not fitted in all cars can depend on model variant, engine variant, market specification, options
or accessories. Page Curb weight i. Page When towing a trailer, increase the pressure of the
rear tires by 20 kPa 3 psi. The above speed and weight restrictions are those specified by Saab
Automobile AB. Note that national restrictions may apply to trailer speeds and weights see page
When the engine load increases, e. Saab-approved antifreeze 7. Among those there are oils
specially designed to meet your engines specific needs. However, engine performance will fall
slightly and heavy loading and laboring should be avoided. Page Engines Technical data
Engines 2. Page Wheels And Tires 7. Winter snow tires: 6. Page Central locking system Some
functions are governed by legal requirements and cannot therefore be reprogrammed. We
recommend that you consult a Saab dealer for further information. Listed below are a number of
examples of programmable functions. Page Which warnings and indications that can be shown
depends on engine variant and car specification. Symbol Text Antilock brake malfunction.
Brake malfunction. Brake fluid level low. Page Brake Lights Low tire pressure. Check tires. Low
tire pressure. Technical data Low tire pressure. Tire pressure system failure. Time for service.
Page Technical data Page Index This manual is also suitable for: m Print page 1 Print document
pages. Cancel Delete. Sign In OR. Don't have an account? Sign up! Restore password. Upload
from disk. Upload from URL. Enter the car make and car model for which you want to see an
overview of engine codes. In the overview, you will then get a list of the engine codes with the
years of construction and engine capacity. If there is a match with other car makes and car
models, these will also be shown in the overview. The engine code finder is meant to help you
find your own engine code based on the examples given by us, and is strictly informative. For
many car parts, such as engines and cylinder heads , it is important that you specify the correct
motor code on your request. The engine code is usually stamped somewhere into the engine
block. You can search our database for engine codes which have been specified with requests
in the past. There might just be a match which will help you find the engine code of your own
vehicle. Then submit your car parts request or find car parts in the online stock using the
correct engine code. Toggle navigation menu. Javascript support is deactivated in your
browser. This may cause inconvenience while using this web page. Submit Engine code BE
request. Search Engine code BE stock. Submit Engine code BI request. Search Engine code BI
stock. Submit Engine code BL request. Search Engine code BL stock. Submit Engine code BR
request. Search Engine code BR stock. Submit Engine code B request. Search Engine code B
stock. Submit Engine code B7 request. Search Engine code B7 stock. Submit Engine code DL
request. Search Engine code DL stock. Submit Engine code D4F request. Search Engine code
D4F stock. Submit Engine code D4FB7 request. Search Engine code D4FB7 stock. Submit
Engine code Z18XE request. Search Engine code Z18XE stock. Submit Engine code Z19DT
request. Search Engine code Z19DT stock. Info For many car parts, such as engines and
cylinder heads , it is important that you specify the correct motor code on your request. Found
engine code? Do you not want to allow all types of cookies? Then choose Adjust settings. Or
view more information. Accept cookies. Privacy level Normal. Saab Volvo 7-Serie. Cadillac BLS.
Peugeot Audi Renault Clio. Renault Espace. Seat Ibiza. Renault Kangoo. Nissan Kubistar.
Renault Laguna. Renault Megane. Renault Megane Scenic. Opel Movano. Lancia Phedra. Nissan
Primastar. Kia Rio. Renault Safrane. Renault Scenic. Renault Trafic. Renault Twingo. Opel
Vivaro. Renault Modus. Dacia Sandero. Opel Frontera. Opel Omega. Opel Vectra. Opel Astra.
Opel Signum. Opel Zafira. Opel Corsa. Opel Meriva. Opel Tigra. Fiat Stilo. Opel Zafira B. The
Saab was launched in as a redesigned and enhanced successor to the Saab Saab announced
that 1, changes were made for the Saab , including sleeker styling, an improved suspension,
and upgraded safety features. All U. Saab s featured turbocharged engines as standard. Saab
manufactured over , first generation s from From Saab produced a high powered version of the
Saab called the Viggen. The Viggen, or "thunderbolt", was named after the Saab 37 Viggen

fighter jet and came with a turbocharged 2. Saab modified several Saab parts to handle the
increased power, including a larger flow-through exhaust system, stronger CV joints and drive
shafts, and an upgrade to the Trionic 7 engine management system, which processes two
million calculations every second. Only 4, Saab Viggens were made. Saab manufactured the
second generation from , and once again they modified many of the Saab parts. Safety features
were upgraded, the hatchback design was eliminated, and a new 2. Whatever you're looking for,
eEuroparts. There we so many great pictures submitted that could have gone here, but this
coming all the way from Japan features a Saab 2. Nestled beautifully amoungst the fallen Ginko
leaves. Thank you Mr. In order to add an item to a project you must be logged in. If you do not
have an account please click the link below. Thank you for taking the time to provide us with
your suggestions for improving eEuroparts. If you have any questions please contact us. Thank
you for taking the time to let us know about an issue with one of our listings. Want to narrow
your results? We are processing a warranty replacement order for you. Warranty replacement
orders add a "hold" to your credit card in the amount of the replacement order. This "hold" will
only be completed into a charge in the event that the warranty item is not returned to us within 1
week of receiving the replacement item or the item is being returned for reasons other than the
warranty issue stated. If you are using a debit card for this order the "hold" will temporarily
make the full amount of the funds unavailable for your use. If you're using a debit card we
suggest you switch to a credit card. Do I have your authorization to proceed? Please select your
T-Shirt size below. T-shirts may not ship with your order. Please allow weeks for delivery This
will not affect your orders shipment. Contact eEuropa
trailer light wire diagram
2000 dodge dakota 47 engine
caterpillar body parts diagram
rts. Select Your Vehicle to find parts that fit. Select a Year Your VIN returned multiple car
options. This happens when the VIN lookup software we use does not return specific engine or
trim information. Click your engine or body trim option below:. VIN: Vehicle Name:. This item
requires a VIN to order. The VIN is used to ensure that this part fits your vehicle. I agree to the
Special Order policy. Add to Cart. Sealing Ring Large 14mm. Oil Drain Plug Washer. Cylinder
Head Bolt. Engine Oil Drain Plug Washer 18x24x1. Ignition Coil. Spark Plug Platinum. Window
Roller. Please Login In order to add an item to a project you must be logged in. Share Link:.
Thank you for your feedback. Log in here to share this part - Or - Register an account below.
Enter the name and email you would like to share this part with. Your email has been sent.
Select your vehicle below. Your shirt size has been selected! Saab 93 Parts Information Models Convertible Top. Cooling System. Fuel System. Wiper System.

