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Quick Links. Table of Contents. Instrument Cluster. Warning Lights And Chimes. Entertainment
Systems. Climate Controls. Manual Heating And Air Conditioning. Rear Window Defroster. Turn
Signal Control. Bulb Replacement. Driver Controls. Steering Wheel Adjustment. Power
Windows. Speed Control. Message Center. Locks And Security. Anti-Theft System. Owners
Guide. USA fus. Automobile Ford Focus Owner's Manual pages. Ford may change the contents
without notice and without incurring obligation. Page 4: Introduction â€” Special handling may
apply for service or vehicle end of life disposal. See Please take the time to get well acquainted
with your vehicle by reading this handbook. The more you know and understand about your
vehicle, the greater the safety and pleasure you will derive from driving it. In this guide, answers
to such questions are contained in comments highlighted by the warning triangle symbol.
These comments should be read and observed. Page 6 In order to properly diagnose and
service your vehicle, Ford Motor Company, Ford of Canada, and service and repair facilities
may access vehicle diagnostic information through a direct connection to your vehicle when
diagnosing or servicing your vehicle. Page 7 Introduction To access this information, special
equipment must be directly connected to the recording modules. Ford Motor Company and Ford
of Canada do not access event data recorder information without obtaining consent, unless
pursuant to court order or where required by law enforcement, other government authorities or
other third parties acting with lawful authority. Page 8 Introduction These are some of the
symbols you may see on your vehicle. Many lights will illuminate when you start your vehicle to
make sure the bulb works. Normally, the Service engine soon light will stay on until the engine
is cranked, then turn itself off if no malfunctions are present. A significant decrease in braking
performance may occur. It will take you longer to stop the vehicle. Have the vehicle checked by
your authorized dealer. Driving extended distances with the parking brake engaged can cause
brake failure and the risk of personal injury. Overdrive off if equipped : Illuminates when the
overdrive function of the transaxle has been turned off, refer to the Driving chapter. If the light
remains on, have the system serviced immediately, refer to the Driving chapter for more
information. Engine coolant temperature gauge: Indicates engine coolant temperature. At
normal operating temperature, the needle will be in the normal range. If it enters the red section,
the engine is overheating. Stop the vehicle as soon as safely possible, switch off the engine and
let the engine cool. Page 16 Instrument Cluster Odometer: Registers the total miles kilometers
of the vehicle. If equipped with a message center, refer to Message center in the Driver Controls
chapter on how to switch the display from Metric to English. Trip odometer: Registers the miles
kilometers of individual journeys. Ford strongly recommends that drivers use extreme caution
when using any device that may take their focus off the road. Page 18 Entertainment Systems
Note: Your vehicle is equipped with a unique audio system. If your display shows six small
circles in the display, your audio system is a CD6 system. If not, your system is a Single CD
system. Page 20 Entertainment Systems 6. Press OK to enter into the satellite radio menu. The
system default is disabled. The menu listing will display the opposite state. Otherwise, random
play will begin when the current track is finished playing. Page 23 Entertainment Systems If a
specific category is selected, Jazz, Rock, News, etc. Page 24 Entertainment Systems Page 26
Entertainment Systems Required equipment: 1. Any portable music player designed to be used
with headphones 2. Page Satellite Radio Information 12 cm audio compact discs only. Due to
technical incompatibility, certain recordable and re-recordable compact discs may not function
correctly when used in Ford CD players. Page 29 Note: SIRIUS reserves the unrestricted right to
change, rearrange, add or delete programming including canceling, moving or adding particular
channels, and its prices, at any time, with or without notice to you. Ford Motor Company shall
not be responsible for any such programming changes. The system is working properly. Refer
to Rear window defroster later in this chapter for more information. Page 33 Climate Controls 9.
Temperature control: Controls the temperature of the airflow in the vehicle. See Heated seats in
the Seating and Safety Restraints chapter. Turns on the parking lamps, instrument panel lamps,
license plate lamps and tail lamps. Turns the low beam headlamps Fog lamp control if equipped
The fog lamps can be turned on when the headlamp control is in position and the high beams
are not turned on. Page 36 Lights Flash to pass Pull toward you slightly to activate and release
to deactivate. Daytime running lamps DRL if equipped Turns the headlamps on with a reduced
output. If your vehicle has been in an accident, the alignment of your headlamps should be
checked by your authorized dealer. Vertical aim adjustment 1. Park the vehicle directly in front
of a wall or screen on a level surface, approximately 25 feet 7. Page Turn Signal Control Lights
5. Locate the vertical adjuster on each headlamp, then use a 7 mm Allen wrench or a Phillips
screwdriver to adjust the headlamp up or down. Close the hood and turn off the lamps. Page
Bulb Replacement Lights Ambient lighting if equipped Illuminates four footwells and three
cupholders with a choice of seven colors. The ambient lighting control switch is located on the
instrument panel. To activate, press and release the control switch to cycle through the seven

color choices plus the off state. To replace all instrument panel lights - see your authorized
dealer Replacing the interior bulbs Check the operation of all bulbs frequently. Page 41 Lights 6.
Remove bulb from the headlamp assembly by turning it counterclockwise, then pull it straight
out. Install the new bulb in reverse order. Grasp the bulb by only its plastic base and do not
touch the glass. Page 42 Lights Replacing side marker bulbs 1. Make sure the headlamp control
is in the off position and open the hood. Remove two push pins from the radiator grille on the
side being serviced and push the grille back to access the lower screw. Page 43 Lights
Replacing fog lamp bulbs if equipped 1. Make sure the headlamp switch is in the off position.
Disconnect the harness from the bulb by pulling it straight off. Pull the lever down to unlock the
steering column. While the lever is in the down position, move the steering wheel up or down
until you find the desired position. If the power point or cigar lighter socket is not working, a
fuse may have blown. Refer to Fuses and relays in the Roadside Emergencies chapter for
information on checking and replacing fuses. Page Mirrors Driver Controls Press and pull the
window switches to open and close windows. Page 48 Driver Controls Automatic dimming
interior rear view mirror if equipped With microphone Your vehicle may be equipped with an
interior rear view mirror which has an auto-dimming function. Page Speed Control Driver
Controls Heated outside mirrors if equipped Both mirrors are heated automatically to remove
ice, mist and fog when the rear window defrost is activated. Do not remove ice from the mirrors
with a scraper or attempt to readjust the mirror glass if it is frozen in place. Page 50 Driver
Controls 3. Take your foot off the accelerator pedal. The indicator light on the instrument cluster
will turn on. Note: When you turn off the speed control or the ignition, your speed control set
speed memory is erased. SYNC hands free control feature if equipped Press briefly to use the
voice command feature. Page 54 Driver Controls To open the moon roof: The moon roof is
equipped with an automatic, one-touch, express opening and closing feature. To stop AUTO
motion at any time during the one-touch operation, press the control a second time. You may
select display features on the message center for a display of status. The system will also notify
you of potential vehicle problems with a display of system warnings followed by a long
indicator chime. Page 58 Driver Controls 1. This acts as a reminder that these warning
conditions still exist within the vehicle. You should always carry a second key with you in a safe
place in case you require it in an emergency. You must complete Steps 1â€”5 within 30 seconds
or the procedure will have to be repeated. If the procedure needs to be repeated, wait a
minimum of 30 seconds before beginning again. Refer to Message center in the Driver Controls
chapter. The childproof locks are located on rear edge of each rear door and must be set
separately for each door. The handle is composed of a material that will glow for hours in
darkness following brief exposure to ambient light. Operation is subject to the following two
conditions: 1 This device may not cause harmful interference, and 2 This device must accept
any interference received, including interference that may cause undesired operation. Page 68
Locks and Security 2. With the all-door remote entry, press and release again within three
seconds to unlock all the doors. The remote entry system activates the illuminated entry
feature. This feature turns on the interior lamps for 25 seconds or until the ignition is turned to
the on position. Page 69 Locks and Security Sounding a panic alarm Press to activate the alarm.
Press the control again, or turn the ignition to the on position to deactivate. Note: The panic
alarm will only operate when the ignition is in the off or accessory position. Page 70 Locks and
Security 5. Snap the two halves back together. Note: Replacement of the battery will not cause
the remote transmitter to become deprogrammed from your vehicle. The remote transmitter
should operate normally after battery replacement. Replacing lost remote entry transmitters If
you would like to have your remote entry transmitter reprogrammed because you lost one, or
would like to buy additional remote entry transmitters, you can either reprogram them yourself,
or take all Use of these systems may result in vehicle starting problems and a loss of security
protection. Note: Large metallic objects, electronic devices that are used to purchase gasoline
or similar items, or a second coded key on the same key chain may cause vehicle starting
issues. If this occurs, the vehicle should be taken to an authorized dealer for service. Page 73
Locks and Security 6. Turn the ignition from the 1 off position to the 3 on position. Keep the
ignition in the 3 on position for at least one second but not more than 10 seconds. Turn the
ignition to the 1 off position. Turn the key full travel toward the front of the vehicle to ensure the
alarm disarms. Page 76 Seating and Safety Restraints To adjust the head restraint, do the
following: 1. Raise the head restraint by pulling up on the head restraint. Lower the head
restraint by pressing and holding the guide sleeve adjust release button and pushing down on
the head restraint. Page 77 Seating and Safety Restraints To remove the adjustable head
restraint, do the following: 1. Pull up the head restraint until it reaches the highest adjustment
position. To reinstall the adjustable head restraint, do the following: 1. Adjusting the front
manual seat WARNING: Sitting improperly out of position or with the seat back reclined too far

can take off weight from the seat cushion and affect the decision of the passenger sensing
system, resulting in serious injury or death in a crash. Page 79 Seating and Safety Restraints
Pull up on the control if equipped to raise the seat and push down on the control to lower the
seat. Lift the control to adjust the angle of the seatback. Page 80 Seating and Safety Restraints
Heated seats if equipped WARNING: Persons who are unable to feel pain to the skin because of
advanced age, chronic illness, diabetes, spinal cord injury, medication, alcohol use, exhaustion,
or other physical conditions, must exercise care when using the seat heater. The seat heater
may cause burns even at low temperatures, especially if used for long periods of time. The seat
can be slid forward to allow easier entry to the rear seats. Slide the seat back and fold back the
seatback until it locks with a distinct click. The system is able to analyze different occupant
conditions and crash severity before activating the appropriate safety devices to help better
protect a range of occupants in a variety of frontal crash situations. Page 83 Seating and Safety
Restraints Driver and passenger dual-stage airbag supplemental restraints The dual-stage
airbags offer the capability to tailor the level of airbag inflation energy. A lower, less forceful
energy level is provided for more common, moderate-severity impacts. A higher energy level is
used for the most severe impacts. Page 84 Seating and Safety Restraints The front passenger
sensing system can automatically turn off the passenger front airbag. The system is designed
to help protect small child size occupants from airbag deployments when they are improperly
seated or restrained in the front passenger seat contrary to proper child-seating or restraint
usage recommendations. Page 85 Seating and Safety Restraints The Restraints Control Module
RCM monitors its own internal circuits and the circuits for the airbag supplemental restraints,
crash sensor s , safety belt pretensioners, front safety belt buckle sensors, front passenger
sensing system, and the driver seat position sensor. In addition, the RCM also monitors the
restraints warning light in the instrument cluster. WARNING: Each seating position in your
vehicle has a specific safety belt assembly which is made up of one buckle and one tongue that
are designed to be used as a pair. Page 87 Seating and Safety Restraints 2. To unfasten, push
the release button and remove the tongue from the buckle. Page 88 This indicates the safety
belt is now in the automatic locking mode. How to disengage the automatic locking mode
WARNING: Ford Motor Company recommends that all passenger safety belt assemblies and
attaching hardware should be inspected by an authorized dealer after any collision to verify that
the automatic locking retractor feature for child seats is still working properly. Page 89 Seating
and Safety Restraints Safety belts with locking cinch tongue rear center position only The
locking cinch tongue will slide up and down the belt webbing when the belt is in the stowed
position or while putting safety belts on. Page 90 Seating and Safety Restraints WARNING: Each
seating position in your vehicle has a specific safety belt assembly which is made up of one
buckle and one tongue that are designed to be used as a pair. Page 91 if equipped , shoulder
belt guide on seatback if equipped , child safety seat LATCH and tether anchors, and attaching
hardware, should be inspected after a collision. Ford Motor Company recommends that all
safety belt assemblies in use in vehicles involved in a collision be replaced. Page 93 Seating
and Safety Restraints If Page 94 Seating and Safety Restraints The following are reasons most
often given for not wearing safety belts All statistics based on U. Page 95 Seating and Safety
Restraints Reasons given Frontal airbags are not designed to inflate in rear and side crashes or
rollovers. People who are ejected are 40 times more likely to DIE. Page 99 Seating and Safety
Restraints Children and airbags Children must always be properly restrained. Accident
statistics suggest that children are safer when properly restrained in the rear seating positions
than in the front seating position. Failure to follow these instructions may increase the risk of
injury in a collision. Page Seating and Safety Restraints The airbags inflate and deflate rapidly
upon activation. After airbag deployment, it is normal to notice a smoke-like, powdery residue
or smell the burnt propellant. This may consist of cornstarch, talcum powder to lubricate the
bag or sodium compounds e. Refer to Front passenger sensing system later in this chapter. The
front passenger sensing system uses a passenger airbag off or pass airbag off indicator which
will illuminate and stay lit to remind you that the front passenger frontal airbag is disabled. Page
Seating and Safety Restraints The front passenger sensing system may detect small or medium
objects placed on the seat cushion. For most objects that are in the front passenger seat, the
passenger airbag will be disabled. Even though the passenger airbag is disabled, the pass
airbag off lamp may or may not be illuminated according to the table below. Determining if the
system is operational The supplemental restraint system uses a warning indicator light in the
instrument cluster or a back-up tone to indicate the condition of the system. See your
authorized dealer. Page Seating and Safety Restraints designed to inflate between the door
panel and occupant to further enhance the protection provided occupants in side impact
collisions. The airbag SRS is designed to activate when the vehicle sustains lateral deceleration
sufficient to cause the sensors to close an electrical circuit that initiates airbag inflation. The

side airbag could injure you as it deploys from the seat. Page Seating and Safety Restraints
How does the side air curtain system work? The design and development of the side air curtain
system included recommended testing procedures that were developed by a group of
automotive safety experts known as the Side Airbag Technical Working Group. Page Seating
and Safety Restraints window area and occupant to further enhance the head protection
provided to occupants in side impact collisions. The seat-mounted side airbag was designed to
inflate between the door panel and occupant to further enhance the protection provided
occupants in side impact collisions. If any of these things happen, even intermittently, have the
SRS serviced at your authorized dealer immediately. Page Seating and Safety Restraints
Important child restraint precautions You are required by law to use safety restraints for
children in the U. If small children generally children who are four years old or younger and who
weigh 40 lb [18 kg] or less ride in your vehicle, you must put them in safety seats made
especially for children. Page Seating and Safety Restraints To improve the fit of both the lap and
shoulder belt on children who have outgrown child safety seats, Ford Motor Company
recommends use of a belt-positioning booster. Booster seats position a child so that safety
belts fit better. They lift the child up so that the lap belt rests low across the hips and the knees
bend comfortably. Page 80 lb 36 kg using an upper torso harness and a belt-positioning
booster. Ford recommends the use of a child safety seat having a top tether strap. Position the
child safety seat in a seat with a combination lap and shoulder belt. Pull down on the shoulder
belt and then grasp the shoulder belt and lap belt together. Page Seating and Safety Restraints
4. Insert the belt tongue into the proper buckle the buckle closest to the direction the tongue is
coming from for that seating position until you hear a snap and feel the latch engage. Make sure
the tongue is latched securely by pulling on it. Page Seating and Safety Restraints 8. Allow the
safety belt to retract to remove any slack in the belt. Before placing the child in the seat, forcibly
move the seat forward and back to make sure the seat is securely held in place. To check this,
grab the seat at the belt path and attempt to move it side to side and forward. Page Seating and
Safety Restraints 2. Slide the tongue up the webbing. Be sure that the belt webbing is not
twisted. Page Seating and Safety Restraints 5. While pushing down with your knee on the child
seat pull up on the shoulder belt portion to tighten the lap belt portion of the combination lap
and shoulder belt. Allow the safety belt to retract and remove any slack in the belt to securely
tighten the child safety seat in the vehicle. Page Seating and Safety Restraints The tether strap
anchors in your vehicle are in the following positions shown from top view, left is front of the
vehicle : WARNING: Attach the tether strap only to the appropriate tether anchor as shown. The
tether strap may not work properly if attached somewhere other than the correct tether anchor.
Page Seating and Safety Restraints 6. Follow the instructions in this chapter. Department of
Transportation-Tire quality grades: The U. Department of Transportation requires Ford Motor
Company to give you the following information about tire grades exactly as the government has
written it. Page Tires, Wheels and Loading WARNING: The traction grade assigned to this tire is
based on straight-ahead braking traction tests, and does not include acceleration, cornering,
hydroplaning or peak traction characteristics. Page Ford Motor Company. You are strongly
urged to buy a reliable tire pressure gauge, as automatic service station gauges may be
inaccurate. Ford recommends the use of a digital or dial-type tire pressure gauge rather than a
stick-type tire pressure gauge. Page Tire Inflation Always inflate your tires to the Ford
recommended inflation pressure even if it is less than the maximum inflation pressure
information found on the tire. Page Tires, Wheels and Loading Note: If you have to drive a
distance to get air for your tire s , check and record the tire pressure first and add the
appropriate air pressure when you get to the pump. It is normal for tires to heat up and the air
pressure inside to go up as you drive. Page Tires, Wheels and Loading Improper or inadequate
vehicle maintenance can cause tires to wear abnormally. If this information is not found on
these labels then you should consult your Ford Dealer. Use of any tire or wheel not
recommended by Ford can affect the safety and performance of your vehicle, which could result
in an increased risk of loss of vehicle control, vehicle rollover, personal injury and death. Page
4. Use both eye and ear protection. For a mounting pressure more than 20 psi greater than the
maximum pressure, a Ford Dealer or other tire service professional should do the mounting.
Always inflate steel carcass tires with a remote air fill with the person inflating standing at a
minimum of 12 ft. Note: If your tires show uneven wear ask an authorized dealer to check for
and correct any wheel misalignment, tire imbalance or mechanical problem involved before tire
rotation. The definitions of these items are listed below. Note that the tire size, load index and
speed rating for your vehicle may be different from this example. Page Tires, Wheels and
Loading Note: You may not find this information on all tires because it is not required by federal
law. Note: Tire Quality Grades do not apply to this type of tire. Note: The temporary tire size for
your vehicle may be different from this example. Page Tires, Wheels and Loading vehicle

placard or tire inflation pressure label. If your vehicle has tires of a different size than the size
indicated on the vehicle placard or tire inflation pressure label, you should determine the proper
tire inflation pressure for those tires. As an added safety feature, your vehicle has been
equipped with a tire pressure monitoring system TPMS that illuminates a low tire pressure The
pressure sensor is covered by the tire and is not visible unless the tire is removed. The
pressure sensor is located opposite degrees from the valve stem. Page Tires, Wheels and
Loading When you believe your system is not operating properly The main function of the Tire
Pressure Monitoring System is to warn you when your tires need air. It can also warn you in the
event the system is no longer capable of functioning as intended. Repair the damaged road
wheel and re-mount it on the vehicle to restore system functionality. When towing, trailer
tongue load weight is also part of cargo weight. Page Tires, Wheels and Loading Maximum
Loaded Trailer Weight â€” is the highest possible weight of a fully loaded trailer the vehicle can
tow. You decide to go golfing. Is there enough load capacity to carry you, 4 of your friends and
all the golf bags? You and four friends average lb. Your vehicle is not equipped to tow. No
towing packages are available through an authorized dealer. An example of recreational towing
would be towing your vehicle behind a motorhome. OFF, locks the steering wheel, automatic
transmission gearshift lever and allows key removal. This position also shuts the engine and all
electrical accessories off. Do not drive if you smell exhaust fumes. Important safety precautions
When the engine starts, the idle RPM runs faster to warm the engine. If the engine idle speed
does not slow down automatically, have the vehicle checked. If starting a vehicle with a manual
transmission: 1. Make sure the parking brake is set. Push the clutch pedal to the floor. Page
Driving Starting the engine 1. Excessive cranking could damage the starter. Note: If the engine
does not start on the first try, turn the key to OFF, wait 10 seconds and try again. WARNING: To
reduce the risk of electrical shock, do not use your heater with ungrounded electrical systems
or two-pronged cheater adapters. How to use the engine block heater Ensure the receptacle
terminals are clean and dry prior to use. To clean them, use a dry cloth. The ABS will be
activated immediately, allowing you to retain steering control during hard braking and on
slippery surfaces. WARNING: If the parking brake is fully released, but the brake warning lamp
remains illuminated, the brakes may not be working properly. Turn the ignition to the OFF
position and remove the key whenever you leave your vehicle. Page Driving D Drive without
Overdrive Overdrive can be deactivated by pressing the transmission control switch on the side
of the gearshift lever. This will allow the wheels to spin, which may help to free your stuck
vehicle. Do not rock the vehicle if the engine is not at normal operating temperature or damage
to the transmission may occur. This will damage the clutch. Upshift according to the following
chart: Recommended upshifts for best fuel economy when accelerating 5-speed manual
transmission Shift from: 1 - Never drive through water that is higher than the bottom of the
wheel rims for cars or the bottom of the hubs for trucks. This program is separate from the New
Vehicle Limited Warranty. Page Assistance, call Canadian customers who require roadside
assistance, call If you need to arrange roadside assistance for yourself, Ford Motor Company
will reimburse a reasonable amount for towing to the nearest dealership within 35 miles. To
obtain reimbursement information, U. After an accident, if the engine cranks but does not start,
this switch may have been activated. Page Fuses Roadside Emergencies The fuses are coded
as follows. Page Ford. If the dissimilar spare tire or wheel is damaged, it should be replaced
rather than repaired. Pull far enough off the road to avoid the danger of being hit when
operating the jack or changing the wheel. Page Roadside Emergencies 4. Loosen each wheel
lug nut one-half turn counterclockwise but do not remove them until the wheel is raised off the
ground. The vehicle jacking points are depicted on the yellow warning label on the jack shown
here 2-door model shown, 4-door model similar. Note: The temporary mobility kit sealant
compound in the canister is to be used for one tire only. See your Ford authorized dealer for
additional replacement sealant canisters. Air compressor inside 2. Diverter knob 3. Air pressure
gauge 5. Sealant filling clear tube 7. Sealant tube â€” tire valve connector 8. Yellow cap tool 9.
Air compressor hose Air hose â€” tire valve connector Drive only to the closest Ford Motor
Company authorized dealer or tire repair shop to have your tire inspected. Page Always store
the kit in its original location. Do not use the transparent hose which is designed for sealant
application only. Page Roadside Emergencies Do not remove any foreign object that has
pierced the tire. If a puncture is located in the tire sidewall, stop and call roadside assistance.
Remove the valve cap from the tire valve. Unwrap the clear tube from the compressor housing.
Page Roadside Emergencies 8. Note: When the sealing compound is first added into the tire, the
air pressure gauge reading on the compressor unit may indicate a higher value; Page After
using the temporary mobility kit to seal your tire, you will need to replace the sealant canister
and clear tube hose. Sealing compound and spare parts can be obtained and replaced at an
authorized Ford Motor Company dealership or tire dealer. Empty sealant bottles may be

disposed of at home; Page miles km. The sealed tire should be inspected immediately. You can
check the tire pressure any time within the miles km by performing the procedure from Second
stage: Checking tire pressure listed previously. Page Roadside Emergencies 3. Using the yellow
cap tool, press the tab located on the temporary mobility kit compressor housing while pulling
up on the sealant canister. Installation of the Sealant Canister to the Temporary Mobility 1. Align
the sealant canister with the temporary mobility kit housing. Page 3. Wrap the clear tube around
the compressor housing. Note: If you experience any difficulties with the removal or installation
of the sealant canister, consult your Ford Motor Company authorized dealer for assistance. Use
only Ford recommended replacement fasteners. WARNING: When a wheel is installed, always
remove any corrosion, dirt or foreign materials present on the mounting surfaces of the wheel
or the surface of the wheel hub, brake drum or brake disc that contacts the wheel. An explosion
could result in injury or vehicle damage. Do not attempt to push-start your automatic
transmission vehicle. Page Roadside Emergencies Connecting the jumper cables 1. Note: In the
illustrations, lightning bolts are used to designate the assisting boosting battery. Connect the
negative - cable to the negative - terminal of the assisting battery. Page Roadside Emergencies
Jump starting 1. Start the engine of the booster vehicle and run the engine at moderately
increased speed. Start the engine of the disabled vehicle. Once the disabled vehicle has been
started, run both engines for an additional three minutes before disconnecting the jumper
cables. After the disabled vehicle has been started and the jumper cables removed, allow it to
idle for several minutes so the engine computer can relearn its idle conditions. Page Wrecker
Towing It is recommended that your vehicle be towed with a wheel lift or flatbed equipment. Do
not tow with a slingbelt. Ford Motor Company has not approved a slingbelt towing procedure. If
your vehicle is to be towed from the rear using wheel lift equipment, the front wheels drive
wheels must be placed on a dolly to prevent damage to the transmission. Away from home If
you own a Ford or Mercury vehicle and are away from home when your vehicle needs service,
or if you need more help than the authorized dealer could provide, after following the steps
described above, contact the Ford Customer Relationship Center to find an authorized dealer to
help you. Page If you own a Lincoln vehicle and are away from home when your vehicle needs
service, or if you need more help than the authorized dealer could provide, after following the
steps described above, contact the Ford Customer Relationship Center to find an authorized
dealer to help you. Page Customer Assistance In some states in the U. Ford is also allowed a
final repair attempt in some states. Page You are not bound by the decision but may choose to
accept it. If the arbitrator has decided in Page Customer Assistance If you did not take
advantage of the Ford Extended Service Plan at the time of purchasing your vehicle, you may
still be eligible. Since this information is subject to change, please ask your authorized dealer
for complete details about Ford Extended Service Plan coverage options, or visit the Ford ESP
website at Page Reporting Safety Defects U. The high-pressure fluid could penetrate the sealed
parts and cause damage. These may include hot wax treatments used by commercial car
washes, water repellent coatings, tree sap, or other organic contamination; Such products
could contaminate the side-airbag system and affect performance of the side airbag in a
collision. These quality products have been specifically engineered to fulfill your automotive
needs; they are custom designed to complement the style and appearance of your vehicle. If
your vehicle requires professional service, your authorized dealer can provide the necessary
parts and service. Set the parking brake and shift to P Park. Block the wheels. Set the parking
brake, depress the clutch and place the gearshift in N Neutral. Page Engine Compartment
Maintenance and Specifications 3. Lift the hood and locate the prop rod on the passenger side
of the vehicle near the fender. Support the hood with the prop rod. Engine oil filler cap 2. Page
In very cold weather, do not fill the reservoir completely. Do not use any special washer fluid
such as windshield water repellent type fluid or bug wash. They may cause squeaking, chatter
noise, streaking and smearing. Pull the wiper blade and arm away from the glass. Turn the blade
at a right angle to the arm. Push the lock tab A to release the blade from the arm loop and pull
the blade down toward the windshield to remove it from the arm. Page Engine Oil And Filter
Recommendations Change your engine oil and filter according to the appropriate schedule
listed in the scheduled maintenance information. Ford production and aftermarket Motorcraft oil
filters are designed for added engine protection and long life. If a replacement oil filter is used
that does not meet Ford material and design specifications, start-up engine noises or knock
may be experienced. For longer, trouble-free operation, keep the top of the battery clean and
dry. Batteries contain sulfuric acid. Avoid contact with skin, eyes or clothing. Shield your eyes
when working near the battery to protect against possible splashing of acid solution. In case of
acid contact with skin or eyes, flush immediately with water for a minimum of 15 minutes and
get prompt medical attention. Follow your local authorized standards for disposal. Call your
local authorized recycling center to find out more about recycling automotive batteries. Page

Maintenance and Specifications When the engine is cold, check the level of the engine coolant
in the reservoir. Mixing Motorcraft Specialty Orange Engine Page Recycled engine coolant Ford
Motor Company does NOT recommend the use of recycled engine coolant in vehicles originally
equipped with Motorcraft Premium Gold Engine Coolant since a Ford-approved recycling
process is not yet available. Fill your engine coolant reservoir as outlined in Adding engine
coolant in this section. If the engine reaches a preset over-temperature condition, the engine
will automatically switch to alternating cylinder operation. Refer to scheduled maintenance
information for the appropriate intervals for changing the fuel filter. Replace the fuel filter with
an authorized Motorcraft part. The customer warranty may be void for any damage to the fuel
system if an authorized Motorcraft fuel filter is not used. Fuel such as gasoline is highly toxic
and if swallowed can cause death or permanent injury. Page The customer warranty may be
void for any damage to the fuel tank or fuel system if the correct genuine Ford, Motorcraft or
other certified fuel filler cap is not used. If the fuel filler cap is venting vapor or if you hear a
hissing sound, wait until it stops before completely removing the fuel filler cap. Page
Maintenance and Specifications prohibited by law and could damage your vehicle. Do not use
fuel containing methanol. It can damage critical fuel system components. Your vehicle was not
designed to use fuel or fuel additives with metallic compounds, including manganese-based
additives. Running out of fuel Avoid running out of fuel because this situation may have an
adverse effect on powertrain components. Page Maintenance and Specifications empty. Empty
reserve is the small amount of fuel remaining in the fuel tank after the fuel gauge indicates
empty. The amount of usable fuel in the empty reserve varies and should not be relied upon to
increase driving range. When refueling your vehicle after the fuel gauge indicates empty, you
might not be able to refuel the full amount of the advertised capacity of the fuel tank due to the
empty reserve still present in the tank. Page Maintenance and Specifications economy under
current driving conditions. Additionally, keeping records during summer and winter will show
how temperature impacts fuel economy. In general, lower temperatures give lower fuel
economy. Driving style â€” good driving and fuel economy habits Give consideration to the lists
that follow and you may be able to change a number of variables and improve your fuel
economy. Page If other than Ford, Motorcraft or Ford-authorized parts are used for maintenance
replacements or for service of components affecting emission control, such non-Ford parts
should be equivalent to genuine Ford Motor Company parts in performance and durability. Page
Maintenance and Specifications a malfunction. Temporary malfunctions may cause the Service
engine indicator to illuminate. Examples are: soon 1. The vehicle has run out of fuelâ€”the
engine may misfire or run poorly. Poor fuel quality or water in the fuelâ€”the engine may misfire
or run poorly. Page Maintenance and Specifications for 15 seconds without cranking the engine.
The fluid level will drop slowly as the brakes wear, and will rise when the brake components are
replaced. Page Maintenance and Specifications 6. Install the dipstick making sure it is fully
seated in the filler tube. Remove the dipstick and inspect the fluid level. The fluid should be in
the designated areas for normal operating temperature. Low fluid level Do not drive the vehicle
if the fluid level is at the bottom of the dipstick and the outside temperatures are Page Air Filter
S 5. Install and tighten the fill plug securely. Use only fluid that meets Ford specifications. Refer
to the Maintenance product specifications and capacities section in this chapter. Release the
clamps that secure the air filter housing cover. Carefully separate the two halves of the air filter
housing. Remove the air filter element from the air filter housing. Page PCV valve. Replace the
PCV valve with one that meets Ford material and design specifications for your vehicle, such as
a Motorcraft or equivalent replacement part. The customer warranty may be void for any
damage to the emissions system if such a PCV valve is not used. P Compression ratio World
manufacturer identifier 2. Vehicle line, series, body type 4. Engine type 5. Check digit 6. These
quality accessories have been specifically engineered to fulfill your automotive needs; they are
custom designed to complement the style and aerodynamic appearance of your vehicle. Page
Index Index Air cleaner filter Page Cruise control refill capacities Page Index Event data
recording Page Index Motorcraft parts.. Page Index fluid, checking and adding Vehicle loading
Print page 1 Print document pages. Cancel Delete. Sign In OR. Don't have an account? Sign up!
Restore password. Upload from disk. Upload from URL. It can be more huge to aid everyone.
Your chairs are comfy and protecting pertaining to long range generating. The motorist easy
chair is actually completely flexible to compliment individuals of assorted measurements. The
back again seat can even be cozy and enormous. The settings is roofed using leather pertaining
to much better as well as specific driving a car. Ford Focus Diagram Manual. Ford Focus This
particular high-tech system enables the dog owner to generate hands-free cell phone calls
whilst driving. It is usually fitted with all the standard six safety bags pertaining to basic safety.
Anti-lock braking system is available with the optionally available time frame. Its outdoor
seemed to be repaired. The particular hatchback kind of its forerunners has been taken out. The

actual 08 Ford Target now is for sale in vehicle or even 4 door vehicles. With the vitality and
gratifaction elements, the brand new Target features a lot more energy compared to past types.
The Ford Target includes a A couple of. In addition, it includes a five-speed guide book or even
4-speed automatic transmission. A basic travel can be expected from the 08 Frd Emphasis
whether inside area roads or perhaps throughout the streets. It is recognized as probably the
most peaceful vehicle among the type. If this entails rates, the automobile is comparatively
cheaper. In comparison towards the various other automobiles, Focus costs less to get more
characteristics as well as a a little successful motor. Frd offers definitely been successful inside
overhauling the Target versions
tire pressure sensor fault lincoln navigator
1998 chevy blazer interior
wikipedia overdrive
which include creating Frd Focus commitment use well-liked. Though body chassis remains to
be the identical, the particular additions possess surely created the particular Kia Focus more
fun and comfortable drive an automobile about form of hosting or perhaps agreement retain the
services of customers. Your email address will not be published. This site uses Akismet to
reduce spam. Learn how your comment data is processed. Ford Focus Diagram Manual A basic
travel can be expected from the 08 Frd Emphasis whether inside area roads or perhaps
throughout the streets. Ford Focus Diagram Manual Frd offers definitely been successful inside
overhauling the Target versions which include creating Frd Focus commitment use well-liked.
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