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R. Power is strong all over, and it corners great, suspension is top notch and very forgiving for
stock. The reverse gear is awesome, and is set up on the handlebars perfectly. It is happy on
the trails, track, dunes and even backyard tracks. They are all great places for this machine to
make you happy. This one has a programmable ECM that has been added to it too. Stop in or
give us a call today!!! Each bike goes through rigorous inspection, cleaning and examination
before we feel comfortable considering it a part of our inventory and available for sale. Once we
are through with our thorough inspections and cleanings and the bike has been approved for
sale, we photograph it from all angles. The picture views assure to our clients that the bike is in
good condition and there are no flaws to hide, which is important to both us and to our online
buyers. Be sure to check out brennys dot com for this, and lots of other bikes, scooters, and
ATVs!! Original owner. New starter, spark plug, nerf bars and battery which has a lifetime
warranty. Electric start, oil change and filter done 3 months ago and has reverse. Love my bike.
Must sell due to medical reasons. Transportation available for a small fee. Title free and clear.
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in the woods and to minimize the fuss of getting there. This highly advanced racing ATV comes
with all the performance and technology necessary to put riders at the head of the pack. OBO
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ring chain along with new front and rear sprockets replaced starter and battery last year. New in
Super clean, low hours, only used 2x per year at Ocotillo, all stock, never tipped over, no
damage, cracks or scratches in plastic. Meticulous maintenance by old guy who has owned
motorcycles, jet skis, snowmobiles, etc. Gas and go. Very fun and very fast! Current
registration, title in hand and in my name. I'm located in Huntington Beach off the and
Brookhurst. Excellent condition. Bought new. One owner. Always garaged. New battery. Very
low hours. Completely stock. Perfect quad. Gresham, OR. Baton Rouge, LA. Fort Rice, ND.
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and content. I have a KFX R. Just got it back from the shop and supposedly they did a full tune
up and check over of my ATV. Now all of sudden Im having problems that i did not have before.
One Problem that Im having is when the start the KFX R it starts up, but it makes the clicking or
knocking noise for the first seconds after being started. The sounds goes away and it will run
fine but if you hit the starter button again the clicking noise comes back, but only when you hit
the starter button. Sounds like the noise it coming right below the seat, around where the spark
plug is. Any one have any suggestions on what this could be? The second problem Im having is
i have just a little bit of oil leaking out of seals on the top of the engine where would would
access the piston. Could this just be i need to replace a seal or ring on the piston top cover?
Besides those two problems the quad is running fine. There is no loss of power to running
weird or funny at all. If any one has any suggestions or anything they feel would help me out, i
would appreciate a tons man. I would be taking it back to the stealership and make them fix it
the right way, since they where the ones that didn't do it right the first time. You can post now
and register later. If you have an account, sign in now to post with your account. Note: Your
post will require moderator approval before it will be visible. Paste as plain text instead. Only 75
emoji are allowed. Display as a link instead. Clear editor. Upload or insert images from URL. Not
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others have cleaned their air filters in the kitchen sink, used gasoline, or used flash solvent I'm
going to wash the air box seal in the sink and give it a good dry One more thing No-Toil or
Bel-Ray for filter oil? Forward 4x4 works fine but only 2 wheel when shifted into reverse. Can I
fix that? How please? Head scratching! Demon Run Locked up Honda Foreman full rebuild.
Sold the pit bike but when I took the top end off the piston I only found half a piston left. So
knowing the rest of the piston was down in the crankcase I knew it had to be pulled and gone
thru completely. Now I have the motor torn down completely and have all the parts of the piston
removed. I know the rod and crankshaft is shot heat discoloration and too much up and down
play rod to crankshaft. I know this motor died from heat as the oil in the head smelled like
popcorn. So what should I check to make sure I fix the issue overheating I assume and not just
the symptoms blown up motor lol. What's a good size ATV to start a 10 year old on? What's a
good size to start a 10 year old on? Bayou Top end rebuild: NO start. Could be timing? Hey
there all, First off thanks for the board. My Bayou has survived 3 teenagers and is on its 4th
now. Now that I have it all back together, it fails to start. I've pulled the starter rope until my arm
is tired. So I will be as detailed as possible and hopefully get some help. Completed: -New Head
gasket -New Valve seals -New piston standard -New rings standard -All new seals -Cleaned up
head and valves didn't do any resurfacing, as it all cleaned up pretty easy -All torqued to spec
-Piston ring gaps all checked out -Valve clearances Intake:. Not too tight, not too loose. Will
NOT from carb and or intake valve. Here are my questions and concerns: -I didn't realize dummy
me that there are 2 TDC's. How do I know if I'm on the right one? I just aligned the cam gear
dimple with the cam and put it in. No alignment. Thanks ahead of time. Starter Problems Kodiak
Automatic. It was running fine the day before I am no expert so can someone please help me.
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information contained in this publication is based on the latest product information available at
the time of publication. Illustrations and photographs in this publication are intended for
reference use only and may not depict actual model component parts. Second Edition 1 :Mar.
Special tools, gauges, and testers Indicates a procedural step or work to be that are necessary
when servicing Kawasaki done. Model Identification General Specifications Unit Conversion
Table To facilitate actual operations, notes, illustra- tions, photographs, cautions, and detailed
descriptions have been included in each chapter wherever necessary. Gaskets, O-rings, Oil
seals, Grease seals, circlips or cotter pins must be replaced with new ones whenever
disassembled. Then tighten them according to the specified se- quence to prevent case
warpage or deformation which can lead to malfunction. Be sure to maintain proper alignment
and use smooth movements when installing. Ball Bearing and Needle Bearing Do not remove
pressed ball or needle unless removal is absolutely necessary. Lubri- cation points are called
out throughout this manual, apply the specific oil or grease as specified. Direction of Engine
Rotation When rotating the crankshaft by hand, the free play amount of rotating direction will
affect the adjustment. Overall Width 1 mm Overall Height 1 mm Wheelbase 1 mm Ground
Clearance mm 4. Seat Height mm Rear: Type Swingarm Wheel Travel mm Torque and Locking
Agent The initial maintenance is vitally important and must not be neglected. Page Torque And
Locking Agent MO: Apply molybdenum disulfide oil solution mixture of the engine oil and
molybdenum disulfide grease in a weight ratio R: Replacement Parts S: Follow the specified
tightening sequence. Si: Apply silicone grease. SS: Apply silicone sealant Kawasaki Bond: St:
Stake the fasteners to prevent loosening. Use this table for only the bolts and nuts which do not
require a specific torque value. All of the values are for use with dry solvent-cleaned threads.
Drive Chain Slack â€” â€” â€” Drive Chain 20 Link Length mm Rear Sprocket Warp 0. If the
throttle lever does not return properly, check the throttle cable routing, lever free play, and
cable damage. After draining, be sure to install the drain plug and clamp firmly. When the fuel
hose is disconnected, fuel spills out from the hose and the pipe. Keep the steam gun away more
than 0. Hold the steam gun perpendicular to the core sur- face. First turn the cap
counterclockwise to the first step. If hard water is used in the system, it causes scale
accumulation in the water passages, considerably reducing the efficiency of the cooling
system. At this time, apply engine oil to the shim or the valve lifter to keep the shim in place
during camshaft installation. If the tire is cut or cracked, replace it. If the chain is especially
dirty, it should be washed in diesel oil or kerosene, and afterward soaked in a heavy oil. Replace
the chain guide if it shows any signs of abnormal wear or damage. Chang- ing the rear brake
fluid is the same as for the front brake. If the steering action is not smooth, or if the steering
binds or catches before the stop, lubricate the steering stem bearing. If the gap is incorrect,
carefully bend the side electrode [B] with a suitable tool to obtain the correct gap. Spark Plug
Gap 0. Also, check to see that each cotter pin is in place and in good condition. DFI System DFI
Parts Location Inlet Air Pressure Sensor 2. Crankshaft Sensor 3. Injector 4. Main Throttle Sensor
5. Delivery Pipe 6. Main Throttle Valve 7. Fuel Pump 8. Pressure Regulator 9. Fuel Tank Air
Cleaner Element Page 70 Engine Stop Switch Ignition Coil Spark Plug Main Fuse 30 A Battery 12
V 6 Ah Vehicle-down Sensor Kawasaki Diagnostic System Connector Self Diagnosis Terminal
Ignition Coil 1 Signal Injector Signal 2. Radiator Fan Relay Signal Fuel Pump Relay Signal 3.
Unused ing Light ECU Ground 4. Unused Do not use any other battery except for a 12 V sealed
battery as a power source. Be sure to install the oil filler plug [A] after filling the engine oil.
Clutch Cover [B] In addition, the condition of the problem is stored in the mem- ory of the ECU
electronic control unit. Page 79 After measurement, remove the needle adapters and ap- ply
silicone sealant to the seals [A] of the connector [B] for waterproofing. A fully charged battery is
a must for conducting accurate tests of the DFI system. If the connector is corroded or dirty,
clean it carefully. If it is damaged, replace it. Connect the connectors securely. It is meant
simply as a rough guide to assist the troubleshooting for some of the more common difficulties.
Vehicle-down sensor coming off Reinstall see chapter 3. Vehicle-down sensor trouble Inspect
see chapter 3. Valve not seating properly valve bent, worn or Inspect and repair or replace see
chapter 5. Fuel pressure too low or too high Inspect see chapter 3. Inlet air pressure sensor
trouble Inspect see chapter 3. Water temperature sensor trouble Inspect see chapter 3. Inspect
and clean fuel system see chapter 3. Clogged fuel filter or pump screen Inspect and replace fuel
pump see chapter 3. Fuel pump trouble Inspect see chapter 3. Drive train trouble Inspect drive
chain see chapter 2 and sprocket see chapter No valve clearance Adjust see chapter 2. Cylinder,
piston worn Inspect and replace see chapter 5. Piston ring bad worn, weak, broken or sticking
Inspect and replace see chapter 5. Air cleaner O-ring damaged Replace see chapter 3. Too low
fuel pressure Inspect fuel line and fuel pump see chapter 3. Water temperature sensor trouble
Inspect and replace see chapter 3. Such a shock to the sensor can dam- age it. Main Throttle
Sensor Such a shock to the part can damage it. Inlet Air Pressure Sensor Such a shock to the

sensor can damage it. Water Temperature Sensor If the engine cannot be started, the
self-diagnosis system does not detect dynamic condi- tion of the crankshaft sensor.
Vehicle-down Sensor Put the grip end onto your ear, and listen whether the injector is clicking
or not. Ignition Switch 3. Engine Stop Switch 4. Fuel Pump Relay 5. Fuel Pump Fuse 10 A 6.
Main Fuse 30 A 7. Battery 12 V 6 Ah 8. Such a shock to the ECU can damage it. Read the
pressure at the average of the maximum and minimum indications. If the fuel pressure is much
lower than specified, the fuel pressure regulator in the fuel pump have been clogged or stuck.
When the fuel hose is disconnected, fuel spills out from the hose and the pipe because of
residual pressure. Cover the hose connection with a piece of clean cloth to prevent fuel
spillage. Such a shock to the pump can damage it. Make sure the area is well-ventilated and free
from any source of flame or sparks; Turn the ignition switch OFF. Make sure the area is
well-ventilated and free from any source of flame or sparks; this includes any appliance with a
pilot light. Coolant Flow Chart Special Tools Coolant Deterioration Inspection Coolant Level
Inspection Coolant Draining Coolant Filling Air Bleeding When the engine starts, the water
pump turns and the coolant circulates. If whitish cotton-like wafts are observed, aluminum parts
in the cooling system are corroded. If the coolant is brown, iron or steel parts are rusting. In
either case, flush the cooling system. First turn the cap counterclockwise to the first stop and
wait there for a few seconds. Then push down and turn it further in the same direction and
remove the cap. When this accumulation is suspected or observed, flush the cool- ing system. If
this accumulation is not removed, it will clog up the water passages and considerably reduce
the effi- ciency of the cooling system. If there are obstructions to air flow, remove the radiator
and remove obstructions. If the corrugated fins [A] are deformed, carefully straighten them.
Avoid sharp bending, kink- ing, flattening, or twisting. Special Tools and Sealant Cylinder Head
Cover Page Closed coil end faces down. EO: Apply engine oil. G: Apply grease. L: Apply
non-permanent locking agent. MO: Apply molybdenum disulfide oil. Exhaust Inlet Camshaft
Journal Clearance 0. Camshaft Journal Diameter Inner Cylinder and Pistons Cylinder Inside
Diameter The push rod does not return to its original position once it moves out to take up
camshaft chain slack. Observe all the rules listed below: When removing the tensioner, do not
take out the mounting bolts only halfway. This will warp the cylinder head. Special Tool - Valve
Guide Reamer, 5. This valve seat cutter is developed to grind the vale for repair. Therefore the
cutter must not be used for other purposes than seat repair. Do not drop or shock the valve seat
cutter, or the dia- mond particles may fall off. If the seat area is not in the right place on the
valve, check to be sure the valve is the correct part. If it is, it may have been refaced too much;
The rings should fit perfectly parallel to groove surfaces. If not, replace the piston and all the
piston rings. Wait until the muffler cools down. Clutch Lever and Cable Clutch Lever Free Play
Inspection Clutch Lever Free Play Adjustment Clutch Lever Installation Clutch Cable Removal
Clutch Cable Installation Friction Plate lining block: 45 slots 7. Clutch Lever Free Play â€” â€”
â€” Clutch 2. Friction Plate Thickness 2. Friction Plate Warp 0. If there are notches worn into the
clutch hub splines [A], replace the clutch hub. Special Tool - Gear Holder, m2. Torque - Gear
Positioning Lever Nut: 8. Lubrication System Chart Engine Oil and Oil Filter Engine Oil Level
Inspection Engine Oil Change Oil Filter Change Oil Screen Scavenge Removal Oil Screen Feed
Removal Oil Screen feed 2. Oil Pump feed 3. Oil Pressure Relief Valve 4. Oil Filter 5. Crankshaft
6. Oil Pipes 7. Oil Screen scavenge 8. Oil Pump scavenge 9. Oil Pipe Piston Oil Nozzle Engine
Removal Engine Installation Torque - Swingarm Pivot Shaft Nut : Crankcase Disassembly
Crankcase Assembly L: Apply a non-permanent locking agent. LG: Apply liquid gasket
Kawasaki Bond: R: Replacement parts S: Follow the specified tightening sequence. St Stake the
fastener Clearance 0. Removal may damage them. If flywheel misalignment cannot be corrected
by the above method, replace the crank pin or the crankshaft itself. Drive Shaft Reverse Idle
Gear 16T Reverse Gear 11T A bent fork may cause difficulty in shifting, or allow the
transmission to jump out of gear when under power. Removal may damaged them. Instead of
measuring, inspect the bearing for abrasion, color change, or other damage. If there is any
doubt as to the condition of a needle bear- ing, replace it. W: Apply water or soap and water
solution. When there is toe-in, the distance A Rear is the greater than B Front as shown. The
purpose of toe-in is to prevent the front wheels from getting out of parallel at any time, and to
prevent any slip- ping or scuffing action between the tires and the ground. Now the front wheels
are parallel to each other and to the center line of the vehicle. Do not reuse the air valve. This
helps the tire beads slip off the rim flanges. Page Tire Inspection Deflate the tire to the specified
pressure. Tire Air Pressure when cold Front: 30 kPa 0. If any hub bolt [A] is damaged, replace it.
Chain Slack â€” â€” â€” Chain link Length mm If they are worn as illustrated or damaged,
replace the sprocket. Rear 4. Disc Thickness 3 mm 0. Disc Runout Never reuse old brake fluid.
Do not use fluid from a container that has been left unsealed or that has been open for a long
time. Bleeding the rear brake line is the same as for the front brake. CAUTION Except for the

disc pads and disc, use only disc brake fluid, isopropyl alcohol, or ethyl alcohol for cleaning of
the brake parts. Take care that nei- ther the cylinder nor the piston skirt gets scratched. Oil on a
disc must be cleaned off with an oilless cleaning fluid such as trichloroethylene or acetone.
Replace the disc if it has worn past the service limit. Disc Thickness 3. Standard: Service Limit:
3 mm 0. If ad- justment is improper, the brake could drag and overheat. This could damage the
brake assembly and possibly lock the wheel resulting in loss of control. If it moves more than 2
mm 0. R: Replacement Parts Also the damping force can be adjusted easily so changing oil
viscosity unnecessary. Counterclockwise from the fully seated position. Adjustable Range If
bushings are worn, cracked, hardened, or otherwise damaged, replace them. If the damping
feels too soft or too stiff, adjust it in accor- dance with the following table. Seated position:
adjuster turned fully clockwise [A]. If bushing is worn, cracked, hardened, or otherwise damaged, replace it. Forcing or tapping on a bolt could damage the bolt, sleeve, and bearing. If the
sleeve is worn past the service limit, replace the sleeve. If the steering stem is bent, replace the
steering stem. If roughness, excessive play, or seizure is found, replace the tie-rod end. If
damage, wear or deterioration is found, replace the tie -rod end. Torque - Air Cleaner Housing
Bolts: 8. If there is any damage to the frame, replace it. M: Apply molybdenum disulfide grease.
Learn and ob- serve all the rules below. This will burn out the diodes in the electrical parts. If
any wiring is defective, replace the damaged wiring. Be sure to use the dedicated electrolyte
container for correct electrolyte volume. Page 1. Forcibly prying off the sealing plug to add
water is very dangerous. Never do that. Charge for no more than 5 minutes at the increased
voltage then check if the battery is drawing current. If the battery will accept current [D],
decrease the voltage and charge by the standard charging method described on the battery
case. Page Charging System Fit the grommet [A] into the notch in the alternator cover. A short
or open in one of the coil wires will result in either a low output, or no output at all. A loss in
rotor magnetism, which may be caused by dropping or hitting the alternator, by leaving it near
an electromag- netic field, or just by aging, will result in low output. A tester other than the
Kawasaki Hand Tester may show different readings. Ignition Switch 2. Alternator 3. Battery 12 V
6 Ah 5. Main Fuse 30 A 6. Do not touch the spark plug, ignition coil, or spark plug lead while the
engine is running, or you could receive a severe electrical shock. CAUTION Do not disconnect
the battery cable or any other electrical connections when the ignition switch is on, or while the
engine is running. Ignition Switch Neutral Switch 2. Frame Ground Starter Lockout Switch
Engine Stop Switch 5. Main Throttle Sensor Tapping the shaft or body could damage the motor.
If any is worn down to the service limit, replace the brush assy. Frame Ground 2. Starter
Lockout Switch 3. Starter Control Relay Clutch 4. Neutral Switch 5. Starter Control Relay Neutral
6. Engine Stop Switch 7. Starter Button 8. Ignition Switch 9. Starter Relay Frame Ground 4. Light
Switch 5. Ignition Switch 6. If it is blown out, replace the fuse. Before replacing a blown fuse,
always check the amperage in the affected circuit. If the amperage is equal to or greater than the
fuse rating, check the wiring and related components for a short circuit. Fuel Hose 2. Parking
Brake Cable 3. Clamp Clamp the fuel hose and parking brake cable. Throttle Cable Radiator
Hoses 2. Coolant Overflow Hose 2. Run the coolant overflow hose into the bracket. Run the
coolant overflow hose into the guide of the radiator screen. Radiator Fan Motor Breather Hose
5. Run the coolant overflow hose and fan motor breather hose into the frame bracket hole. Main
Harness 2. Radiator Fan Breather Hose 3. Run the radiator fan breather hose into the guide of
the radiator screen. Radiator Fan Motor Lead Connector 5. Run the main harness, radiator fan
motor lead and fan motor breather hose into the guide of the radiator fan. Battery Negative â€”
Cable 4. Starter Relay 2. Starter Motor Cable 4. Clamp Clamp the starter motor cable and main
harness 5. Band Clamp the starter motor cable and main harness 6. Ignition Coil Front Brake
Hose 2. Run the front brake hose into the steering stem clamp
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bracket. Clamp the brake hoses. Run the front brake hoses under the upper suspension arm.
Rear Brake Hose 2. Clamp Clamp the rear breke hose and parking brake cable. Run the rear
brake and parking brake hoses into the guide of the clamp. Parking Brake Cable 2. Clutch Cable
3. Reverse Cable 4. Throttle Cable 5. Run the parking brake, clutch, reverse and throttle cable
into the steering stem clamp bracket. Band Clamp the parking brake cable and starter cable.
Band Clamp the front brake light switch lead. Band Clamp the starter lockout switch and left
handlebar switch lead. Band Clamp the main harness. Ignition Switch 5. Starter Relay 6. Bands
2. Clamp 3. Main Harness 4. Inlet Air Temperature Sensor Connector Rear Brake Light Switch
Lead 3. Band Clamp the parking brake cable and rear brake light switch. Neutral and Reverse
Switch Lead Part No. Print page 1 Print document pages. Cancel Delete. Sign In OR. Don't have
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