2009 ford e 150 cargo van

The Ford Econoline Cargo's updated interior and attractive new options should help it fend off
rival models from GM and Dodge. Ford's venerable Econoline Cargo a. E-Series has long been a
top seller among such four-wheeled beasts of burden. However, it last received a complete
redesign in Time moves relatively slowly in the passenger-van segment, but the Econoline
Cargo's age nonetheless leaves the door open for younger upstarts -- notably the Dodge
Sprinter, a rebadged Mercedes that was redesigned for -- to steal some of the spotlight.
Accordingly, Ford has taken numerous steps over the last couple years to spruce up its
venerable box on wheels. Last year saw the introduction of an aggressive new front fascia and
an updated suspension, and the Ford Econoline Cargo ups the ante with a redesigned
instrument panel and an impressive array of new options. As usual, the Econoline Cargo boasts
scads of space for whatever you need to haul. So does the Sprinter, of course, yet its
fuel-efficient but comparatively puny engines can't come close to matching the Econoline
Cargo's towing capacities, which range from 6, to 10, pounds. Indeed, there's plenty of grunt on
tap in all Econoline Cargos save for those saddled with the base 4. The new line of options
called Ford Work Solutions gives commercial buyers even more reasons to stick with the
E-Series, enabling everything from radio-frequency tracking of your power tools to the efficient
management of your fleet via a telematics and diagnostics system. Perhaps the most
noteworthy of these "solutions" is a Microsoft-powered in-dash computer that affords
high-speed Internet access as well as mobile printing via an available wireless printer. The
Econoline Cargo originated back when stonewashed jeans were still kind of cool, but Ford has
done an admirable job of keeping the van's technological side up-to-date. Behind the wheel,
Ford's van drives adequately, though the Sprinter still offers superior handling and refinement.
Like GM's offerings, the Econoline Cargo can't compete with the Sprinter's high-roof option,
which enables adults to stand up and move around the cabin. But the Econoline Cargo
otherwise offers extensive customizability -- and as for the handling, we doubt commercial van
shoppers really care how quickly these behemoths can go around corners. The Ford Econoline
Cargo may be a child of the 20th century, but numerous updates through the years have kept it
competitive in this utilitarian segment. As such, it earns our recommendation, though we'd
advise sampling the competition as well to determine which van best meets your needs.
Shoppers with lighter-capacity needs can start with the E model, while those with more
demanding requirements should focus on the E and E Super Duty models. These heavier-duty
vehicles come in two different lengths -- inches for the regular version and inches for the
Extended model -- and can haul more than 2 tons of gear, in the case of the E Super Duty van.
Functional extras include halogen headlights, a second-row bench seat, upgraded towing
packages, a limited-slip differential and performance axle ratios for increased towing capacity.
Those desiring more creature comforts and style can spring for forged aluminum wheels,
interior insulation, cloth upholstery, captain's chairs, cruise control, keyless entry, power
accessories, a navigation system, user-defined Upfitter switches, a rearview camera, satellite
radio, a six-speaker CD stereo and an auxiliary audio jack. For businesspeople who demand
additional customization, Ford offers several special packages that equip the E-Series with a
variety of racks, bins and drawers, as well as the abovementioned lineup of "Work Solutions.
The Ford Econoline Cargo offers four different engines, all sending power to the rear wheels.
The standard 4. A larger 5. Both engines are paired with a four-speed automatic transmission
and can run on E85 as well as gasoline. Engine upgrades on E Super Dutys include a 6. These
larger optional engines are coupled to a five-speed automatic transmission. Maximum tow
ratings range from 6, pounds for a base E to 10, pounds for a properly equipped E Super Duty.
The Econoline Cargo's Gross Combined Weight Rating GCWR -- the maximum amount a vehicle
can carry, including its own mass plus passengers, cargo and trailer -- ranges from 11, pounds
on the E to an impressive 20, pounds on a properly equipped E Super Duty. All Ford Econoline
Cargo vans come standard with four-wheel antilock disc brakes. A dash-mounted manual
deactivation switch for the front passenger airbag is optional, as is stability control on
non-diesel models. Side airbags are not available. The 4. Any of the uplevel engines should suit
most buyers just fine, particularly the torquey and relatively fuel-efficient diesel V8. Behind the
wheel, the Ford Econoline Cargo feels about how you'd expect. The turning circle is enormous,
and body roll in turns is akin to that of a commercial fishing boat riding out a squall. The ride is
better than it used to be, though, and most shoppers in this segment will gladly accept the
Econoline Cargo's forgettable handling characteristics in return for its impressive utility. Unlike
the Sprinter, there is no optional driver-side sliding door, nor different roof heights.
Standard-length vans have a maximum cargo capacity of cubic feet, while extended-length vans
check in with a voluminous cubic feet of space. Thanks to its redesigned dash layout, the
Econoline Cargo no longer time-warps you straight back to Available styles include E 3dr Van 4.
Doing so could save you hundreds or thousands of dollars. Edmunds also provides

consumer-driven dealership sales and service reviews to help you make informed decisions
about what cars to buy and where to buy them. Simply research the type of car you're interested
in and then select a used car from our massive database to find cheap prew-owned vehicles for
sale near you. Once you have identified a used vehicle you're interested in, check the
AutoCheck vehicle history reports, read dealer reviews, and find out what other owners paid for
the Used Ford Econoline Cargo. Is it better to lease or buy a car? Ask most people and they'll
probably tell you that car buying is the way to go. And from a financial perspective, it's true,
provided you're willing to make higher monthly payments, pay off the loan in full and keep the
car for a few years. Leasing, on the other hand, can be a less expensive option on a
month-to-month basis. It's also good if you're someone who likes to drive a new car every three
years or so. Popular searches. My notifications My Account. Review Features Save. View
Photos. Appraise this car. Dated platform, fixed roof height. Other years. List Price Estimate. ZIP
Code. See all for sale. Edmunds' Expert Review. Vehicle overview. The Ford Econoline Cargo
receives a redesigned instrument panel as well as new options such as user-defined Upfitter
switches, a navigation system, satellite radio and a rearview camera. Additionally, a new line of
options called Ford Work Solutions includes an in-dash computer with Internet access, which
can be paired with a mouse and printer. In the powertrain department, the 4. Stability control is
newly optional on gas-powered models. Read more. Write a review See all 1 reviews. I have my
answer now that i completed 1 full tank So the green sticker must be the cash flying out of my
walllet! See all 1 reviews of the Used Ford Econoline Cargo. Write a review. Frontal Barrier
Crash Rating. Dynamic Test Result No Tip. Risk Of Rollover Not Rated. See full safety scores.
People who viewed this also viewed See Inventory 4 average Rating out of 7 reviews.
Sponsored cars related to the Econoline Cargo. Sign Up. Quick Links Download this manual.
Instrument Cluster. Warning lights and chimes. Entertainment Systems. Auxiliary input jack.
Satellite radio information. Navigation system. Climate Controls. Heater only. Manual heating
and air conditioning. Turn signal control. Bulb replacement. Driver Controls. Steering wheel
adjustment. Power windows. Speed control. Upfitter controls. Message center. Locks and
Security. Anti-theft system. Owners Guide, 1st Printing. USA fus. Ford motor company ford
crown victoria owner's guide pages. Ford explorer sport trac automobile owner's manual pages.
Page 3 Ford Motor Company. Ford may change the contents without notice and without
incurring obligation. Please take the time to get well acquainted with your vehicle by reading
this handbook. The more you know and understand about your vehicle, the greater the safety
and pleasure you will derive from driving it. Page 5 Warning symbols on your vehicle When you
see this symbol, it is imperative that you consult the relevant section of this guide before
touching or attempting adjustment of any kind. Protecting the environment We must all play our
part in protecting the environment. To access this information, special equipment must be
directly connected to the recording modules. Ford Motor Company and Ford of Canada do not
access event data recorder information without obtaining consent, Some vehicles are equipped
with Powertrain Control Systems that can detect and store information about vehicle
modifications that increase horsepower and torque output; In addition, ambulance Ford
strongly recommends that drivers use extreme caution when using any device that may take
their focus off the road. Page 10 Introduction These are some of the symbols you may see on
your vehicle. Many lights will illuminate when you start your vehicle to make sure the bulb
works. If the light is blinking, engine misfire is occurring which could damage your catalytic
converter. A significant decrease in braking performance may occur. It will take you longer to
stop the vehicle. Have the vehicle checked by your authorized dealer. Driving extended
distances with the parking brake engaged can cause brake failure and the risk of personal
injury. Low tire pressure warning if equipped : Illuminates when your tire pressure is low. If the
light remains on at start up or while driving, the tire pressure should be checked. Overdrive off
if equipped : Illuminates when the overdrive function of the transmission has been turned off;
refer to the Driving chapter. If the light does not illuminate, have the transmission serviced
soon, or damage may occur. Engine coolant temperature gauge: Indicates engine coolant
temperature. Odometer: Registers the total miles kilometers of the vehicle. Refer to Message
center in the Driver Controls chapter on how to switch the display from Metric to English. Page
19 Instrument Cluster Engine oil pressure gauge: Indicates engine oil pressure. If the needle
falls below the normal range, stop the vehicle, turn off the engine and check the engine oil level.
Page 21 2. Page 23 Entertainment Systems Tuner : Press to manually go up or down the radio
frequency. Also use in menu mode to select various settings. Use adjust. Use to adjust the
audio between the left L and right R speakers. Press OK to close and return to the main menu.
Page 25 5. Page 26 Entertainment Systems Tune to the desired station. Check with your
authorized dealer for availability. Use to adjust. If a specific category is selected, Jazz, Rock,
News, etc. Page 32 Entertainment Systems Page 33 Entertainment Systems Page 35

Entertainment Systems 6. You should hear audio from your portable music player although it
may be low. Page 36 CD units are designed to play commercially pressed 4. Due to technical
incompatibility, certain recordable and re-recordable compact discs may not function correctly
when used in Ford CD players. Page 37 Do not use any irregular shaped CDs or discs with a
scratch protection film attached. CDs with homemade paper adhesive labels should not be
inserted into the CD player as the label may peel and cause the CD to become jammed. It is
recommended that homemade CDs be identified with permanent felt tip marker rather While
various files may be present, files with extensions other than mp3 , only files with the. Page 39
Note: SIRIUS reserves the unrestricted right to change, rearrange, add or delete programming
including canceling, moving or adding particular channels, and its prices, at any time, with or
without notice to you. Ford Motor Company shall not be responsible for any such programming
changes. Fan speed adjustment: Controls the volume of air circulated in the vehicle.
Temperature selection: Controls the temperature of the airflow in the vehicle. Air flow
selections: Controls the direction of the airflow in the vehicle. Turns on the parking lamps,
instrument panel lamps, license plate lamps and tail lamps. Turns the headlamps on. Daytime
running lamps DRL if equipped Turns the headlamps on with a reduced output. Page
Headlamps Lights Flash to pass Pull toward you slightly to activate and release to deactivate.
Move the control to the full upright position, past detent, to turn on the interior lamps. Page 47
Lights To adjust the headlamps: 1. Park your vehicle on a level surface about 25 feet 7. Check
your headlamp alignment at night or in a dark area so that you can see the headlamp beam
pattern. Page 48 Lights 7. On the wall or screen, locate the high intensity area of the beam
pattern. The left edge of the high intensity area should be even with the vertical line
corresponding to the headlamp under adjustment. If the left edge of the high intensity area is
not even with the vertical line, follow the next step to adjust it. Page Turn Signal Control 5.
Locate the vertical adjuster on the back of each headlamp, then use a long Phillips 2
screwdriver to turn the adjuster either counterclockwise to adjust down or clockwise to adjust
up aligning the upper edge of the light pattern up to the horizontal line. Page Bulb Replacement
Lights Cargo lamps The dome portion of the cargo lamp, the center light, can be turned on
when the headlamp control is rotated fully counterclockwise or when any door is opened. With
the ignition key in the accessory or on position, the rear lamp can be turned on or off by sliding
the control. Page 52 Lights Replacing exterior bulbs Check the operation of all bulbs frequently.
Replacing headlamp bulbs aerodynamic 1. Make sure the headlamp switch is in the off position
and open the hood. Remove the three screws from the top and bottom front of the headlamp
assembly and pull the assembly straight out. Page 53 Lights 2. Remove the four screws and the
retaining ring. Disconnect the electrical connector from the lamp and remove the lamp. To
install the new lamp, follow the removal procedures in reverse order. Page 54 Lights Replacing
side marker bulbs 1. Make sure the headlamp control is in the off position. Remove the
headlamp assembly. Refer to Replacing headlamp bulbs in this section. Aerodynamic Sealed
beam 3. Rotate the bulb socket counterclockwise and remove. Page 55 Lights Replacing
high-mount brakelamp bulbs On vehicles without a rear headliner, the interior cargo lamp if
equipped will have to be removed from under the high-mount brakelamp assembly located
inside the vehicle. Then, do the following: 1. Remove the two screws from the high-mount
brakelamp assembly and lift the lamp from the vehicle. Follow the same steps to replace any of
the bulbs: 1. Turn the headlamp switch to the off position and then remove the four screws and
the lamp assembly from vehicle. Pull and hold the steering wheel release control toward you.
Move the steering wheel up or down until you find the desired location. Release the steering
wheel release control. Page 59 Driver Controls Storage compartment if equipped Press the
release on the door to open the storage compartment. The storage compartment may be used to
secure sunglasses or a similar object. Installing a garage door opener if equipped The storage
compartment can be converted to accommodate a variety of aftermarket garage door openers:
1. Page 61 3. The display should show the current zone number. The display will flash and then
return to normal operation. If the power point or cigar lighter socket is not working, a fuse may
have blown. Refer to Fuses and relays in the Roadside Emergencies chapter for information on
checking and replacing fuses. Page 63 Press and pull the window switches to open and close
windows. Page Mirrors Driver Controls The mirror will automatically return to the normal state
whenever the vehicle is placed in R Reverse to ensure a bright clear view when backing up. Do
not block the sensors on the front and back of the interior rear view mirror since this may impair
proper mirror performance. Page 65 Driver Controls Spotter mirror on telescoping mirror if
equipped The spotter mirror has a swivel that allows it to tilt up and down, and also to tilt left
and right to increase side and rear visibility. Fold-away mirrors The mirrors can be manually
folded forward or backwards for narrow spaces like driving through an automatic car wash or
backing out of a garage with the trailer tow mirror. Setting speed control The controls for using

your speed control are located on the steering Note: When you turn off the speed control or the
ignition, your speed control set speed memory is erased. Remember to turn the ignition off
when refueling to allow this feature to correctly detect the added fuel. Page 72 Driver Controls 2.
Selectable languages are English, Spanish and French 3. Autolock This feature automatically
locks all vehicle doors when the vehicle is shifted into any gear and when the vehicle is in
motion over 13 mph Page 73 Driver Controls 3. Oil Life Reset and Start Value An oil change is
required whenever indicated by the message center and according to the recommended
maintenance schedule. Page 74 Driver Controls The sequence of the system check report and
how it appears in the message center is as follows: 1. Page 75 Warning display Park brake
engaged Check brake system Service RSC now XXX miles to E fuel level low Wiring fault on
trailer if equipped Trailer brake module fault if equipped Trailer connected if equipped Trailer
disconnected if equipped Brake fluid level low Check rear park aid if equipped Low tire pressure
if equipped Warning can be cleared by pressing You should always carry a second key with you
in a safe place in case you require it in an emergency. Page 80 Locks and Security Back cargo
door lock if equipped The passenger side rear cargo door has a power door lock control
mounted on the inside of the door. To open the side or back cargo doors from the inside: 1.
Unlatch the door using the inside release handle. Page 83 The remote entry system allows you
to lock or unlock all vehicle doors without a key. Note: The lock and unlock features work when
the ignition is in any position. The panic feature is active when the ignition is in either the
accessory, off or on positions. Page 84 Locks and Security Locking the doors 1. Press and
release to lock all the doors. If all doors are closed the park lamps will flash once. Press and
release again within three seconds to confirm that all the doors are closed and locked. Note:
The doors will lock again, the park lamps will flash and the horn will chirp once. Page 85 Locks
and Security 2. Do not wipe off any grease on the battery terminals on the back surface of the
circuit board. Remove the old battery. Note: Please refer to local regulations when disposing of
transmitter batteries. Insert the new battery. Refer to the diagram inside the remote entry
transmitter for the correct orientation of the battery. Cycle eight times rapidly within 10 seconds
between the 3 off position and 4 on. Note: The eighth turn must end in the 4 on position. The
doors will lock, then unlock, to confirm that the programming mode has been activated. Use of
these systems may result in vehicle starting problems and a loss of security protection. Note:
Large metallic objects, electronic devices that are used to purchase gasoline or similar items, or
a second coded key on the same key chain may cause vehicle starting issues. Page 88 Locks
and Security Automatic disarming Switching the ignition to the on position with a coded key
disarms the vehicle. The key codes need to be erased from your vehicle and new coded keys
will need to be programmed. Page 89 Locks and Security 4. Turn the ignition from the 4 on
position back to the 3 off position in order to remove the second coded key from the ignition.
Lift handle to move seat forward or backward. Turn the lumbar support control clockwise to
increase firmness. Turn the lumbar support control counterclockwise to increase softness.
Page 93 Seating and Safety Restraints Press the control to move the seat forward, backward, up
or down. Page 95 Seating and Safety Restraints 1. Position the seat to the floor mount. Pull the
seat latch handle downward to lock the seat in position. Page 96 Seating and Safety Restraints
2. Clip the end of the belt to the stationary portion of the shoulder belt coming out of the trim
panel. The end of the shoulder belt must be clipped in order to keep it from striking anything
during vehicle operation. Page 97 Seating and Safety Restraints 4. Lift the rear end of seat
upward and rearward by pushing on the seatback 2 and lifting the seat cushion 3 to disengage
the front seat hook and the rear seat latch from the striker. Refer to the illustration in To remove
the rear seats above. WARNING: Each seating position in your vehicle has a specific safety belt
assembly which is made up of one buckle and one tongue that are designed to be used as a
pair. To unfasten, push the release button and remove the tongue from the buckle. All of the
passenger combination lap and shoulder belts have three types of locking modes described
below: Vehicle sensitive mode This is the normal retractor mode, which allows free shoulder
belt length Page Seating and Safety Restraints This mode should be used any time a child
safety seat, except a booster, is installed in passenger front or rear seating position if equipped.
Children 12 years old and under should be properly restrained in the rear seat whenever
possible. Refer to Safety restraints for children or Safety seats for children later in this chapter.
Page Seating and Safety Restraints WARNING: After any vehicle collision, the safety belt
systems at all seating positions except the driver position, which does not have this feature
must be checked by an authorized dealer to verify that the automatic locking retractor feature
for child seats is still functioning properly. Failure to adjust the safety belt properly could
reduce the effectiveness of the seat belt and increase the risk of injury in a collision. Safety belt
warning light and indicator chime The safety belt warning light illuminates in the instrument
cluster and a chime sounds to remind the occupants to fasten their safety belts. Page Seating

and Safety Restraints If Page Seating and Safety Restraints Reasons given As confirmation, the
safety belt warning light will flash four times per second for three seconds, followed by three
seconds with the light off, then followed by the safety belt warning light flashing four times per
second for three seconds again. Placing objects on or over the air bag inflation area may cause
those objects to be propelled by the air bag into your face and torso causing serious injury.
NEVER place a rear-facing child seat in front of an active airbag. If you must use a
forward-facing child seat in the front seat, move the seat all the way back. Page Seating and
Safety Restraints S. Post Crash Alert The S. S Post Crash Alert automatically flashes the turn
signal lamps and sounds the horn three times at four second intervals in the event of a serious
impact that deploys an airbag front, side, side curtain or Safety Canopy or the safety belt
pretensioners. Page Seating and Safety Restraints Turning the passenger airbag off 1. When the
ignition is turned to the ON position the OFF light illuminates briefly, momentarily shuts off and
then turns back on. Page Seating and Safety Restraints safety belts, because safety belts in
modern vehicles are designed to work as a safety system with the airbags. These particular
belts are specifically designed to work with airbags to help reduce the risk of injury in a
collision. Page Child Restraints Recommendations for Safety Restraints are based on probable
child height, age and weight thresholds from NHTSA and other safety organizations or are the
minimum requirements of law. Page Seating and Safety Restraints Recommendations for Safety
Restraints for Children Child size, height, weight, or age Infants or Children weighing 40 lb 18 kg
or less toddlers generally age four or younger Small Children who have outgrown or no children
longer properly fit in a child safety seat generally children who are less than 4 feet 9 inches 1.
Page Highway Traffic Safety Administration NHTSA provides education and training to ensure
that all children ages 0 to 16 are properly restrained in the correct restraint system. Page
Seating and Safety Restraints restrained properly, then restrain the child in the child safety seat
or with the belt-positioning booster. Remember that child seats and belt-positioning boosters
vary and may be designed to fit children of different heights, ages and weights. Children who
are too large for child safety seats or belt-positioning boosters as specified by your child safety
seat manufacturer should always properly wear safety belts. Make sure the tongue is securely
fastened in the buckle. Page Seating and Safety Restraints 3. Be sure the belt webbing is not
twisted. Insert the belt tongue into the proper buckle the buckle closest to the direction the
tongue is coming from for that seating position until Page There should be no more than one
inch 2. Page Ford Motor Company recommends the use of a child safety seat having a top
tether strap. See Attaching child safety seats with tether straps and Recommendations for
attaching safety restraints for children in this chapter for more information. Page Seating and
Safety Restraints without lifting the front of the child seat. Keeping the child seat just touching
the vehicle seat gives the best protection in a severe crash. Each time you use the safety seat,
check that the seat is properly attached to the lower anchors and tether anchor, if applicable.
Page Seating and Safety Restraints Once the child safety seat has been installed using either
the safety belt, the lower anchors of the LATCH system, or both, you can attach the top tether
strap. Perform the following steps to install a child safety seat with tether anchors: Front
passenger seating position The tether can be attached directly Page Seating and Safety
Restraints 2. Route the child safety seat tether strap over the back of the front right-hand
passenger seat as shown. Clip the tether strap hook to the seat pedestal at the location shown.
If the tether strap is clipped incorrectly, the child safety seat may not be retained properly in the
event of a collision. Page Seating and Safety Restraints 5. If the safety seat is not anchored
properly, the risk of a child being injured in a collision greatly increases. Second row bucket
seats Quads The tether strap can be attached directly to the tether bracket under the back edge
of the seat cushion. Page Seating and Safety Restraints Second, Third, Fourth, and Fifth row
bench seats For the center position of a three-passenger bench seat, the tether strap can be
attached directly to the tether bracket provided under the back edge of the seat cushion. Page
To improve the fit of both the lap and shoulder belt on children who have outgrown child safety
seats, Ford Motor Company recommends use of a belt-positioning booster. Page Seating and
Safety Restraints Children and booster seats vary in size and shape. Choose a booster that
keeps the lap belt low and snug across the hips, never up across the stomach, and lets you
adjust the shoulder belt to cross the chest and rest snugly near the center of the shoulder. Ford
Motor Company recommends that all safety belt assemblies in use in vehicles involved in a
collision be replaced. Utility vehicles and trucks are not designed for cornering at speeds as
high as passenger cars any more than low-slung sports cars are designed Department of
Transportation-Tire quality grades: The U. Department of Transportation requires Ford Motor
Company to give you the following information about tire grades exactly as the government has
written it. Page WARNING: The traction grade assigned to this tire is based on straight-ahead
braking traction tests, and does not include acceleration, cornering, hydroplaning or peak

traction characteristics. Page Tire Inflation At least once a month and before long trips, inspect
each tire and check the tire pressure with a tire gauge including spare, if equipped. Inflate all
tires to the inflation pressure recommended by Ford Motor Company. You are strongly urged to
buy a reliable tire pressure gauge, as automatic service station gauges may be inaccurate. Page
Always inflate your tires to the Ford recommended inflation pressure even if it is less than the
maximum inflation pressure information found on the tire. Page Tires, Wheels and Loading 5.
Repeat this procedure for each tire, including the spare. Note: Some spare tires operate at a
higher inflation pressure than the other tires. Page Tire inflation information All tires with Steel
Carcass Plies if equipped : This type of tire utilizes steel cords in the sidewalls. As such, they
cannot be treated like normal light truck tires. Tire service, including adjusting tire pressure,
must be performed by personnel trained, supervised and equipped according to Federal
Occupational Safety and Health Administration OSHA regulations. TIRE CARE Inspecting your
tires Periodically inspect the tire treads for uneven or excessive wear and remove objects such
as stones, nails or glass that may be wedged in the tread grooves. Page Improper or inadequate
vehicle maintenance can cause tires to wear abnormally. Page such as P-metric versus
LT-metric or all-season versus all-terrain as those originally provided by Ford. Page 4. Use both
eye and ear protection. For a mounting pressure more than 20 psi greater than the maximum
pressure, a Ford Dealer or other tire service professional should do the mounting. Always
inflate steel carcass tires with a remote air fill with the person inflating standing at a minimum of
12 ft. Note: If your tires show uneven wear ask an authorized dealer to check for and correct any
wheel misalignment, tire imbalance or mechanical problem involved before tire rotation. We do
not recommend splitting up the dual rear wheels. The definitions of these items are listed below.
Note that the tire size, load index and speed rating for your vehicle may be different from this
example. Page Tires, Wheels and Loading Note: You may not find this information on all tires
because it is not required by federal law. Page For example, a tire graded would wear one and
one-half 1 course as a tire graded Note: Tire Quality Grades do not apply to this type of tire.
Note: The temporary tire size for your vehicle may be different from this example. If your vehicle
has tires of a different size than the size indicated on the vehicle placard or tire inflation
pressure label, you should determine the proper tire inflation pressure for those tires. Operation
is subject to the following two conditions: 1 This device may not cause harmful interference,
and 2 This device must accept any interference received, including interference that may cause
undesired operation. Page When you believe your system is not operating properly The main
function of the Tire Pressure Monitoring System is to warn you when your tires need air. It can
also warn you in the event the system is no longer capable of functioning as intended. The
TPMS reset procedure needs to be performed after tire rotation only on these vehicles. Page
Tires, Wheels and Loading 2. Press and release the brake pedal. Press and hold the brake pedal
for two 2 seconds, then release. Cycle the ignition from off to on three 3 times ending in on. DO
NOT start the engine. Page 7. Use of any tire or wheel not recommended by Ford can affect the
safety and performance of your vehicle, which could result in an increased risk of loss of
vehicle control, vehicle rollover, personal injury and death. Properly loading your vehicle will
provide maximum return of vehicle design performance. Page Tires, Wheels and Loading
Payload â€” is the combined weight of cargo and passengers that the vehicle is carrying. When
towing, trailer tongue load or king pin weight is also part of cargo weight. The total load on each
axle must never exceed its GAWR. You and one of your friends decide to pick up cement from
the local home improvement store to finish that patio you have been planning for the past 2
years. Measuring the inside of the vehicle with the rear seat folded down, you have room for lb.
Your vehicle may tow a class I, II or III trailer, provided the maximum trailer weight is less than
or equal to the maximum trailer weight listed for your engine and rear axle ratio on the following
charts. Inspect these components carefully after any towing operation. Do not exceed trailer
weight of 5, lb 2, kg when towing with bumper only. Page during manual activation without a
trailer connected or when gain adjustments are made with no trailer connected. Page Note: Your
TBC can be diagnosed by your authorized dealer to determine exactly which trailer fault has
occurred; however, if the fault is with the trailer this diagnosis is not covered under your Ford
warranty. Ford is not responsible for warranty or performance of the TBC due to misuse or
customer installation. Accessory â€” allows the electrical accessories such as the radio to
operate while the engine is not running. Lock â€” locks the automatic transmission gearshift
lever and allows key removal. Off â€” shuts off the engine and all accessories without locking
the steering wheel. Exhaust fumes can be toxic. Always open the garage door before you start
the engine. See Guarding against exhaust fumes in this chapter for more instructions. Some
warning lights will briefly illuminate. See Warning lights and chimes in the Instrument Cluster
chapter for more information regarding the warning lights. Starting the engine 1. Page You may
experience a decrease in peak performance when the engine is cold when operating on E

ethanol. Do not crank the engine for more than 10 seconds at a time as starter damage may
occur. If the engine fails to start, turn the key to off and wait 30 seconds before trying again.
Page Driving See Cold weather starting in the Driving chapter for more information on starting
with ethanol. WARNING: To reduce the risk of electrical shock, do not use your heater with
ungrounded electrical systems or two-pronged cheater adapters. Page Brakes to check for heat
anywhere in the electrical hookup once the system has been operating for approximately a half
hour. How to use the engine block heater Ensure the receptacle terminals are clean and dry
prior to use. The ABS will be activated immediately, allowing you to retain steering control
during hard braking and on slippery surfaces. Page Traction Control The parking brake is not
recommended to stop a moving vehicle. However, if the normal brakes fail, the parking brake
can be used to stop your vehicle in an emergency. If the sliding car icon still illuminates
steadily, have the system service by an authorized dealer immediately. ESC operates by
applying brakes to one or more of the wheels individually and, if necessary, reducing engine
power if the system detects that the vehicle is about to skid or slide laterally. Page Driving
Switching Off AdvanceTrac with RSC If the vehicle is stuck in snow, mud or sand, and seems to
lose engine power, switching off certain features of the AdvanceTrac with RSC system may be
beneficial because the wheels are allowed to spin. This will restore full engine power and will
enhance momentum through the obstacle. Utility vehicles and trucks have larger tires and
increased ground clearance, giving the vehicle a higher center of gravity than a passenger car.
Page Transmission Operation Further, all occupants should be properly restrained. Most people
killed in rollover crashes were unbelted. Occupants can dramatically reduce their risk of being
killed or seriously injured in a rollover crash by simply using their seat belts. Organizations that
own 15â€”passenger vans should have a written seat belt use policy. Page Driving If you cannot
move the gearshift lever out of P Park position with the ignition in the 4 on position and the
brake pedal depressed, a malfunction may have occurred. See your authorized dealer.
Understanding the gearshift positions of the 4â€”speed automatic transmission This vehicle is
equipped with an adaptive Transmission Shift Strategy. Adaptive Shift Strategy offers the
optimal transmission operation and shift quality. Always come to a complete stop before
shifting into and out of R Reverse. N Neutral With the gearshift lever in N Neutral , the vehicle
can be started and is free to roll. Page transmission is in the D Overdrive position; this engine
braking will slow the vehicle and assist the driver in controlling the vehicle when descending a
grade. Depending on driving conditions and load conditions, the transmission may downshift,
slow the vehicle and control the vehicle speed when descending a hill, without the accelerator
pedal being pressed. Page Driving Understanding the shift positions of the 5â€”speed
automatic transmission if equipped - diesel engines only This vehicle is equipped with an
adaptive Transmission Shift Strategy. Page N Neutral With the gearshift lever in N Neutral , the
vehicle can be started and is free to roll. Hold the brake pedal down while in this position. D
Drive with Overdrive D Drive with Overdrive is the normal driving position for the best fuel
economy. Page WARNING: To help avoid personal injury, please read and understand the
limitations of the reverse sensing system as contained in this section. Page Driving The RSS
detects obstacles up to 6 feet 2 meters from the rear bumper with a decreased coverage area at
the outer corners of the bumper, refer to the figures for approximate zone coverage areas. As
you move closer to the obstacle, the rate of the tone increases. It adds assistance to the driver
while reversing or reverse parking the vehicle. Page Driving Note: The default setting for the
rear camera delay is off. When towing, the reverse camera system will only see what is being
towed behind the vehicle; Page Your vehicle is qualified for use as a stationary power source,
within limits detailed in the Ford Truck Body Builders Layout Book, found at Never drive
through water that is higher than the bottom of the wheel rims for cars or the bottom of the
hubs for trucks. This program is separate from the New Vehicle Limited Warranty. S and Canada
should contact If you need to arrange roadside assistance for yourself, Ford Motor Company
will reimburse a reasonable amount for towing to the nearest dealership within 35 miles. To
obtain reimbursement information, U. After an accident, if the engine cranks but does not start,
this switch may have been activated. Ford Motor Company recommends that the fuel system be
inspected by an authorized dealer after any collision. Blown fuses are identified by a broken
wire within the fuse. Check the appropriate fuses before replacing any electrical components.
Note: Always replace a fuse with one that has the specified amperage rating. If your vehicle is
equipped with an auxiliary battery, disconnecting the primary under-hood battery DOES NOT
remove power from all circuits. To remove a fuse use the fuse puller tool provided on the inside
of the fuse panel cover. Page The high-current fuses are coded as follows. Instead, gradually
decrease your speed. Page Ford. If the dissimilar spare tire or wheel is damaged, it should be
replaced rather than repaired. It is intended for temporary use only. This means if you need to
use it, you should replace it as soon as possible. Page Roadside Emergencies 3. Remove the

jack handle from the right side compartment and insert the tip of the jack handle through the
access hole and into the tube. Turn the jack handle counterclockwise until the cable is slack
and the tire can be slid from under the vehicle. Remove any wheel trim. Insert the tapered end of
the lug nut wrench behind wheel covers or hubcaps and twist off. Loosen the wheel nut by
pulling up on the handle of the lug nut wrench about one-half turn counterclockwise. Do not
start the engine when your vehicle is on the jack. The jack is only meant for changing the tire.
Page Front axle jacking points: Place the jack under the pin on the front surface of the front
axle. Do not place the jack under or on the steering linkage. Turn jack handle clockwise if your
vehicle is equipped with a screw-type jack or pump the jack Page Roadside Emergencies 5.
Remove the jack and fully tighten the lug nuts in the following pattern Refer to Wheel lug nut
torque specifications later in this chapter for the proper lug nut torque specification :
WARNING: Never use wheels or lug nuts different than the original equipment as this could
damage the wheel or mounting system. Use only Ford recommended replacement fasteners. On
all two-piece flat wheel nuts, apply one drop of motor oil between the flat washer and the nut.
Do not apply motor oil to the wheel nut threads or the wheel stud threads. Page Jump Starting
Roadside Emergencies WARNING: When a wheel is installed, always remove any corrosion, dirt
or foreign materials present on the mounting surfaces of the wheel or the surface of the wheel
hub, brake drum or brake disc that contacts the wheel. Ensure that any fasteners that attach the
rotor to the hub are secured so they do not interfere with the mounting surfaces of the wheel.
Page Roadside Emergencies Preparing your vehicle When the battery is disconnected or a new
battery is installed, the automatic transmission must relearn its shift strategy. This operation is
considered normal and will not affect function or durability of the transmission. Page Roadside
Emergencies 2. Connect the negative - cable to the negative - terminal of the assisting battery.
Do not use fuel lines, engine rocker covers or the intake manifold as grounding points. Page
Roadside Emergencies Removing the jumper cables Remove the jumper cables in the reverse
order that they were connected. Remove the jumper cable from the ground metal surface. Note:
In the illustrations, lightning bolts are used to designate the assisting boosting battery. After the
disabled vehicle has been started and the jumper cables removed, allow it to idle for several
minutes so the engine computer can relearn its idle conditions. Page Wrecker Towing Ford
recommends your vehicle be towed with a wheel lift or flatbed. Do not tow with a slingbelt. Ford
Motor Company has not approved a slingbelt towing procedure. Page Customer Assistance A
reasonable time must be allowed to perform a repair after taking your vehicle to the authorized
dealer. Repairs will be made using Ford or Motorcraft parts, or remanufactured or other parts
that are authorized by Ford. Page Away from homeâ€”motorhome service If you own a
motorhome built on a Ford Chassis and are away from home when your vehicle needs service,
or if you need more help than the authorized dealer could provide, after following the steps
above, contact the Ford Motorhome Customer Assistance Center to find an authorized dealer or
service location to help you. Ford is also allowed a final repair attempt in some states. Page
United States and Canada, provided by a network of more than 4, participating authorized
dealers. If you did not take advantage of the Ford Extended Service Plan at the time of
purchasing your vehicle, you may still be eligible. Since this Page If you are in another foreign
country, contact the nearest authorized dealer. If the authorized dealer employees cannot help
you, they can direct you to the nearest Ford affiliate office. If you buy your vehicle in North
America and then relocate outside of the U. Page Reporting Safety Defects U. Chemical-strength
cleaners, or cleaning chemicals, in combination with brush agitation to remove brake dust and
dirt, could wear away the clearcoat finish over time. These products are available from your
authorized dealer. These quality products have been specifically engineered to fulfill your
automotive needs; they are custom designed to complement the style and appearance of your
vehicle. If your vehicle requires professional service, your authorized dealer can provide the
necessary parts and service. Inside the vehicle, pull the hood release handle located under the
bottom left corner of the instrument panel. HOOD 2. Go to the front of the vehicle and push the
auxiliary latch, located in the center top of the grill, to the left to release the hood. Windshield
washer fluid reservoir 2. Engine oil filler cap 3. Page In very cold weather, do not fill the
reservoir completely. Do not use any special washer fluid such as windshield water repellent
type fluid or bug wash. They may cause squeaking, chatter noise, streaking and smearing. Pull
the wiper arm away from the vehicle. Turn the blade at an angle from the wiper arm. Push the
lock tab to release the blade and pull the wiper blade down toward the windshield to remove it
from the arm. Page Maintenance and Specifications 5. Locate and carefully remove the engine
oil level dipstick. Wipe the dipstick clean. Insert the dipstick fully, then remove it again. Page
Change your engine oil and filter according to the appropriate schedule listed in the scheduled
maintenance information. Ford production and Motorcraft replacement oil filters are designed
for added engine protection and long life. If a replacement oil filter is used Page Battery

Maintenance and Specifications that does not meet Ford material and design specifications,
start-up engine noises or knock may be experienced. It is recommended you use the
appropriate Motorcraft oil filter or another with equivalent performance for your engine
application. Page Maintenance and Specifications It is recommended that the negative battery
cable terminal be disconnected from the battery if you plan to store your vehicle for an
extended period of time. This will minimize the discharge of your battery during storage. When
the battery is disconnected or a new battery is installed, the engine must relearn its idle and fuel
trim strategy for optimum driveability and performance. Follow your local authorized standards
for disposal. Call your local authorized recycling center to find out more about recycling
automotive batteries. Page Maintenance and Specifications When the engine is cold, check the
level of the engine coolant in the reservoir. Mixing Motorcraft Specialty Orange Engine Page
Maintenance and Specifications For vehicles with overflow coolant systems with a
non-pressurized cap on the coolant recovery system, add coolant to the coolant recovery
reservoir when the engine is cool. For all other vehicles which have a coolant degas system
with a pressurized cap, or if it is necessary to remove the coolant pressure relief cap on the
radiator of a vehicle with an overflow system, follow these steps to add engine coolant. Page
Recycled engine coolant Ford Motor Company does NOT recommend the use of recycled
engine coolant in vehicles originally equipped with Motorcraft Premium Gold Engine Coolant
since a Ford-approved recycling process is not yet available. Page Fuel Information
Maintenance and Specifications When fail-safe mode is activated You have limited engine
power when in the fail-safe mode, so drive the vehicle with caution. The vehicle will not be able
to maintain high-speed operation and the engine will run rough. Remember that the engine is
capable of completely shutting down automatically to prevent engine damage, therefore: 1.
Page The customer warranty may be void for any damage to the fuel tank or fuel system if the
correct genuine Ford, Motorcraft or other certified fuel filler cap is not used. If the fuel filler cap
is venting vapor or if you hear a hissing sound, wait until it stops before completely removing
the fuel filler cap. Octane recommendations Do not be concerned if your engine sometimes
knocks lightly. Page Maintenance and Specifications Fuel quality Do not add aftermarket fuel
additive products to your fuel tank. It should not be necessary to add any aftermarket products
to your fuel tank if you continue to use high quality fuel of the recommended octane rating. On
restarting, cranking time will take a few seconds longer than normal. Page If other than Ford,
Motorcraft or Ford-authorized parts are used for maintenance replacements or for service of
components affecting emission control, such non-Ford parts should be equivalent to genuine
Ford Motor Company parts in performance and durability. The emission system heats up the
engine compartment and exhaust system, which can start a fire. Illumination of the Service
engine soon warning light or the temperature warning light, fluid leaks, strange odors, smoke or
loss of engine power could indicate that the emission control system is not working properly.
Page Maintenance and Specifications 4. Driving through deep waterâ€”the electrical system
may be wet. These temporary malfunctions can be corrected by filling the fuel tank with good
quality fuel, properly tightening the fuel cap or letting the electrical system dry out. After three
driving cycles without these or any other temporary malfunctions present, the Service engine
soon indicator should stay off the next time the engine is started. A complete check may take
several days. Page Maintenance and Specifications 2. If the fluid level is low, start the engine.
While the engine idles, turn the steering wheel left and right several times. Turn the engine off.
Page Maintenance and Specifications The fluid level will drop slowly as the brakes wear, and
will rise when the brake components are replaced. High fluid levels can be caused by an
overheating condition. Do not use supplemental transmission fluid additives, treatments or
cleaning agents. The use of these materials may affect transmission operation and result in
damage to internal transmission components. Automatic transmission fluid filter The Torqshift
automatic transmission is equipped with a Page Maintenance and Specifications Changing the
air filter element 1. Disconnect the fresh air inlet tube from the radiator support. Open the clamp
that secures the two halves of the air filter housing together. Carefully separate the two halves
of the air filter housing. Replace the PCV valve with one that meets Ford material and design
specifications for your vehicle, such as a Motorcraft or equivalent replacement part. The
customer warranty may be void for any damage to the emissions system if such a PCV valve is
not used. It contains the following information: 1. World manufacturer identifier 2. The following
table tells you which transmission each code represents. These quality accessories have been
specifically engineered to fulfill your automotive needs; they are custom designed to
complement the style and aerodynamic appearance of your vehicle. Page Index Index
Accessory delay Page Index Event data recording Page Keyless entry system autolock Page
snow tires and chains This manual is also suitable for: econoline econoline. Print page 1 Print
document pages. Cancel Delete. Sign In OR. Don't have an account? Sign up! Restore

password. Upload from disk. Upload from URL. This page is for personal, non-commercial use.
We get it. Ads can be annoying. But ads are also how we keep the garage doors open and the
lights on here at Autoblog - and keep our stories free for you and for everyone. And free is
good, right? If you'd be so kind as to allow our site, we promise to keep bringing you great
content. Thanks for that. And thanks for reading Autoblog. Pricing Specs Equipment. Maximum
cargo capacity Standard seating 1
kenworth t800 turn signal wiring diagram
subaru form
grand stack
Exterior Length Gross weight 8, lbs. Fuel Fuel tank capacity Performance Base engine size 4.
Torque rpm 3, Payload 3, lbs. Maximum towing capacity 6, lbs. Drive type rear-wheel Turning
radius Research Another Vehicle. We notice you're using an ad blocker. Please consider
allowing Autoblog. Allow Us! Here's how to disable adblocking on our site. Click on the icon for
your Adblocker in your browser. A drop down menu will appear. Select the option to run ads for
autoblog. The exact text will differ depending on the actual application you have running.
Refresh the Autoblog page you were viewing. Hey again! You still haven't turned off your
adblocker or allowed our site. It only takes a few seconds. You must be logged in to perform
that action. You must have JavaScript enabled to experience the new Autoblog. Please follow
the instructions below to enable JavaScript in your browser. By choosing this color:. Cancel
Change Color. By choosing this option:. Cancel Confirm. Updating Configuration

