2010 ford escape manual transmission

Worried about potential repair costs? An extended warranty can provide peace of mind. See our
lemon odds and nada odds page to see vehicles with no repairs or vehicles with more than
three repairs. To see how frequently Ford Escape problems occur, check out our car reliability
stats. See most expensive repairs Worried about potential repair costs? Chart based on 26
repair trips. The repair cost chart excludes repairs made under warranty, do-it-yourself repairs,
and repair trips that include maintenance. The dealer said it reprogrammed the transmission
and repaired a small fluid leak. Replaced seal. Previous owner likely put a lot of wear on the
AWD system in winter driving conditions. Dealer 'rephased' driveshaft but problem is not as
severe but persists. Returned to dealer on Jan 3. Noted that it was most severe when starting
out in cold, below 15F, temps. Located TSB on-line and took copy in with vehicle. Dealer
ordered parts and installed one week later. Parts including driveshaft installed to fix vibration,
per TSB. While leaving one interstate and merging onto another, car suddenly felt as though
driving over a washboard, but the pavement was smooth. Let up on gas, gradually sped up, and
problem was gone. Don't think it's fixed. Then car would not accelerate. Dealer overhauled
transmission. Won't know if this really eliminated the problem until it's on another road trip.
Asked for another tech to work on my car. We'll see if it is actually fixed this time. Second
rebuild. Added fluid and will monitor for a week or so. Update: later fixed itself. The overdrive
component came apart. Many of our Escapes all have 4 cylinder engines are having
transmission problems. This one had to be rebuilt and have a couple of clutches replaced. Of 5
employees I've talked to all have noticed problems. Seal was replaced under powertrain
warranty. Car refused to start. Also, when using cruise control to resume to an approx speed of
mph, once speed hits target, RPM's stay high and engine whines for a longer than expected
duration. The vehicle had never leaked before. It appeared to be steering related until we
realized it has electric steering. Finally researched drivers side cv leak is common. Appeared to
be first time. See TrueDelta's information for all Ford models. The transmission was shifting
very hard and very noisily, almost scary. A reprogram of the PCM to fix an intermittent shift
quality problem when vehicle was cold. The dealer also noticed a left front transmission seal
leaking and replaced two joints, a seal, and a bushing. Rear axle passenger-side seal leaking.
Severe driveline vibration at highway speeds mph. Just purchased car! Re previous
"washboard" sensation - happened again on hwy interchange. Transmission upshift from gear 2
to 3 is sometimes so harsh it snaps heads back, and could make me loose control of the vehicle
if slippery, under hard accelleration. Under normal accelleration, the transmission shift hunts
Transfer case leak. Tranny not shifting properly between also not going into 6th gear on the
highway at times. Right front transmission shaft output oil seal leaking. The transmission had to
be rebuilt. Drain and fill transmission fluid with Ford Mercon LV. Erratic shift no longer present.
This is a fleet car. Transmission fluid leak found on left axle seal. Hard shifting in lower gears.
At least seconds. I noticed a small puddle of fluid in the garage. Stalled during acceleration from
a stop. Quick Links. See also: Owner's Manual , User Manual. Table of Contents. Ford escape
hybrid automobile owner's manual pages. Page 3 1. Replacement components must be new,
genuine Ford Motor Company parts. Recycled, salvaged, aftermarket or reconditioned parts
including body parts, wheels or safety restraint components are not authorized by Ford. Page 9
0. NOTE: Measurements are obtained on center, unless otherwise indicated. The frame rail
cannot be sectioned. It is mandatory that the replacement section be installed as delivered at
the original factory seam locations or collision energy management may be compromised. Page
15 Sheet-Molded Composite SMC is a type of thermosetting plastic that uses glass fibers or
nylon fibers in combination with thermosetting polyester resins. When fully cured, SMC is
strong and rigid. SMC is similar, but not identical, to fiberglass. Page 16 Thermoplastic
Compounds Thermoplastic compounds are manufactured by a process that is reversible.
Thermoplastics can be remolded repeatedly by reheating. This characteristic of thermoplastics
makes plastic welding a possible repair alternative. A repair of thermoplastic compounds is still
possible through the use of 2-part adhesive and filler repair materials and reinforcements as
needed. Examples may include but are not limited to respirators and chemically resistant
gloves. Page 19 NOTE: To restore the vehicle to design intent, missing or damaged sound
deadeners and insulators should be installed with the correct service replacement component.
Sound deadeners in this illustration all use base part number 99P30A3. Page 23 Apply an open
flame to the corner of the damaged component. If the material crystallizes and becomes hard, it
is a thermosetting plastic. Page 24 Failure to follow this instruction may increase the risk of
serious personal injury or death in a crash. NOTE: When using any Ford-approved refinishing
product, it is recommended to stay within the same paint system throughout the process. For
example, do not use one manufacturer's primers and another manufacturer's topcoats. Page 25
9. Proceed with the refinish process and follow the Ford-approved paint system procedures.
Steps may vary between paint manufacturers. Page 27 HVTB be removed from the vehicle prior

to placing in the paint booth. For additional information, refer to Section Finish-sand, prime and
topcoat using Ford-approved paint systems. Thermoplastic Compounds 1. In deciding whether
to repair or install a new component follow these guidelines. Page 28 Section Finish-sand the
area and carry out any required paint operations using Ford-approved paint systems. Tab
Repair â€” Bumper 1. NOTE: Inspect the bumper cover to determine if part can be repaired to an
acceptable level of quality of appearance, fit and durability. Page 29 HVTB be removed from the
vehicle prior to placing in the paint booth. For additional information, refer to Section Perform
any required paint repair operations to the bumper cover using Ford-approved paint systems.
Reassemble and install the bumper cover. For additional information, refer to Section Page 31 7.
Apply the product to the vehicle keeping the solution wet and lightly agitate for 5 to 7 minutes.
For severe conditions, work the product for up to 8 minutes. Page 34 4. Air pressure setting for
applicator gun is kPa psi. The spray nozzle provides a degree spray pattern. Insert the wand as
far as possible into the access hole, pull the trigger and wait seconds and slowly pull the wand
out of the access hole. Page 35 4. NOTE: Door frame opening view. Apply rust inhibitor to the
closed channel portion of the spot weld flange areas using the short, hook-shaped wand. Make
sure horizontal surfaces are well protected as they are more susceptible to corrosion. Wire
brush the area and make sure the surfaces are free of oil, dirt and other foreign material. Carry
out the undercoating process in the following sequence. Page 37 4. NOTE: Full frame vehicle,
front rail-to-mid rail section repair shown. Apply undercoat material to the exposed surfaces
after carrying out the welding process. Make sure to completely cover any bare metal areas.
Welding within 50 mm 1. For additional restraints anchoring location information, refer to
Section A Section B. For additional information, refer to Section Proceed with the refinish
process following Ford-approved paint guidelines. Page 42 2. Place the welded sample in a vise
and perform destructive weld tests by peeling the scrap metal apart using large lock-type pliers.
Measure the weld nugget to determine that the nugget meets Ford weld nugget requirements. If
the weld nugget does not meet required size, adjust welder settings until the correct weld
nugget size is achieved. Page 43 Use seam sealer wherever a cosmetic seam sealer is required.
Mix and apply primer surfacer per Ford-approved paint recommendations. Page 44 Mix and
apply basecoat per paint manufacturer's recommendations. Mix and apply clearcoat per paint
manufacturer's recommendations. Refinishing materials may be force- dried following paint
manufacturer's recommendations. Apply rust inhibitor or undercoating as required to provide
corrosion protection to the repair area. Weld-Bonding â€” Page 45 Section Mix and apply
basecoat per Ford-approved paint recommendations. Mix and apply clearcoat per
Ford-approved paint recommendations. Page 48 Carefully remove the spot welds in the window
opening. Failure to follow these instructions may result in serious personal injury. Using a
suitable disc grinder, grind along the perimeter of the outer door panel to separate the hem
edges as indicated. Page 49 Installation 1. Prepare the door shell assembly. Plug welds should
equal spot welds in both location and quantity. Page 50 7. Sand and prime the flange area and
apply a continuous bead of seam sealer to the entire door hem flange perimeter. Prime and
paint the door flange area using a Ford-approved paint system. Apply rust inhibitor to the inside
of the door assembly to all hem flange and upper belt line areas. Page 51 Failure to follow these
instructions may compromise structural integrity of the vehicle. For additional information, refer
to Section Proceed with the refinish process following Ford-approved paint recommendations.
Page 59 2. Remove the luggage rack if equipped. Remove the luggage rack mounting screws 10
required. Remove the headliner. For additional information, refer to Section 4. Remove the roof
opening panel if equipped. For additional information, refer to Section 5. Page 60 7. From inside
the vehicle, leaving as much of the foam as possible intact, separate the NVH foam along the
roof bows from the roof panel using a flexible and sharp broad scraper or knife. Remove drill
out all the roof panel spot welds from the roof panel windshield header and all mating flanges.
Page 61 6. Make sure good contact is made with the foam repair and carefully clamp the roof
panel on all sides. Plug welds should be staggered to avoid placement directly over old spot
weld. Page 62 2 hours, scuff the surface using a red scuff pad. Refinish the roof and repair area
following Ford-approved paint system recommendations. Allow refinishing materials sufficient
cure time to permit safe handling refer to paint manufacturer's specification and install the roof
ditch molding. This manual is also suitable for: Mariner Escape hybrid Mariner hybrid Print page
1 Print document 63 pages. Cancel Delete. Sign In OR. Don't have an account? Sign up! Restore
password. Upload from disk. Upload from URL. Quick Links. See also: Workshop Manual ,
Owner's Manual. Table of Contents. Instrument Cluster. Warning Lights And Chimes.
Entertainment Systems. Auxiliary Input Jack Line In. Usb Port. Climate Controls. Manual
Heating And Air Conditioning. Dual Automatic Temperature Control. Rear Window Defroster.
Turn Signal Control. Bulb Replacement. Driver Controls. Steering Wheel Adjustment. Moon
Roof. Owners Guide, 1st Printing. USA fus. Automobile Ford Edge Owner's Manual pages. Ford

escape hybrid automobile owner's manual pages. Ford explorer sport trac automobile owner's
manual pages. Ford may change the contents without notice and without incurring obligation.
Please take the time to get well acquainted with your vehicle by reading this handbook. The
more you know and understand about your vehicle, the greater the safety and pleasure you will
derive from driving it. Page 5 Drive your new vehicle at least 1, miles 1, km before towing a
trailer. For more detailed information about towing a trailer, refer to Trailer towing in the Tires,
Wheels and Loading chapter. Your vehicle is not equipped with a snowplowing package. Ford
strongly recommends that drivers use extreme caution when using any device that may take
their focus off the road. Page 14 A Belt-Minder chime will also sound to remind you to fasten
your safety belt. Page 15 refer to Fuel gauge in this chapter. Speed control: Illuminates when the
speed control is engaged. Turns off when the speed control system is disengaged. Refer to
Filling the tank in the Maintenance and Specifications chapter for more information. In the event
of a multiple warning situation, the message center will cycle the display to show all warnings
by displaying each one for four seconds. Refer to Brake fluid in the Maintenance and
Specifications chapter. See Active park assist in the Driving chapter for more information. Refer
to Active park assist in the Driving chapter for more information. LOAD: This control is not
operational. To load a CD, simply insert the disc, label side up, into the CD slot. If a specific
category is selected, Jazz, Rock, News, etc. Page 37 6. You should hear audio from your
portable music player although it may be low. Page 40 CD units are designed to play
commercially pressed 4. Due to technical incompatibility, certain recordable and re-recordable
compact discs may not function correctly when used in Ford CD players. Do not use any
irregular shaped CDs or discs with a scratch protection film attached. Page Page 43 Note:
SIRIUS reserves the unrestricted right to change, rearrange, add or delete programming
including canceling, moving or adding particular channels, and its prices, at any time, with or
without notice to you. Ford Motor Company shall not be responsible for any such programming
changes. This message should disappear shortly. If this message does not Page Climate
Controls : Distributes air through the instrument panel vents. To change the display between
Fahrenheit and Celsius, see Message center in the Instrument Cluster chapter. Page 48 5. Direct
the outer instrument panel vents towards the side windows. To increase airflow to the outer
instrument panel vents, close the vents located in the middle of the instrument panel. The
system will automatically provide outside air to reduce window fogging. Press AUTO to return
to full automatic control. Page 50 This re-cooling of the interior air is more economical and
efficient. Recirculated air may also help reduce undesirable odors from entering the vehicle.
Press AUTO for full automatic operation. Page Rear Window Defroster This may cause damage
to the heated grid lines and will not be covered by your warranty. Turn the key to the off
position. Page 54 The fog lamp indicator light will illuminate. High beams Push the lever toward
the instrument panel to activate. Pull the lever toward you to deactivate. Rotate to full down
position past detent to prevent interior lamps from illuminating when the doors are opened.
Page 56 If this edge is not at the horizontal reference line, the beam will need to be adjusted.
Note: When manually in the off position, the dome lamp will not illuminate when the door s are
opened. When the control is in the OFF position, it will not illuminate when you open the doors.
Replacing exterior bulbs Check the operation of all the bulbs frequently. Make sure the
headlamp control is in the off position. Open the hood. Reach over the front bolster. Rotate the
bulb socket counterclockwise and remove from the lamp assembly. Page 62 5. Pull bulb straight
out of socket and push in the new bulb. Install the bulb socket into the lamp assembly and
rotate clockwise. Carefully install the tail lamp assembly on the vehicle and secure with two
screws. Press the lever and carefully pry the license plate lamp assembly located above the
license plate from the liftgate. Rotate the bulb socket counterclockwise and remove from lamp
assembly. Remove the bulb from the lamp assembly by pulling out the bulb while squeezing the
upper and lower snap clips at the same time. Install the new bulb in reverse order. Push the
steering column tilt lever up. This will lock the steering wheel in position. Page 69 The utility
compartment has a removable bin with coin holder slots, a sliding tray, a cell phone holder and
CD holders 3. Rear power point 4. Page Mirrors darken to minimize glare. The mirror will
automatically return to the normal state whenever the vehicle is placed in R Reverse to ensure a
bright clear view when backing up. See Blind spot mirrors in the Driving chapter. Fold-away
mirrors Fold the side mirrors in carefully when driving through a narrow space, like an
automatic car wash. Page Speed Control The controls for using your speed control are located
on the steering wheel for your convenience. Press the ON control and release 2. Accelerate to
the desired speed. This will automatically return the vehicle to the previously set speed. Note:
When you turn off the speed control or the ignition, your speed control set speed memory is
erased. Page 78 Navigation display to use the voice command feature. Press to activate phone
mode or answer a phone call. Press and hold to exit phone mode or end a call. Do not program

the Car2U system with the vehicle in the garage. Page 82 Immediately within 1 second release
the button once the garage door moves. When the button is released, the indicator light will
begin to blink rapidly until programming is complete. The indicator light will begin to blink
rapidly until programming is complete. If your garage door opener does not operate following
these steps, repeat Steps 2 through 6. Otherwise, call the toll-free Car2U help line at Car2U
Changes and modifications to the Car2U system transmitter by other than an authorized service
facility could void authorization to use the equipment. Page 88 Your vehicle may be equipped
with factory-installed crossbars. Ford Genuine Accessory crossbars, designed specifically for
your vehicle, are also recommended for use with your roof rack system. Page 89 3. Use a long,
flat object to depress the tongue in the endcaps on both sides of the cross-bar. Slide the
cross-bar assembly off the end of the rail. Slide the cross-bar assemblies over the end cap
tongue and into the side rails. Tighten thumbwheel at both ends of the cross-bar. It is
recommended that you keep the label in a safe place for future reference. Page 94 You must
complete Steps 1â€”5 within 30 seconds or the procedure will have to be repeated. If the
procedure needs to be repeated, wait a minimum of 30 seconds before beginning again. Repeat
the procedure to switch back to two step unlocking. Page 98 Note: The panic alarm will only
operate when the ignition is in the off position. Replacing the battery The Integrated Keyhead
Transmitter uses one coin type three-volt lithium battery CR or equivalent. Page 99 To program
a new Integrated Keyhead Transmitter yourself, refer to Programming spare keys in the
SecuriLock passive anti-theft section of this chapter. Note: At least two IKTs are required to
perform this procedure yourself. Page You can also create your own 5â€”digit personal entry
code. When pressing the controls on the keyless entry keypad, press the middle of the controls
to ensure a good activation. Use of these systems may result in vehicle starting problems and a
loss of security protection. The IKT functions as both a programmed ignition key that operates
all the locks and starts the vehicle, as well as a remote Escape Owners Guide, 1st Printing USA
fus Page 3 on position for at least three seconds, but no more than 10 seconds. Turn the
ignition to the 1 off position and remove the first coded key from the ignition. If you choose to
install a remote start system please see your authorized dealer for a Ford approved remote start
system. When using a Ford-approved remote start system, the default settings will recognize
the remote start system as an additional Admin Key with its associated privileges. Whenever
possible it should be installed and properly adjusted when the seat is occupied. Press to raise
or lower the front portion of the seat cushion. Press to raise or lower the rear portion of the seat
cushion. Raise the head restraint by pulling up on the head restraint. Pull up the head restraint
until it reaches the highest adjustment position. Pull the seat release strap. Note: Make sure the
floor is clear of all objects before folding the seat. Note: When the seatback release lever is
pulled, slowly lower seatback to the flat position. Rotate seat cushion down into the seating
position making sure that the seat cushion is locked into place and that the safety belt buckles
are exposed. To remove the second row cushion 1. Lift the yellow tab to release the hinges. Pull
the cushion to the outboard side of the vehicle. Check seat covers and buckles before you place
a child anywhere near them. As the belt retracts, you will hear a clicking sound. This indicates
the safety belt is now in the automatic locking mode. The Belt-Minder feature will not activate.
Page 3 of 4 fatal crashes occur within 25 miles 40 km of home. Your Ford safety belts are
designed to enhance comfort. If you are uncomfortable - try different positions for the safety
belt upper anchorage and seatback which should be as upright as possible; Refer to Front
passenger sensing system later in this chapter. Failure to follow these instructions may
interfere with the front passenger seat sensing system. Page SRS, its fuses or the seat cover on
a seat containing an airbag. See an authorized dealer. Unless serviced, the system may not
function properly in the event of a collision. Disposal of airbags and airbag equipped vehicles
including pretensioners Contact your authorized dealer as soon as possible. Page Accident
statistics suggest that children are safer when properly restrained in the rear seating positions
than in a front seating position. Page All children are shaped differently. The child height, age
and weight thresholds provided are recommendations or the minimum requirements of law. To
avoid risk of injury, occupants should only use seating positions where they are able to be
properly restrained. Position the child safety seat in a seat with a combination lap and shoulder
belt. Pull down on the shoulder belt and then grasp the shoulder belt and lap belt together. Try
to pull the belt out of the retractor to make sure the retractor is in the automatic locking mode
you should not be able to pull more belt out. If the retractor is not locked, repeat Steps 5 and 6.
Page Ford Motor Company recommends the use of a child safety seat having a top tether strap.
See Attaching child safety seats with tether straps and Recommendations for attaching safety
restraints for children in this chapter for more information. Page The seat should move less
than one inch when you do this for a proper installation. If the safety seat is not anchored
properly, the risk of a child being injured in a crash greatly increases. Route the child safety

seat tether strap over the back of the seat. For vehicles with adjustable head restraints, remove
the head restraint first, place under the front seat for storage, and then route the tether strap
over the top of the seatback. If your child restraint system is equipped with a tether strap, and
the child restraint manufacturer recommends its use, Ford also recommends its use. Child
booster seats The belt-positioning booster booster seat is used to improve the fit of the vehicle
safety belt. Page To improve the fit of both the lap and shoulder belt on children who have
outgrown child safety seats, Ford Motor Company recommends use of a belt-positioning
booster. Ford Motor Company recommends that all safety belt assemblies in use in vehicles
involved in a collision be replaced. This increases traction which may enable you to safely drive
over terrain and road conditions that a conventional two-wheel drive vehicle cannot.
Department of Transportation-Tire quality grades: The U. Department of Transportation requires
Ford Motor Company to give you the following information about tire grades exactly as the
government has written it. Page Every day before you drive, check your tires. If one looks lower
than the others, use a tire gauge to check pressure of all tires and adjust if required. You are
strongly urged to buy a reliable tire pressure gauge, as automatic service station gauges may
be inaccurate. Ford recommends the use of a digital or dial-type tire pressure gauge rather than
a stick-type tire pressure gauge. Page Check the tire and valve stems for holes, cracks, or cuts
that may permit air leakage and repair or replace the tire and replace Escape Owners Guide, 1st
Printing USA fus Page You should replace your spare tire when you replace the road tires or
after six years due to aging even if it has not been used. Page such as P-metric versus
LT-metric or all-season versus all-terrain as those originally provided by Ford. Page The tire
pressure sensors mounted in the wheels originally installed on your vehicle are not designed to
be used in aftermarket wheels. Have an authorized dealer check the wheel alignment
periodically. Page This information identifies and describes the fundamental characteristics of
the tire and also provides a U. These ratings are listed in the following chart. The tire suppliers
may have additional markings, notes or warnings such as standard load, radial tubeless, etc.
Page 4. Maximum Load Single lb kg at psi kPa cold: Indicates the maximum load and tire
pressure when the tire is used as a single; defined as two tires total on the rear axle. Refer to
the payload description and graphic in the Vehicle loading â€” with and without a trailer section.
Check your tire pressure to ensure tires are properly in- flated; refer to Inflating your tires in this
chapter. Page Check air pressure in the road tires. If any tire is under-inflated, carefully drive the
vehicle to the nearest location where air can be added to the tires. Inflate all the tires to the
recommended inflation pressure. Use of any tire or wheel not recommended by Ford can affect
the safety and performance of your vehicle, which could result in an increased risk of loss of
vehicle control, vehicle rollover, personal injury and death. Page Vehicle Loading It does not
include passengers, cargo, or optional equipment. Vehicle Curb Weight â€” is the weight of
your new vehicle when you picked it up from your authorized dealer plus any aftermarket
equipment. Page Once you have reached the maximum payload of your vehicle, do not add
more cargo, even if there is space available. Overloading or improperly loading your vehicle can
contribute to loss of vehicle control and vehicle rollover. Depending upon the type and
placement of the load, hauling cargo and people may raise the center of gravity of the vehicle.
For load specification terms found on the label, refer to Vehicle loading in this chapter.
Remember to figure in the tongue load of your loaded vehicle when figuring the total weight.
Certain states require electric trailer brakes for trailers over a specified weight. The Escape
vehicle electrical system is not equipped to accommodate electric trailer brakes. Page Use the
proper equipment for towing a trailer and make sure it is properly attached to your vehicle.
Contact your authorized dealer or a reliable trailer dealer as soon as possible if you require
assistance. Exhaust fumes can be toxic. Always open the garage door before you start the
engine. See Guarding against exhaust fumes in this chapter for more instructions. Make sure
the headlamps and vehicle accessories are off. Turn the key to 3 on without turning the key to 4
start. You may experience a decrease in peak performance when the engine is cold when
operating on E ethanol. Page Parking brake Apply the parking brake whenever the vehicle is
parked. To set the parking brake, press the parking brake pedal down until the pedal stops.
Page Pull the release lever to release the brake. Driving with the parking brake on will cause the
brakes to wear out quickly and reduce fuel economy. Page Advancetrac Operating your vehicle
with AdvanceTrac with RSC disabled could lead to an increased risk of loss of vehicle control,
vehicle rollover, personal injury and death. Page This may cause the system to activate multiple
times, and you may experience a slight deceleration of the vehicle. Ford does not recommend
disabling this feature except in situations where speed reduction may be detrimental e. Page
Fuses and relays in the Roadside Emergencies chapter. If the fuse is not blown, perform the
following procedure: 1. Apply the parking brake, turn the ignition to off, then remove the key.
Always come to a complete stop before shifting into and out of R Reverse. Page Parking your

vehicle 1. Apply the brake and shift into the neutral position. Fully apply the parking brake, then
shift into 1 First. Turn the ignition off. If the turn signal is not on, the system will automatically
search the passenger side. APA can only look for a parking space while moving forward. APA
relies on a correctly sensing the temperature outside for precisely positioning the vehicle. Turn
the ignition to the off position and remove the key whenever you leave your vehicle. Apply the
accelerator slowly and avoid spinning the wheels. Page Ford Motor Company joins the U. Page
Rapid pumping of the brake pedal will help you slow the vehicle and still maintain steering
control. Since your vehicle has anti-lock brakes, apply the brakes steadily. Page The
suspension and steering systems on your vehicle have been designed and tested to provide
predictable performance whether loaded or empty and durable load carrying capability. For this
reason, Ford Motor Company strongly recommends that you do not make modifications such as
adding or removing parts such as lift kits or stabilizer bars or by using replacement parts not
equivalent to the original factory equipment. Page Ford Motor Company recommends that
caution be used with any vehicle equipped with a high load or device such as ladder racks or
pickup box cover. This program is separate from the New Vehicle Limited Warranty. Page
Hazard Flasher Control Assistance, call Canadian customers who require roadside assistance,
call If you need to arrange roadside assistance for yourself, Ford Motor Company will reimburse
a reasonable amount for towing to the nearest dealership within 35 miles 56 km. To obtain
reimbursement information, U. Using a fuse with a higher amperage rating can cause severe
wire damage and could start a fire. Press the tabs on the top and bottom of the fuse cover to
remove. Replace the spare tire with a road tire as soon as possible. During repairing or
replacing of the flat tire, have the authorized dealer inspect the TPMS sensor for damage. Page
Ford. If the dissimilar spare tire or wheel is damaged, it should be replaced rather than repaired.
Page Unbuckle the strap and remove the jack and tools by pulling the right side up first.
Remove the tools from the jack in order to remove the spare tire from under the vehicle. Slide
the retainer through the center of the wheel. If equipped with a tether, perform the following
additional steps: 4. Lift the spare tire on end to access tether attachment 1. Page in both
directions the wheel that is diagonally opposite other side and end of the vehicle to the tire
being changed. Block the diagonally opposite wheel. Loosen each wheel lug nut one-half turn
counterclockwise but do not remove them until the wheel is raised off the ground. Position the
jack directly below the protruding bolt. Be sure to place the jack away from the rear edge of the
rocker to avoid damaging the rear tire spoiler pictured. Page 7. Remove the jack and fully
tighten the lug nuts in the order shown. Refer to Wheel lug nut torque specifications later in this
chapter for the proper lug nut torque specification. The spare tire carrier will ratchet when the
tire is in the fully stowed position. Use only Ford recommended replacement fasteners.
WARNING: When a wheel is installed, always remove any corrosion, dirt or foreign materials
present on the mounting surfaces of the wheel or the surface of the wheel hub, brake drum or
brake disc that contacts the wheel. Page Jump Starting Do not attempt to push-start your
automatic transmission vehicle. Automatic transmissions do not have push-start capability.
Attempting to push-start a vehicle with an automatic transmission may cause transmission
damage. Page Connecting the jumper cables 1. Note: In the illustrations, lightning bolts are
used to designate the assisting boosting battery. Connect the negative - cable to the negative terminal of the assisting battery. Page 2. Start the engine of the disabled vehicle. Once the
disabled vehicle has been started, run both engines for an additional three minutes before
disconnecting the jumper cables. Page After the disabled vehicle has been started and the
jumper cables removed, allow it to idle for several minutes so the engine computer can relearn
its idle conditions. Do not tow with a slingbelt. Ford Motor Company has not approved a
slingbelt towing procedure. On FWD vehicles, if your vehicle is to be towed from the front,
ensure proper wheel lift equipment is used to raise the front wheels off the ground. Page 4WD
system or vehicle. Ford Motor Company produces a towing manual for all authorized tow truck
operators. Have your tow truck operator refer to this manual for proper hook-up and towing
procedures for your vehicle. Page Customer Assistance A reasonable time must be allowed to
perform a repair after taking your vehicle to the authorized dealer. Repairs will be made using
Ford or Motorcraft parts, or remanufactured or other parts that are authorized by Ford. Ford is
also allowed a final repair attempt in some states. Page If you are in another foreign country,
contact the nearest authorized dealer. If the authorized dealer employees cannot help you, they
can direct you to the nearest Ford affiliate office. If you buy your vehicle in North America and
then relocate outside of the U. Page Reporting Safety Defects U. Page WARNING: Do not use
chemical solvents or strong detergents when cleaning the steering wheel or instrument panel to
avoid contamination of the airbag system. Such products could contaminate the side-airbag
system and affect performance of the side airbag in a collision. These quality products have
been specifically engineered to fulfill your automotive needs; Page Maintenance And

Specifications 1. Set the parking brake, press and hold the clutch pedal, place the gearshift in 1
First , and release the clutch pedal. Turn off the engine and remove the key. Block the wheels.
At the front of the vehicle, lift up on the auxiliary latch handle located in the center between the
hood and the grille. Lift the hood open and secure it with the prop rod. Automatic transmission
dipstick if equipped 4. Air filter assembly 6. Power distribution box 7. Battery 8. Engine coolant
bleed valve 9. Engine oil dipstick Brake fluid reservoir 4. Automatic transmission fluid dipstick
5. Power distribution box 6. Battery 7. Coolant bleed valve 8. Engine oil dipstick 9. Engine oil
filler cap Only use a washer fluid that meets Ford specifications. Do not use any special washer
fluid such as windshield water repellent type fluid or bug wash. They may cause squeaking,
chatter noise, streaking and smearing. Page The layer of ice has many sharp edges and can
damage the micro edge of the wiper rubber element. Set the parking brake and ensure the
gearshift is securely latched in P Park automatic transmissions or 1 First manual transmissions.
Protect yourself from engine heat. Locate and carefully remove the engine oil level dipstick.
Page Battery Lift the battery with a battery carrier or with your hands on opposite corners.
Water alone without engine coolant can cause engine damage from corrosion, overheating or
freezing. Used engine coolant should be disposed of in an appropriate manner. Page Once the
engine temperature cools, the engine can be re-started. Take your vehicle to an authorized
dealer as soon as possible to minimize engine damage. WARNING: The flow of fuel through a
fuel pump nozzle can produce static electricity, which can cause a fire if fuel is pumped into an
ungrounded fuel container. After you are done pumping fuel, slowly remove the fuel filler
nozzleâ€”allow about five seconds after pumping fuel before removing the fuel filler nozzle. This
allows residual fuel to drain back into the fuel tank and not spill onto the vehicle. You should
drive the vehicle immediately after refueling for at least 5 miles 8 km to allow the vehicle to
adapt to the change in ethanol concentration. Running out of fuel Avoid running out of fuel
because this situation may have an adverse effect on powertrain components. Locate the white
plastic funnel. It is attached to the inside of the rear passenger side cargo compartment access
door. The amount of usable fuel in the empty reserve varies and should not be relied upon to
increase driving range. When refueling your Escape Owners Guide, 1st Printing USA fus Page
Driving style â€” good driving and fuel economy habits Give consideration to the lists that
follow and you may be able to change a number of variables and improve your fuel economy.
Page 1. The vehicle has run out of fuelâ€”the engine may misfire or run poorly. Poor fuel quality
or water in the fuelâ€”the engine may misfire or run poorly. A complete check may take several
days. The normal operating temperature can be reached after approximately 20 miles 30 km of
driving. The type of fluid used is normally indicated on the dipstick blade. Refer to Maintenance
product specifications and capacities in this chapter. Before you recreational flat tow, your fluid
level must be verified by an authorized dealer. Add enough fluid through the filler opening so
that the fluid level is at the bottom of the opening. Install an
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d tighten the fill plug securely. Use only fluid that meets Ford specifications. Refer to the
Maintenance product specifications and capacities section in this chapter. Page Note: Failure to
use the correct air filter element may result in severe engine damage. The customer warranty
may be void for any damage to the engine if the correct air filter element is not used. The
customer warranty may be void for any damage to the engine if such spark plugs are not used.
The following table tells you which transmission each code represents. These quality
accessories have been specifically engineered to fulfill your automotive needs; they are custom
designed to complement the style and aerodynamic appearance of your vehicle. With Ford ESP,
you minimize your risk for unexpected repair bills and rising repair costs. Page Controls power
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