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Ford Motor Company. Ford may change the contents without notice and without incurring
obligation. Please take the time to get well acquainted with your vehicle by reading this
handbook. The more you know and understand about your vehicle, the greater the safety and
pleasure you will derive from driving it. Page 5 Warning symbols on your vehicle When you see
this symbol, it is imperative that you consult the relevant section of this guide before touching
or attempting adjustment of any kind. Protecting the environment We must all play our part in
protecting the environment. Page 6 In order to properly diagnose and service your vehicle, Ford
Motor Company, Ford of Canada, and service and repair facilities may Page 7 EDR. Ford Motor
Company and Ford of Canada do not access event data recorder Page 8 If you do not want Ford
or its vendors to receive this information, do not activate the service. Ford Motor Company and
the vendors it uses to provide you with this information do not store your vehicle travel
information. A market unique supplement may be supplied that complements this book. Page 10
Introduction These are some of the symbols you may see on your vehicle. Normally, the service
engine soon light will stay on until the engine is cranked, then turn itself off if no malfunctions
are present. A significant decrease in braking performance may occur. It will take you longer to
stop the vehicle. Contact your authorized dealer as soon as possible. Driving extended
distances with the parking brake engaged can cause brake failure and the risk of personal
injury. Page 15 Engine coolant temperature: Illuminates when the engine coolant temperature is
high. Stop the vehicle as soon as possible, switch off the engine and let cool. Refer to Engine
coolant in the Maintenance and Specifications chapter. Page 16 Instrument Cluster Speed
control: Illuminates when the speed control is engaged. Turns off when the speed control
system is disengaged. Page Message Center Instrument Cluster Refer to Message center in this
chapter to select preset colors or user definable colors MyColor for the nighttime gauge
backlighting. Speedometer: Indicates the current vehicle speed. Fuel gauge: Indicates
approximately how much fuel is left in the fuel tank when the ignition is in the on position. Drive
the vehicle at least 5 miles 8 km with the speed control system engaged to display a stabilized
average. Ambient lighting provides accent lighting in various locations such as footwell areas,
cup holders and the center console bin. Selectable languages are English, Spanish, or French.
Waiting four seconds or pressing the RESET button cycles the message center through each of
the language choices. If you are operating electrical accessories when the engine is idling at a
low speed, turn off as many of the electrical loads as soon as possible. If the warning stays on
or comes on when the engine is operating at normal speeds, contact your authorized dealer as
soon as possible. Ford strongly recommends that drivers use extreme caution when using any
device or feature that may take their focus off the road. Your primary responsibility is the safe
operation of the vehicle. Use the memory preset numbers 0â€”9 to enter in the desired
timeâ€”hours and minutes and press OK. The clock will then begin from that time. Check with
your authorized dealer for availability. Press OK to access the saved titles and press When the
song title appears in the display that you would like to replace, press OK. Page 35 b. The
auxiliary input jack provides a way to connect your portable music player to the in-vehicle audio
system. This allows the audio from a portable music player to be played through the vehicle
speakers with high fidelity. Page 39 Your vehicle may be equipped with a USB port inside your
center console. This feature allows you to plug in media playing devices, memory sticks, and
also to charge devices if they support this feature. Page 40 CD units are designed to play
commercially pressed 4. Due to technical incompatibility, certain recordable and re-recordable
compact discs may not function correctly when used in Ford CD players. Do not use any
irregular shaped CDs or discs with a scratch protection film attached. Page 41 CDs with
homemade paper adhesive labels should not be inserted into the CD player as the label may
peel and cause the CD to become jammed. It is recommended that homemade CDs be identified
with permanent felt tip marker rather than adhesive labels. While various files may be present,
files with extensions other than mp3 , only files with the. Page 43 Note: SIRIUS reserves the
unrestricted right to change, rearrange, add or delete programming including canceling, moving
or adding particular channels, and its prices, at any time, with or without notice to you. Ford
Motor Company shall not be responsible for any such programming changes. Defrost:
Distributes outside air through the windshield defroster vents and de-mister vents. Can be used
to clear the windshield of fog and thin ice. Recirculated air may reduce the amount of time
needed to cool down the interior of the vehicle and may also help reduce undesired odors from

reaching the interior of the vehicle. Page 50 Climate Controls Passenger heated seat if equipped
: Press to control the passenger heated seat. Refer to Heated seats in the Seating and Safety
Restraints chapter for more information. The LED will illuminate. The rear window defroster
turns off automatically after 15 minutes, or when the ignition is turned off. To manually turn off
the defroster before 15 minutes have passed, press the control again. Turns on the parking
lamps, instrument panel lamps, license plate lamps and tail lamps. Page 55 Lights The autolamp
system also keeps the lights on for a predetermined amount of time after the ignition switch is
turned to off. You can change the amount of time the lamps stay on by using the programming
procedure that follows: Note: If the vehicle is equipped with autolamps, it will have the
headlamps on with windshield wipers feature. Page 56 Lights High beams Push the lever toward
the instrument panel to activate. Pull the lever toward you to deactivate. Flash-to-pass Pull
toward you, to the first detent, to activate and release to deactivate. Note: Vehicles equipped
with HID headlamps will hear an audible click when activating this feature. Move the control to
the full upright position, past detent, to turn on the interior lamps. Page 58 Lights 3. Turn on the
low beam headlamps to illuminate the wall or screen and open the hood. To see a clearer light
pattern for adjusting, block the light from one headlamp while adjusting the other. For vehicles
with halogen headlamps: On the wall or screen you will observe a flat zone of high intensity
light located at the top of the right Page Turn Signal Control 5. Then use a 7 mm Allen wrench or
a Phillips screwdriver to adjust the headlamp up or down. Close the hood and turn off the
lamps. Page 61 Replacing interior bulbs Check the operation of all bulbs frequently. Replacing
exterior bulbs Check the operation of all bulbs frequently. Replacing headlamp bulbs To remove
the headlamp bulb: 1. Make sure headlamp switch is in the off position, then open the hood.
Make sure the headlamp control is in the off position and open the hood. Halogen headlamp HID
headlamp 2. Page 63 Lights Replacing front sidemarker bulb 1. Make sure the headlamp control
is in the off position. Remove the hex head screws attaching the underbody forward aeroshield
and remove to gain access to the front sidemarker assembly. Rotate the socket
counterclockwise and remove from the lamp assembly. Page 64 Lights 3. Unbolt the three tail
lamp attachment nuts and remove the lamp assembly. Rotate the LED assembly
counterclockwise and remove it from the lamp assembly. Page 65 Lights Replacing rear
sidemarker lamp bulbs 1. Make sure the headlamp switch is in the off position and locate the
sidemarker on the rear bumper fascia. Insert a flathead screwdriver between the rear of the
sidemarker lens and the bumper fascia. Remove the underbody air deflector panel screws and
panel. Disconnect the electrical connector from the bulb by pulling it straight off. Push the lever
down to unlock the steering column. While the lever is in the down position, tilt the steering
column to its desired orientation. While holding the steering column, pull the lever up to its
original position to lock the steering column. Page 69 Driver Controls Flexible visor storage
system if equipped Visors equipped with the flexible visor storage system can accommodate
various storage accessories. A sunglass clip and multi-function clip are provided. To attach one
of the accessories, do the following: 1. Page 70 Driver Controls Compass zone adjustment 1.
Determine which magnetic zone you are in for your geographic location by referring to the zone
map. Turn ignition to the on position. Page 71 2. To calibrate, press and hold the 7 and 9 radio
preset buttons together for approximately 10 seconds until CAL appears. Release the buttons.
Do not insert any other object in the power outlet as this will damage the outlet and blow the
fuse. Do not hang any type of accessory or accessory bracket from the plug. Page 73 Press and
pull the switches to open and close windows. Page 74 Driver Controls Short drop glass front
windows only In order to improve door efforts and sealing, your vehicle is equipped with short
drop glass. This feature lowers the glass when either door is opened. The glass returns to its
closed position when the door is closed. Proper operation of the short drop glass requires that
the windows be calibrated. Page 75 3. Turn the ignition key to the off position, then turn back to
the on position. Pull and hold the rear window switch up and hold for three seconds, the rear
windows will begin to start moving up. Accessory delay With accessory delay, the window
switches, convertible top if equipped and radio may be used for up to 10 minutes after the
ignition switch is turned to the off position or until either front door is opened. To adjust your
mirrors: 1. Rotate the control clockwise to adjust the right mirror and rotate the control
counterclockwise to adjust the left mirror. SET â€” : Press to decrease a set speed. Setting
speed control The set speed control: 1. Refer to the Navigation System supplement for more
information on using this feature. Page 80 Driver Controls integrated into the interior of your
vehicle. After being programmed for garage doors, the Car2U system transmitter can be
programmed to operate security devices and home lighting systems. If a panel of DIP switches
is present your garage door opener is a fixed code device. Page 82 Driver Controls 2. Page 83
the Erasing the Car2U Home Automation System buttons procedure and then programming all
of the devices being used. Fixed code programming Note: Do not program the Car2U system

with the vehicle in the garage. Make sure that your key is on and engine off while programming
the transmitter. Page 84 Driver Controls 4. After inputting switch settings, simultaneously press
and release all three Car2U system buttons. The indicator lights will turn on. Press and hold the
Car2U system button you would like to use to control the garage door. Immediately within 1
second release the button once the garage door moves. Page 85 To erase programming on the
Car2U system individual buttons cannot be erased , use the following procedure: 1. Firmly
press the two outside Car2U system buttons simultaneously for approximately 20 seconds until
the indicator lights begin to blink rapidly. The indicator lights are located directly above the
buttons. Page 86 Driver Controls Position the floor mat so that the eyelet is over the pointed end
of the retention post and rotate forward to lock in. Make sure that the mat does not interfere with
the operation of the accelerator or the brake pedal. To remove the floor mat, reverse the
installation procedure. Page 87 Driver Controls Note: The latch handles must be pulled
downward fully to allow the latch to fully rotate into the open position. Unclamp the top from the
windshield header by pulling each latch handle down and then rotating the latch to the rear until
it clears the header. Page 88 Driver Controls Installation of the boot if equipped Be sure the boot
is secure on the vehicle before driving. Install the boot on the vehicle by hooking the boot
retaining clips on the back panel. Install the boot on the right side tucking in the front part of the
boot in the quarter panel and hooking the retaining clip on the side. Page 89 Driver Controls
Storing the boot 1. Position the boot right-side up and fold each side of the boot inward. Turn
the boot upside down and fold the left side of the boot inward. Fold the right side inward and
secure the boot with the strap. Stow the boot in the trunk. Page 90 Driver Controls To raise the
convertible top: 1. Bring the vehicle to a complete stop. Key must be in the on position. Use the
center-mounted cup handle to slide the shade open or closed. The transmitter portion functions
as the remote entry transmitter. Your IKTs are programmed to your vehicle; For vehicles
equipped with push button start, put the intelligent access key in the backup slot; If you choose
to install a remote start system please see your authorized dealer for a Ford approved remote
start system. Page 96 Locks and Security Vehicles equipped with traditional keys: When using a
Ford-approved remote start system, the default settings will recognize the remote start system
as an additional admin key with its associated privileges. Press the control to unlock all doors.
Press the control to lock all doors. Page 8. Turn the ignition to the off position. The horn will
chirp once to confirm the procedure is complete. Page Locks and Security 6. The horn will chirp
once if autounlock was deactivated or twice one short and one long chirp if autounlock was
activated. On hot days, the temperature in the trunk or vehicle interior can rise very quickly.
Exposure of people or animals to these high temperatures for even a short time can cause
death or serious heat-related injuries, including brain damage. Page Two-stage unlocking may
be disabled or re-enabled by simultaneously pressing the controls on the IKT for four seconds
disabling two stage unlock allows all vehicle doors to unlock simultaneously. The turn lamps
will flash twice to indicate that two-stage unlock was enabled or disabled. The remote entry
system allows you to open the trunk while the ignition is in any position. They should operate
normally after battery replacement. Replacing lost integrated keyhead transmitters IKTs If you
would like to have your integrated keyhead transmitters reprogrammed because you lost one,
or would like to buy additional IKTs, you can either reprogram them yourself, or take all IKTs to
your authorized dealer for reprogramming. Use of these systems may result in vehicle starting
problems and a loss of security protection. Page Anti-theft indicator The anti-theft indicator is
located in the instrument cluster. The key codes need to be erased from your vehicle and new
coded keys will need to be programmed. Page Locks and Security 5. Turn the ignition from the 1
off position to the 3 on position. Keep the ignition in the 3 on position for at least three seconds,
but no more than 10 seconds. Turn the ignition to the 1 off position and remove the second
previously programmed coded key from the ignition. Page Locks and Security The interior
motion detection and vehicle incline sensing systems will operate only when the vehicle is
locked using the remote keyless entry transmitter or when using the power door lock control
with the accompanying door open and all doors then become closed. Page The turn signal
lamps will flash once when all doors, the hood and the trunk are closed indicating the vehicle is
locked and entering the 20 second countdown. If any closure is not properly closed the turn
signal lamps will not flash and that closure will not be armed. Page Seating and Safety
Restraints To adjust the head restraint, do the following: 1. Raise the head restraint by pulling
up on the head restraint. Page Seating and Safety Restraints To remove the adjustable head
restraint, do the following: 1. Pull up the head restraint until it reaches the highest adjustment
position. Page Seating and Safety Restraints Four-way seat adjust driver side only Pump the
handle upwards to raise the cushion and pump downward to lower the cushion to the desired
location. Page Seating and Safety Restraints WARNING: To reduce the risk of possible serious
injury: Do not hang objects off seat back or stow objects in the seatback map pocket if

equipped when a child is in the front passenger seat. Do not place objects underneath the front
passenger seat or between the seat and the center console if equipped. Page Seating and
Safety Restraints Press the switch in the direction of the arrows to move the seat forward,
backward, up or down. The heated seats will only function when the engine is running. Press
the button to rotate the head restraint forward in order to improve rear vision when there are
After returning the seatback to its original position, pull on the seatback to ensure that it has
fully latched. An unlatched seat may become dangerous in the event of a sudden stop or
collision. Page Seating and Safety Restraints The fact that the pretensioners or airbags did not
activate for both front seat occupants in a collision does not mean that something is wrong with
the system. Rather, it means the Personal Safety System determined the accident conditions
crash severity, belt usage, etc. NEVER place a rear-facing child seat in front of an active air bag.
If you must use a forward-facing child seat in the front seat, move the seat all the way back.
Determining if the Personal Safety System is operational The Personal Safety System uses a
warning light in the instrument cluster or a back-up tone to indicate the condition of the system.
Page Seating and Safety Restraints Rotate the presenter arm toward the front of the vehicle
until it locks into place. This allows easier access to the front safety belt for the front seat
occupant. To access the second row seats, rotate the arm back to its original position against
the trim panel. The LATCH anchors were not designed to be used with a child seat in the center
position and there is no tether anchor available at the center. Page Seating and Safety
Restraints In addition, the retractor is designed to lock if the webbing is pulled out too quickly.
If this occurs, let the belt retract slightly and pull webbing out again in a slow and controlled
manner. Automatic locking mode In this mode, the shoulder belt is automatically pre-locked.
Page Seating and Safety Restraints Use only extensions manufactured by the same supplier as
the safety belt. Manufacturer identification is located at the end of the webbing on the label.
Also, use the safety belt extension only if the safety belt is too short for you when fully
extended. The warnings are the same for the driver and the front passenger. If the Belt-Minder
warnings have expired warnings for approximately five minutes for one occupant driver or front
passenger , the other occupant can still activate the Belt-Minder feature. Page Seating and
Safety Restraints The following are reasons most often given for not wearing safety belts All
statistics based on U. Page Seating and Safety Restraints Reasons given We recommend you
leave the Belt-Minder system activated for yourself and others who may use the vehicle. Page
Seating and Safety Restraints Children and airbags Children must always be properly
restrained. Accident statistics suggest that children are safer when properly restrained in the
rear seating positions than in the front seating position. Failure to follow these instructions may
increase the risk of injury in a collision. Page Seating and Safety Restraints The airbags inflate
and deflate rapidly upon activation. After airbag deployment, it is normal to notice a smoke-like,
powdery residue or smell the burnt propellant. This may consist of cornstarch, talcum powder
or sodium compounds which may irritate the skin and eyes, but none of the residue is toxic. Do
not touch them after inflation. If the air bag is not replaced, the unrepaired area will increase the
risk of injury in a collision. Page Seating and Safety Restraints The front passenger sensing
system uses a passenger airbag off or pass airbag off indicator which will illuminate and stay lit
to remind you that the front passenger frontal airbag is disabled. The indicator lamp is located
on the front edge of the map lamps. Note: The indicator lamp will illuminate for a short period of
time when the ignition is turned to the on position to confirm it is functional. The use of
accessory seat covers may prevent the deployment of the side airbags and increase the risk of
injury in an accident. The side airbag could injure you as it deploys from the side of the
seatback. Page Seating and Safety Restraints Side airbags, in combination with safety belts,
can help reduce the risk of severe injuries in the event of a significant side impact collision. The
side airbags are fitted on the outboard side of the seatbacks of the front seats. Page Seating
and Safety Restraints Determining if the system is operational The SRS uses a readiness light in
the instrument cluster or a tone to indicate the condition of the system. Refer to the Warning
lights and chimes section in the Instrument Cluster chapter. Routine maintenance of the airbag
is not required. Page Child Restraints Recommendations for Safety Restraints are based on
probable child height, age and weight thresholds from NHTSA and other safety organizations or
are the minimum requirements of law. Page Seating and Safety Restraints Recommendations
for Safety Restraints for Children Child size, height, weight, or age Infants or Children weighing
40 lb 18 kg or less toddlers generally age four or younger Small Children who have outgrown or
no children longer properly fit in a child safety seat generally children who are less than 4 feet 9
inches 1. Accident statistics suggest that children are safer when properly restrained in the rear
seating positions than in a front seating position. Page Seating and Safety Restraints training to
ensure that all children ages 0 to 16 are properly restrained in the correct restraint system. Page
Seating and Safety Restraints Airbags can kill or injure a child in a child seat. NEVER place a

rear-facing child seat in front of an active airbag. If you must use a forward-facing child seat in
the front seat, move the vehicle seat all the way back. Page Seating and Safety Restraints 1.
Position the child safety seat in a seat with a combination lap and shoulder belt. Pull down on
the shoulder belt and then grasp the shoulder belt and lap belt together. While holding the
shoulder and lap belt portions together, route the tongue through the child seat according to
the child seat Page Seating and Safety Restraints 4. Insert the belt tongue into the proper buckle
the buckle closest to the direction the tongue is coming from for that seating position until you
hear a snap and feel the latch engage. Make sure the tongue is latched securely by pulling on it.
Page Ford Motor Company recommends the use of a child safety seat having a top tether strap.
See Attaching child safety seats with tether straps and Recommendations for attaching child
safety restraints for children in this chapter for more information. The LATCH anchors are
located at the rear section of the rear seat between the cushion and seat back, below the locator
symbols on the seat back. Attach the tether strap afterward, if included with the child seat. Refer
to Recommendations for attaching child safety restraints for children in this chapter. Page
Seating and Safety Restraints cushion when the child is seated in it. Keep the tether strap just
snug without lifting the front of the child seat. Keeping the child seat just touching the vehicle
seat gives the best protection in a severe crash. Perform the following steps to attach a child
safety seat to the tether anchor: For Coupe only Clip the tether strap to the anchor as shown. If
the tether strap is clipped incorrectly, the child safety seat may not be retained properly in the
event of a collision. Page Seating and Safety Restraints Note: The attachments for the
convertible boot located on the back of the head restraints are not tether anchors. Access tether
anchors located behind the seatback under the vinyl tag marked with the child tether anchor
symbol. Page If the safety seat is not anchored properly, the risk of a child being injured in a
collision greatly increases. If your child restraint system is equipped with a tether strap, and the
child restraint manufacturer recommends its use, Ford also recommends its use. Child booster
seats The belt-positioning booster booster seat is used to improve the fit of the vehicle safety
belt. Generally this is when they reach a height of at least 4 feet 9 inches 1. Children and
booster seats vary in size and shape. Choose a booster that keeps the lap belt low and snug
across the hips, never up across the stomach, and lets you adjust the shoulder belt to cross the
chest and rest snugly near the center of the shoulder. Ford Motor Company recommends that
all safety belt assemblies in use in vehicles involved in a collision be replaced. Page Seating
and Safety Restraints For proper care of soiled safety belts, refer to Interior in the Cleaning
chapter. WARNING: Failure to inspect and if necessary replace the safety belt assembly or child
restraint system under the above conditions could result in severe personal injuries in the event
of a collision. Department of Transportation-Tire quality grades: The U. Department of
Transportation requires Ford Motor Company to give you the following information about tire
grades exactly as the government has written it. Page WARNING: The traction grade assigned
to this tire is based on straight-ahead braking traction tests, and does not include acceleration,
cornering, hydroplaning or peak traction characteristics. You are strongly urged to buy a
reliable tire pressure gauge, as automatic service station gauges may be inaccurate. Ford
recommends the use of a digital or dial-type tire pressure gauge rather than a stick-type tire
pressure gauge. Page Always inflate your tires to the Ford recommended inflation pressure
even if it is less than the maximum inflation pressure information found on the tire. Page Tires,
Wheels and Loading Note: If you have to drive a distance to get air for your tire s , check and
record the tire pressure first and add the appropriate air pressure when you get to the pump. It
is normal for tires to heat up and the air pressure inside to go up as you drive. Page Improper or
inadequate vehicle maintenance can cause tires to wear abnormally. Page such as P-metric
versus LT-metric or all-season versus all-terrain as those originally provided by Ford. Page The
tire pressure sensors mounted in the wheels originally installed on your vehicle are not
designed to be used in aftermarket wheels. The use of wheels or tires not recommended by
Ford Motor Company may affect the operation of your tire pressure monitoring system. Note: If
your tires show uneven wear ask an authorized dealer to check for and correct any wheel
misalignment, tire imbalance or mechanical problem involved before tire rotation. The
definitions of these items are listed below. Note that the tire size, load index and speed rating
for your vehicle may be different from this example. Page Note: You may not find this
information on all tires because it is not required by federal law. Page Tires, Wheels and
Loading For example, a tire graded would wear one and one-half 1 course as a tire graded Note:
Tire Quality Grades do not apply to this type of tire. Note: The temporary tire size for your
vehicle may be different from this example. If your vehicle has tires of a different size than the
size indicated on the vehicle placard or tire inflation pressure label, you should determine the
proper tire inflation pressure for those tires. Operation is subject to the following two
conditions: 1 This device may not cause harmful interference, and 2 This device must accept

any interference received, including interference that may cause undesired operation. When you
believe your system is not operating properly The main function of the tire pressure monitoring
system is to warn you when your tires need air. Page Tires, Wheels and Loading Low tire
Possible pressure cause warning light Flashing warning Spare tire in light TPMS malfunction
When inflating your tires When putting air into your tires such as at a gas station or in your
garage , the tire pressure monitoring system may not respond immediately to the air added to
your tires. Use of any tire or wheel not recommended by Ford can affect the safety and
performance of your vehicle, which could result in an increased risk of loss of vehicle control,
vehicle rollover, personal injury and death. Page Payload â€” is the combined weight of cargo
and passengers that the vehicle is carrying. When towing, trailer tongue load weight is also part
of cargo weight. The total load on each axle must never exceed its GAWR. GCWR Gross
Combined Weight Rating â€” is the maximum allowable weight of the vehicle and the loaded
trailer â€” including all cargo and passengers â€” Page Tires, Wheels and Loading Steps for
determining the correct load limit: 1. Determine the combined weight of the driver and
passengers that will be riding in your vehicle. You will need to reduce the load weight by at least
lb. If you remove lb. If you use a rental trailer, follow the instructions that the rental agency
gives to you. This feature provides engine braking and helps eliminate excessive shifting for
optimum fuel economy and transmission cooling. Servicing after towing If you tow a trailer for
long distances, your vehicle will require more frequent service intervals. Off â€” locks the
automatic transmission gearshift lever and allows key removal. Note: The ignition key cannot be
removed from the ignition unless the gearshift lever is securely latched in P Park. Accessory
â€” allows the electrical accessories such as the radio to operate while the engine is not
running. Exhaust fumes can be toxic. Always open the garage door before you start the engine.
See Guarding against exhaust fumes in this chapter for more instructions. Turn the key to 3 on
without turning the key to 4 start. Page Starting the engine 1. If there is difficulty in turning the
key, rotate the steering wheel until the key turns freely. Turn the key to 4 start , then release the
key as soon as the engine begins cranking. This system helps you maintain steering control
during emergency stops by keeping the brakes from locking. Noise from the ABS pump motor
and brake pedal pulsation may be observed during ABS braking; any pulsation or mechanical
noise you may feel or hear is normal. To release, press and hold the button 2 , pull the handle
up slightly, then push the handle down. Aggressive driving on any road condition can cause
you to lose control of your vehicle increasing the risk of personal injury or property damage.
ESC operates by applying brakes to one or more of the wheels individually and, if necessary,
reducing engine power if the system detects that the vehicle is about to skid or slide laterally.
Page When features of the AdvanceTrac system are off, the stability control off light will
illuminate steadily. Pressing the stability control button again will turn off the stability control
off light. In R Reverse , ABS and the engine traction control and brake traction control features
will continue to function; There is no fluid reservoir to check or fill. If your vehicle loses
electrical power while you are driving or if the ignition is turned off , you can steer the vehicle
manually, but it takes more effort. Page If you cannot move the gearshift lever out of P Park with
ignition in the on position and the brake pedal pressed: 1. Apply the parking brake. Using a flat
head screwdriver or similar tool, remove the cap. Locate the access hole at the front of the area
under the cover. When you take your foot off the accelerator pedal and the vehicle begins to
slow down the torque converter clutch locks up and aggressively shuts off fuel flow to the
engine while decelerating. Page N Neutral With the gearshift lever in N Neutral , the vehicle can
be started and is free to roll. Hold the brake pedal down while in this position. D Drive standard
mode The normal driving position for the best fuel economy. Transmission operates in gears
one through six. Page Driving 2 Second This position allows for second gear only. Page 2.
Press the clutch pedal to the floor, then put the gearshift lever in the neutral position. Start the
engine. Press the brake pedal and move the gearshift lever to the desired gear; 1 First or R
Reverse. Page Driving For the 3. Page Rear-View Camera System 4. Shift into R Reverse by
pushing the gearshift knob down, then moving the lever fully to the left, then forward. Note: The
gearshift lever can only be moved to R Reverse by pushing the knob down before shifting to
reverse. This is a lockout feature which protects the transmission from accidentally engaging R
Reverse when intending to select 1 First. Page Driving To use the camera system, place the
transmission in R Reverse ; an image will display in the rearview mirror or on the navigation
screen if equipped. Page WARNING: The camera system is a reverse aid supplement device that
still requires the driver to use it in conjunction with the rearview mirror and the side mirrors for
maximum coverage. WARNING: Objects that are close to either corner of the bumper or under
the bumper, might not be seen on the screen due to the limited coverage of the camera system.
They are designed to assist the driver by increasing visibility along the side of the vehicle.
Driving with blind spot mirrors Before a lane change, check the main mirror first, then check the

blind spot mirror. Never drive through water that is higher than the bottom of the wheel rims for
cars or the bottom of the hubs for trucks. This program is separate from the New Vehicle
Limited Warranty. Page Hazard Flasher Control Assistance, call Canadian customers who
require roadside assistance, call If you need to arrange roadside assistance for yourself, Ford
Motor Company will reimburse a reasonable amount for towing to the nearest dealership within
35 miles 56 km. To obtain reimbursement information, U. Ford Motor Company recommends
that the fuel system be inspected by an authorized dealer after any collision. Do not probe the
contacts for the fuses and relays in the power distribution box as damage will occur, causing
improper, or loss of, electrical functionality. Page The high-current fuses are coded as follows.
Page Changing Tires Ford. If the dissimilar spare tire or wheel is damaged, it should be replaced
rather than repaired. Pull far enough off the road to avoid the danger of being hit when
operating the jack or changing the wheel. Page Roadside Emergencies 3. Remove the center
ornament if equipped from the wheel. Loosen each wheel lug nut one-half turn
counterclockwise but do not remove them until the wheel is raised off the ground. Put the jack
in the jack notch next to the tire you are changing. Note: The temporary mobility kit sealant
compound in the canister is to be used for one tire only. See your Ford authorized dealer for
additional replacement sealant canisters. Drive only to the closest Ford Motor Company
authorized dealer or tire repair shop to have your tire inspected. Page Always store the kit in its
original location. Do not use the transparent hose which is designed for sealant application
only. Page Roadside Emergencies 4. Plug the power cable into the 12V power point in the
vehicle. Remove the warning sticker found on the canister and place it on the top of the
instrument panel or the center of the dash. Page Roadside Emergencies tire pressure has to be
checked with the compressor in the OFF position to get the correct tire pressure reading. Page
After using the temporary mobility kit to seal your tire, you will need to replace the sealant
canister and clear tube hose. Sealing compound and spare parts can be obtained and replaced
at an authorized Ford Motor Company dealership or tire dealer. Empty sealant bottles may be
disposed of at home; Page Roadside Emergencies Removal of the sealant canister from the
temporary mobility kit 1. Unwrap the clear tube from the compressor housing. Locate the yellow
cap at the end of the clear tube. Using the yellow cap tool, press the tab located on the
temporary mobility kit compressor housing while pulling up on the sealant Page 3. Wrap the
clear tube around the compressor housing. Note: If you experience any difficulties with the
removal or installation of the sealant canister, consult your Ford Motor Company authorized
dealer for assistance. Use only Ford recommended replacement fasteners. WARNING: When a
wheel is installed, always remove any corrosion, dirt or foreign materials present on the
mounting surfaces of the wheel or the surface of the wheel hub, brake drum or brake disc that
contacts the wheel. Park the booster vehicle close to the hood of the disabled vehicle making
sure the two vehicles do not touch. Set the parking brake on both vehicles and stay clear of the
engine cooling fan and other moving parts. Page Ensure that the cables are clear of fan blades,
belts, moving parts of both engines, or any fuel delivery system parts. Jump starting 1. Start the
engine of the booster vehicle and run the engine at moderately increased speed. Start the
engine of the disabled vehicle. Page Wrecker Towing It is recommended that your vehicle be
towed with a wheel lift and dollies or flatbed equipment. Do not tow with a slingbelt. Ford Motor
Company has not approved a slingbelt towing procedure. If your vehicle is to be towed from the
front using wheel lift equipment, it is recommended that the rear wheels drive wheels be placed
on a dolly to prevent damage to the transmission. Page Customer Assistance A reasonable time
must be allowed to perform a repair after taking your vehicle to the authorized dealer. Repairs
will be made using Ford or Motorcraft parts, or remanufactured or other parts that are
authorized by Ford. Ford is also allowed a final repair attempt in some states. Page If you buy
your vehicle in North America and then relocate to any of the above locations, register your
vehicle identification number VIN and new address with Ford Motor Company Export
Operations. Page Reporting Safety Defects U. The high-pressure fluid could penetrate the
sealed parts and cause damage. Page 5. These products are available from your authorized
dealer. Page Cleaning D, or F ] in Canada, available from your authorized dealer. This washer
fluid contains special solution in addition to alcohol which helps to remove the hot wax
deposited on the wiper blade and windshield from automated car wash facilities. Be sure to
replace wiper blades when they appear worn or do not function properly. If a spill occurs, wipe
off immediately. Damage may not be covered by your warranty. WARNING: Do not use chemical
solvents or strong detergents when cleaning the steering wheel or instrument panel to avoid
contamination of the airbag system. Such products could contaminate the side-airbag system
and affect performance of the side airbag in a collision. Page Cleaning For dirt, use a vacuum
cleaner then use a clean, damp cloth or soft brush. For routine cleaning, wipe the surface with a
soft, damp cloth. For more thorough cleaning, wipe the surface with a mild soap and water

solution. These quality products have been specifically engineered to fulfill your automotive
needs; they are custom designed to complement the style and appearance of your vehicle. If
your vehicle requires professional service, your authorized dealer can provide the necessary
parts and service. Check your Warranty Guide to find out which parts and services are covered.
Go to the front of the vehicle and release the auxiliary latch that is located under the front center
of the hood. Battery 2. Engine oil dipstick 3. Engine oil filler cap 4. Brake fluid reservoir 5. Air
filter assembly 6. Engine coolant reservoir 7. Windshield washer fluid reservoir 8. Page
Maintenance and Specifications 5. Engine oil filler cap 3. Engine oil dipstick 4. Only use a
washer fluid that meets Ford specifications. Do not use any special washer fluid such as
windshield water repellent type fluid or bug wash. They may cause squeaking, chatter noise,
streaking and smearing. Pull the wiper blade and arm away from the glass. Squeeze the locking
tabs to release the blade from the arm and pull the blade away from the arm to remove it. Locate
and carefully remove the engine oil level dipstick. Wipe the dipstick clean. Insert the dipstick
fully, then remove it again. Page Maintenance and Specifications For longer, trouble-free
operation, keep the top of the battery clean and dry. Also, make certain the battery cables are
always tightly fastened to the battery terminals. If you see any corrosion on the battery or
terminals, remove the cables from the terminals and clean with a wire brush. When the battery
is disconnected or a new battery is installed, the engine must relearn its idle and fuel trim
strategy for optimum driveability and performance. Coolant concentration testing is possible
with a hydrometer or antifreeze tester. Add the mixture to the coolant reservoir, when the engine
is cool, until the appropriate fill level is obtained. Page Maintenance and Specifications a
coolant degas system with a pressurized cap, or if it is necessary to remove the coolant
pressure relief cap on the radiator of a vehicle with an overflow system, follow these steps to
add engine coolant. Page Maintenance and Specifications Recycled engine coolant Ford Motor
Company does NOT recommend the use of recycled engine coolant since a Ford-approved
recycling process is not yet available. Used engine coolant should be disposed of in an
appropriate manner. What you should know about fail-safe cooling If the engine coolant supply
is depleted, this feature allows the vehicle to be driven temporarily before incremental
component damage is incurred. Page Fuel Information Maintenance and Specifications 3. If this
is not possible, wait a short period for the engine to cool. Check the coolant level and replenish
if low. Operate the vehicle in fail-safe mode only as long as necessary to bring the vehicle to
rest in a safe location and seek immediate repairs. Page Maintenance and Specifications
WARNING: The flow of fuel through a fuel pump nozzle can produce static electricity, which can
cause a fire if fuel is pumped into an ungrounded fuel container. Page Maintenance and
Specifications 2. Open the fuel filler door. Slowly insert the fuel filler nozzle fully into the fuel
system and leave the nozzle fully inserted until you are done pumping. Pump fuel as normal.
After you are done pumping fuel, wait about five seconds before slowly removing the fuel filler
nozzle. Otherwise, fuel may spray out, which could cause serious personal injury. Running out
of fuel Avoid running out of fuel because this situation may have an adverse effect on
powertrain components. If the vehicle is out of fuel and on a steep grade, more than 1 gallon 3.
You must gather information as accurately and consistently as possible. Fuel expense,
frequency of fill-ups or fuel gauge readings are NOT accurate as a measure of fuel economy.
Page Maintenance and Specifications Calculating fuel economy 1. Fill the fuel tank completely
and record the initial odometer reading in miles or kilometers. Each time you fill the tank, record
the amount of fuel added in gallons or liters. After at least three to five tank fill-ups, fill the fuel
tank and record the current odometer reading. Unnecessary shifting of this type could result in
reduced fuel economy. Page If other than Ford, Motorcraft or Ford-authorized parts are used for
maintenance replacements or for service of components affecting emission control, such
non-Ford parts should be equivalent to genuine Ford Motor Company parts in performance and
durability. Page Maintenance and Specifications it from working. This decal also lists engine
displacement. Please consult your Warranty Guide for complete emission warranty information.
Failure to pass this inspection could prevent you from getting a vehicle registration. The fluid
level will drop slowly as the brakes wear, and will rise when the brake components are replaced.
Page Maintenance and Specifications Checking and adding manual transmission fluid if
equipped 1. Clean the filler plug. It is located on the passenger side of the transmission.
Remove the filler plug and inspect the fluid level. Note: For vehicles equipped with a V6 engine,
the correct manual transmission fill level is at the lower edge of the filler hole. Refer to
Maintenance product specifications and capacities in this chapter. When changing the air filter
element, use only the air filter element listed. Page Maintenance and Specifications 4. Install a
new air filter element. Be careful not to crimp the filter element edges between the air filter
housing and cover. This could cause filter damage and allow unfiltered air to enter the engine if
not properly seated. Page Note: During extended periods of vehicle storage 30 days or more ,

fuel may deteriorate due to oxidation. Page Part Numbers Replace the spark plugs with ones
that meet Ford material and design specifications for your vehicle, such as Motorcraft or
equivalent replacement parts. The customer warranty may be void for any damage to the engine
if such spark plugs are not used. Page Maintenance and Specifications Vehicle identification
number VIN The vehicle identification number is located on the driver side instrument panel.
Please note that in the graphic, XXXX is representative of your vehicle identification number.
The following table tells you which transmission each code represents. These quality
accessories have been specifically engineered to fulfill your automotive needs; they are custom
designed to complement the style and aerodynamic appearance of your vehicle. Page Ford
Motor Company engineering requirements. With Ford ESP, you minimize your risk for
unexpected repair bills and rising repair costs. For more information, visit your local Ford of
Canada dealer or This information is subject to change. Page Scheduled Maintenance Guide
Your Ford or Lincoln Mercury dealer has factory-trained technicians who can perform the
required maintenance using genuine Ford parts. They are committed to meeting your service
needs and to assuring your continuing satisfaction. Page Ford or Lincoln Mercury dealership.
Page Scheduled Maintenance Guide Get the most from your service and maintenance visits
There are a lot of reasons why visiting your Ford or Lincoln Mercury dealership for all your
service needs is a great way to help keep your vehicle running great. Page In order to keep your
vehicle running right, it is important to have the systems on your vehicle checked regularly.
This can help identify potential issues and prevent major problems. Ford Motor Company
recommends the following multi-point inspection be performed at every scheduled maintenance
interval to help ensure your vehicle keeps running great. Page Inspect accessory drive belt s.
Be sure to ask your Ford or Lincoln Mercury dealership service advisor or technician about the
multi-point vehicle inspection. You should perform the engine oil change as indicated by the
instrument cluster message center. If you only occasionally operate your vehicle under these
conditions, it is not necessary to perform the additional maintenance. Page Scheduled
Maintenance Guide Operating in dusty conditions such as unpaved or dusty roads Inspect
frequently, service as required Every 5, miles 8, km â€” Rotate tires, inspect tires for wear and
measure tread Every 5, miles 8, km or 6 months Every 30, miles 48, km â€” Page 3, miles 4, km
or three months, whichever occurs first. Page Index Engine Page Index Parental MyKey
programming Page Spark plugs, specifications Page Index Water, Driving through Print page 1
Print document pages. Cancel Delete. Sign In OR. Don't have an account? Sign up! Restore
password. Upload from disk. Upload from URL. Seems at high engine RPM, the clutch pedal
might not return from the floor after a shift. Save the manuals? According to Ford, the official
description of the problem is as follows:. This condition will generate a concern of the clutch
pedal remaining on the floor during high RPM shifts. When engine RPM drops, clutch pedal
operation returns to normal, but the re-engagement may be abrupt. The clutch pedal Stayout is
a condition where at high engine RPM, centrifugal forces on the clutch system can reduce the
force with which the clutch diaphragm fingers push against the release bearing. This can result
in the clutch pedal staying on the floor until engine RPM decreases and the diaphragm return
forces increases. If you have a Mustang equipped with a manual transmission and you
experience any of the problems described, get yourself and your car's weird clutch to the dealer
for a free repair. Don't worry, it's not terribly dangerous, the most that'll happen is this ruins a
good run down your favorite curvy country road, just get off the gas and the pedal will release.
The A. Ben Wojdyla. Share This Story. Get our newsletter Subscribe. So we're gonna fix it with
zip ties! Skip to main content. Email to friends Share on Facebook - opens in a new window or
tab Share on Twitter - opens in a new window or tab Share on Pinterest - opens in a new window
or tab. Add to Watchlist. People who viewed this item also viewed. Showing Slide 1 of 1 Carousel. Check if this part fits your vehicle. Contact the seller. Picture Information. Mouse over
to Zoom - Click to enlarge. Get the item you ordered or get your money back. Learn more - eBay
Money Back Guarantee - opens in new window or tab. Seller information asiaustin Contact
seller. See other items More See all. Item Information Condition:. Sign in to check out Check out
as guest. Add to Watchlist Remove from watch list. Watch list is full. Longtime Member. May not
ship to Ukraine - Read item description or contact seller for shipping options. See details. Item
location:. Austin, Texas, United States. Ships to:. This amount is subject to change until you
make payment. For additional information, see the Global Shipping Program terms and
conditions - opens in a new window or tab This amount includes applicable customs duties,
taxes, brokerage and other fees. For additional information, see the Global Shipping Program
terms and conditions - opens in a new window or tab. Any international shipping is paid in part
to Pitney Bowes Inc. Learn More - opens in a new window or tab International shipping and
import charges paid to Pitney Bowes Inc. Learn More - opens in a new window or tab Any
international shipping and import charges are paid in part to Pitney Bowes Inc. Learn More -

opens in a new window or tab Any international shipping is paid in part to Pitney Bowes Inc.
Learn More - opens in a new window or tab. Related sponsored items. Showing Slide 1 of 2 Carousel. Report item - opens in a new window or tab. This translation tool is for your
convenience only. The accuracy and accessibility of the resulting translation is not guaranteed.
Note: The accuracy and accessibility of the resulting translation is not guaranteed. Seller
assumes all responsibility for this listing. Shipping and handling. The seller has not specified a
shipping method to Ukraine. Contact the seller - opens in a new window or tab and request
shipping to your location. Shipping cost cannot be calculated. Please enter a valid ZIP Code.
Shipping to: United States. No additional import charges at delivery! This item will be shipped
through the Global Shipping Program and includes international tracking. Learn more - opens in
a new window or tab. There are 1 items available. Please enter a number less than or equal to 1.
Select a valid country. Please enter 5 or 9 numbers for the ZIP Code. Domestic handling time.
Taxes may be applicable at checkout. Learn more. Return policy. No returns or exchanges, but
item is covered by the eBay Money Back Guarantee - opens in a new window or tab. Payment
details. Payment methods. Back to home page Return to top. Back to home page. Listed in
category:. Email to friends Share on Facebook - opens in a new window or tab Share on Twitter
- opens in a new window or tab Share on Pinterest - opens in a new window or tab Add to
Watchlist. Image not available Photos not available for this variation. Change country: -SelectUnited States There are 1 items available. Standard equipment on the base model GT is
included in the table below. The basic transmission level it the 6 speed manual 44X but can be
upgraded to a 6 speed automatic again for a considerable amount of money. The basic GT has
only one Spec level and that is A. If you buy the GT Premium by default, you will get all the base
GT features plus a cloth convertible top and a boot if you buy the convertible. The GT Premium
has three Spec levels. This is not available with the Exterior Stripe Options. The Ford Mustang
GT arrives with an all-new 5. Complementing those goals, a pair of new six-speed transmissions
â€” one manual and one automatic â€” take advantage of the flexibility and fuel economy
benefits of having six forward ratios, helping Mustang GT give powerful launches while also
delivering relaxed cruising with exceptional fuel economy. Chassis enhancements help improve
the outstanding balance and driving behavior Mustang owners expect. Damper tuning and
spring rates were revised to provide a smooth highway ride, while new rear lower control arms
and firmer stabilizer bar bushings improve stiffness and handling for better cornering response
over the highly praised model. Muscular fenders and wide wheel openings give the Mustang GT
a taut, athletic look. At the same time, fuel economy is projected to be better than the previous
model and unsurpassed in the segment. The six-speed automatic transmission in the Mustang
GT will deliver fuel economy of 25 mpg highway and 18 city. This is up from 23 mpg highway
and 17 city for the model. Six-speed manual transmission Mustang GT models for are projected
to deliver 26 mpg highway and 17 city, matching the model but delivering significantly more
horsepower and performance feel. Engine assembly with engine cover. Head structure was
designed to support higher cylinder head pressures and cross-flow cooling for sustained
high-rpm use. Head bolt size was increased from 11 to 12 millimeters to contain the higher
combustion pressures. The aluminum block was developed for optimized windage and oil
drainback under lateral conditions and high-rpm use, such as a track-day outing for an
enthusiast owner or driver. Increased main bearing bulkhead widths and nodular iron
cross-bolted main bearing caps with upsized bolts were also employed to accommodate the
significant performance increase. An additional element is the increased capacity and baffling
of the deep-sump stamped steel oil pan to enable sustained high-rpm use and offer the
convenience of 10,mile oil change intervals. Piston-cooling jets also were incorporated for
performance-minded customers and for faster oil warm-up on cold start. Specially designed
tubular exhaust headers were developed to maximize exhaust pulse separation and improve
flow. A team analyst actually fabricated the tubular headers in his home workshop, bringing the
CAE design to life. Curved intake runners are framed by an acoustic cover sporting the new 5.
The effect is perfectly suited for a purpose-built performance machine like the new 5. Ambient
lighting welcomes drivers with backlit Mustang lettering in the sill plate. Customers choosing
the automatic will be pleasantly surprised to find the advanced six-speed transmission does not
sacrifice fuel economy or performance â€” delivering crisp, quick shifts. This technical
innovation uses vehicle input â€” acceleration, pedal position, vehicle speed and brake status
â€” to automatically determine the correct gear ratio while on an incline or decline. Hill mode
eliminates sixth gear, extends lower gear operation on uphill climbs, and provides additional
grade or engine braking for coast-downs. The standard 3. A new era in Mustang driving
dynamics Electric Power Assist Steering has made a dramatic contribution to Mustang GT
driving dynamics, delivering quicker on-center steering response, increased effort at highway
speeds and reduced effort required in low-speed parking maneuvers. Because the belt-driven

power steering pump is eliminated, EPAS provides a quieter vehicle with fewer components
drawing engine power. EPAS also enables new technologies that adjust for minor driving
annoyances. Both conditions are alleviated by EPAS independent of driver input, helping
ensure Mustang delivers a smooth, comfortable driving experience. The Mustang GT features
enhanced rear lower control arms to add stiffness, improve powertrain NVH noise, vibration and
harshness control and sharpen handling. A stiffened rear stabilizer bar for better on-center
steering is also included. Stabilizer bar diameters, spring rates and dampers all have been
tuned for improved dynamics. A Brembo brake package upgrade will be available for serious
enthusiasts. These include additional sound-deadening material on both sides of the instrument
panel and a rear wheel arch liner to reduce noise on gravel or wet surfaces. Mustang GT
convertible models feature enhanced structural rigidity, with lateral stiffness improved by 12
percent versus the model. A tower-to-tower front strut brace is now standard, and the V-brace
has been stiffened by adding gussets. The secondary crossmember also has been stiffened
while a front Z-brace has been added, connecting primary and secondary crossmembers.
A-pillar stiffening foam also has been added to increase rigidity. A stiff vehicle structure like
that found on Mustang helps protect the cabin from deformation and intrusion in an impact.
Mustang also uses high-strength steel in its body structure and ultra-high-strength steel in the
door intrusion beams for additional side-impact protection. Exhilarating Exterior Styling From
the 5. The exterior sheet metal continues the successful redesign, with new headlamps, lower
fascias, fenders and grille capped by a powerdome hood that adds to the muscular appearance
while functionally allowing for enhanced air cooling of the engine. Front fenders feature taut,
sculptured wheel flares, like a tight skin stretched over the wheels. The rear end design features
aggressively angled rear corners, a sculptured decklid and prominent rear badge. A rearview
camera incorporated into the spoiler is available on some models. Mustang taillamps feature
three LED bulbs firing sequentially from the inside for turn indication. Like the exterior, the
interior design features world-class design and execution. The one-piece instrument panel
design is crafted in seamless soft-touch TPO Thermoplastic Olefin skin fully encompassing
available genuin
yamaha outboard fuel water separator filter
2010 mustang gt fuse box
95 honda accord fuel pump
e aluminum-finish panels. First-row bucket seats provide long distance comfort with lateral
cornering support. For , the speedometer increases to mph and the tachometer redline
advances from 6, to 7, rpm to reflect the capabilities of the new powertrain. The instrument
panel and console flow as one shape, another strong connection to Mustang heritage. The seats
and armrests have softer materials with high-quality stitching. An available Electronics Package
incorporates the Ford Voice-Activated Navigation system, loaded with features and functions
designed to provide customers with a superior level of connectivity and information while on
the road. The 5. The Mustang GT goes on sale this spring. Share Tweet. Fifth Gen Mustang.
Table of Contents The New 5. See all results. Weekly Mustang News Get the latest Mustang
news, rumors, deals and events each week. Cool Mustang stuff. No crap, we promise. This site
uses cookies: Find out more. Okay, thanks. Rear Video Camera with Electronics Pkg.

