2011 kia sorento serpentine belt diagram
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The information and specifications provided in this manual were accurate at the time of printing.
KIA reserves the right to When you require service, remember that your KIA Dealer discontinue
or change specifications or design at any time knows your vehicle best. By AAEN following a
few simple precautions for the As with other vehicles of this type, failure first 1, km miles you
may add to to operate this vehicle correctly may the performance, economy and life of Outside
rearview mirror control switch.. Power window switches Instrument cluster Engine Coolant
Reservoir Windshield Washer Fluid Reservoir.. Radiator Cap Engine Oil Filler Cap If not,
passen- is securely latched by pushing it gers and objects could be thrown forward and
backwards. Before driving, adjust the seat to the proper position so you can easily control the
steering wheel, pedals and switches on the instrument Stop operating once the adjustment is
complet- ed. Excessive operation may damage the electrical equipment. Insert the rear seat belt
buckle in the pocket if equipped between the rear seatback and cushion, and insert the rear seat
belt webbing into the guide to prevent the seat belt from being dam- aged. Do not allow the seat
belt webbing or buckle to get caught or pinched in the rear seat. To raise the height adjuster,
pull it up 1. To lower it, push it down 3 while press- ing the height adjuster button 2. Page 39
Wash all exposed skin areas thor- belts yourself. Page 40 Properly worn seat belts tact an
authorized KIA dealer. Never hold a child in your greatly reduce these hazards. Page 43 This
should be done even if no damage is visible. Additional questions concern- ing seat belt
operation should be directed to an authorized KIA dealer. Page 46 KIA dealer. Pull the shoulder
portion of the seat Placing a passenger seat belt into outboard or center rear seats, do the folbelt all the way out. Therefore, the pre- ceding seven steps must be fol- lowed each time a child
restraint is installed. Incorrectly fitted child restraints may swing, twist, tip or separate causing
death or serious injury. Tilt the seat from side to side. How does the air bag system under which
contact with the steer- ing wheel or passenger air bag can operate It is virtually impossible for
you to see Do not use a Have the system checked if: rearward facing child restraint on a seat
protected by an air bag in Page 56 If any of the following conditions 3. Side impact air bag
modules occurs, this indicates a malfunction 4. Curtain air bag modules of the SRS. Have an
authorized KIA 5. Retractor pre-tensioner assemblies dealer inspect the air bag system as soon
as possible. Page 58 SRS is not working system. If this occurs, have your vehicle immediately

inspected by an authorized KIA dealer. No matter as a blanket or seat heater to the replace the
air bag immediately what type of crash, children of all front passenger seat. Your vehicle is
equipped with an However, KIA does intended to deploy in collisions in occupants improperly
positioned not endorse nor will it support any which sufficient protection can be pro- in the
front seats. Page 67 In panel or the front passenger's authorized KIA dealer inspect the addition,
front air bags will not panel above the glove box, air bag system as soon as possi Page 69 and
positions. Page 70 OCM only be done by an authorized the rear seat. Continued Curtain air bag
Failure to follow the above men- Curtain air bags are located along both tioned instructions can
result in Inflation and non-infla- tion conditions of the air bag There are many types of accidents
in which the air bag would not be expect- ed to provide additional protection. Page 72 Have the
vehicle or death. Page 76 KIA dealer. Improper handling of the SRS observed. Page 80 The
ignition enable an authorized KIA dealer to dupli- key would enable children to oper- cate the
keys easily. Remove the tag and ate power windows or other con- store it in a safe place. When
starting the engine, do not use the The immobilizer system activates auto- key with other
immobilizer keys around. If you need additional keys or lose your Do not change, alter or adjust
the Operation is subject to the following two keys, consult an authorized KIA dealer. Page 83
After performing the limp home proce- key is out of order. You cannot start the dure, you have
to see an authorized KIA engine without the limp home procedure. The hazard lights blink for
about 30 seconds if this warning lights will blink twice to indicate button is pressed for more
than 0. Page 85 3. Install the battery in the reverse order entry system is inoperative due to of
removal. Page 86 If you are unsure how to use your transmitter or replace the battery, contact
an authorized KIA dealer. Be sure to use the correct battery. But if all doors and tailgate are The
tailgate is unlocked if the button is closed after the lock button is pressed, pressed for more
than 1 second. Page 90 An inappropriately disposed bat- how to use your smart key or replace
the tery can be harmful to the environ- battery, contact an authorized KIA deal- ment and human
health. Dispose the battery according to your local laws or regulations. Make sure that all doors
and tailgate The theft-alarm system by the key can and engine hood are closed and be
deactivated by an authorized KIA latched. Disarmed Theft-alarm dealer. Each door has a power
window switch that controls the door's window. The driv- er has a power window lock button
which can block the operation of passenger windows. The automatic reverse feature will not
operate if the window is raised using the halfway posi- tion on the power window switch. Go to
the front of the vehicle, raise the 3. Pull out the support rod from the sup- Opening the hood
hood slightly, pull the secondary latch port rod holder. Page Follow any safety KIA cap or the
equivalent speci- instructions they provide. An incorrect fuel filler cap can result in a seri- ous
malfunction of the fuel sys- tem or emission control system. The sunroof will slide open all the
way automatically. To stop the sunroof sliding at any point, pull or push the sunroof control
lever momentarily. Turn the ignition switch to the ON position. Page KIA dealer. Do not press on
the horn with a sharp- pointed object. Activation To program a device to HomeLink using will
now occur for the trained product a HomeLink button previously trained, garage door, security
system, entry door follow these steps Do not press the switch longer than necessary, the motor
may be damaged. Tachometer 2. Turn signal indicators 3. Speedometer 4. Engine temperature
gauge 5. Warning and indicator lights 6. You must stop and obtain addition- al fuel as soon as
possible after the warning light comes on or when the gauge indicator comes close to the E
level. The trip computer may not register additional fuel if less than 6 liters 1. Page It may
distract you while driv- engine. Any light that does not illuminate ing and cause an accident that
that illuminates "ECO" when the driver should be checked by an authorized KIA has reached
optimum fuel efficiency. Page If this occurs, have your vehicle checked If both ABS and brake
warning ignition switch to the ON position or start- by an authorized KIA dealer as soon as
lights are on and stay on, your vehi- ed the engine, or if it comes on while possible. DAUN 6
mph , the seat belt warning light and Front fog light indicator Page 2. With the engine off, check
the genera- tor drive belt for looseness or break- age. If the belt is adjusted properly, a prob- lem
exists somewhere in the electrical charging system. Have an authorized KIA dealer correct the
problem as soon as possible. Generally, your vehicle will continue to be drivable, but have the
system checked by an authorized KIA dealer promptly. Take For more information about the use
of and have the system checked. The operation of the rear parking assist system can be
affected by several factors including environmental conditions. This will ensure bet- ter
auto-light system control. The lever will return to the OFF posi- tion when released. If an
indicator stays on and does not flash or if it flashes abnormally, one of the turn signal bulbs
may be burned out and DRL can be help- ful in many different driving conditions, and it is
especially helpful after dawn and before sunset. Fan speed control knob 2. Mode selection knob
3. Temperature control knob 4. Air conditioning button 5. Start the engine. Set the mode to the
desired position. For improving the effectiveness of heating and cooling; - Heating: - Cooling: 3.

Set the mode to the position. Page fresh air position is selected. If this hap- pens, inspect and
replace the climate control air filter. Driver's temperature control knob 3. AUTO automatic
control button 4. Front blower OFF button 5. Set the temperature switch to the desired
temperature. If the temperature is set to the lowest setting Lo , the air conditioning sys- tem will
operate continuously. The passenger side temperature will be set to the same temperature as
the driver side. Set the fan speed to the highest posi- 1. Set the fan speed to the highest posiTo defog inside windshield tion. Page This keeps the floor mat from sliding forward. If
necessary, contact your authorized KIA dealer to obtain a luggage net. Automatic Station Seek
Button 4. SCAN Button 7. CD Loading Slot 2. CD Eject Button 3. CD Selection Button 4.
Automatic Track Seek Button 5. Folder playing order : Album, Folder, Total Files Not dis- Order
of playing files folders : played if the information is unavailable on the CD or file. INFO Button 7.
INFO Button 6. Channel Selection Button 3. Preset Selection Button 4. Tune Knob and Enter
Button 6. Page Please consult with your the category that the current channel Kia dealership.
Page 7. Say "Yes" to confirm. Press button. The registered names can be deleted. If the engine
stalls while you are in 2. Manual Transaxle - Depress the motion, do not attempt to move the
clutch pedal fully and shift the shift lever to the P Park position. Replace the fuse with a new
one. The indi- vidual speeds are selected automatically, depending on the position of the shift
lever. The vehicle will roll freely even you shift into P Park while the on the slightest incline
unless the parking vehicle is in motion. Page 4. Have your vehicle inspected by an which is
better for smooth driving on vehicle. Push the shift lever to the - down side to shift back to the
1st gear. Do not Ignition key interlock system Good driving practices depend on placing the
transaxle in P Park to keep the vehicle from moving. In a collision, If your vehicle becomes
stuck in To move up a steep grade from a stand- an unbelted occupant is signifi- snow, mud,
sand, etc. Page These factors must be carefully consid- If this occurs, have your vehicle ered
when driving off-road. Keeping the checked by an authorized KIA deal- vehicle in contact with
the driving surface er as soon as possible. Wind danger Do not rely on your experience in conIf you are driving in heavy wind, the ventional 2WD vehicles in choosing vehicle's higher center
of gravity safe cornering speed in 4WD mode. You may hear this sound come and go or it may
occur whenever you depress the brake pedal. Page ABS will go through self-diagnosis and the
light will go off if everything is normal. If the light stays on, you may have a problem with your
ABS. Contact an authorized KIA dealer as soon as possible. Page If the DBC red indicator light
illuminates, the system has overheated or some- thing is wrong. The DBC will not activate. Page
When you are moving when parking to avoid inadver- an authorized KIA dealer for assis- slowly
enough for it to be safe to do so, tent movement of the vehicle tance. To avoid creeping tion.
The SET indica- To increase cruise control set tor light in the instrument cluster will speed: 1.
Increased speed will not interfere with cruise control operation or change the set speed. Your
vehicle's fuel economy depends increase fuel consumption and also For better fuel economy
and reduced mainly on your style of driving, where you increase wear on these components.
Page Therefore, have an authorized KIA speed. Accelerate slowly to Reducing the risk of a
rollover avoid spinning the drive wheels. Spinning the wheels at high speeds when the vehicle
is station- ary could cause a tire to overheat which could result in tire damage that may injure
bystanders. The level of charge in your battery can freeze as these may damage the paint be
checked by an authorized KIA dealer finish. Page Trailer Towing Ask an in the limits. This
section contains many time-tested, authorized KIA dealer for further details important trailering
tips and safety rules. Many of these are important for your safety and that of your passengers.
Page This is not a the bumper. Use only an approved trailer wiring har- ness. An authorized KIA
dealer can assist you in installing the wiring harness. With the manual transaxle in Neutral Your
vehicle will need service more often usage, overheating might occur or automatic transaxle in P
Park , After you've loaded your trailer, weigh the trail- er and then the tongue, separately, to see
if the weights are proper. Vehicle capacity weight is the maxi- mum combined weight of
occupants and cargo. Determine the combined weight of Towing capacity: Steps for
determining correct load luggage and cargo being loaded limit - 2. That weight may 1. Repairs
would cause heat buildup in your vehicle can strike and injure not be covered by your warranvehicle's tires and possible If the engine still does not start, call an FAUN 4. Check the starter
connections to be authorized KIA dealer or seek other If the engine stalls while driving sure they
are securely tightened. The battery pro- incorrectly. Page for example, the engine not apparent,
you should have your vehi- lifting bracket away from the battery cle checked by an authorized
KIA dealer. Do not connect it to or near any part that moves when the engine is If the water
pump drive belt is broken as possible by an authorized KIA coolant has stopped running or the
or engine coolant is leaking out, stop dealer. No person should place any portion of their body
under a vehicle that is supported only by a jack; Lay the tire on the ground with the wrench
counterclockwise, and 1. Loosen the wheel nuts and remove them with your fingers. Slide the

wheel off the studs and lay it flat so it cannot roll away. To put the wheel on the hub, pick up the
spare tire, line up the holes with the studs and slide the wheel Page Then double-check each
nut for tightness. After changing wheels, have an authorized KIA dealer tighten the wheel nuts
to their proper torque as soon as possible. Wheel nut tightening torque Page Adjust it to the for
thread style before installing specified pressure, if necessary. Page KIA dealer or a commercial
tow- ed, not the rear. Proper lifting and towing procedures are necessary to prevent damage to
the vehicle. Engine Coolant Reservoir 2. Windshield Washer Fluid Reservoir 3. Radiator Cap 5.
Engine Oil Filler Cap 6. Engine Oil Dipstick 7. Engine coolant reservoir 2. Engine oil filler cap 3.
Brake fluid reservoir 4. Air cleaner 5. Fuse box 6. Negative battery terminal 7. Positive battery
terminal 8. Page Maintenance Services We recommend you have your vehicle maintained and
repaired by an author- ized KIA dealer. If necessary, correct, clean, refill, adjust or replace. RReplace or change L- Lubricate. Hard ration and replace if necessary. Turn the engine off and
wait for a few minutes about 5 minutes for the oil to return to the oil pan. Pull the dipstick out,
wipe it clean, and re-insert it fully. Page Engine Coolant Have engine oil and filter changed by an
it cools down. Use extreme care coolant. The reservoir is filled at the fac- authorized KIA dealer
according to the when removing the radiator cap. Maintenance Schedule at the beginning Page
If the coolant level is low, add enough specified coolant to provide protection against freezing
and corrosion. Bring the level to F, but do not overfill. If frequent additions are required, see an
authorized KIA dealer for a cooling system inspec- tion. It around the reservoir cap thoroughly
to should be disposed of properly. Page Check the connections for oil leaks, dam- vehicle
should be inspected by an age and twists in the power steering authorized KIA dealer. Page
Washer Fluid Do not drink and avoid contacting mates to prevent freezing. If the stroke is more
or windshield washer fluid. Serious less than specified, have the parking injury or death could
occur. Page If the stroke is more or Clean the filter by using compressed air. Use of
non-genuine parts could damage the air flow sensor. OXM 2. If the vehicle is operated in
severely air-polluted cities or on dusty rough roads for a long period, it should be inspected
more frequently and replaced earlier. Remove the climate control air filter 4. Replace the climate
control air filter. Reassemble in the reverse order of cover. Raise the wiper arm. Lift up the wiper
blade clip. Then pull 3. Install the new blade assembly in the Rear window wiper blade down the
blade assembly and remove reverse order of removal. Page 3. Make sure the blade assembly is
installed firmly by trying to pull it slight- To prevent damage to the wiper arms or other
components, have an authorized KIA dealer replace the wiper blade. If you feel handling a
battery. Never When recharging battery, calcium-based battery. Page If a recommended for your
vehicle. KIA recommends that you check the spare every time you check the pressure of the
other tires on your vehicle. Worn tires can and result in damage to the You will need this T Speed Rating Symbol. Checking tire life TIN : Tire The chart below lists many of the difIdentification Number ferent speed ratings currently being Tires degrade over time, even Any
tires that are over 6 years old, used for passenger car tires. Tire ply composition and material 6.
Maximum load rating The tread wear grade is a compara- The number of layers or plies of rubThis number indicates the maximum tive rating based on the wear rate of ber-coated fabric in
the tire. Air Pressure: The amount of air kilopascals kPa or pounds per Load Index: An assigned
number inside the tire pressing outward on Page Page 44 Maintenance All season tires Snow
tires Radial-ply tires KIA specifies all season tires on If you equip your car with snow tires,
Radial-ply tires provide improved some models to provide good per- they should be the same
size and Multi fuse Do not use a screwdriver or any Three kinds of fuses are used: blade type
other metal object to remove fuses Page 5. Push in a new fuse of the same rating, and make
sure it fits tightly in the clips. If it fits loosely, consult an authorized KIA dealer. If you do not
have a spare, use a fuse of Some items must be reset after replacement. Page To remove or
insert the fuse, If the multi fuse is blown, consult an use the fuse puller in the engine comauthorized KIA dealer. Deep scratches or stone chips in the painted surface must be repaired
Always wash and dry the vehicle before promptly. For Protecting your vehicle from corrosion
als, corrosion protection is particularly example, corrosion is accelerated by Page Emission
Control System Emission Control inspected and maintained by an author- System is designed
to prevent fuel ized KIA dealer in accordance with the vapors from escaping into the atmosmaintenance schedule in this manual. The ORVR system is designed to allow All inspections
and adjustments objects, such as grass, vegetation, cle for any extended time with the must be
made by an authorized KIA paper, leaves, etc. Power steering PSF-3 6. Transfer case oil Print
page 1 Print document pages. Cancel Delete. Sign In OR. Don't have an account? Sign up!
Restore password. Upload from disk. Upload from URL. Here is a directory of serpentine belt
diagrams for popular makes and models. Let us know if you would like us to add anything to
our list. Can you add and email me belt diagrams for a Hummer H2 and for a Isuzu Trooper,
thank you. Looking for a serpentine belt diagram for a Thomas international school bus. Need a

diagram and possibly size for serpentine belts with and without ac for 97 jeep Cherokee country
with 4. Hi I need a diagram for Mitsubishi Pajero Exceed, 3. Can anyone please Help? Hi I need a
diagram of a serpentine belt for a chevy captiva model with a 2 litre engine. I need a belt
diagram for a Toyota Tacoma 2. Thank you. Im looking for a belt routing diagram for a Kia Soul
2. Its different from the Thanks in advance. Need a serp belt diagram for Hyundai Tuscon 2.
Yours only goes up to year model. I need a belt diagram for a GMC Vandura 6. I think also
known as the gm Been looking online for 2 days now. I need a Serpentine belt diagram for a 5.
Im have trouble putting this one back on. Now Trending: â€” Lexus Admin, please photo for
serpentine belt for audi 1. Hi, I need a schematic of the serpentine belt for a chevy, malibu, 6 cyl.
I need a fanbelt diagram for a Dodge Caravan. Need a diagram from replacing serpentine belt
Camry V6 3. Ajay Jiwanand. I need a serpentine belt diagram for a Mitsubishi outlander 2.
Looking for a serpentine diagram for a Pontiac G5 base, with AC. Thank you! Need help
replacing a serpentine belt on a chev optra 2. Wayne Kilgore. Need routing of serpentine belt for
a toyota tundra 4. I need a diagrm for belt routing on Toyota Camry 3. Diamond Hernandez.
Serpentine belt diagram for a Chevy Impala Lt 3. George Borja. Hi there I need a serpentine belt
diagram for a Toyota Camry Se model 3. Need a serpentine belt diagram for a Hyundai Santa Fe
3. Could you get me the diagram for a Monte Carlo with a 3. Not supercharged. I need a diagram
for a Chevy caprice! Please and thanks. I need a diagram for replacin the serpentine belt on a
Ford Windstar V-6, 3. I need a diagram to replace a serpentine belt on a 2. I need a serpentine
diagram for a
acura valve adjustment
scosche wiring harness color codes
toyota camry 2001 headlight
Camaro 5. Need a serpentine belt diagram for a dodge ram sport I need a serpentine belt
diagram for a jeep Cherokee trailhawk 3. Don Longridge. Hi I need a diagram for a serpentine
belt replacement for a petrol Mitsubishi Pajero. Need a diagram for a power stroke e van one
alternator. Please, a serpentine belt diagram for a Honda Accord 4-cyl. I need a diagram of a,
Dodge Caravan fanbelt. John Portelli. Hi I need a diagram of the serpentine drive belt for a
chevy captiva 2 litre. Need diagram for Hyundai Genesis 3. Douglas M Farley. Hello I need
serpentine belt diagram for Hyundai Elantra 1. Alaa hashim. Suzoki grand vitara v6 2. Sarah
Gunalda. Rachel E McGrew. I need a diagram of Santa Fe 4cyl 2. Do you have a diagram for a
Chevy Express ? Leeanne Pridgen. Need a diagram for a 95 Mercedes diesel. Please help! Keith
Board. I could use the diagram for belt the Ford F 4. I want a diagram of fan belt of Toyota
spacial. Markus Andrew Quillen. I need a belt diagram for Volkswagon Passat 1.

