2012 chevy silverado parts diagram

This manual is specific to a Chevrolet Silverado RepairSurge is compatible with any
internet-enabled computer, laptop, smartphone or tablet device. It is very easy to use and
support is always free. We wish we could just show you the entire manual before you buy, but
our publishing agreement with the auto manufacturers prevents this. We know this sounds
crazy. It's a stupid rule in our opinion, but they authorize our manuals and that's what their
lawyers require. Here are some of the comments we have received from users of RepairSurge.
These customers have agreed to allow us to publicly display their testimonials. We know buying
anything online is a risk. Once again, we wish we could just show you the entire manual before
you buy, but our publishing agreement with the auto manufacturers prevents this. We'll get you
the repair information you need, every time, or your money back. Manufacturer: Chevrolet.
Model: Silverado Production Year: Step by Step Instructions. Comprehensive Diagrams.
Diagnostic Procedures. Wiring Diagrams. Here is what you'll get. Step-by-step factory
recommended repair instructions. Unlimited access to personal support reps who are always
available to assist you. We can answer your questions about using the software or help you find
the specific information you need for your Chevrolet Silverado Free real-time updates! Your
manual is updated with revised information as soon as it is released. Access on your terms.
Unlimited access to your Chevrolet Silverado manual on a yearly basis. We'll get you the repair
information you need, every time, or we'll refund your purchase in full. Can I see what the
manual looks like? See our guarantee below. You are protected in case the manual turns out to
not be what you need. What Satisfied Mechanics Are Saying. Exactly as advertised, quick and
easy transaction. Get Your Manual. Your satisfaction is guaranteed and your online transaction
is protected by safe and secure SSL encryption technology. Quick Links Download this manual.
Table of Contents. In Brief. Instrument Panel. Initial Drive Information. Vehicle Features. Keys
and Locks. Vehicle Security. Exterior Mirrors. Interior Mirrors. Seats and Restraints. Head
Restraints. Front Seats. Rear Seats. Safety Belts. Airbag System. Child Restraints. Storage
Compartments. Instruments and Controls. Information Displays. Vehicle Messages. Vehicle
Personalization. Universal Remote System. Exterior Lighting. Interior Lighting. Lighting
Features. Infotainment System. Audio Players. Rear Seat Infotainment. Climate Controls.
Climate Control Systems. Air Vents. Driving and Operating. Driving Information. Starting and
Operating. Engine Exhaust. Automatic Transmission. Manual Transmission. Drive Systems.
Ride Control Systems. Cruise Control. Object Detection Systems. Automobile Chevrolet
Silverado Owner's Manual 82 pages. For more Changer information on the symbol, refer to the
Index. Air Vents on page 8 Shift Lever. Controller If Equipped. See B. Turn and Lane Change
Lever. Trailer Towing on page 9 Page 10 In Brief N. Dome Lamps on page 6 9. Ashtray If
Equipped. See V. Power Outlets on page 5 Ashtrays on page 5 12 and Fog Lamps on page 6 7
W. Climate Control Systems Cigarette Lighter on page 5 If Equipped. Infotainment on page 7 1.
Horn on page 5 5. Exterior Lamp Controls on S. See Adjustable This section provides a brief
remotely lock and unlock the doors Throttle and Brake Pedal on overview about some of the
from up to 60 m ft away from Lock and unlock feedback can be To cancel a remote start: With
this feature the engine can be personalized. See Vehicle started from outside of the vehicle.
Push the switch to open the Power Windows on page 2 Power Sliding Rear Window Pull the
switch to close the window. Manual Seats Lumbar Adjustment Manual Lumbar To adjust a
power seat, if equipped: Move the seat forward or To adjust the seat: rearward by sliding the
control 1. Page 19 In Brief On vehicles with four-way Power Lumbar Reclining Seatbacks
lumbar, press and hold the front Manual Reclining Seatbacks or rear of the control to increase
or decrease lumbar support. To raise or lower the height of the support, press and hold the top
or bottom of the control. Lift the lever fully without applying pressure to the seatback, and the
seatback will return to the upright position. Push and pull on the seatback to make sure it is
locked. The vehicle must be in P Park. To save into memory: This feature can move the seat A
single beep will sound. The seat, rearward to allow extra room to exit 1. Seats Adjustment :
Press to heat the Do not drive until the head restraints seatback only. The passenger sensing
system, if equipped, turns off the front outboard passenger frontal airbag under certain
conditions. No other airbag is affected by the passenger sensing system. Adjust each outside
mirror so that a little of the vehicle and the Power Mirrors Using hood-mounted air deflectors
area behind it can be seen. Press either A or B again to attachments could decrease mirror
deselect the mirror. Trailer-Tow Mirrors Keep the selector switch in the If the vehicle has towing
mirrors, center position when not adjusting they can be adjusted for a clearer view of the
objects behind you. Page 26 In Brief Park Tilt Mirrors Interior Mirror Automatic Dimming
Rearview Mirror If the vehicle has the memory Adjustment package, the exterior mirrors tilt to a
For vehicles with an automatic Hold the rearview mirror in the preselected position when the
dimming rearview mirror. They come on when any door is opened and turn off after all the doors
are closed. Page Exterior Lighting In Brief Dome Lamp Override Reading Lamps Exterior

Lighting The dome lamp override button is For vehicles with reading lamps in located next to
the exterior lamps the overhead console, press the control. Fan Control E. Outside Air B.
Temperature Control Air Recirculation C. Air Delivery Mode Control G. Rear Window Defogger
D. Air Conditioning To enable the Range Selection feature: A. Driver and Passenger H. Display
Temperature Controls 1. Move the column shift lever to Power Button the M Manual position.
Page 33 In Brief 2. Radio s : Press to switch the display between the radio station frequency and
the time. While the ignition is off, press this button to display the time. Press again to turn
control without erasing the set the sound on. Press and hold longer speed from memory. Page
39 In Brief Driver Information : Press to display the : Press to set or reset certain odometer, trip
odometer, fuel range, functions and to turn off or Center DIC average economy, fuel used, timer,
acknowledge messages on the DIC. To close the sunroof, press and hold the front of the switch.
Open: From the vent position, the sunroof can be fully opened either manually or by using the
express-open feature. Page 42 In Brief Close: From the vent, or open Crew Cab Vent: From the
closed position, position, press and hold the front of press the rear of the passenger side the
switch to close the sunroof. Page Maintenance In Brief To turn off both traction control When
the sunroof is opened, an air Performance and and StabiliTrak, press and hold deflector will
automatically raise. Maintenance until illuminates and the The air deflector will retract when
appropriate DIC message the sunroof is closed. Page Onstar Overview Mexico: Roadside
Assistance, and relay If equipped, this vehicle has a your exact location to get the help As the
owner of a new Chevrolet, comprehensive, in-vehicle system you need. If enabled through the
the Vehicle doors. DIC, the exterior lights may turn on. Remove the old battery. Do not use a
metal object. Replace with a message displays in the DIC. CR or equivalent battery. Page 52
Keys, Doors, and Windows During a remote start, if the vehicle Do not use the remote start
feature 3. Immediately press and hold has an automatic climate control if the vehicle is low on
fuel. The until the turn signal lamps flash. Page 53 Keys, Doors, and Windows To cancel a
remote start: Also, the engine will turn off during a For example, if and then remote vehicle start
if the coolant pressed again after the vehicle has Aim the RKE transmitter at the temperature
gets too high or if the been running for five minutes, vehicle and press and hold When locking
the doors with the power lock switch and a door is open, the doors will lock five seconds after
the last door is closed. This feature can switch is pressed when the driver be programmed
using the Driver door is open and the key is in the Information Center DIC. People riding on the
tailgate can easily lose their balance and fall in response to vehicle maneuvers. Page 58 Keys,
Doors, and Windows To shut the tailgate, firmly push it To remove the tailgate: 2. With the
tailgate about halfway upward until it latches. After closing the tailgate, pull it back to be sure it
latches securely. Page Vehicle Security Keys, Doors, and Windows Vehicle Security If the
delayed locking feature is The theft-deterrent system will not active, the alarm will not be
activate if the doors are locked with This vehicle has theft-deterrent activated until all doors are
the key or the manual door lock. Page Immobilizer Operation Keys, Doors, and Windows Testing
the Alarm Immobilizer The security light will come on if there is a problem with arming or To test
the alarm: See Radio Frequency Statement on disarming the theft-deterrent page 13 23 for
information 1. Page 61 Keys, Doors, and Windows If the vehicle does start, the first key See
your dealer or a locksmith who 4. Insert the new key to be may be faulty. Press one of the four
arrows memory function that works with the located on the control pad to memory seats. See
Memory Seats move the mirror in the desired on page 3 8 for more information. See Memory
Seats mirrors, push the mirror toward the on page 3 8 for more information. If the To adjust the
inside rearview mirror, position when the vehicle is in vehicle has towing mirrors, only the
Leaving children, helpless adults, Vehicles with OnStar have three To adjust the inside rearview
mirror, Children or others could be badly injured or even killed. They could operate the power
windows or other controls or even make the vehicle move. Push the switch down to the second
detent, then release, to activate the express-down mode. To close the Sunroof Extended Cab
sunroof, press and hold the front of Push the switch to open the the switch. The sunroof also
has a roller sunshade that can be used to block the rays of the sun. Pull the headrest up to You
can lose control of the raise it. While holding the lever out, fold the seatback forward until it To
fold the bench seat: rests on the seat. Push back on the front of the 4. Release the lever. Page
Center Seat Seats and Restraints If available, raise or lower the Center Seat WARNING front or
rear part of the seat If equipped, the center front cushion by moving the front or A safety belt
that is improperly seatback doubles as an armrest and rear of the control up or down. Page
Lumbar Adjustment Seats and Restraints On vehicles with four-way Lumbar Adjustment Power
Lumbar lumbar, press and hold the front or rear of the control to increase Manual Lumbar or
decrease lumbar support. Even when buckled up, the safety belts cannot do their job. The
shoulder belt will not be against your body. Instead, it will be in front of you. Page 81 Seats and
Restraints Storing Memory Positions Memory Remote Recall To stop recall movement, press

one of the power seat controls, memory To save into memory: The memory feature can recall
the buttons, or power mirror buttons, driver seat, outside mirrors, and 1. The driver Heated and
Ventilated seat moves back approximately Front Seats This feature can move the seat 8 cm 3 in.
To move the seat back rearward to allow extra room to exit farther, press again until the the
vehicle. With each press of When it is cold outside, the heated the button, the seat will change
to seats may turn on automatically the next lower setting, and then to during a remote vehicle
start. Push the seat cushion rearward Rear Seats Extended while pulling the release strap under
the seat cushion. Pull the Cab Full Bench seat cushion down until it latches. Folding the Rear
Seat 2. Bench and Hybrid Full To fold the seat, slowly pull the seat A safety belt that is
improperly Bench cushion up. It also describes some of a vehicle. In a crash, You can be
seriously injured, this applies force to the strong or even killed, by not wearing pelvic bones
and you would be Page Lap-Shoulder Belt Seats and Restraints Lap-Shoulder Belt If the
shoulder portion of a passenger belt is pulled out all All seating positions in the vehicle the way,
the child restraint have a lap-shoulder belt. If this happens, let the belt go The following
instructions explain back all the way and start again. Page 90 Seats and Restraints 4. If
equipped with a shoulder belt height adjuster, move it to the height that is right for you. See
Shoulder Belt Height Adjuster later in this section. Push the latch plate into the To unlatch the
belt, push the button buckle until it clicks. Page 91 Seats and Restraints Shoulder Belt Height
Adjuster The vehicle has a shoulder belt height adjuster for the driver and right front passenger.
Adjust the height so the shoulder portion of the belt is on the shoulder and not falling off of it.
The belt should be close to, but not contacting, the neck. Remove the guide from its
pretensioners for front outboard This vehicle may have rear shoulder storage clip on the interior
body. The person wearing the belt could be seriously injured. The shoulder belt should go over
the shoulder and across the chest. These parts of the body are best able to take belt restraining
forces. When a safety Pregnancy belt is worn properly, it is more likely that the fetus will not be
hurt in a Safety belts work for everyone, crash. System Parts after a Keep belts clean and dry.
The vehicle has the following appear on the side of the seatback airbags: closest to the door.
There is an airbag readiness light on the instrument panel cluster, which shows the airbag
symbol. The system checks the airbag electrical system for malfunctions. The light tells you if
there is an The right front passenger airbag is electrical problem. The path of an inflating airbag
must be kept clear. Do not put anything between an occupant and an airbag, and do not attach
or put anything on the steering wheel hub or on or near any other airbag covering. For specific
vehicle design. Page Seats and Restraints The vehicle may have dual stage The vehicle may or
may not have In any particular crash, no one can frontal airbags. Dual-stage airbags seat
mounted side impact and say whether an airbag should have adjust the restraint according to
roof-rail airbags. When an airbag inflates, there After the frontal airbags and may be dust in the
air. Page Airbag On-Off Switch Seats and Restraints The vehicle has a crash sensing In many
crashes severe enough to Airbag On-Off Switch and diagnostic module which inflate the airbag,
windshields are If one of the switches pictured in the records information after a broken by
vehicle deformation. Page Seats and Restraints This switch should only be turned to Child age
1 to A child the off position if the person in the age 1 to 12 must ride in the front right front
passenger position is a seat because: member of a passenger risk group My vehicle has no rear
seat; Page Seats and Restraints Medical Condition. A passenger WARNING has a medical
condition which, according to his or her physician: If the right front passenger airbag Causes
the passenger airbag to is turned off for a person who is pose a special risk for the not in a risk
group identified by passenger; Page Seats and Restraints know that the right front passenger's
airbag is off. See Airbag On-Off Light on page 5 Page Passenger Sensing Seats and Restraints
Passenger Sensing System If the vehicle has one of the indicators pictured in the following
illustrations, then the vehicle has a passenger sensing system for the United States right front
passenger position, unless there is an airbag off switch located in the glove box. Page Seats
and Restraints The passenger sensing system will We recommend that children be WARNING
Continued turn off the right front passenger secured in a rear seat, including: an frontal airbag
under certain infant or a child riding in a passenger airbag inflates and the conditions. Page
Seats and Restraints If the vehicle does not have a rear When the passenger sensing For some
children, including seat that will accommodate a system has turned off the right front children
in child restraints, and for rear-facing child restraint, a passenger frontal airbag, the off very
small adults, the passenger rear-facing child restraint should not If, after reinstalling the child 6.
Restart the vehicle. Page Seats and Restraints If the Off Indicator is Lit for an use the following
steps to allow the Additional Factors Affecting system to detect that person and Adult-Size
Occupant System Operation enable the right front passenger Safety belts help keep the frontal
airbag: passenger in position on the seat 1. Page Adding Equipment To The Airbag-Equipped
Vehicle Seats and Restraints Adding Equipment to the In addition, the vehicle may have If you

have any questions a passenger sensing system for about this, you should contact
Airbag-Equipped Vehicle the right front passenger's Customer Assistance before you position,
which includes sensors modify your vehicle. Q: Because I have a disability, Airbag System
Check Will it keep the airbags from I have to get my vehicle The airbag system does not need
working properly? See Parts after a Crash your dealer for service. Page Seats and Restraints
Does the lap belt fit low and The manufacturer's instructions that Also see Rear Safety Belt
Comfort snug on the hips, touching the come with the booster seat state the Guides under
Lap-Shoulder Belt on thighs? If yes, continue. If no, weight and height limitations for that page 3
The safety belt with the shoulder belt safety belt cannot properly spread behind their back. A
child can be the impact forces. An infant should be and infants. Neither the vehicle's Everyone
in a vehicle needs secured in an appropriate safety belt system nor its airbag protection! This
includes infants and A: Add-on child restraints, which Children who are up against, are
purchased by the vehicle or very close to, any airbag when owner, are available in four basic it
inflates can be seriously injured types. Page Child Restraint Systems Seats and Restraints The
restraint manufacturer's Child Restraint Systems WARNING instructions that come with the
restraint state the weight and A young child's hip bones are still height limitations for a
particular so small that the vehicle's regular child restraint. In addition, there safety belt may not
remain low on are many kinds of restraints the hip bones, as it should. Even if the passenger
sensing A child in a child restraint in the A label on the sun visor says, system or airbag switch
has center front seat can be badly Never put a rear-facing child seat in Page Lower Anchors
And Tethers For Children Seats and Restraints Depending on where you place the Lower
Anchors and When installing a child restraint with child restraint and the size of the a top tether,
you must also use Tethers for Children child restraint, you may not be able either the lower
anchors or the LATCH System to access adjacent safety belt Either will have a single
attachment B to secure the top tether to the anchor. Some child restraints that have a top tether
are designed for use with or without the top tether being attached. Front Seat Lower Anchor :
Seating positions with two lower anchors. Page Seats and Restraints For regular cab models,
the top tether anchors are located under covers on the back panel behind the passenger seat.
Remove the trim plug to access the anchor. Be sure to use an anchor located on the same side
of the vehicle as the For regular cab models, there is an seating position where the child System
Do not attach more than one child Be sure to use an anchor loop restraint to a single anchor,
located on the same side of the If the child restraint manufacturer your child restraint
recommends that the top tether Children can be seriously injured instructions and the be
attached, attach and tighten or strangled if a shoulder belt is following instructions Page Seats
and Restraints 2. Attach and tighten the lower page 3 65 or Securing Child attachments to the
lower Restraints Right Front Seat anchors. If the child restraint manufacturer restraint post, and
recommends that the top tether under the center be attached, attach and tighten shoulder belt
C. When using a child restraint 2. When securing a child restraint in a rear seating position,
study the If the child restraint does not have instructions that came with the the LATCH system,
you will be Page Seats and Restraints 3. Push the latch plate into the 4. Pull the shoulder belt all
the way 5. To tighten the belt, push down buckle until it clicks. This is because the risk to
rear-facing child restraint, a Even if the passenger sensing the rear-facing child is so great,
Page Seats and Restraints In Canada, the law requires that 3. Pick up the latch plate, and run
forward-facing child restraints have the lap and shoulder portions of a top tether, and that the
tether be the vehicle's safety belt through attached. Page Seats and Restraints 7. If the vehicle
does not have a If a child restraint has been installed rear seat and the child restraint and the on
indicator is lit, see If the has a top tether, follow the On Indicator is Lit for a Child child restraint
manufacturer's Restraint under Passenger Sensing This is Even if the airbag switch has If the
airbag readiness light ever because the risk to the rear-facing turned off the right front comes
on and stays on, it means Pick up the latch plate, and run system, see Lower Anchors and belt
to secure the child restraint in the lap and shoulder portions of Tethers for Children LATCH this
position. If your vehicle does not have a rear seat and your child restraint has a top tether,
follow the child restraint manufacturer's instructions regarding the use of the top tether. Page
Seats and Restraints If you turned the airbag off with the Never put a rear-facing child If the
child restraint has the LATCH switch, turn on the right front restraint in the right front
passenger system, see Lower Anchors and passenger airbag when you remove seat. Page
Seats and Restraints You will be using the lap-shoulder belt to secure the child restraint in this
position. Follow the instructions that came with the child restraint. Move the seat as far back as
it will go before securing the forward-facing child restraint. Page Seats and Restraints Try to
pull the belt out of the 8. Before placing a child in the retractor to make sure the child restraint,
make sure it is retractor is locked. If the securely held in place. To check, retractor is not locked,
repeat grasp the child restraint at the Steps 5 and 6. Pull the lever A up to access the upper

storage area. Raise the upper storage bin, then pull the lever B up to access the lower storage
area. Use the key to lock and unlock the lower storage area. Hold the steering wheel and pull
Messages Press and hold Press and release while listening to a song until the go to the next or
previous radio contents of the current folder station stored as a preset or Release to stop wipes.
Procedure In freezing weather, do not use Compass Zone 1. Page Instruments and Controls 4.
Page Clock Instruments and Controls To calibrate the compass, use the 3. To increase the time
or date, do To change the time default setting 5. Continuing to use power outlet and could
overload in all the way, and let go. Page Ashtrays Instruments and Controls Ashtrays Warning
Lights, Gauges can indicate when there could be a problem with a vehicle Gauges, and The
vehicle may have a front function. Often gauges and warning ashtray located near the center of
lights work together to indicate a Indicators the instrument panel. Page Fuel Gauge Instruments
and Controls Fuel Gauge When the ignition is on, the fuel Here are some situations owners
gauge shows about how much fuel can experience with the fuel gauge. None of these indicate a
problem with the fuel gauge. Page Engine Oil Pressure Instruments and Controls Engine Oil
Pressure A reading outside the normal operating range can be caused by a Gauge dangerously
low oil level or some other problem causing low oil pressure. Check the vehicle's oil as soon as
possible. Driving with the engine oil low can also damage the engine. The repairs would not be
covered by the vehicle warranty. Check the oil level as soon as possible. Light The front
passenger safety belt warning light and chime may turn on There is a driver safety belt if an
object is put on the seat such reminder light on the instrument If the light stays on it indicates
there is an electrical comes on while driving, it means problem. Page Airbag On-Off Light
Instruments and Controls Airbag On-Off Light When the vehicle is started, the When the right
front passenger passenger airbag status indicator airbag is manually turned off using If the
vehicle has an airbag on-off will light ON and OFF, or the the airbag on-off switch in the glove
switch, it also has a passenger symbol for on and off, will light for Page Passenger Airbag
Status Instruments and Controls If, after several seconds, both status The passenger airbag
status indicator lights remain on, or if there indicator is on the overhead are no lights at all,
there may be a console. See Passenger Sensing problem with the lights or the airbag System on
page 3 37 for important on-off switch. Page Instruments and Controls To prevent more serious
damage to The following may correct an If one or more of these conditions the vehicle:
emission system malfunction: occurs, change the fuel brand used. It will require at least one full
tank of Reduce vehicle speed. Page Brake System Warning Instruments and Controls
Emissions Inspection and The vehicle may not pass If this has been done and the inspection if:
vehicle still does not pass the Maintenance Programs inspection for lack of OBD II The
malfunction indicator lamp is Some local governments may have system readiness, your dealer
on with the engine running, or if Have the brake The brake system might not be system
inspected right away. See Brake System Warning Light on page 5 Add oil if required, but This
indicates that one or more of if the oil level is within the the tires are significantly operating
range and the oil underinflated. High-Beam On Light This light, under the fuel gauge, The
security light should come on comes on briefly while the engine is briefly as the engine is
started. The DIC displays information about For vehicles with fog lamps, this For vehicles
equipped with cruise this vehicle. This display the vehicle is moving in either and the amount of
fuel remaining in shows the approximate average Output in either kilopascals kPa or pounds
Use the trip odometer reset stem to is displayed in 0 to 10 bars. Page Instruments and Controls
The trip odometer has a feature Language Engine Hours called the retro-active reset. Page
Instruments and Controls 3. Continue to press and hold the The trip odometer has a feature
Transmission Temperature trip odometer reset stem to scroll called the retro-active reset. Page
Instruments and Controls To adjust trailer gain see Integrated Oil Pressure change the oil on a
schedule Trailer Brake Control System under consistent with your driving This display shows
the oil pressure Towing Equipment on page 9 conditions. Turn off all unnecessary accessories.
Have the Charging Messages Messages displayed on the DIC electrical system checked as soon
indicate the status of the vehicle or as possible. See your dealer. This message displays when
the the vehicle needs service. Page Vehicle Personalization Instruments and Controls As soon
as it is safe to do so, This message clears itself after Vehicle carefully pull the vehicle over to
the several seconds. This message also Personalization side of the road and turn the ignition
clears if you acknowledge it. The current the DIC display. The current setting will remain. DIC
display. The feature settings menu will be See Radio Frequency Statement on exited when any
of the following Press the customization button until page 13 23 for information occurs Because
of the steps For questions or help programming involved, it may be helpful to have the
Universal Home Remote another person assist with System, call or go Immediately return to the
vehicle. Press and hold the Universal Home Remote button that will be used to control the
garage door until the garage door moves. The indicator light, above the selected button, To

program up to three devices: should slowly blink. Page Instruments and Controls To program
another Rolling Code Programming Universal Home device such as an additional garage
Remote Fixed Code door opener, a security device, For questions or help programming or home
automation device, repeat the Universal Home Remote Steps 1 through 5, choosing a System,
call or go different function button in Step Page Instruments and Controls Your hand-held
transmitter can The switch positions on the have between 8 to 12 dip hand-held transmitter
could be switches depending on the labeled as follows: brand of transmitter. Page Instruments
and Controls If a switch is set between 4. The indicator lights will blink the up and down
position, slowly. Enter each switch setting write Middle. The switch settings written You will
have two and down in Step 2 now one-half minutes to complete Page Instruments and Controls
5. After entering all of the switch To program another Fixed Code Erasing Universal Home
positions, once again firmly device such as an additional garage Remote Buttons press and
release all three door opener, a security device, The programmed buttons should be buttons at
the same time. The time of headlamps and Daytime Running When the headlamps are turned on
the delay can be changed using the They will stay on as long as you For vehicles with a radio, a
reminder hold the lever toward you. The chime sounds when the headlamps high-beam
indicator on the or parking lamps are manually Automatic Headlamp The light sensor
determines it is System daytime. The on the headlamps at the normal taillamps, sidemarker,
instrument brightness, along with the taillamps, Page Hazard Warning Flashers Lighting There
is a delay in the transition To idle the vehicle with the Hazard Warning Flashers between the
daytime and nighttime automatic headlamp system off, turn operation of the Daytime Running
the control to the off position. Lamps DRL and the automatic The headlamps will also stay on
headlamp systems so that driving after you exit the vehicle. A light will come Roof-Mounted
Lamp on in the instrument panel cluster. If the vehicle has this feature, this When the fog lamps
are turned on, button includes wiring provisions for the parking lamps automatically a dealer or
a qualified service center Page Interior Lighting Lighting The emergency roof lamp circuit is
Interior Lighting Push the knob to extend out and fused at 30 amps, so the total then it can be
turned. They come on when any door is opened and turn off after all the To turn on the reading
lamps, press doors are closed. This is true for all vehicles. Entry Lighting This is because the
generator The vehicle has Electric Power alternator may not be spinning fast Management EPM
that estimates The vehicle has an illuminated entry enough at idle to produce all of the Page
Battery Power Protection Lighting Normally, these actions occur in Battery Power Protection
steps or levels, without being This feature shuts off the dome and noticeable. In rare cases at
the reading lamps, if they are left on for highest levels of corrective action, more than 10
minutes after the this action may be noticeable to the ignition is turned off. For vehicles with a
navigation radio while the vehicle is parked: Adding audio or communication system, see the
separate Navigation Become familiar with the equipment could interfere with System Manual.
The DVD player is the top slot on the radio faceplate. When radio station. To store presets:
Drivers are encouraged to store the To set up the number of favorites radio station while the
vehicle is 1. Page Infotainment System 2. Press either of the two softkeys To add or remove a
category: Up to 36 stations can be below the desired category tab programmed as favorites
using the 1. Press the MENU button. This can occur during normal radio channel. Although
interference with the vehicle's radio. Press and hold the LOAD button for two seconds. As each
new track the current song. Page Infotainment System Root Directory Tracks are played in the
following Track names longer than order: 32 characters or 4 pages are The root directory is
treated as a shortened. The display does not folder. Files are stored in the root Play begins from
the first track in show parts of words on the last directory when the disc or storage It can take 1.
Full-size CDs and the to eject the disc that is currently If the ignition or radio is turned off
smaller CDs are loaded in the same Folders that do not contain files are WMA files on a mixed
mode disc. These playlists are treated as display does not automatically show special folders
containing Compressed audio files are the new folder name unless the compressed audio song
files. Press the softkey under the either arrow tab. Page Infotainment System To exit music
navigator mode, press If an error message displays on the Loading a disc into the system, the
softkey below the Back tab to video screen or the radio, see DVD depending on media type and
return to normal MP3 playback. See Using the clock display. To stop the radio, to toggle
between pausing Enter : Press to select the fast reversing, press again. Page Infotainment
System iPod touch Up to 65, files. Press and hold or press with the iPod to the iPod s dock by
connecting it to the auxiliary multiple times to continue moving Page Infotainment System
Using Softkeys to Control a Back: Press the softkey below the To skip through large lists, the
five back tab to go back to the main softkeys can be used to navigate in USB Storage Device or
iPod display screen on an iPod, or the the following order: The five softkeys below the radio
Page Rse System Infotainment System Rear Seat In severe or extreme weather The radio can be

turned back on conditions, the RSE system might with a single press of the power Infotainment
not work until the temperature is button, but the RSE system will within the operating range.
Page Infotainment System Headphones The RSE includes two 2-channel Infrared transmitters
are located at wireless headphones that are the rear of the overhead console. Channel 1 The
headphones shut off is dedicated to the video screen, automatically to save the battery while
Channel 2 is dedicated to power if the RSE system and RSA This could damage the
headphones: headphones and repairs will not 1. Turn the screw to loosen the be covered by the
warranty. Press the button again to of the floor console, allow audio or radio to the auxiliary
device or by remove the setup menu from the video signals to be connected from sourcing the
RSA to the Rear Aux screen. Page Infotainment System The DVD player is capable of Video
Screen The overhead console contains the outputting audio to the wired infrared transmitters
for the wireless The video screen is located in the headphone jacks on the RSA headphones
and the infrared overhead console. Page Infotainment System Remote Control Objects blocking
the line of sight Remote Control Buttons could also affect the function of the Power : Press this
button to remote control. Press this button to go to the beginning of navigate through a menu.
Page Infotainment System 1 through 0 Numeric Keypad : Battery Replacement Audio : Press
this button to The numeric keypad provides the change audio tracks on DVDs that To change
the remote control capability of direct chapter or track have this feature when the DVD is
batteries, do the following: number selection. The picture does not fill the screen. There are
black Check the display mode settings in the setup menu by borders on the top and bottom or
on both sides, or the pressing the display menu button on the remote control. Page
Infotainment System Tips and Troubleshooting Chart cont'd Problem Recommended Action
Sometimes the wireless headphone audio cuts out or Check for obstructions, low batteries,
reception range, buzzes. Check that the headphones are on correctly using the L left and R right
on the headphones. Changing the band on the Vehicles with this feature allow the console
surface, use only a clean RSA or the front radio will change Page Bluetooth Infotainment
System Pair cell phone s to the vehicle. See Pairing in station or channel set on the main
Bluetooth this section for more information. The system may not Use the buttons located on the
Hands Free Profile to make and recognize voice commands if there steering wheel to operate
the receive phone calls. Locate the device named Your within range of the system, the Vehicle
in the list on the cell A Bluetooth phone with MP3 system connects to the first phone. Say each
digit, one at a time, To delete all name tags: that you want to store. After 1. Press and hold 1.
Press and hold each digit is entered, the system two seconds. Page Infotainment System Digit
Dial: This command allows a If an unwanted number is Using the Re dial Command phone
number to be dialed by recognized by the system, say 1. Press and hold entering the digits one
at a time. Clear at any time to clear the last two seconds. Page Infotainment System Call Waiting
3. Use the dial or call command to The cell phone must be paired and dial the number of the
third party connected with the Bluetooth Call waiting must be supported on to be called. Dolby
and the double-D symbol are trademarks of Dolby Laboratories. Manufactured under license
under U. Climate Control Systems with Air Conditioning.. Page Climate Controls Temperature
Control: Turn Do not drive the vehicle until all the Floor : Air is directed to the clockwise or
counterclockwise to windows are clear. If recirculation is selected small amount of water might
drip RUN. Page Climate Controls Climate Control Systems with Heater Only The knob can be
positioned between two modes to select a With this system the heating and ventilation can be
controlled. Select from the following: Vent : Air is directed to the instrument panel outlets. Air is
directed to the this system. The vehicle also has a flow-through ventilation system windshield
and the side window described later in this section. Page Climate Controls Use the steps below
to place the 2. Set the driver and passenger To avoid blowing cold air in cold entire system in
automatic mode: temperature. Page Climate Controls conditioning compressor unless the Air
Delivery Mode Control : Floor : Air is directed to the outside temperature is close to Press these
buttons to change the floor outlets, with some to the freezing. The recirculation mode direction
of the airflow in the vehicle. To clear the fog, compressor on and off. Page Climate Controls
Rear Window Defogger Do not use a razor blade Sensors or sharp object to clear the inside The
rear window defogger uses a rear window. Do not adhere warming grid to remove fog from the
anything to the defogger grid rear window. Page Climate Controls There is also an exterior Air
Vents temperature sensor located behind Use the air outlets located in the the front grille. This
sensor reads center and on the side of the the outside air temperature and instrument panel to
direct the helps maintain the temperature airflow. The first long or too often could cause a
dangerous. Your reflexes, step in driving defensively is to wear crash resulting in injury or
death. Page Braking Driving and Operating Braking power brake assist but it will be Curve Tips
used when the brake is applied. Take curves at a reasonable Braking action involves perception
Once the power assist is used up, it speed. Deciding to can take longer to stop and the push the

brake pedal is perception Reduce speed before entering a Turn the steering wheel about
Defensive drivers avoid most skids one-eighth of a turn, until the by taking reasonable care
suited to right front tire contacts the existing conditions, and by not pavement edge. Vehicles
by shifting to a lower gear. Any and quick changes in direction without four-wheel drive and
sudden changes could cause vehicles not equipped with All If the terrain ahead judgment and
an understanding of Driving to the top of a hill at high cannot be seen, get out of the what the
vehicle can and cannot do. If the hill is steep enough to stall the vehicle, If the vehicle has the
two speed Heavy braking when going down it is steep enough to cause automatic transfer case,
shifting a hill can cause your brakes to it to roll over. Page Driving and Operating Surface
conditions can be a 3. Loose gravel, muddy after stalling, set the parking spots, or even wet
grass can brake, shift an automatic Getting out of the vehicle on the cause the tires to slip
sideways, transmission into P Park or a downhill side when stopped Page Driving and
Operating Traction is reduced on hard packed Driving in Water While the exhaust pipe is under
snow and ice and it is easy to lose water, you will not be able to start control. Reduce vehicle
speed when the engine. Driving through ability to stop and accelerate. Drive at Check the
rearview mirror and If you do not shift down, the speeds that let you stay in your vehicle
instruments often. Blizzard Conditions If you accelerate too fast, the drive Being stuck in snow
can be a Driving on Snow or Ice wheels will spin and polish the serious situation. This weight is
called the Vehicle Weight Rating vehicle capacity weight and GVWR , or either the includes the
weight of all maximum front or rear Gross Page Driving and Operating Steps for Determining
Correct The resulting figure equals If your vehicle will be towing Load Limit the available
amount of cargo a trailer, the load from your and luggage load capacity. Vehicle Capacity
Weight for A. The GVWR vehicle's capacity weight and includes the weight of the seating
positions. The holes for When installing and loading a Refer to the Truck-Camper the Cargo
Management System C slide-in camper, check the Loading Information label in the are not
intended for attachment of manufacturer's instructions. Page Driving and Operating Here is an
example of proper of camper cargo, and the weight and on the rear wheels truck and camper
match: of passengers in the camper. Page Starting And Operating Driving and Operating Avoid
making hard stops for Starting and No adjustment to the pedals can be the first km miles or
made when the vehicle is in Operating so. During this time the new R Reverse or while using
cruise brake linings are not yet control. See Memory stopped, turn the ignition switch to 1. The
cause damage to the switch or transmission is also unlocked in this Turning off the vehicle
while break the key. With your foot off the accelerator If the vehicle has a diesel engine, N
Neutral. The engine will not start pedal, turn the ignition key to see the Duramax diesel
supplement in any other position. If the engine does not start Fast Idle System prevents
cranking if the engine after 5 10 seconds, especially If the vehicle has this feature it is is already
running. Engine in very cold weather available only with cruise control. Turn off the engine.
Plugging the cord into an away from moving engine parts. Hold the brake pedal down, then
Leaving the Vehicle With the set the parking brake. Page Shifting Out Of Park Driving and
Operating If you have to leave the vehicle with Torque Lock Shifting out of Park the engine
running, be sure your If you are parking on a hill and you This vehicle is equipped with an
vehicle is in P Park and the do not shift your transmission into electronic shift lock release
system. Apply the brake pedal. Move the shift lever to the transmission, before you get out of
desired position. This WARNING in the vehicle body from system allows the engine to operate
damage or aftermarket Engine exhaust contains carbon on either all or half of its cylinders,
Page Automatic Transmission Driving and Operating Automatic There are several different
positions for the shift lever. Transmission If the vehicle is a hybrid, see the hybrid supplement
for more information. It is the best position to use when starting the engine It is dangerous to
get out of the If you have Four-Wheel Drive, the because the vehicle cannot move vehicle if the
shift lever is not fully vehicle will be free to roll even Page Driving and Operating N Neutral : In
this position, the D Drive : This position is for The vehicle has a shift stabilization engine does
not connect with the normal driving. It provides the best feature that adjusts the transmission
wheels. To restart when you are fuel economy. Adaptive shift controls available on vehicles with
the an automatic transmission, the continually compares key shift Allison Transmission or
Hydra-Matic transmission will start in second parameters to pre-programmed 6-Speed
transmission. Using this The Grade Braking shift modes can the button. The repairs would an
extended period of time may not be covered by the vehicle cause premature wear on the Page
Driving and Operating Front Axle Manual Transfer Case The front axle engages and disengages
automatically when you shift the transfer case. Some delay for the axle to engage or disengage
is normal. A Four-Wheel Drive indicator light comes on when you shift into four-wheel drive and
the front axle engages. See StabiliTrak System on page 9 Shifting the transfer case to The front
axle is not engaged in N Neutral can cause the vehicle two-wheel drive. This setting also to roll

even if the transmission is provides the best fuel economy. The transfer case knob is located
You can choose among four driving transfer case cannot make a next to the steering column.
Page Driving and Operating Four-Wheel Drive Low indicator light 30 seconds the transfer case
will Notice: Shifting the transmission to stop flashing and remain on shift to Four-Wheel Drive
into gear before the requested before shifting the transmission High mode. Page Driving and
Operating Shifting into Neutral 7. If the engine is running, verify 3. Turn the transfer case dial to
that the transfer case is in Two-Wheel Drive High. To shift the transfer case to N Neutral by
shifting the N Neutral do the following: After the transfer case has transmission to R Reverse for
Drive : This setting is ideal for use modes may cause the transfer case when road surface
traction You can choose among five driving to enter the shift protection mode. You may Shifting
the transfer case to never need this setting. It sends Turn the knob to the Four-Wheel N Neutral
can cause the vehicle maximum power to all four wheels. Page Driving and Operating Extended
high-speed operation in It is typical for the vehicle to exhibit out of Four-Wheel Drive Low
Four-Wheel Drive Low may damage significant engagement noise and is to have the vehicle
moving or shorten the life of the drivetrain. Page Driving and Operating If the knob is turned to
the 4. Put the transmission in 8. Page Antilock Brake Driving and Operating 4. Do not pump the
brakes. Just hold than any driver could. This can help This gives maximum braking while the
brake pedal down firmly and let the driver steer around the obstacle To release the parking
brake, hold the regular brake pedal down. Then pull the bottom edge of the lever with the
parking brake symbol, located above the parking brake Page Brake Assist Driving and
Operating If the ignition is on, the brake If the parking brake is not released quickly and
forcefully applied the system warning light will come on. If the feature, which may be useful
when vehicle is equipped with the The vehicle has a vehicle stability Page Driving and
Operating StabiliTrak is on automatically If cruise control is being used when whenever the
vehicle is started. To StabiliTrak activates, the cruise assist with directional control of the
control automatically disengages. Press the SET button located cruise control to be safely used
Press briefly to resume to a on the steering wheel and again, it can be turned back on. Each
time If the cruise control system is automatic transmission may this is done, the vehicle goes
already activated, Information Center DIC. Select the Rear Camera Options Contrast of the
Screen symbols have been turned on, the screen button. Page Driving and Operating 4. Select
the Rear Camera Options Displayed images may be further or screen button. The Rear Camera
closer than they appear. The area Options screen displays. It is dark. Page Fuel Driving and
Operating The RVC system display in the The fast flash conditions are Fuel rearview mirror may
turn off or not used to protect the video device For diesel engine vehicles, see appear as
expected due to one of from high temperature Fuel for Diesel Engines in the the following
conditions. Filling need to refill the fuel tank more and a yellow fuel cap can use either the tank
with fuel mixtures that do Page Filling The Tank Driving and Operating Filling the Tank The
tethered fuel cap is located If the vehicle is a dual fuel tank behind a hinged fuel door on the
chassis cab model, and it runs out If the vehicle has a diesel engine, driver side of the vehicle.
Page General Towing Driving and Operating Do not tow a trailer at all during Towing For
information on towing a disabled the first km miles the vehicle, see Towing the Vehicle on new
vehicle is driven. The page 10 For information on General Towing engine, axle, or other parts
could towing the vehicle behind another If the trailer or under the instrument has electric
brakes, start the When towing a trailer, exhaust panel. Do this so the transmission shifts too
often. Page Driving and Operating Parking on Hills 3. Reapply the brake pedal. Then P Park with
the parking brake Parking the vehicle on a hill with apply the parking brake and shift See pulling
a trailer if the correct for more information. Page Driving and Operating Notice: Pulling a trailer
The following information has many Trailer weight rating TWR is improperly can damage the
time-tested, important trailering tips calculated assuming the tow vehicle vehicle and result in
costly and safety rules. Many of these are has only the driver but all required repairs not
covered by the vehicle important for your safety and that of Page Towing Equipment Driving
and Operating Trailering may be limited by the trailer tongue. If using a hitch ball, or a tow eye
latched to a vehicle's ability to carry tongue weight-distributing hitch, make sure pintle hook.
Other trailers may weight. Tongue or kingpin weight not to exceed the RGAWR before require a
weight-distributing hitch cannot cause the vehicle to exceed Page Driving and Operating
Weight-Distributing Hitch Fifth-Wheel and Gooseneck The hitch should be located in the pickup
bed so that its centerline is Adjustment Trailering over or slightly in front of the rear Fifth-wheel
and gooseneck trailers axle. Take care that it is not so far can be used with many pickup
forward that it will contact the back models. Page Driving and Operating Safety Chains Trailer
Brakes Be sure to follow the proper installation instructions included with Always attach chains
between the A loaded trailer that weighs more any electrical equipment that is vehicle and the
trailer. Cross the than kg 2, lbs needs to installed. Do not power both ITBC and aftermarket

Provisions controllers to control the trailer These wiring provisions are brakes at the same time.
Page Driving and Operating In the Trailer Output display Trailer Gain Adjustment Procedure Use
the following procedure to on the DIC, - - - - - - will correctly adjust Trailer Gain for each Trailer
Gain should be set for a disappear if there is no towing condition: specific trailering condition
and must Page Driving and Operating 6. Page Trailer Sway Driving and Operating 4. If the
vehicle has this option, you can add a plow to it, Before installing a snow plow on the Add-On
Electrical provided certain weights, such as Page Driving and Operating Follow the snow plow
Say, for example, you have a kg Front axle reserve capacity is the manufacturer's lb snow plow.
The total weight difference between the Gross Axle recommendations regarding of all
occupants and cargo inside Weight Rating GAWR and the front rear ballast. Page Driving and
Operating Heavier equipment can be added on Total vehicle reserve capacity is the WARNING
Continued the front of the vehicle if it is difference between the GVWR and compensated for by
carrying fewer the weight of the truck with full fuel manufacturer or installer's passengers, less
cargo, or by and passengers. Page Accessories And Modifications Vehicle Care Accessories
and Damage to vehicle components Vehicle Checks resulting from modifications or the
Modifications installation or use of non GM Doing Your Own certified parts, including control
Adding non dealer accessories or Service Work module or software modifications, is making
modifications to the vehicle not covered under the terms of the can affect vehicle performance
and Page Hood Vehicle Care If doing some of your own service Hood work, use the proper
service To open the hood: manual. It tells you much more about how to service the vehicle than
this manual can. To order the proper service manual, see Service Publications Ordering
Information on page 13 Oil levels above or below the It is a good idea to check the engine
acceptable operating range oil level at each fuel fill. In order to shown on the dipstick are
harmful get an accurate reading, the vehicle to the engine. The elements that can be unhealthy
for engine oil and filter must be This vehicle has a computer system Page Vehicle Care How to
Check Automatic Wait at least 30 minutes before A cold fluid check can be made checking the
transmission fluid level after the vehicle has been sitting for Transmission Fluid if you have
been driving: eight hours or more with the engine Because this operation can be a off, but this
is used only as a When outside temperatures are Page Vehicle Care Checking the Fluid Level
Then, without shutting off the engine, follow these steps: Prepare the vehicle as follows: 1. Park
the vehicle on a level place. Keep the engine running. With the parking brake applied, place the
shift lever in P Park. Page Transmission Vehicle Care Consistency of Readings Notice: Use of
the incorrect Automatic Transmission automatic transmission fluid may Fluid 6-Speed Always
check the fluid level at least damage the vehicle, and the twice using the procedure described
Transmission damages may not be covered by previously. Page Vehicle Care Change the fluid
and filter at the Before checking the fluid level, 6. Page Vehicle Care Use this cold check
procedure to 3. Install the dipstick by pushing it 6. Page Vehicle Care The hot check is the most
accurate 3. Install the dipstick by pushing it the HOT band. If the fluid level is method to check
the fluid level. The back in all the way; wait low, add only enough fluid to hot check should be
performed at three seconds, and then pull it bring the level into the HOT Page Cooling System
Vehicle Care 5. Reinstall the cover and tighten diesel engine, see the Duramax the screws. If the
level is Diesel engine, see the Duramax lower, add more of the proper Diesel Supplement for
more mixture to the coolant surge tank information. See vehicle can be badly damaged. If you
keep driving when the Roadside Assistance Program The costly repairs would not be It will go
Protection If the vehicle has a clutched engine away as the fan clutch partially Operating Mode
cooling fan, when the clutch is disengages. Always of contamination can cause use the proper
fluid. This allows for What to Use fluid expansion if freezing When windshield washer fluid
needs occurs, which could to be added, be sure to read the damage the tank if it is
manufacturer's instructions before completely full. Page Brakes Vehicle Care Brakes Notice:
Continuing to drive with Drum brakes have an inspection worn-out brake pads could result hole
to inspect lining wear during This vehicle has front disc brakes in costly brake repair. When the
and could have rear drum brakes or front brake pads are replaced, have Some driving
conditions or climates rear disc brakes. Adding fluid does not correct a leak. The braking
system on a vehicle is If fluid is added when the linings are complex. Its many parts have to be
worn, there will be too much fluid of top quality and work well together when new brake linings
are Page Vehicle Care Refer to the Maintenance Schedule After work is done on the brake
Notice to determine when to check the hydraulic system, make sure the Using the wrong fluid
can brake fluid. Batteries have acid that can burn Refer to Maintenance Schedule on This
vehicle has a maintenance free you and gas that can explode. What to Use Refer to
Recommended Fluids and Lubricants on page 11 13 to determine what kind of lubricant to use.
It is not necessary to regularly check front axle fluid unless a leak is suspected, or an unusual
noise is heard. Refer to Recommended Fluids and They are not filled to reach a certain

Lubricants on page 11 13 to level. Insulation: Removal of the exhaust pipes 3. Firmly apply the
parking brake. Keeping Mechanism Check Windshield wiper blades should be your foot on the
regular brake, set inspected for wear or cracking. See the parking brake. Page Glass
Replacement Vehicle Care Have all four tires on a level Headlamp Aiming surface which is level
all the way to the wall. The vehicle has a visual optical headlamp aiming system. The aim Be
placed so it is perpendicular of the headlamps has been preset to the wall. Page Vehicle Care To
adjust the vertical aim: 3. Record the distance from the 5. Draw or tape a horizontal line B
ground to the aim dot on the on the wall the width of the 1. Open the hood. See Hood on low
beam headlamp. For any bulb changing procedure not listed in this section, contact your dealer.
Make sure that the light from the headlamp is positioned at the bottom edge of the horizontal
tape line. If you are replacing the bulb on the passenger side, remove the Signal, Sidemarker,
and Engine Air Cleaner cover. Halogen bulbs have pressurized 3. Remove the four screws.
Lamps 2. Lift the lens off the lamp assembly. The pick-up box identification lamps 3. Turn the
old bulb are LEDs. Pull the old bulb straight out from the socket. Stoplamps, and Back-Up 5.
Press a new bulb into the socket Lamps and turn the socket clockwise into the taillamp
assembly. Reinstall the taillamp assembly. Gently push forward while lifting the back edge of
the lamp housing from the bumper opening. Turn the bulb socket C one quarter turn to release
the bulb socket from the lamp housing A. Page Vehicle Care Lift the cover to access the fuse
block. Notice: Spilling liquid on any electrical component on the vehicle may damage it. Always
keep the covers on any electrical Fuses Usage component. The vehicle may not be equipped
Fuses Usage with all of the fuses, relays, and Pull off the cover to access the fuse Steering
Wheel features shown. Only the Every new GM vehicle has tires. The resulting crash dealer or
an authorized tire high-quality tires made by a could cause serious injury. The TIN is
Performance Criteria molded onto both sides of the Specification Original tire, although only
one side may equipment tires designed to have the date of manufacture. Page Vehicle Care
Cold Tire Pressure identify the tire manufacturer, Light Truck LT Metric Tire amount of air
pressure in a tire, production plant, brand, and tire used on light duty trucks and measured in
kPa kilopascal date of production. Grading Standards permanently attached to a A tire
information system vehicle showing the vehicle Poor handling. Page Vehicle Care For additional
information Check the tire inflation pressure Tire Pressure for regarding how much weight the
when the tires are cold, meaning High-Speed Operation vehicle can carry, and an the vehicle
has not been driven example of the Tire and Loading for at least three hours or no WARNING
Information label, see Vehicle TPMS Standards malfunctions may occur for a variety See Radio
Frequency Statement on of reasons, including the installation page 13 23 for information Page
Vehicle Care and displays, see Driver Information Notice: Tire sealant materials are cycle until
the problem is corrected. Center DIC on page 5 33 and Tire not all the same. A non-approved
Some of the conditions that can Messages on page 5 The process is: Process malfunction light
and the DIC 1. Set the parking brake. Each TPMS sensor has a unique message should go off
when the identification code. Proceed to the driver side rear Replace the tire if: or DIC buttons,
press the trip tire, and repeat the procedure in The indicators at three or odometer reset stem
located on Step 5. See Maintenance Schedule on page 11 3. Tires are rotated to achieve a
uniform wear for all tires. The first rotation is the most important. Any time unusual wear is
noticed, rotate the tires as soon Use this rotation pattern when Page Vehicle Care Vehicles with
polished forged The spare wheel can be used in WARNING aluminum dual wheels have any
position and can be rotated three unique wheels; a front, a with the rear inner wheels. Rust or
dirt on a wheel, or on the rear outer and a rear inner. See Tire Pressure If the vehicle is operated
with a or whenever a wheel, wheel Monitor Operation on tire that is underinflated, the tire bolt,
or wheel nut is replaced, page 10 Attempting with a similar overall diameter as including brake
system the road tires and wheels, so it is to mount or dismount a tire Page Uniform Tire Quality
Vehicle Care Uniform Tire Quality UTQG system does not apply Treadwear to deep tread, winter
tires, Grading The treadwear grade is a compact spare tires, tires with comparative rating based
on the Quality grades can be found nominal rim diameters of wear rate of the tire when tested
where applicable on the tire 10 to 12 inches 25 to 30 cm , Sustained Balance The traction
grades, from high temperature can cause the highest to lowest, are AA, A, B, The tires and
wheels were aligned material of the tire to degenerate and C. Page Wheel Replacement Vehicle
Care Wheel Replacement Whenever a wheel, wheel bolt, WARNING or wheel nut is replaced on a
dual Replace any wheel that is bent, wheel setup, check the wheel nut Using the wrong
replacement cracked, or badly rusted or torque after , 1 and wheels, wheel bolts, or wheel
corroded. Turn off the engine and do the wheel blocks A. Tool Kit B. Tool Kit C. Wheel Blocks C.
Wheel Blocks Crew Cab D. For extended 1. Open the spare tire lock cover and crew cab models,
the on the bumper and use the equipment is on the shelf behind the ignition key to remove the
spare passenger side second row seat. Page Vehicle Care 5. Pull the spare tire out from under

Removing the Flat Tire and the vehicle. Installing the Spare Tire Use the following pictures and
instructions to remove the flat tire and raise the vehicle. Insert the hoist end open end F of the
extension through the hole G in the rear bumper. Page Vehicle Care The tools you will be using
include If the vehicle has a center cap the jack A , the wheel blocks B , with wheel nut caps, the
wheel the jack handle C , the jack handle nut caps are designed to stay extensions D , and the
wheel with the center cap after they are wrench E. Position the jack under the Position the jack
under the 5. If the flat tire is on the rear, for vehicle, as shown. If the flat tire vehicle, as shown.
Page Vehicle Care 6. Raise the vehicle far enough off Getting under a vehicle when it is the
ground so there is enough lifted on a jack is dangerous. Page Vehicle Care Rust or dirt on a
wheel, or on the Tighten each wheel nut by parts to which it is fastened, can hand. If all the
studs on a incorrectly tightened can cause wheel broke, the wheel could the wheels to become
loose or come off and cause a crash. Page Vehicle Care When reinstalling the regular wheel
Storing a Flat or Spare Tire Notice: Storing an aluminum and tire, also reinstall either the wheel
with a flat tire under your and Tools center cap, or bolt-on hub cap, vehicle for an extended
period of depending on what the vehicle is time or with the valve stem WARNING Put the tire on
the ground at the rear of the vehicle with the valve stem pointed down, and to the rear. Pull the
cable and spring through the center of the wheel. Raise the tire part way upward. To store the
jack and jack tools: Make sure the retainer is seated in the wheel opening. Raise the tire fully
against the underside of the vehicle by turning the wheel wrench clockwise until you hear two
clicks or feel it skip twice. Bolt Retaining Wheel Blocks Your vehicle, when new, had a originally
installed on your vehicle. A spare tire 1. They can vehicle battery, see Battery on starting. If the
other vehicle does be dangerous because: page 10 Page Vehicle Care 3. Do not let the other end
touch Connect the other end of the negative or you will get a metal. Page Vehicle Care Notice: If
the jumper cables are To disconnect the jumper cables connected or removed in the from both
vehicles do the following: wrong order, electrical shorting 1. Disconnect the black may occur
and damage the negative cable from the vehicle. Page Towing The Vehicle Vehicle Care Towing
Recreational Vehicle Here are some important things to consider before recreational vehicle
Towing towing: Towing the Vehicle Recreational vehicle towing means What is the towing
capacity towing the vehicle behind another Notice: To avoid damage, the of the towing vehicle?
Page Vehicle Care Dinghy Towing transmissions have no provisions 3. Securely attach the
vehicle for internal lubrication while being being towed to the tow vehicle. Two-Wheel-Drive
Vehicles towed. Release the parking brake only Dolly Towing Two-wheel-drive vehicles should
not after the vehicle being towed is be towed with the rear wheels on Front Towing Front
Wheels Off firmly attached to the towing the ground. Two-wheel-drive the Ground
Two-Wheel-Drive vehicle. Shift the transmission to 6. Firmly set the parking brake. Shift the
transfer case to N Neutral. Drive the rear wheels onto the Four Wheel Drive Vehicles dolly. Page
Appearance Care Vehicle Care 6. Use an adequate clamping Appearance Care Notice: Avoid
using high device designed for towing to pressure washes closer than ensure that the front
wheels are 30 cm 12 in to the surface of the Exterior Care locked into the straight position. Use
only recommended. Page Vehicle Care Weatherstrips Wheels and Trim Aluminum Notice: To
avoid surface damage, do not use strong soaps, or Chrome Apply silicone grease on chemicals,
abrasive polishes, weatherstrips to make them last Use a soft, clean cloth with mild cleaners,
brushes, or cleaners longer, seal better, and not stick or soap and water to clean the wheels.
Page Interior Care Vehicle Care Body Component Lubrication Original manufacturer
replacement Interior Care parts will provide the corrosion Lubricate all key lock cylinders, To
prevent dirt particle abrasions, protection while maintaining the hood hinges, liftgate hinges,
and regularly clean the vehicle's interior. Page Vehicle Care Do not use laundry detergents
Cleaners may contain solvents that Notice: To prevent scratching, or dishwashing soaps with
can become concentrated in the never use abrasive cleaners on degreasers. For liquid cleaners,
interior. Before using cleaners, read automotive glass. Page Vehicle Care To clean: If the soil is
not completely Notice: Soaking or saturating removed, it may be necessary to leather,
especially perforated 1. Saturate a clean lint-free use a commercial upholstery leather, as well
as other interior colorfast cloth with water or club cleaner or spot lifter. Page Floor Mats Vehicle
Care Notice: Use of air fresheners may Floor Mats Use the following guidelines for cause
permanent damage to proper floor mat usage. For Lubricants Page Service and Maintenance
Your dealer has trained technicians Damage caused by Because of the way people use who can
perform required improper maintenance can lead to vehicles, maintenance needs vary.
Required Services Severe chart. Page Service and Maintenance Visually inspect steering,
Lubricate body components. See Check accelerator pedal for suspension, and chassis Exterior
Care on page 10 Check starter switch. See Starter or missing parts or signs of Switch Check on
page 10 Page Service and Maintenance High Services Normal pressure water can overcome the
seals and contaminate the transfer a Check all fuel and vapor lines case fluid. High Services

Services Severe pressure water can overcome the seals and contaminate the transfer a Extreme
service. For vehicles Vehicles with Dual Wheels: case fluid. Page And Care Service and
Maintenance Additional Battery Brakes The battery supplies power to start Brakes stop the
vehicle and are Maintenance and Care the engine and operate any crucial to safe driving. Your
vehicle is an important Signs of brake wear may include investment and caring for it properly To
avoid break down or failure to chirping, grinding, or squealing Page Service and Maintenance
Hoses Shocks and Struts Tires Hoses transport fluids and should Shocks and struts help aid in
control Tires need to be properly inflated, be regularly inspected to ensure for a smoother ride.
Maintaining that there are no cracks or leaks. Page Service and Maintenance Vehicle Care
Windshield Wiper Blades To help keep the vehicle looking like For safety, appearance, and the
Wiper blades need to be cleaned new, vehicle care products are best viewing, keep the
windshield and kept in good condition to available from your dealer. Fluids and lubricants
identified below by name, part number, or specification can be obtained from your dealer. Page
Maintenance Replacement Parts Service and Maintenance Maintenance Replacement Parts
Replacement parts identified below by name, part number, or specification can be obtained
from your dealer. If your vehicle has a diesel engine, see the Duramax diesel supplement for
more information. Page Maintenance Records Service and Maintenance Maintenance Records
After the scheduled services are performed, record the date, odometer reading, who performed
the service, and the type of services performed in the boxes provided. Retain all maintenance
receipts. See Recommended Fluids and Lubricants on page 11 13 for more information. If the
vehicle has a diesel engine, see the Duramax diesel supplement for more information.
Capacities Application Metric If the vehicle is a hybrid, see the hybrid supplement for more
information. Owners: with the sales transaction or the or French. Page Customer Assistance
Offices U. And Canada Motors Customer Assistance assistance. However, if a customer Center
CAC and provide the wishes to write or e-mail Chevrolet, following information: Canada the
letter should be addressed to: Name General Motors of Canada Limited Page Panama C. TTY
users in Canada can dial Take a trip to the Chevrolet Owner Storage for online service and
Centre: maintenance records. Chat live with online help Chevrolet dealer locator for
representatives. Program U. The Roadside Customer Assistance Center at jump start a dead
battery. Page Emergency Towing: Tow to the If the vehicle cannot be received and prior to
confirmation by the nearest dealer for warranty by the nearest Chevrolet dealer dealership, you
are entitled to service if the vehicle cannot be due to scheduling conflicts, the choose one of the
following driven. Page Cost of towing a trailer when Chevrolet reserves the right to make
choosing a Chevrolet dealer that any changes or discontinue the is nearest to the temporary
Roadside Assistance program at storage facility for the disabled any time without notification.
However, Canada Canada if you are unable to wait, GM helps When the vehicle requires
warranty To enhance your ownership to minimize inconvenience by service, contact your dealer
and Page Customer Information Public Transportation or Fuel Courtesy Rental Vehicle
Additional Program Reimbursement Information Your dealer may arrange to provide If the
vehicle requires overnight you with a courtesy rental vehicle or All program options, such as
shuttle warranty repairs, and public reimburse you for a rental vehicle service, may not be
available at transportation is used instead of Page Collision Damage Repair U. And Canada
Customer Information Collision Damage Repair Recycled original equipment parts perform
properly in subsequent may also be used for repair. These collisions. Aftermarket parts are not
U. Page Customer Information Insuring the Vehicle If the vehicle is leased, the leasing Gather
the following information: company may require you to have Driver name, address, and Protect
your investment in the GM insurance that ensures repairs with telephone number. Page Service
Publications Ordering Information Customer Information Managing the Vehicle Damage If
another party's insurance Each bulletin contains instructions company is paying for the repairs,
to assist in the diagnosis and Repair Process you are not obligated to accept a service of the
vehicle. In the event that the vehicle requires repair valuation based on that Owner Information
Page Government Transport Canada Call , or wri
1998 chevy p30 step van
2012 vw cc fuse box
suzuki sx4 2006
te: information about the vehicle s immediately, and notify General Chevrolet Motor Division
performance and how it is driven. Motors of Canada Limited. Call Chevrolet Customer
Assistance For example, the vehicle uses Page Event Data Recorders Customer Information
Event Data Recorders This data can help provide a better GM will not access this data or
understanding of the circumstances share it with others except: with the This vehicle has an
Event Data in which crashes and injuries occur. OnStar Overview With Automatic Crash

Response, Get driving directions. Requires the built-in system can automatically Push to
receive directions or the available Directions and Cancel Route to send destinations from
Google 2. Say Repeat. System responds 1. Pick a name tag. Does that calls to be made and
received from OnStar ready. Do not add any electrical Print page 1 Print document pages.
Cancel Delete. Sign In OR. Don't have an account? Sign up! Restore password. Upload from
disk. Upload from URL.

