Dodge 3.9 l v6

This engine was manufactured from up to The Chrysler Magnum features a cast-iron block and
two cast-iron heads with a single camshaft OHV and two valves per cylinder 12 valves in total.
The Chrysler 3. The compression ratio rating is 9. Cylinder bore and the piston stroke are The
Magnum engine has a cast-iron block with a four-bearings crankshaft supported system. The
cylinder bore is This motor has aluminum alloy pistons with two compression and one oil
control rings, forged steel connecting rods, and nodular iron crankshaft. The crankshaft main
journal diameter is The cylinder heads are made of cast-iron. The engine has a single camshaft
over-head valves. The camshaft is driven by a single timing chain. The intake valve diameter is
The Chrysler Magnum engine is equipped with hydraulic valve tappets. We try to use verified
sources and official documentation, however, differences between sources or errors in entering
information may occur. We do not provide advice on technical issues related to the engines
operation or repair. We do not recommend using provided information for engines repairing
engines or spare parts ordering, use only official service manuals and spare-parts catalogs. Be
the first to comment Leave a Reply Cancel reply Your email address will not be published.
Necessary cookies are absolutely essential for the website to function properly. This category
only includes cookies that ensures basic functionalities and security features of the website.
These cookies do not store any personal information. Contact As. Home Chrysler Chrysler 3.
Dear visitors, this site is not a trading platform, an official dealer or a spare parts supplier, so
we do not have any price lists or spare parts catalogs. We are an information portal and provide
the technical specifications of gasoline and diesel engines. This website uses cookies to
improve your experience. We'll assume you're ok with this, but you can opt-out if you wish.
Close Privacy Overview This website uses cookies to improve your experience while you
navigate through the website. Out of these cookies, the cookies that are categorized as
necessary are stored on your browser as they are as essential for the working of basic
functionalities of the website. We also use third-party cookies that help us analyze and
understand how you use this website. These cookies will be stored in your browser only with
your consent. You also have the option to opt-out of these cookies. But opting out of some of
these cookies may have an effect on your browsing experience. Necessary Necessary. With
filter change 3. Without filter change 3. Idle speed: Designing and building a new engine from
scratch is a monstrously expensive and time-consuming undertaking for a vehicle
manufacturer, and the industry has a long history of adding to and subtracting from existing
engines in order to turn, say, a V8 into a straight-four. In this first episode of the Cut-Down
Engine of the Week Series, we'll kick off by looking at the way Chrysler got creative when a V6
was needed for the then-new Dodge Dakota pickup. Chrysler took over American Motors in ,
giving the company access to the sophisticated PRV V6 used in the Eagle Premier and the
sturdy AMC straight-six used in the Jeep Cherokee, but that was too late for the Dakota which
debuted for the model year. In order to have an engine between the base 2. Chrysler's engine
specialists designed a new crankshaft with split pins, rather than just making a V8 crankshaft
with one pin lopped off, but a degree, large-displacement V6 with no balance shafts isn't a
recipe for a smooth-running engine. The 3. Still, it was reliable and made acceptable power, and
production continued for Dakotas and Rams through the model year. Car Life. Type keyword s
to search. Today's Top Stories. Murilee Martin. At least it started life with an even-fire crankshaft
design, unlike the early Buick V6s. In , these were your Dodge truck engine choices. Chrysler
Corporation via Old Car Brochures. This content is created and maintained by a third party, and
imported onto this page to help users provide their email addresses. You may be able to find
more information about this and similar content at piano. Advertisement - Continue Reading
Below. More From Trucks. It looks like you're new here. If you want to get involved, click one of
these buttons! Howdy, Stranger! Sign in or Register. On Edmunds. Visit Edmunds How-To
Guides. Service Centers in. Browse Forums by:. What Edmunds Says Pros. February edited
March in Dodge. Any of you folks have 3. I just drove one and was very disappointed in the
pickup to pass going about 50mph. February Thats because there is no such thing as a 3.
Details, details, details. Keelan you remind me a bit of a friend of my two sons, whose name is
Stan Young. He is very well know in the fields of car restoration and moparland. One year my
wife and I bought "the definitive encyclopedia for Mopar automobiles" forget the actual name.
Stan came to the house for dinner, we gave him the book, and within two minutes he discovered
two errors. We were rolling around on the floor laughing, but Stan was dead serious. That made
it even more bizarre. I finally said, "Shut up Stan, and eat your dinner. Excuse me if I notice a
blatant mistake and point it out. I assume he drove a 3. Then he gets in here and says he wasn't
impressed with the accleration. Well,no kidding,a pound truck ain't going to be fast with a
horsepower V6,it isn't a compact afterall. This is not a detail,details are minor,this is
major,Norman. As far as pointing out mistakes,I guess I can't see your point there. Maybe the
world would be better if all mistakes were totally ignored,and anything anyone said was taken

as fact. So in order to make the peace I will comply with the wishes of Norman. The Dakota is a
dog and is very slow,especially that 3. I don't know why anyone would want to be seen in one
they are ugly and outdated. Maybe if Dodge would develop a 3. Or maybe someone should just
stick to thier Honda's. Finally,Norman,my friends call me by my name,and you could too,if you
weren't so quick to throw the personal insults,so you may call me Mr. Croston;or Moparmad if
you prefer. If I insulted you, believe me it was unintentional. There is a great and admirable
talent exhibited in knowing a great deal about any particular subject. It was intended to be a
humorous response. Sorry if you thought I was insulting you. Gentlemen, This forum is for
those who are interested information about Dodge Dakotas. Insults are best left for the Ford or
Chevy forums. Read some of their posts for what an insult is really suppose to be. I interpreted
Bookitty's response to be something along the line of "lighten up, this isn't suppose to be
school. For nothin'. By the way, my 2. Honda can out perform any 6 cyl. Dodge, car or truck,
even with the thousand miles it has on it. Unfortunately,the one and letter L lowercase look the
same with the font this site uses. See what I mean. No one is perfect and we should all have fun.
I'll drink to that! In fact I'll buy! I apologize,I was out of line. Everyone here jumped on me like a
rat on a Chee-toh. I guess I just get a little annoyed at times with people who post only to try
and cut a vehicle down and really have little information about that vehicle. As far as the
ridiculous claims of 2. I have driven 3. I originally thought he drove a V8 with 3. Yes, a lowercase
L l does look a little like a one 1 but there is a difference, at least in the font on my PC. It would
be more readable, though, if people use an uppercase L to represent Liter, rather than a
lowercase l. But then again, since so many people do it, we should be used to seeing it
lowercase. A little annoying, but no big deal. We will see your post. No need to repeat it in all of
the Dakota threads so we have to re-read it several times. Thanks, Chad. I believe he mentioned
passing, mountain driving, etc. Here in W. Texas the sales leader for the Quad IS the V-6 model.
For all you unfaithfull Dodge 3. The 3. For better terms the Z cuts off at While the 3. My problem
with the 3. I would be using it to commute about 45 miles one way 5 days a week so this is
important. I'm not looking for a corvette, just reasonable performance. I know, it's a truck not a
Lincoln Town car, but I was amazed at the fact that the engine did not respond at all. Nothing,
no acceleration at all. I was really surprised and disappointed because I love the truck, inside
and out, and the lack of performance would cause me to consider the Nissan Frontier instead.
Those new 4 door jobs would fit my needs perfectly. I have 4 kids so I need a back seat but I
want a truck to haul my own fire wood among other things. Plus, having a truck would make up
for the embaressment of owning a mini van tee hee hee. My 10 year old felt a little cramped in
the back. The 4 year old loved it after I 'placed' her in the seat. Just enough real room for two
friendly kids back there -- And you have TWO more - and I assume a wife?! Then I found out one
windy day That pretty much did it for me. Bought the first one I could find in my color that
became available. I was right. There are several good reasons why. Ask anyone who's driven
both. Remember, I drove both But if I was 17, didn't care about 'much' performance towing,
hauling, acceleration, etc , believed their commercials and lived near a beach - the little Nissan
would be very tempting. I test drove 2 of these also. Just make sure you test the DQC with the 4.
March I need to be going 75 to 80 mph before it can properly switch into overdrive or I get valve
clatter. Has anyone else experienced any of these problems with the V6? I found someone else
that was having a dirty oil problem he said his oil was black after miles From what I can tell, the
engine simply does not have enough power for the weight of the truck Typical American
engineering they ate lead paint as children Please reply if you have had a similar situation or if
you have any tips on how I might fix this problem. Thanks, Scott P. April I own a 97 Dakota with
the 3. I have 80, miles on it with no problems, except the tranny blew at 16, miles, until now. The
engine makes a clacking racket whenever it is running. It sounds like a flat lifter but it is
awefully loud for that. Seems to be worse at idle. Has anybody else had a similar experience. An
underpowered engine may WORK harder but shou
1998 honda foreman 400 4x4 parts
2001 ford taurus ses engine
crown toyota vw
ld not ping as badly as you suggest yours does. Here are a few quick thoughts off the top of my
head Constant pinging during accelleration points towards several possible problems. Engine
has been left to idle excessivly? Does pinging subside? Special fuel-treatments are available to
clean out carbon. If the noise doesn't go away by the end of that tank of fuel go to post 18 above
Just offering info. In it, they talked about a conflict between the 'engine controller' and the
temperature setting of the thermostat. Suggested changing the thermostat from degrees F down
to a degrees F. Said even with 94 Octane it would still ping if thermostat was too hot. Again,
without being there to involve all of the senses in diagnosing the problem, I can only offer a

remote possibility. There is entirely TOO much topic duplication, so I will be doing some
SERIOUS topic consolidation in the next few weeks, getting us down to not more than topics
per vehicle type, and ultimately down to topics or less.

