Dodge neon manual

We have 24 Dodge Neon manuals covering a total of 27 years of production. This like all of our
manuals is available to download for free in PDF format. How to download a Dodge Neon Repair
Manual for any year. In total, that's over pages of content dedicated to your Dodge Neon. We get
a lot of people coming to the site looking to get themselves a free Dodge Neon Haynes manual.
We'll send you a quick email a new Dodge Neon document is added. Spam free: Maximum of 1
email per month. Get your hands on the complete Dodge factory workshop software. Dodge
Neon Workshop Manual L Other Manuals Pages. Dodge Neon Workshop Manual L 2. Dodge Neon - Wiring Diagram - - Dodge - Neon - Owners Manual - - Dodge - Auto dodge-neon-srtowner-s-manual Dodge - Neon - Sales Brochure - - Spanish. Brochure 2 Pages.
Dodge - Neon - Sales Brochure - - Arabic. Brochure 19 Pages. Get notified when we add a new
Dodge Neon Manual Notify me. Get notified when we add a new DodgeNeon Manual. Notify me.
We cover 60 Dodge vehicles, were you looking for one of these? This manual is specific to a
Dodge Neon. RepairSurge is compatible with any internet-enabled computer, laptop,
smartphone or tablet device. It is very easy to use and support is always free. We wish we could
just show you the entire manual before you buy, but our publishing agreement with the auto
manufacturers prevents this. We know this sounds crazy. It's a stupid rule in our opinion, but
they authorize our manuals and that's what their lawyers require. Here are some of the
comments we have received from users of RepairSurge. These customers have agreed to allow
us to publicly display their testimonials. We know buying anything online is a risk. Once again,
we wish we could just show you the entire manual before you buy, but our publishing
agreement with the auto manufacturers prevents this. We'll get you the repair information you
need, every time, or your money back. Manufacturer: Dodge. Model: Neon. Production Year:
Step by Step Instructions. Comprehensive Diagrams. Diagnostic Procedures. Wiring Diagrams.
Here is what you'll get. Step-by-step factory recommended repair instructions. Unlimited access
to personal support reps who are always available to assist you. We can answer your questions
about using the software or help you find the specific information you need for your Dodge
Neon. Free real-time updates! Your manual is updated with revised information as soon as it is
released. Access on your terms. Unlimited access to your Dodge Neon manual on a yearly
basis. We'll get you the repair information you need, every time, or we'll refund your purchase in
full. Can I see what the manual looks like? See our guarantee below. You are protected in case
the manual turns out to not be what you need. What Satisfied Mechanics Are Saying. Exactly as
advertised, quick and easy transaction. Get Your Manual. Your satisfaction is guaranteed and
your online transaction is protected by safe and secure SSL encryption technology. Sometimes,
these problems can arise from shifter problems, but a very high percentage of Neon owners
have problems with their manual transmission shift linkage bushings. To better understand
explain the problem, lets start out with the basics. Every manual transmission Neon has a
shifter assembly inside the car, and two shift linkage cables attached onto it. The shift linkage
cables go through the firewall and attach onto the transmission. The shift linkage cables are
made out of steel, but the end of the shift linkages have rubber bushings that fail over time.
Over time, your shifter will start to feel more and more mushy, and it will be more difficult to get
the transmission into gear. Heres a photo showing the shifter and the cables which are under
the center console. The shifter bushings are pointed to in red, and the shift linkages are pointed
to with yellow arrows. The solution to fix this, is with a product called Booger Bushings. Booger
bushings are a set of four bushings that replace the two shifter bushings inside the car, and the
two shifter bushings on the transmission. Here are the Booger bushings:. Here is a photo of the
same shifter above, with the Booger bushings installed on the shifter assembly. Here is a photo
of the transmission with the booger bushings installed. Just for fun, heres a photo of a Neon
where the shifter bushing disintegrated and fell off the car. This Neon still drove, but the driver
would have a very hard time getting the car into gear! Switch skin Switch to the dark mode
that's kinder on your eyes at night time. Switch to the light mode that's kinder on your eyes at
day time. About Us. Search Search for: Search. We're the team at Close Search for: Search.
Marketed in Europe, Mexico, Canada, Japan, Egypt, Australia, and South America as a Chrysler,
the Neon was offered in multiple versions and configurations over its production life, which
ended after the model year. The Neon nameplate was subsequently resurrected in for the Dodge
Neon, a rebadged variant of Fiat Tipo sedan for the Mexican market. The Neon nameplate first
appeared as a concept car in under the Dodge brand. Although radically styled and clearly not
production-ready featuring sliding suicide doors , the Neon concept resembled the future
production vehicle. The first generation Neon was introduced in January and manufactured until
August It was available as a four-door notchback sedan and a two-door notchback coupe. The
car was badged and sold as both a Dodge and a Plymouth in the United States and Canada ; in
Mexico was sold as Dodge and Chrysler, and in Europe, Australia and other export markets it
was sold as the Chrysler Neon. Pick any two. Neons had unconventional option availability,

including the lack of power windows in the rear doors. Certain color base-model Neons,
including red and black, had bumper covers molded in color rather than painted. These covers,
while textured and not as glossy as paint, absorbed scuffs and scrapes with less visible
damage. The mid-level Highline models in and used wheel covers with a bubble design. Paint
color choices became more subdued by the model years, as the majority of buyers opted for
more conventional tones. Later, the LX model was replaced by the LE with the updated model in
In Japan, only the sedan was offered. In Europe, the car was available with a 1. Europe received
one limited edition model, the CS that came only in Platinum paint. The ACR Neon, available
with the DOHC engine, featured four-wheel disc brakes, Arvin non-adjustable struts for â€”
models and Koni adjustable dampers for â€” models, thicker anti-sway bars, stiffer suspension
bushings, fast-ratio steering, heavy-duty wheel hubs, and a five-speed manual transmission
with a shorter. The ACR offers no badging to distinguish it from other Neon models; the only
visible differences are a bumper with fog light holes, but no fog lights and a lack of side
moldings. The name "ACR" was initially the internal ordering code for the "Competition
Package", as it was termed in dealer materials; however, as knowledge of the model spread, the
ACR name stuck. The backronym "American Club Racer" was coined due to its popularity with
club and grassroots racers. The "Stripe Delete" option was available from the factory, but with
no credit to the Neon's price. Sales of the second generation model started with the model year
and production ended with the model year. The second-generation Neon was only available as a
four-door sedan. In some global sales regions, including the U. The second generation was
more refined than the first-generation car. It was advertised that the second generation Neon
had over 1, refinements from the original generation. The first generation's frameless windows
were replaced with a full-framed door. Other NVH refinements were implemented. The new
interior and greater size increased weight. The last Plymouth Neon, which was also the last
Plymouth ever produced a silver four-door sedan , rolled off the assembly line on June 28,
Besides the 2. The 1. Originally, the second generation Neon featured a five-speed manual
transmission using the former ACR gear ratios to improve acceleration. However, this hurt gas
mileage and made the car noisier on the highway, and eventually, the original gear ratios were
restored. A four-speed automatic 41TE was offered in the Neon for the model year, and the
received an updated 40TE four-speed auto, replacing the earlier 3-speed 31TH. In Australia and
Canada, the Chrysler Neon was discontinued in The Neon was facelifted once again for with
large "crosseyed" headlights and crosshair grille to make it look more like a Dodge Caravan and
Dodge Stratus. The Chrysler Neon continued to be sold in Europe until In Brazil, the Neon was
marketed as a luxury mid-size sedan; for Mexico it was a competitor to the Ford Escort , and
sold as a Chrysler with either the 1. For the Dutch market, the Neon proved more successful
than for the rest of the Continent. Trim levels were 2. However, some grey import versions came
in from Mexico. This generation continued to be offered in Japan from to The Japanese version
was installed with a leather interior and was marketed as a small luxury car to Japanese
consumers. DaimlerChrysler discontinued the Neon, with the final cars assembled on
September 23, at the Belvidere Assembly plant in Belvidere, Illinois. Like the Neon, the Caliber
had an SRT-4 variant, but like the standard Caliber, it used a completely different engine. In
markets like Australia the Neon range was reduced to either 2. The first generation Neon earned
a "Poor" rating in an offset frontal Crash test conducted by the Insurance Institute for Highway
Safety. The second generation Neon earned a higher "Marginal" rating. By comparison, the
Chevrolet Cavalier performed worse in the small car category in , the Neon's final year. No small
car made in this period, tested without side airbags, achieved better than a "Poor. In , the
Institute carried out side-impact tests on 14 small car models, simulating an impact with an
SUV. Among these, the Neon performed the worst. IIHS stated that the Neon had " This car is a
disaster The structure is poor Second generation headrests were rated as "Poor". Driver deaths
fatality risks statistics â€” published by the IIHS â€” rated the Neon and 15 other vehicles
among the "Highest rates of driver deaths. Released for the model year, around the same time
the Dodge Dart was expected to end production, there were reports that it would be sold in the
U. Plans to market the third-generation Neon vehicle north of Mexico were dropped following
General Motors and Ford each paring down their own passenger car lineups in the U. From
Wikipedia, the free encyclopedia. Compact car manufactured by Chrysler's Dodge and
Plymouth. This article needs additional citations for verification. Please help improve this article
by adding citations to reliable sources. Unsourced material may be challenged and removed.
Motor vehicle. This section does not cite any sources. Please help improve this section by
adding citations to reliable sources. November Learn how and when to remove this template
message. This section possibly contains original research. Please improve it by verifying the
claims made and adding inline citations. Statements consisting only of original research should
be removed. November 10, Retrieved May 15, Automobile Magazine. Retrieved November 22,

September 14, Retrieved October 13, Archived from the original on June 28, Comeback: the fall
and rise of the American automobile industry. Bloomberg Businessweek. June 9, Archived from
the original on February 10, Archived from the original on April 29, Retrieved April 25, Archived
from the original on November 28, Retrieved August 1, Archived from the original PDF on
November 27, March 6, Archived from the original PDF on July 1, Archived from the original on
July 30, Status Report. April 19, November 1, February 18, Archived from the original on May 2,
Retrieved April 20, April 1, A marque of Stellantis. Journey Nitro Raider Ramcharger.
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information. These numbers can be used to order duplicate keys from your dealer. Ask your
dealer for these numbers and keep them in a safe place. Turn the igni- tion key to LOCK and
remove the key. Leaving children in a vehicle unattended is danger- ous for a number of
reasons. Page General Information 4. Insert a blank Sentry Key into the ignition switch and turn
the ignition switch ON within 60 seconds. After 10 seconds a single chime will sound. The Theft
Alarm Light will stop flashing, turn on for 3 seconds; then turn off. The new Sentry Key has
been programmed. When leaving the vehicle always remove the key from the ignition lock, and
lock your vehicle. Do not leave children unattended in the vehicle, or with access to an
unlocked vehicle. Unsupervised use of vehicle equipment may cause severe personal inju- ries
and death. A single chime will sound to signify that you have successfully disabled the double
activation feature. You can turn the feature back on by repeating the above mentioned
procedure. To use the system, open each rear door and slide the control UP to engage the locks
and DOWN to disengage the child-protection locks. Do not allow children to have access to the
trunk, either by climbing into the trunk from outside, or through the inside of the vehicle.
Always close the trunk lid when your vehicle is unattended. NOTE: A slight delay of up to two
seconds can occur before the trunk unlatches. Operation is subject to the following two
conditions: 1 This device may not cause harmful interference and 2 This device must accept
any interference that may be received, in- cluding interference that may cause undesired
operation. If your transmitter fails to operate from a normal dis- tance, check for these two
conditions. To reassemble the transmitter case, snap two halves together. Make sure there is an
even gap between the two halves. Test transmitter operation. With the system armed on Regular
Production Vehicles , opening the trunk with the key will cause the Theft Alarm to sound. To
disarm the system: Unlock a front door using either the key or the Keyless Entry Transmitter.
These include the front and rear seat belts for the driver and all passengers, front airbags for
both the driver and front passenger and side airbags for both the driver and front passenger.
Seat belts are designed to go around the large bones of your body. These are the strongest
parts of your body and can take the forces of a collision the best. Page 27 4. Position the lap
belt across your thighs, below your abdomen. To remove slack in the lap belt portion, pull up on
the shoulder belt. To loosen the lap belt if it is too tight, tilt the latch plate and pull on the lap
belt. A snug belt reduces the risk of sliding under the belt in a collision. A frayed or torn belt

could rip apart in a collision and leave you with no protection. Inspect the belt system
periodically, checking for cuts, frays, or loose parts. Damaged parts must be replaced
immediately. Do not disassemble or modify the system. Position the latch plate as close as
possible to the anchor point. Positioning Latch Plate Creating A Fold 3. Page Seat Belt Extender
Keep the belt low so that it does not come across the abdomen. That way the strong bones of
the hips will take the force if there is a collision. Seat Belt Extender If a seat belt is too short,
even when fully extended and when the adjustable upper shoulder belt anchorage if equipped is
in its lowest position, your dealer can provide you with a seat belt extender. Page 33 Airbags
inflate in moderate to high speed impacts. Along with the seat belts, front airbags work with the
instru- ment panel knee bolsters to provide improved protection for the driver and front
passenger. Side airbags also work with seat belts to improve occupant protection. The seat
belts are designed to protect you in many types of collisions. The driver and front passenger
seats should be moved back as far as practical to allow the front airbags room to inflate. If your
vehicle has side airbags, do not lean against the door, airbags will inflate forcefully into the
space between you and the door. If the light does not come on, stays on after you start the
vehicle, or if it comes on as you drive, have the airbag system checked right away. Page 37
However, if you have not healed significantly within a few days, or if you have any blistering,
see your doctor immediately. The particles are a normal by-product of the process that
generates the nontoxic gas used for airbag inflation. The inflating side airbag exits through the
seat seam into the space between the occupant and the door. Page Child Restraint Airbag Light
You will want to have the airbags ready to inflate for your protection in an impact. Page 41
NOTE: additional information It could come loose in a collision. The child could be badly injured
or killed. Insert the latch plate into the buckle with the release button facing out. Page 43 In
addition, there are tether strap anchorages behind each rear seating position located in the
panel between the rear seat back and the rear window â€” under a hinged plastic cover with this
symbol on it. Shown to the left In recent years, only the tether anchorage has been provided in
new vehicles. Child restraints having tether straps and hooks for connection to the top tether
anchorage have been available for some time. Page Transporting Pets In general, you will first
loosen the adjusters on the lower straps and tether straps so that you can more easily attach
the hook or connector to the lower anchorages and tether anchorages. Then tighten all three
straps as you push the child restraint rearward and downward into the seat. Drive moderately
during the first miles km. Front seat belt assemblies must be replaced after a collision. A two
point pivot system allows for horizontal and vertical mirror adjustment. Annoying headlight
glare can be reduced by moving the small control under the mirror to the night position toward
rear of vehicle. Repeat the key press to cycle the light. The number displayed is the current
Zone value. The compass is now in calibration mode. Press the rocker knob to the L or R for
Left or Right mirror selection. Use the center off position to guard against accidentally moving a
mirror position. The sudden movement of the seat could cause you to lose control. The seat belt
might not be properly adjusted and you could be injured. Page Adjustable Head Restraints
Adjustable Head Restraints Head restraints can reduce the risk of whiplash injury in the event of
impact from the rear. Pull up or push down on the restraints so that the upper edge is as high as
practical. Push in on the release button to lower the head restraint. In a collision, people riding
in these areas are more likely to be seriously injured or killed. Page 59 Then lift the safety catch
located under the front edge of the hood, near the center and raise the hood. Hood Safety Catch
Use the hood prop rod to secure the hood in the open position as shown. To prevent possible
damage, do not slam the hood to close it. Page Multi-Function Control Lever Dome Light
Position Rotate the dimmer control com- pletely upward to the second de- tent to turn on the
interior lights. The interior lights will remain on when the dimmer control is in this position.
Daytime Brightness Feature Certain instrument panel components can be illuminated at full
brightness during the daytime. The headlight switch must be used for normal night time driving.
The lever is located on the right side of the steering column. Move the con- trol lever up to
select the desired wiper speed. Move the lever to the first detent DEL position, then select the
delay interval by turning the end of the lever. Tilting the steering column while the vehicle is
moving is dangerous. Without a stable steering col- umn, you could lose control of the vehicle
and have an accident. Adjust the column only while the ve- hicle is stopped. Be sure it is locked
before driving. Leaving the Electronic Speed Control system on when not in use is dangerous.
You could accidentally set the system or cause it to go faster than you want. You could lose
control and have an accident. Always leave the system OFF when you are not using it. Page
Manual Transaxle Manual Transaxle: Depressing the clutch pedal will disengage the speed
control. A slight increase in engine RPM before the speed control disengages is normal.
Vehicles equipped with manual transaxles may need to be shifted into a lower gear to climb hills
without speed loss. In an accident, there is a greater risk of being thrown from a vehicle with an

open sunroof. You could also be seriously injured or killed. Always fasten your seat belt
properly and make sure all passengers are properly secured too. Do not allow small children to
operate the sunroof. There are two additional cupholders; one is molded in the center of the
console to hold large cups, and the other is on the underside of the console lid to serve
passengers in the rear seat. See page 62 for more information. Brake System Warning Light
This light monitors various brake functions, including brake fluid level and parking brake
application. Page 79 The light does not show the quantity of oil in the engine. This can be
determined using the procedure shown in Section 7. See page for more information. Seat Belt
Reminder Light When the ignition key is first turned on, this light will come on for about six
seconds. Malfunction Indicator Light This light is part of an onboard diagnostic system called
OBD that monitors emissions, engine, and automatic transmission control systems. Page 81
Door Ajar Indicator This vacuum fluorescent display indicator illuminates when a door is not
completely closed. If the door is open for more than 8 minutes and the ignition key is in the OFF
position, the indicator will turn off. A digital readout shows the time in hours and minutes
whenever the ignition switch is in the ON or ACC position. Page Electrical Disturbances
Electrical Disturbances Radio waves may pick up electrical disturbances during transmission.
They mainly affect the wave amplitude, and thus remain a part of the AM reception. They
interfere very little with the frequency variations that carry the FM signal. AM Reception AM
sound is based on wave amplitude, so AM reception can be disrupted by such things as
lightning, power lines and neon signs. Electronic Volume Control The electronic volume control
turns continuously degrees in either direction without stopping. Page Mode Button stations to
be locked into push-button memory. The stations stored in SET 2 memory can be selected by
pressing the push-button twice. Every time a preset button is used a corresponding button
number will be displayed. You can turn the tape player ON by inserting a cassette or activating
the MODE button with a cassette in the radio , but only when the ignition and radio are on.
Skipping will not damage the disc or the player, and play will resume automatically. Press the
top of the button to seek up or the bottom to seek down. The use of other sized discs may
damage the CD player mechanism. You may either insert or eject a disc with the radio OFF.
Random can be cancelled by pressing the button a second time or by ejecting the CD from the
changer. Please have the following informa- tion available when activating your system: 1. The
radio will play 7 seconds of the selected channel before moving to the next channel of the
selected program type. Do not use cassette tapes longer than C; otherwise, sound quality and
tape durability will be greatly dimin- ished. Keep the cassette tape in its case to protect from
slackness and dust when it is not in use. The changer plays only 4 cm discs. The changer holds
up to 6 discs. Each disc is loaded and ejected through a single slot in front of the changer. If
more than one CD is loaded in the changer, the changer will automatically play the next disc
after playing the last track of the current disc. Changing Modes While in the radio mode, if a
cassette is loaded, press the Mode button to switch to the tape mode. Do not expose the disc to
direct sunlight. Do not store the disc where temperatures may become too high. NOTE: If you
experience difficulty in playing a particu- lar disc, it may be damaged, oversized, or have theft
protection encoding. You can select ei- ther a primary mode, as identified by the sym- bols, or a
blend of two of these modes. Page Outside Air Intake Temperature Control Use this control to
regu- late the temperature of the air inside the passen- ger compartment. Turn the control
clockwise to increase the temperature of the air entering the ve- hicle. Side Window Demisters A
side window demister outlet is at each end of the instrument panel. Page Bi-Level Air is directed
through the panel and floor out- lets. NOTE: There is a difference in temperature between the
upper and lower outlets for added comfort. The warmer air goes to the floor outlets. This feature
gives improved comfort during sunny but cool conditions. The blue area of the scale indicates
cooler tem- peratures while the red area indicates warmer tempera- tures. Page In cold weather,
the use of the Recirculate position will cause windows to fog on the inside because of moisture
build up inside the vehicle. For maximum defogging, select the Outside Air position. If the mode
control is in the range between Mix and Defrost and you choose the Recirculate mode, the mode
control knob will automatically move to the Mix position. Page Window Fogging Vehicle side
windows tend to fog on the inside in mild rainy or humid weather. Direct the panel outlets
toward the side windows. An amber light shows that the defroster is on. Long periods of engine
idling, especially at high engine speeds can cause excessive exhaust tempera- tures which can
damage your vehicle. When the engine starts, release the key, then the accelerator pedal. If the
engine fails to start within 15 seconds, turn the key OFF wait 10 to 15 seconds, then repeat the
normal starting procedure. To prevent damage to the starter, do not crank the engine for more
than 15 seconds at a time. Wait 10 to 15 seconds before trying again. After Starting The idle
speed will automatically decrease as the engine warms up. Page Four Speed Automatic
Transaxle NOTE: If a malfunction occurs, the system will trap the key in the ignition cylinder to

warn you that this safety feature is inoperable. The engine can be started and stopped but the
key cannot be removed until you obtain service. Unintended movement of a vehicle could injure
those in and near the vehicle. As with all vehicles, you should never exit a vehicle while the
engine is running. Before exiting a vehicle, you should always shift the vehicle into P Park ,
remove the key from the ignition, and apply the parking brake. The transaxle will operate
normally in first and second while in this range. This is normal and not harmful to the transaxle.
Recommended Shift Speeds To use your manual transaxle for optimal fuel economy, it should
be upshifted as listed in tables 1 and 2. If you skip more than one gear while downshifting or
downshift at too high an engine speed, you could damage the engine, transaxle, or clutch. To
maintain a safe speed and prolong brake life, shift down to 2nd or 1st when descending a steep
grade. When turning a corner, or driving up a steep grade, shift down early so that the engine
will not be overburdened. A child or others could be injured. Children should be warned not to
touch the parking brake or the gear selector. Page Anti-Lock Brake System Abs - If Equipped
malfunction is caused by an internal leak, as the brake fluid in the master cylinder drops, the
brake warning indicator will light. If for some reason the hydraulic pressure is interrupted, it will
still be possible to steer your vehicle. Under these conditions you will observe a substantial
increase in steering effort. Tires with white sidewalls will have the full TIN including date code
located on the white sidewall side of the tire. Page Loading The vehicle maximum load on the
tire must not exceed the load carrying capacity of the tire on your vehicle. If your vehicle will be
towing a trailer, load from your trailer will be transferred to your vehicle. Consult this manual to
determine how this reduces the available cargo and luggage load capacity of your vehicle.
Overloading of your tires is dangerous. Overloading can cause tire failure, affect vehicle
handling, and increase your stopping distance. Use tires of the recommended load capacity for
your vehicle. Never overload them. Page Tire Inflation Pressures 2. Economyâ€” Improper
inflation pressures can cause uneven wear patterns to develop across the tire tread. These
abnormal wear patterns will reduce tread life resulting in a need for earlier tire replacement.
Underinflation also increases tire rolling resistance and results in higher fuel consumption.
After inspecting or adjusting the tire pressure al- ways reinstall the valve stem capâ€”if
equipped. This will prevent moisture and dirt from entering the valve stem, which could damage
the valve stem. High speed driving with your vehicle under maxi- mum load is dangerous. The
added strain on your tires could cause them to fail. You could have a serious accident. Fast
spinning tires can be dangerous. Forces gener- ated by excessive wheel speeds may cause tire
dam- age or failure. They should be inspected regularly for wear and correct cold tire inflation
pressure. The manu- facturer strongly recommends that you use tires equiva- lent to the
originals in size, quality and performance when replacement is needed see the paragraph on
tread wear indicators. Replacing original tires with tires of a different size may result in false
speedometer and odometer read- ings. Broken chains can cause serious damage. Page Tire
Rotation Recommendations Tire Rotation Recommendations Tires on the front and rear axles of
vehicles operate at different loads and perform different steering, driving and braking functions.
For these reasons, they wear at unequal rates, and tend to develop irregular wear pat- terns.
These effects can be reduced by timely rotation of tires. Over 40 automobile manufacturers
around the world have issued and endorsed consistent gasoline specifica- tions the World Wide
Fuel Charter, WWFC to define fuel properties necessary to deliver enhanced emissions, engine
performance, and durability for your vehicle. Gasolines blended with MMT have shown to
reduce spark plug life and reduce emission system performance in some vehicles. NOTE:
Intentional tampering with emissions control systems can result in civil penalties being
assessed against you. Damage to the fuel system or emission control system could result from
using an improper fuel tank filler tube cap gas cap. A poorly fitting cap could let impurities into
the fuel system. A poorly fitting gas cap may cause the Malfunction Indicator Lamp to turn on. A
fire may result if gasoline is pumped into a portable container that is inside of a vehicle. You
could be burned. Always place gas containers on the ground while filling. Warranty To maintain
warranty coverage, follow the requirements and recommendations in this manual concerning
ve- hicles used for trailer towing. You might not have brakes when you need them and could
have an accident. Depress the switch and both cluster indicators and all front and rear directional signals will flash. Page the fan control to High. This allows the heater core to act as a
supplement to the radiator and aids in removing heat from the engine cooling system. Driving
with a hot cooling system could damage your vehicle. The vehicle could slip off the jack and fall
on you. You could be crushed. Never get any part of your body under a vehicle that is on a jack.
Page 1. Remove the spare wheel, scissors jack and lug wrench from stowage. Loosen, but do
not remove, the wheel nuts by turning them to the left one turn while the wheel is still on the
ground. Do not attempt to raise the vehicle by jacking on the crossmember below the radiator or
on the front Raise the vehicle by turning the jack screw to the right. Raise the vehicle only until

the tire clears the surface. Miminum tire lift provides maximum vehicle stability. If you are not
sure about the tightness, have them checked with a torque wrench by your dealer or at a service
station. Remove the wheel blocks and lower the jack until it is free. Wear eye protection and
remove any metal jewelry such as watch bands or bracelets that might make an inadvertent
electrical contact. When boosting from a battery in another vehicle, park that vehicle within
booster cable reach but without letting the vehicles touch. Battery fluid is a corrosive acid
solution; do not allow battery fluid to contact eyes, skin or clothing. If acid splashes in eyes or
on skin, flush the contaminated area immediately with large quantities of water. When removing
the jumper cables, reverse the above sequence exactly. Be careful of the moving belts and fan.
Any procedure other than above could result in: 1. Personal injury caused by electrolyte
squirting out the battery vent; Page Traction Traction When driving on wet or slushy roads, it is
possible for a wedge of water to build up between the tire and road surface. This is
hydroplaning and may cause partial or complete loss of vehicle control and stopping ability. To
reduce this possibility, the following precautions should be observed: 1. Racing the engine or
spinning the wheels too fast may lead to transaxle overheating and failure. It can also damage
the tires. A dolly should be used under the front wheels if the rear wheels are raised. Proper
towing equipment is necessary to prevent dam- age to the vehicle. Page 2. This system
monitors the performance of the emissions, engine, and automatic transmission control
systems. When these systems are operating properly, your vehicle will provide excellent
performance and fuel economy, as well as engine emis- sions well within current government
regulations. Failure to pass could prevent vehicle registration. If your vehicle was recently
serviced or had a battery failure or replacement, you may need to do nothing more than drive
your vehicle as you normally would in order for your OBD system to update. You can be badly
injured working on or around a motor vehicle. Do only that service work for which you have the
knowledge and the proper equipment. If you have any doubt about your ability to perform a
service job, take your vehicle to a competent mechanic. The manufacturer only recommends
API Certified engine oils. Page Engine Oil Filter The engine oil filter should be replaced at every
engine oil change. Engine Oil Filter Selection All of this manufacturers engines have a full-flow
type disposable oil filter. Use a filter of this type for replace- ment. The quality of replacement
filters varies consider- ably. Damage to the catalytic converter can result if your vehicle is not
kept in proper operating condition. In the event of engine malfunction, particularly involv- ing
engine misfire or other apparent loss of perfor- mance, have your vehicle serviced promptly.
Contin- ued operation of your vehicle with a severe malfunction could cause the converter to
overheat, resulting in possible damage to the converter and the Terminals should be fully
seated. Cracked, damaged, or faulty cables should be replaced. Crankcase Emission Control
System Proper operation of this system depends on freedom from sticking or plugging due to
deposits. As vehicle mileage builds up, the PCV valve and passages may accumulate deposits.
You will never have to add water, nor is periodic maintenance required. When servicing the
battery, always reinstall the battery thermowrap. The thermowrap provides bat- tery heat
protection and will extend overall battery life. It is essential when replacing the cables on the
battery that the positive cable is attached to the positive post and the negative cable is attached
to the negative post. Cable clamps should be tight on the terminal posts and free of corrosion.
Page Windshield Wiper Blades Windshield Wiper Blades Clean the rubber edges of the wiper
blades and the windshield periodically with a sponge or soft cloth and a mild non abrasive
cleaner, or use the washer solvent. This will remove accumulations of salt or road film and help
reduce streaking and smearing. Continue making slight adjustments until you obtain the
desired pattern. Windshield Washer Reservoir The washer fluid reservoir is located in the
engine compartment and should be checked for fluid level at regular intervals. The fan is
temperature controlled and can start at any time the ignition switch is in the ON position. If the
solution is dirty or contains a considerable amount of sediment, clean and flush with a reliable
cooling system cleaner. Page Adding Coolant Your vehicle has been built with an improved
engine coolant that allows extended maintenance intervals. This coolant can be used up to 5
Years or , miles before replacement. To prevent reducing this extended mainte- nance period, it
is important that you use the same coolant throughout the life of your vehicle. Never add
coolant when the engine is overheated. Do not loosen or remove the cap to cool an overheated
engine. If an examination of your engine compartment shows no evidence of radiator or hose
leaks, the vehicle may be safely driven. The vapor will soon dissipate. Inspect all hose
connections such as clamps and cou- plings to make sure they are secure and no leaks are
present. Components should be replaced immediately if there is any evidence of degradation
that could cause failure. Page NOTE: Inspection of brake hoses should be done whenever the
brake system is serviced and every engine oil change. Worn brake hoses can burst and cause
brake failure. You could have an accident. If you see any signs of cracking, scuffing, or worn

spots, have the brake hoses replaced immediately. Overfilling the brake fluid reservoir can
result in spilling brake fluid on hot engine parts and the brake fluid catching fire. Use only brake
fluid that has been in a tightly closed container to avoid contamination from foreign matter. Do
not allow petroleum based fluid to contaminate the brake fluid as seal damage will result!
Automatic Transaxle Page To check the fluid level properly, the following procedure must be
used: 1. The vehicle must be on level ground. The engine should be running at curb idle speed
for a minimum of 60 seconds. Fully apply parking brake. Do not overfill. Dirt and water in the
transaxle can cause serious damage. To prevent dirt and water from entering the transaxle after
checking or replen- ishing fluid, make certain that the dipstick cap is seated properly. Page
Appearance Care And Protection From Corrosion Frequency of Fluid Change Under normal
operating conditions, the fluid installed at the factory will give satisfactory lubrication for the life
of the vehicle. If contaminated with water, the fluid should be changed immediately. Always
wash your ve- hicle in the shade using a mild car wash soap, and rinse the panels completely
with clear water. Small particles of dirt can act as an abrasive and damage the leather
upholstery and should be removed promptly with a damp cloth. Stubborn soils can be removed
easily with a soft cloth and Mopar Total Clean. Page Fuses Cleaning Plastic Instrument Cluster
Lenses The lenses in front of the instruments in the vehicle are molded in clear plastic. When
cleaning the lenses, care must be taken to avoid scratching the plastic. Clean with a wet soft
rag. A mild soap solution may be used, but do not use high alcohol content of abrasive
cleaners. Page Interior Fuses Interior Fuses The fuse access panel is behind the end cover at
the left side of the instrument panel. To remove the panel, pull it out, as shown. A diagram
identifying the components and circuits is located on the inside of the cover. When replacing a
blown fuse, it is important to use only a fuse having the correct amperage rating. Remove two
screws from the headlight assembly and remove the assembly from the vehicle. NOTE: The
headlight assembly is located to the fender by a molded pin. Pull the outboard side of the
headlight straight out until the molded pin clears the fender, then slide the headlight out from
behind the bumper fascia and grille. Remove the headlight assembly 2. Pull the bulb from the
socket and replace. Front Sidemarker Light 1. Remove the screws and push-pins from the front
fender splash shield. These, and all other maintenance services included in this manual, should
be done to provide best vehicle performance and reliability. Rotate tires. Inspect the front brake
pads and rear brake linings and rotors. Inspect and replace, if required, the make-up air filter
located inside the air cleaner. Page Miles Kilometers Change engine oil and engine oil filter, if
not re- placed at 3 months.. Replace air cleaner filter. Inspect the PCV valve and replace if
necessary. Inspect and replace, if necessary, the air cleaner filter. Page Miles Kilometers
Change engine oil and engine oil filter, if not re- placed at 3 months. Check and replace, if
necessary, the PCV valve. Page Miles Kilometers Change engine oil and engine oil filter, if not
replaced at 3 months. Inspect the brake linings. Replace the engine air cleaner filter. Replace
the spark plugs. Inspect the tie rod ends and boot seals. Replace the make-up air filter located
inside the air cleaner. Page Miles Kilometers [Months] Change engine oil and engine oil filter.
Replace the spark plugs and ignition cables. Inspect the PCV valve and replace, if necessary.
Do only that service work for which you have the knowledge and the right equipment. Warranty
service must be done by an authorized Chrysler, Dodge, or Jeep dealer. We strongly
recommend that you take your vehicle to you selling dealer. They know you and your vehicle
best, and are most concerned that you get prompt and high quality service. They want to know
if you need assistance. They will help you keep your vehicle operating at its best. Sustained
high temperature can cause the material of the tire to degenerate and reduce tire life, and
excessive temperature can lead to sudden tire failure. Page Brake, Parking Page Emergency, In
Case of Jacking Page Interior Fuses Page Odometer Trip Page Shift Speeds, Manual Transaxle
This manual is also suitable for: pl neon pl neon neon Neon. Print page 1 Print document pages.
Cancel Delete. Sign In OR. Don't have an account? Sign up! Restore password. Upload from
disk. Upload from URL. When it comes to classic American automobile manufacture, the name
of Dodge is one that will be mentioned time and again by connoisseurs. The Dodge brand is
seen by many to represent the American car at its grittiest. It may not be as sleek as an Italian
auto or as refined as a German one, but take it to the road and you will see its strengths in
practice. It
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is the kind of car that will not quit, and for that reason is favored by many a driver who has a
lot of traveling to do and does not want to have to keep updating their car. Of course, it is an
unavoidable fact that even if you have a reliable, durable car that takes everything thrown at it

and responds by asking for more, some faults can develop which in time will lead to the car
needing work. This need for work can be forestalled or at least delayed by the presence of a
good service manual. If you have a repair guide for your Dodge, you will be able to recognize
when it needs work and whether that work is something you can do yourself or something for
which it will need to be taken to the garage. The best way to go about this is to pick up a free
downloadable service manual on this site. After downloading it you can print the manual off and
have a reliable repair guide which will allow you to keep your Dodge on the road for as long as
you see fit. Browse by Catagory. Car Max torque:

