How to remove door panel on 2001 chevy suburban

Front and rear door panels of a Suburban are removed in much the same manner. They are
made of a hard cardboard backing that is similar to peg board but without the holes. Snaps on
the back of the door panel are used to hold the outside of the door panel in place. Care must be
taken when removing the snaps so that the cardboard backing is not damaged. The snaps
should be worked out with no pulling on the panel itself. Remove the two screws located in the
armrest with the Phillips screwdriver. This is the central support for the panel. Remove the
screw in the front on the door handle using the Phillips screwdriver. Remove the master window
switch using the common screwdriver. Place the screwdriver gently into the rear of the switch
and pry upwards. Lift the switch up and remove the electrical connector. Remove the plastic
V-shaped cover over the attachment point for the outside rear-view mirror. Use the common
screwdriver to gently pry the cover off. It is held on with plastic snaps. Remove the door panel
using the common screwdriver. There are snaps on all three sides of the panel. Place the
common screwdriver at the top of the panel in-between the door panel and the door. Slide the
screwdriver down until it contacts the snap and pry the snap out of the recess in the door. Do
the same to all the snaps. Lift the bottom of the door panel outwards a few inches, then lift it up
to release the top section of the panel from the horizontal bar. Remove the marker light
electrical connector from the bottom rear of the panel. Don Bowman has been writing for
various websites and several online magazines since He has owned an auto service facility
since and has over 45 years of technical experience as a master ASE tech. Bowman has a
business degree from Pennsylvania State University and was an officer in the U. Army aircraft
maintenance officer, pilot, six Air Medal awards, two tours Vietnam. Step 1 Remove the two
screws located in the armrest with the Phillips screwdriver. Step 2 Remove the master window
switch using the common screwdriver. Step 3 Remove the plastic V-shaped cover over the
attachment point for the outside rear-view mirror. Step 4 Remove the door panel using the
common screwdriver. Things You'll Need Phillips screwdriver Common screwdriver. Find the
chevy door panel using our Salvage Parts Locator. Our Locator service will help you get a
quality door panel. Your part request will be emailed instantly to a nationwide network of
Junkyards. We try and make this as easy for you as possible. Once you fill out the form you are
done. The Junkyards will call you or email you with pricing and availability. If you are happy
with the offer then you can order the door panel directly from them. That is all you have to do.
Sit back and wait and let the service do all the work! Make Part Guide Chevy Cowl. Chevy Seat
Track Front Only. Chevy Transmission Cooler. Chevy Transmission Pan. Chevy Marker Fog
Light - Front. Chevy Voltage Regulator. Chevy Transmission Bellhousing Only. Chevy Engine
Cylinder Head. Chevy Seat Belt Motor - Driver. Chevy Computer Box Engine. Chevy Fuel Gauge.
Chevy Fuel Door. Chevy Clutch Slave Cylinder. Chevy Windshield. Chevy Transverse Arm Rear. Chevy Camshaft. Chevy Wiper Linkage. Chevy Door Regulator Rear - Driver. Chevy
Quarter Panel. Chevy Transmission Mount. Chevy Overdrive Unit - Also see Transmission.
Chevy Transfer Case Electric Motor. Chevy Emergeny Brake Parts. Chevy Differential Assembly
- Also see Carrier. Chevy Air Pump. Chevy Interior Complete. Chevy Cam Position Sensor.
Chevy Gate Window Motor - Rear. Chevy Cooling Fan Relay. Chevy Drive Shaft Rear. Chevy
Heater Controls. Chevy Side View Mirror. Chevy Window Switch. Chevy Stub Axle Only - Rear.
Chevy Rear Clip Assembly. Chevy Tie Rod. Chevy AC Relay. Chevy Fuel Tank Sending Unit.
Chevy Steering Column. Chevy Door Assembly - Sliding Door. Chevy Caliper - Brake. Chevy Air
Bag Clockspring. Chevy Rotor Brake - Front. All fields with an X are required. Year: Year X.
Model: X. Asked by Wiki User. You need like an 8mm socket to get the srcrew just under arm
rest and the one on the lower right of door The Chevrolet Suburban door panel is held in place
with 14 retaining clips and two screws. Remove the screws, that can be found near the door
handle. Pry outward on the retaining clips to remove the door panel. To remove the door panel
on a suburban, first remove any light lenses and stereo speaker covers in the door. Then, gently
pull at the corners with a screw driver to remove the larger panel. To remove the door panel you
will need to find and remove all screws. Once you have taken out the screws you will need to
gently pull the panel away from the door. How do you remove the inside door panel of a ford f
Type your answer here Unscrew the door lock. Remove the door pull. Take out any remaining
screws on the door panel. Remove the master power switch. Pull the panel from the door. The
Chevrolet Tahoe inside door panel is held in place with eight retaining clips. Pry outward on
each retaining clip to remove the door panel. How do you remove and install front door panel
Nissan Sunny. The Chrysler rear door panel is held in place by eight retaining clips. To remove
the driver's side door panel on a Holden Astra, first remove the covers for the speakers and any
light lenses in the door. Then remove the door panel by inserting a screwdriver in the sides to
loosen the clips. Using a screwdriver remove the screws and all of the clips in the door panel,
and pull the panel away from the frame gently. Remove any wiring connectors, and pull the
panel off the door frame. Removing the door panels from a Nissan Frontier is very simple. The

door panel is held in place by a few screws only. Remove the screws and pull on the panel
gently to remove it. Use the right sized screwdriver, remove the screws and panels from the
door panel and pull the panel away. Remove the wiring connections, and the panel should come
free. Remove door panel and replace latch mechanism. Hit it with a hammer Using a
screwdriver, remove all the screws in the door panel and remove all the clips holding the panel
to the frame. Gently pull the panel away from the frame, remove an wire connectors and pull the
panel off the frame. Remove the door panel. Remove the bolt from the inside of the door that
holds the handle on. Remove the door panel and you will see the window regulator. There
should be two or three bolts holding the door panel on, pop the window switch out and use a
long flathead screwdriver to pop the panel out of the calmps securing it to the door. To remove
the door panel on a Honda Civic loosen all of the mounting screws. Pull the panel back gently to
remove the rest of the clips without breaking them. Using a screw driver, remove all the screws
and clips from the panel, and gently pull the panel away from the frame. Remove any wiring
connectors between the panel and frame, then pull the panel off the rest of the way. Remove the
passenger compartment air filter. Ask Question. Chevy Suburban. Chevy Tahoe. Ford
Expedition XLT. Ford F See Answer. Top Answer. Wiki User Answered Related Questions. How
do you remove the door lock trim panel on suburban? How do you remove the door panel of a
Chrysler sebring? How do you remove door panel from a Chevrolet suburban? How do i remove
Door panel suburban? How do you remove the door panel of a k Chevrolet Suburban? How do
you remove the inside door panel on a Ford F? How do you remove passenger door panel on
grand marquis to replace door lock? How do you remove a Lincoln town car door panel? How
do you you remove the inside door panel on a Tahoe? How do you remove the front door panel
for a Nissan sentra? How do you remove rear door panel on a Chrysler m? How do i remove a
Holden astra front drivers side door panel to change the speakers? How do you tighten the
outside driver side door handle on a Chevy Suburban? How do you remove the door panel on a
Chevy Blazer? How do you remove the door panels in a Nissan Frontier? How to remove drives
side door panel corvette? How do i fix a gmc suburban door latch that's stuck and the door
won't shut? How do you remove a door panel from a vw polo? How do you remove the door
panel on a Pontiac Grand Am? How do you replace exterior door handle on a ford focus? How
do you remove window regulator of a suburban Z71? How do you remove the passenger side
door panel on your Honda Civic Ex to replace the side mirror? How do you remove door panel
suburban? How do you remove the door panel? Trending Questions Is silence a sound? Asked
By Ciara Parker. Has a human ever been mailed via the United States Postal Service? Asked By
Annamarie Trantow. Who would you swap lives with for a day? Asked By Fletcher Altenwerth.
How many feet are in seven minutes? Asked By Wiki User. Why were the English able to defeat
the french in early battles such as the one at crecy? What are the duties of a health prefect?
What letter in the Alphabet is always waiting in order? What number is the opposite of 0. Hottest
Questions How did chickenpox get its name? When did organ music become associated with
baseball? Asked By Curt Eichmann. How can you cut an onion without crying? Asked By
Leland Grant. Why don't libraries smell like bookstores? Asked By Veronica Wilkinson. How
long will the footprints on the moon last? Asked By Daija Kreiger. Do animals name each other?
Asked By Danika Abbott. Who is the longest reigning WWE Champion of all time? Asked By
Consuelo Hauck. What was the first TV dinner? Asked By Roslyn Walter. Previously Viewed
How do you remove the door panel of an suburban? Unanswered Questions What values can
we get in the folk dance tiklos? What happens when heat energy is not properly used and
handled? How did Jose rizals parents raise their children? Moral lesson of tale of pilandok
story? What online sites don't ask for cvv? Does Melissa Fumero smoke? Give the summary in
the poem myopia by syl cheney-coker? All Rights Reserved. The material on this site can not be
reproduced, distributed, transmitted, cached or otherwise used, except with prior written
permission of Multiply. Created on: Watch as we guide you through the process of removing
and replacing the exterior door handle on a Chevy Suburban. Brought to you by 1AAuto. Hi, I'm
Don from 1A Auto. I hope this how-to video helps you out, and next time you need parts for your
vehicle, think of 1AAuto. In this video, we're going to show you how to replace the exterior door
handle on this Chevy Suburban. We show you on the passenger side but the driver side is the
same procedure. The items you'll need for this are a new exterior door handle from one 1AAuto.
Start off by prying up your switch panel and then pushing the tab on the harness and
disconnecting it. Next remove this eight millimeter bolt, this eight millimeter bolt right here, and
this eight millimeter bolt at the bottom of your door panel. We'll just fast forward as Don
removes those three bolts. Pull out on this triangle panel and then pry out on this panel from
the outside and then slide it over the handle and out. Now, lift the door panel up and pull it free.
Next, pry out your courtesy light and just push it through the door panel, and then pry out on
the tab and disconnect the harness. Push the tab on this harness and disconnect it. Then, pry

out on the tab on this harness and pull it free. There your door panel is free. Using a flat blade
screwdriver, just pry this clip off your door handle rod, and then pull the rod out. Now, remove
this 10 millimeter bolt. Now slide the door handle towards the inside of the vehicle and out.
Then just carefully pull back the water shield, making sure you don't damage it. I'll fast forward
as Don does this. Then, pry out this cap. In here, you'll see a 10 millimeter nut, right there, and
there's another 10 millimeter nut right inside here, as you can see straight back behind by that
green clip, and then there's one more 10 millimeter nut on the back side of the door handle, up
in the top left corner. We'll fast forward as Don removes these. You want to use that 10
millimeter wrench for that one in the top left corner, and then, for the other two, through those
holes, you can just use a socket and ratchet. Now flip this green clip off the door handle rod and
then pull out this lock rod by disconnecting the clip the same way as the green one, and then
just angle the door handle down and out. You'll have to swap over your lock, so just pry out this
clip and then pull the lock free. On the left, is the old door handle. On the right, is the new one
from 1A Auto. You can see they're identical and they'll fit exactly the same. If you want it to
match your vehicle, then you want to just take the door handle to an auto parts store, the paint
department, get a can of matching paint, and paint it to match your vehicle. Push your lock into
your new door handle, and then, feed the door handle into place. We'll fast forward as Don
replaces those three 10 millimeter nuts. Now re-clip your lock rod and door handle rod and
replace this cap. Now, replace your water shield, making sure all the harnesses are pulled
through. Put your door handle rod back into place in the interior door handle and re-clip it, and
then push the tabs on the door handle back into the door, and slide it back towards the outside
of the vehicle. Then replace that 10 millimeter bolt. Now, to make putting the door panel back on
easier, it helps to just pry out your manual lock switch. It just pulls right out. Then you want to
reconnect your harnesses, and then pull your courtesy light harness through the door panel
and reconnect your courtesy light. Then push it back into place in the door panel. Then put
those hooks into those bottom slots and then slide the door panel back in place. Make sure all
the clips are lining up, your harnesses are pulled through, and that it's fully back in place. Now
line up the rod with the manual lock, and push it back in, and then, replace those three 8
millimeter bolts. Now, you want the inside of this panel to go in first, so slide it over your door
handle, and then, tuck that inside end in first, then the middle tab, and then, the back tab.
Replace this triangular panel and then reconnect your switch pack harness, push the back end
and then push the front end, and you're all set. We hope this video helps you out. Brought to
you by Please feel free to call us toll-free, We're the company that's here for you on the Internet
and in person. Watch this video to learn how to properly maintain your tires. He experts at 1A
Auto show you how to check your tire pressure, and fill it to the proper level. Orders ship same
day when ordered by 2pm ET. Need your part faster? Choose expedited shipping at checkout.
Providing you the highest quality, direct fit replacement auto parts enforced to the strictest
product standards. Exceeding customers' expectations every day, our team of passionate auto
enthusiasts are here to help. Thousands of how-to auto repair videos specific to year, make and
model guide you step-by-step through your repair. Our how-to videos have helped repair over
million vehicles. Track Order. Free Shipping My Cart. Proceed To Checkout. Video Library.
Share on:. Copy URL. Pry off the rubber bolt cover plug with a flat blade screwdriver Remove
the three 10mm nuts from the back of the outside door handle Unclip the latch rod from the
outside door handle Unclip the lock rod from the outside door handle. Pry the door lock clip out
of the old door handle with a flat blade screwdriver Pull the lock out of the old door handle Paint
the new door handle to match your vehicle if desired Push the lock into the new door handle.
Push the new door handle into place Fasten the three 10mm nuts onto the door handle Clip the
lock rod onto the outside door handle Clip the latch rod onto the outside door handle Push the
rubber bolt cover plug into place. Put the water shield into place Clip the latch rod onto the
inside door handle Put the inside door handle into place Insert the 10mm bolt into the inside
door handle Pry out the manual lock switch with a flat blade screwdriver Connect the speaker
wiring harness Connect the door lock wiring harness Pull the courtesy light wiring harness
through its cavity Connect the courtesy light wiring harness Push the courtesy light into the
door panel Push the door panel into place Push in the door panel clips Push in the manual lock
switch Insert the 8mm bolt behind the door pull Insert the 8mm bolt behind the switch panel
Insert the 8mm bolt in the bottom of the door panel Slide on the door handle bezel Push the
bezel into place Push on the mirror base trim panel Connect the window switch wiring harness
Push the switch panel into the door panel. Watch video. Sockets - Metric 8mm Socket 10mm
Socket. Wrenches - Metric 10mm Wrench. Shop Products. Search 1A Auto videos for your car
repair. Year Save this video to my 1A Auto Account. Guaranteed To Fit Providing you the
highest quality, direct fit replacement auto parts enforced to the strictest product standards.
USA Customer Support Exceeding customers' expectations every day, our team of passionate

auto enthusiasts are here to help. Instructional Video Library Thousands of how-to auto repair
videos specific to year, make and model guide you step-by-step through your repair. Terms of
Use Privacy Policy. In order to fix problems inside the door of your Saturn, like damaged
windows, broken locks or speaker repairs, you need to know how to remove the car door
panels. Removing the door panels on a Saturn is a fairly simple process that should only take
around an hour. Lift the panel cover off the top of the screws. Use a thin-blade knife to gain
access to the screws that hold the panel in place. Work carefully to avoid scratching the panel.
Remove the screw in the window corner panel, a triangular panel that sits in the front of the
window on top of the door panel. Use a screwdriver to lift the cover away from the window.
Carefully pull the crank door handle away from the panel. Use a small pry bar with a flat blade.
Switch sides with the pry bar to pull the door handle away evenly until it is removed from the
panel. Unfasten the screws in the door handle cover plate and lift the plate off the door panel.
Undo the remaining screws in the door panel to detach it from the door frame. Pull the bottom
of the panel away from the door frame carefully and unfasten the plastic clips behind the door
panel. Repeat the process for the top of the door panel until it is free from the door frame.
Unhook the electrical speaker wires th
isuzu rodeo reduced power
2000 toyota avalon repair manual pdf
ford cd4e transmission
at are attached to the back of the speaker in the door panel. Disconnect the door-latch linkage
and door-lock connectors behind the panel. Lift the door panel away from the vehicle. Carl Pruit
has been a freelance writer since , specializing in service journalism and travel. His work has
appeared on various websites. Step 1 Lift the panel cover off the top of the screws. Step 2
Remove the screw in the window corner panel, a triangular panel that sits in the front of the
window on top of the door panel. Step 3 Carefully pull the crank door handle away from the
panel. Step 4 Unfasten the screws in the door handle cover plate and lift the plate off the door
panel. Step 5 Pull the bottom of the panel away from the door frame carefully and unfasten the
plastic clips behind the door panel. References Saturn Parts. Many Saturn door panel screws
require a special torx screwdriver; purchase this type of screwdriver at any automotive or
hardware store. Knife Screwdriver Torx screwdriver Pry bar.

